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ITEM No. PAGE

TA-HTA-4HTA general purpose

3xD - 5xD - 8xD

343TA 54

318N 54

353TA 58

353HTA 58

355TA 66

355HTA 66

3584HTA 74

PU-HPU universal application

3xD - 5xD

353PU 83

353HPU 83

355PU 92

355HPU 92

SUH stainless steel

3xD - 5xD

353SUH 105

355SUH 111

ALH non-ferrous material

3xD - 5xD

353ALH 119

355ALH 123

HRC hardened steel 45-62 HRC
3xD

353HRC 129

SUH MINI short, long and extra long

5xD ÷ 30xD

355SUH MINI 140

358SUH MINI 144

3512SUH MINI 148

3520SUH MINI 152

3525SUH MINI 156

3530SUH MINI 160

HL long and extra long

12xD ÷ 30xD

3512HL 173

3515HL 178

3520HL 183

3525HL 188

3530HL 193

NC spotting 

90° - 120°

CS-D-TA 90 200

CS-D-TA 120 200
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RANGE DRILLING 
DEPTH NORM TYPE MATERIAL /

COATING HRC POINT
ANGLE

HELIX
ANGLE CHAMFER ISO P ISO M ISO K ISO N ISO S ISO H

1-16 3xD DIN6539 TA
MG

PV200
140° 30°

1-13 3xD DIN6539 TA
MG
BR

140° 30°  

3-20 3xD DIN6537K TA
MG

PV200
140° 30°

3-20 3xD DIN6537K HTA
MG

PV200
140° 30°

3-20 5xD DIN3537L TA
MG

PV200
140° 30°

3-20 5xD DIN3537L HTA
MG

PV200
140° 30°

3-16 8xD OSAWA 4HTA
MG

PV300
140° 30°

3-20 3xD DIN6537K PU
MG

PV250
140° 30° 45°

3-20 3xD DIN6537K HPU
MG

PV250
140° 30° 45°

3-20 5xD DIN6537L PU
MG

PV250
140° 30° 45°

3-20 5xD DIN6537L HPU
MG

PV250
140° 30° 45°

3-20 3xD DIN6537K SUH
MG

PV300
140° 30°

3-20 5xD DIN6537L SUH
MG

PV300
140° 30°

3-20 3xD DIN6537K ALH
MG

POLISHED
130° 30°

3-20 5xD DIN6537L ALH
MG

POLISHED
130° 30°

2.6-14.2 3xD DIN6537K HRC
MG

PV1000
45-62 150° 15° 45°

1-3 5xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

1-3 8xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

1-3 12xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

1-3 20xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

1-3 25xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

1-3 30xD OSAWA
SUH 
MINI

MG
PV300

135° 30°

3.1-10 12xD OSAWA HL
MG

PV250
135° 30°

3.1-10 15xD OSAWA HL
MG

PV250
135° 30°

3.1-10 20xD OSAWA HL
MG

PV250
135° 30°

3.1-9.5 25xD OSAWA HL
MG

PV250
135° 30°

3.1-8 30xD OSAWA HL
MG

PV250
135° 30°

6-16 OSAWA SD
MG

PV200
90° 30°

6-16 OSAWA SD
MG

PV200
120° 30°

 1st choice      suitable
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ISO P

ISO M

TA
HTA
4HTA

Vc [m/min]40 80 120 160

400

600

800

1000

1300

Rm [N/mm2]

HL
SUH mini

PU
HPU

SUH

Vc [m/min]25 50 75 100

high

medium
high

medium
low

low

Machinability

SUH

PU
PUH

S

HL
SUH mini

TA
HTA
4HTA

STEEL APPLICATION

STAINLESS STEEL APPLICATION

TA : general purpose (page 51)
HTA : general purpose with inside coolant (page 51)
4HTA : 4 margins general purpose with inside coolant (page 51)
PU : universal purpose (page 81)
HPU : universal purpose with inside coolant (page 81)
SUH : special purpose with inside coolant (page 103)
SUH MINI : miniature 5xD ÷ 30xD with inside coolant (page 133)
HL : long 12xD ÷ 30xD (page 165)

 1st choice      suitable

 1st choice      suitable
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ISO K

ISO N

Vc [m/min]50 100 150 200

100

200

300

400

HB hardness

Vc [m/min]150 200 250 300

4

8

Si %

12

16

20

HL
UH 

TA
HTA
4HTA

SUH

PU
HPU

HL
SUH mini

ALH

PU
HPU

SUH

HTA
4HTA

CAST IRON APPLICATION

NON-FERROUS MATERIALS APPLICATION

HL
SUH mini

TA : general purpose (page 51)
HTA : general purpose with inside coolant (page 51)
4HTA : 4 margins general purpose with inside coolant (page 51)
PU : universal purpose (page 81)
HPU : universal purpose with inside coolant (page 81)
SUH : special purpose with inside coolant (page 103)
ALH : special purpose with inside coolant (page 117)
SUH MINI : miniature 5xD ÷ 30xD with inside coolant (page 133)
HL : long 12xD ÷ 30xD (page 165)

 1st choice      suitable

 1st choice      suitable
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ISO S

ISO H

Vc [m/min]30 45 60 75

10

20

30

50

HRC hardness

Vc [m/min]10 15 20 25

45

50

HRC hardness

HRC

55

60

62

40

SUH

HL
SUH mini

TA
HTA
4HTA HPU

SUPER ALLOYS APPLICATION

HARDENED STEEL APPLICATION

TA : general purpose (page 51)
HTA : general purpose with inside coolant (page 51)
4HTA : 4 margins general purpose with inside coolant (page 51)
HPU : universal purpose with inside coolant (page 81)
SUH : special purpose with inside coolant (page 103)
HRC : special purpose (page 127)
SUH MINI : miniature 5xD ÷ 30xD with inside coolant (page 133)
HL : long 12xD ÷ 30xD (page 165)

 1st choice      suitable

 1st choice      suitable
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON TA-HTA-4HTA
HIGH PERFORMANCE - GENERAL PURPOSE

 The tool of choice for multi-purpose drilling on ISO P, M, K 
below 1100 N/mm².

 La soluzione ideale per la foratura di materiali ISO P, M, K 
sino a 1100 N/mm².

 Die optimale Lösung für das Bohren der Materialien 
ISO P, M, K bis zu 1100 N/mm².

 La solution idéale pour le perçage de matériaux ISO P, M, K 
jusqu’à 1100 N/mm².

 La solución ideal para el taladro de materiales ISO P, M, K 
hasta 1100 N/mm².

 Идеальное решение для сверления материалов по 
ISO P, M, K до 1100 Н/мм².
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TYPHOON TA-HTA-4HTA   HIGH PERFORMANCE - GENERAL PURPOSE

 
TA-HTA
- Self-centering geometry for accurate holes
- Curved cutting edge for low cutting forces.
- High relief angle: reduces cutting forces, 
improves chip shape and ejection
- Wide chip pocket: improves chip ejection
- Back taper geometry: improves the cutting 
performance
- Modified oil holes: improves coolant feed
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life

  
TA-HTA
- Affûtage autocentré pour un perçage plus 
précis
- Profil de l’arête ondulé pour faible effort 
de coupe 
- Géométrie de l’arête avec dépouille 
accentuée pour réduire l’effort de coupe 
et améliorer la forme et le contrôle des 
copeaux 
- Goujoures recourbées et larges pour 
améliorer l’évacuation des copeaux 
- Géométrie du corps avec conicité arrière 
pour faciliter la coupe 
- Trous d'arrosage avec géométrie modifiée 
pour apporter une lubrification plus 
importante.
- Substrat et revêtement spécifiques pour 
garantir durée et fiabilité

  
TA-HTA
- Affilatura autocentrante per fori precisi
- Profilo del tagliente ondulato per basso 
sforzo di taglio
- Geometria del tagliente con spoglia 
accentuata per ridurre lo sforzo di taglio e 
migliorare la forma e il controllo dei trucioli
- Gole ricurve e ampie per migliorare 
l’evacuazione dei trucioli
- Geometria del corpo con conicità 
posteriore per agevolare l’azione di taglio 
- Fori di refrigerazione con geometria 
modificata per un maggior apporto di 
refrigerante
- Substrato e rivestimento specifici per 
garantire durata e affidabilità

  
TA-HTA
- Afilado autocentrante para agujeros 
precisos
- Perfil del filo ondulado, para bajo esfuerzo 
de corte
- Geometría del filo con salida acentuada 
para reducir el esfuerzo de corte y mejorar 
la forma y el control de las virutas
- Ranuras curvadas y amplias para mejorar 
la evacuación de las virutas
- Geometría del cuerpo con conicidad 
posterior para facilitar la acción de corte 
- Agujeros de refrigeración con geometría 
modificada para una mayor aportación de 
refrigerante
- Sustrato y revestimiento específicos para 
garantizar duración y fiabilidad

  
TA-HTA
- Selbstzentrierender Schliff für präzise 
Bohrungen
- Gewelltes Schneidkantenprofil für 
geringen Schneiddruck
- Geometrie der Schneidkante mit 
ausgeprägtem Hinterschliff zur Reduzierung 
des Schneiddrucks und zur Verbesserung 
der Späneform und -kontrolle
- Gebogene und breite Nuten zur 
Verbesserung der Späneabführung
- Geometrie des Körpers mit konischem 
hinteren Bereich zur Erleichterung des 
Schnittvorgangs 
- Kühlöffnungen mit abgeänderter 
Geometrie für einen verbesserten 
Kühlmittelzufluss
- Spezielles Trägermaterial und spezielle 
Beschichtung zur Gewährleistung von 
Standzeit und Zuverlässigkeit

  
TA-HTA
- Самоцентрирующаяся заточка для 
сверления отверстий высокой точности
- Закругленный профиль режущей 
кромки для низких режущий усилий
- Большой угол наклона спиральной 
канавки для уменьшения сил резания и 
улучшения условий удаления стружки
- Широкие стружечные канавки для 
лучшего вывода стружки
- Геометрия с обратным конусом для 
повышения производительности
- Большие отверстия: увеличена 
эффективность подвода СОЖ
- Специальное покрытие для повышения 
стойкости инструмента

TA

HTA
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TYPHOON TA-HTA-4HTA   HIGH PERFORMANCE - GENERAL PURPOSE

 
4HTA 8xD
- Self-centering geometry for accurate holes
- 4 margin lands: reliable machining for 
highly accurate and straight holes even in 
deep drilling
- Straight cutting edge: short chips for easy 
evacuation and high reliability
- Special edge design: high performance 
and edge protection
- Back taper geometry: improves the cutting 
performance
- Chip pocket finishing: highly polished to 
reduce welding and improves chip ejection
- Large oil holes: improves coolant feed
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life

  
4HTA 8xD
- Affûtage autocentré pour un perçage plus 
précis.
- Géométrie avec « 4 listels » : trous droits et 
précis, même en présence de trous profonds. 
- Profil de l’arête droit et renforcé : il génère 
des copeaux courts et garantit une grande 
fiabilité 
- Géométrie de l’arête avec affûtage 
spécifique pour protéger l’arête et les angles 
- Géométrie du corps avec conicité arrière 
pour faciliter l’action de coupe 
- Finition des goujoures : polie pour réduire le 
problème du collage et faciliter l’évacuation 
des copeaux 
- Trous de lubrification avec géométrie 
modifiée pour un apport de lubrifiant plus 
important 
- Substrat et revêtement spécifiques pour 
garantir durée et fiabilité

  
4HTA 8xD
- Affilatura autocentrante per fori precisi
- Geometria con “4 Margini": fori rettilinei e 
precisi, anche nel caso di profondità elevate. 
- Profilo del tagliente diritto e rinforzato: 
genera trucioli corti e garantisce grande 
affidabilità
- Geometria del tagliente con affilatura 
specifica a protezione del tagliente e degli 
spigoli
- Geometria del corpo con conicità posteriore 
per agevolare l’azione di taglio 
- Finitura gole: lappate per ridurre il problema 
dell’incollaggio e facilitare l’evacuazione dei 
trucioli  
- Fori di refrigerazione con geometria 
modificata per un maggior apporto di 
refrigerante
- Substrato e rivestimento specifici per 
garantire durata e affidabilità

  
4HTA 8xD
- Afilado autocentrante para agujeros 
precisos
- Geometría con «4 Márgenes»: agujeros 
rectilíneos y precisos, incluso en caso de 
profundidades elevadas. 
- Perfil del filo recto y reforzado: genera 
virutas cortas y garantiza una gran fiabilidad
- Geometría del filo con afilado específico 
para proteger el filo y los ángulos
- Geometría del cuerpo con conicidad 
posterior para facilitar la acción de corte 
- Acabado ranuras: lapeadas para reducir 
el problema del encolado y facilitar la 
evacuación de las virutas 
- Agujeros de refrigeración con geometría 
modificada para una mayor aportación de 
refrigerante
- Sustrato y revestimiento específicos para 
garantizar duración y fiabilidad

  
4HTA 8xD
- Selbstzentrierender Schliff für präzise 
Bohrungen
- Geometrie mit „4 Fasen“: gerade und präzise 
Bohrungen, auch bei großen Tiefen. 
- Gerades und verstärktes Schneidkantenprofil: 
zur Erzeugung kurzer Späne und zur 
Gewährleistung hoher Zuverlässigkeit
- Geometrie der Schneidkante mit speziellem 
Schliff zum Schutz von Schneidkante und Kanten
- Geometrie des Körpers mit konischem hinteren 
Bereich zur Erleichterung des Schnittvorgangs 
- Schlichtbearbeitung der Nuten: geläppt, um 
Probleme durch Verkleben zu reduzieren und 
um die Späneabführung zu erleichtern 
- Kühlöffnungen mit abgeänderter Geometrie für 
einen verbesserten Kühlmittelzufluss
- Spezielles Trägermaterial und spezielle 
Beschichtung zur Gewährleistung von Standzeit 
und Zuverlässigkeit

  
4HTA 8xD
- Самоцентрирующаяся заточка для 
сверления отверстий высокой точности
- Геометрия с 4 режущими кромками: 
надежная обработка и высокая точность 
отверстия, даже, при глубоком сверлении
- Прямые режущие кромки: легкий вывод 
короткой стружки и высокая эффективность
- Геометрия режущих кромок со 
специальной заточкой: высокая 
производительность и защита кромок
- Геометрия с обратным конусом: 
повышение производительности
- Отполированные стружечные канавки: 
уменьшают вероятность приваривания 
стружки и облегчают ее вывод
- Большие отверстия: увеличена 
эффективность подвода СОЖ
- Специальное покрытие для повышения 
стойкости инструмента

1

2

3

4

4HTA
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

1.00 0/-0.010 2 6 40 343TA0100 h P318N0100 h

1.10 0/-0.010 2 7 40 343TA0110 h P318N0110 h

1.20 0/-0.010 2 8 40 343TA0120 h P318N0120 h

1.30 0/-0.010 2 8 40 343TA0130 h P318N0130 h

1.40 0/-0.010 2 9 40 343TA0140 h P318N0140 h

1.50 0/-0.010 2 9 40 343TA0150 h P318N0150 h

1.60 0/-0.010 2 10 40 343TA0160 h P318N0160 h

1.70 0/-0.010 2 10 40 343TA0170 h P318N0170 h

1.80 0/-0.010 2 11 40 343TA0180 h P318N0180 h

1.90 0/-0.010 2 11 40 343TA0190 h P318N0190 h

2.00 0/-0.010 2 12 40 343TA0200 h P318N0200 h

2.10 0/-0.010 2.1 12 40 343TA0210 h P318N0210 h

2.20 0/-0.010 2.2 13 40 343TA0220 h P318N0220 h

2.30 0/-0.010 2.3 13 46 343TA0230 h P318N0230 h

2.40 0/-0.010 2.4 14 46 343TA0240 h P318N0240 h

2.50 0/-0.010 2.5 14 46 343TA0250 h P318N0250 h

2.60 0/-0.010 2.6 14 46 343TA0260 h P318N0260 h

2.70 0/-0.010 2.7 16 46 343TA0270 h P318N0270 h

2.80 0/-0.010 2.8 16 49 343TA0280 h P318N0280 h

2.90 0/-0.010 2.9 16 49 343TA0290 h P318N0290 h

3.00 0/-0.010 3 16 49 343TA0300 h P318N0300 h

3.10 0/-0.012 3.1 18 49 343TA0310 h P318N0310 h

3.20 0/-0.012 3.2 18 49 343TA0320 h P318N0320 h

3.30 0/-0.012 3.3 18 52 343TA0330 h P318N0330 h

3.40 0/-0.012 3.4 20 52 343TA0340 h P318N0340 h

3.50 0/-0.012 3.5 20 52 343TA0350 h P318N0350 h

3.60 0/-0.012 3.6 20 52 343TA0360 h P318N0360 h

3.70 0/-0.012 3.7 20 52 343TA0370 h P318N0370 h

3.80 0/-0.012 3.8 22 55 343TA0380 h P318N0380 h

3.90 0/-0.012 3.9 22 55 343TA0390 h P318N0390 h

4.00 0/-0.012 4 22 55 343TA0400 h P318N0400 h

4.10 0/-0.012 4.1 22 55 343TA0410 h P318N0410 h

4.20 0/-0.012 4.2 22 55 343TA0420 h P318N0420 h

4.30 0/-0.012 4.3 24 58 343TA0430 h P318N0430 h

4.40 0/-0.012 4.4 24 58 343TA0440 h P318N0440 h

4.50 0/-0.012 4.5 24 58 343TA0450 h P318N0450 h

4.60 0/-0.012 4.6 24 58 343TA0460 h P318N0460 h

4.70 0/-0.012 4.7 24 58 343TA0470 h P318N0470 h

4.80 0/-0.012 4.8 26 62 343TA0480 h P318N0480 h

343TA-318N
general purpose, coated (343TA) and uncoated (318N)

3XD DIN
6539

343TA 318N

343TA

318N

P M K N S H

343TA

318N

 1st choice      suitable

343TA 318N

< ø2 mm

≥ ø2 mm
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

4.90 0/-0.012 4.9 26 62 343TA0490 h P318N0490 h

5.00 0/-0.012 5 26 62 343TA0500 h P318N0500 h

5.10 0/-0.012 5.1 26 62 343TA0510 h P318N0510 h

5.20 0/-0.012 5.2 26 62 343TA0520 h P318N0520 h

5.30 0/-0.012 5.3 26 66 343TA0530 h P318N0530 h

5.40 0/-0.012 5.4 28 66 343TA0540 h P318N0540 h

5.50 0/-0.012 5.5 28 66 343TA0550 h P318N0550 h

5.60 0/-0.012 5.6 28 66 343TA0560 h P318N0560 h

5.70 0/-0.012 5.7 28 66 343TA0570 h P318N0570 h

5.80 0/-0.012 5.8 28 70 343TA0580 h P318N0580 h

5.90 0/-0.012 5.9 28 70 343TA0590 h P318N0590 h

6.00 0/-0.012 6 28 70 343TA0600 h P318N0600 h

6.10 0/-0.015 6.1 31 70 343TA0610 h P318N0610 h

6.20 0/-0.015 6.2 31 70 343TA0620 h P318N0620 h

6.30 0/-0.015 6.3 31 70 343TA0630 h P318N0630 h

6.40 0/-0.015 6.4 31 70 343TA0640 h P318N0640 h

6.50 0/-0.015 6.5 31 70 343TA0650 h P318N0650 h

6.60 0/-0.015 6.6 31 70 343TA0660 h P318N0660 h

6.70 0/-0.015 6.7 31 70 343TA0670 h P318N0670 h

6.80 0/-0.015 6.8 34 74 343TA0680 h P318N0680 h

6.90 0/-0.015 6.9 34 74 343TA0690 h P318N0690 h

7.00 0/-0.015 7 34 74 343TA0700 h P318N0700 h

7.10 0/-0.015 7.1 34 74 343TA0710 h P318N0710 h

7.20 0/-0.015 7.2 34 74 343TA0720 h P318N0720 h

7.30 0/-0.015 7.3 34 79 343TA0730 h P318N0730 h

7.40 0/-0.015 7.4 34 79 343TA0740 h P318N0740 h

7.50 0/-0.015 7.5 34 79 343TA0750 h P318N0750 h

7.60 0/-0.015 7.6 37 79 343TA0760 h P318N0760 f

7.70 0/-0.015 7.7 37 79 343TA0770 h P318N0770 f

7.80 0/-0.015 7.8 37 79 343TA0780 h P318N0780 h

7.90 0/-0.015 7.9 37 79 343TA0790 h P318N0790 f

8.00 0/-0.015 8 37 79 343TA0800 h P318N0800 h

8.10 0/-0.015 8.1 37 79 343TA0810 h P318N0810 h

8.20 0/-0.015 8.2 37 79 343TA0820 h P318N0820 h

8.30 0/-0.015 8.3 37 84 343TA0830 h P318N0830 h

8.40 0/-0.015 8.4 37 84 343TA0840 h P318N0840 f

8.50 0/-0.015 8.5 37 84 343TA0850 h P318N0850 h

8.60 0/-0.015 8.6 40 84 343TA0860 h P318N0860 h

8.70 0/-0.015 8.7 40 84 343TA0870 h P318N0870 h

343TA-318N
general purpose, coated (343TA) and uncoated (318N)

3XD DIN
6539

343TA 318N

343TA

318N

P M K N S H

343TA

318N

 1st choice      suitable

343TA 318N
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

8.80 0/-0.015 8.8 40 84 343TA0880 h P318N0880 h

8.90 0/-0.015 8.9 40 84 343TA0890 h P318N0890 f

9.00 0/-0.015 9 40 84 343TA0900 h P318N0900 h

9.10 0/-0.015 9.1 40 84 343TA0910 h P318N0910 f

9.20 0/-0.015 9.2 40 84 343TA0920 h P318N0920 h

9.30 0/-0.015 9.3 40 89 343TA0930 h P318N0930 h

9.40 0/-0.015 9.4 40 89 343TA0940 h P318N0940 f

9.50 0/-0.015 9.5 40 89 343TA0950 h P318N0950 h

9.60 0/-0.015 9.6 43 89 343TA0960 h P318N0960 f

9.70 0/-0.015 9.7 43 89 343TA0970 h P318N0970 f

9.80 0/-0.015 9.8 43 89 343TA0980 h P318N0980 h

9.90 0/-0.015 9.9 43 89 343TA0990 h P318N0990 f

10.00 0/-0.015 10 43 89 343TA1000 h P318N1000 h

10.20 0/-0.018 10.2 43 89 343TA1020 h P318N1020 h

10.50 0/-0.018 10.5 43 95 343TA1050 h P318N1050 h

11.00 0/-0.018 11 47 95 343TA1100 h P318N1100 h

11.50 0/-0.018 11.5 47 102 343TA1150 h P318N1150 h

12.00 0/-0.018 12 51 102 343TA1200 h P318N1200 h

12.50 0/-0.018 12.5 51 103 343TA1250 h P318N1250 h

13.00 0/-0.018 13 51 103 343TA1300 h P318N1300 h

13.50 0/-0.018 13.5 54 107 343TA1350 h

14.00 0/-0.018 14 54 107 343TA1400 h

14.50 0/-0.018 14.5 56 111 343TA1450 h

15.00 0/-0.018 15 56 111 343TA1500 h

15.50 0/-0.018 15.5 58 115 343TA1550 h

16.00 0/-0.018 16 58 115 343TA1600 h

343TA-318N
general purpose, coated (343TA) and uncoated (318N)

3XD DIN
6539

343TA 318N

343TA

318N

P M K N S H

343TA

318N

 1st choice      suitable

343TA 318N
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

343TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2    P3 M1   M2 K1 N1    N2

Hardness/Rm < 800 N/mm² < 750 N/mm² 150-250 HB

Vc (m/min) 80-100 35-45 80-100 140-180

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1 28660 0.050 1430 12740 0.035 450 28660 0.050 1430 50960 0.065 3310
2 14330 0.070 1000 6370 0.049 310 14330 0.070 1000 25480 0.091 2320
3 9550 0.086 820 4250 0.060 260 9550 0.086 820 16990 0.112 1900
4 7170 0.126 900 3180 0.088 280 7170 0.126 900 12740 0.164 2090
5 5730 0.131 750 2550 0.092 230 5730 0.131 750 10190 0.170 1740
6 4780 0.145 690 2120 0.102 220 4780 0.145 690 8490 0.189 1600
7 4090 0.165 670 1820 0.116 210 4090 0.165 670 7280 0.215 1560
8 3580 0.185 660 1590 0.130 210 3580 0.185 660 6370 0.241 1530
9 3180 0.205 650 1420 0.144 200 3180 0.205 650 5660 0.267 1510

10 2870 0.224 640 1270 0.157 200 2870 0.224 640 5100 0.291 1490
11 2610 0.244 640 1160 0.171 200 2610 0.244 640 4630 0.317 1470
12 2390 0.263 630 1060 0.184 200 2390 0.263 630 4250 0.342 1450
13 2200 0.282 620 980 0.197 190 2200 0.282 620 3920 0.367 1440
14 2050 0.302 620 910 0.211 190 2050 0.302 620 3640 0.393 1430
15 1910 0.315 600 850 0.221 190 1910 0.315 600 3400 0.410 1390
16 1790 0.336 600 800 0.235 190 1790 0.336 600 3180 0.437 1390

318N

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2    P3 M1   M2 K1 N1    N2

Hardness/Rm < 800 N/mm² < 750 N/mm² 150-250 HB

Vc (m/min) 60-80 20-30 50-70 100-140

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1 22290 0.035 780 7960 0.025 200 19110 0.032 600 38220 0.046 1740
2 11150 0.050 560 3980 0.035 140 9550 0.045 430 19110 0.065 1240
3 7430 0.065 480 2650 0.046 120 6370 0.059 370 12740 0.085 1080
4 5570 0.080 450 1990 0.056 110 4780 0.072 340 9550 0.104 990
5 4460 0.095 420 1590 0.067 110 3820 0.086 330 7640 0.124 940
6 3720 0.110 410 1330 0.077 100 3180 0.099 310 6370 0.143 910
7 3180 0.125 400 1140 0.088 100 2730 0.113 310 5460 0.163 890
8 2790 0.140 390 1000 0.098 100 2390 0.126 300 4780 0.182 870
9 2480 0.155 380 880 0.109 100 2120 0.140 300 4250 0.202 860

10 2230 0.170 380 800 0.119 100 1910 0.153 290 3820 0.221 840
11 2030 0.185 380 720 0.130 90 1740 0.167 290 3470 0.241 830
12 1860 0.200 370 660 0.140 90 1590 0.180 290 3180 0.260 830
13 1710 0.215 370 610 0.151 90 1470 0.194 280 2940 0.280 820
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

3.00 +0.012/+0.002 6 14 20 62 353TA0300 h 353HTA0300 h

3.10 +0.016/+0.004 6 14 20 62 353TA0310 h 353HTA0310 h

3.20 +0.016/+0.004 6 14 20 62 353TA0320 h 353HTA0320 h

3.30 +0.016/+0.004 6 14 20 62 353TA0330 h 353HTA0330 h

3.40 +0.016/+0.004 6 14 20 62 353TA0340 h 353HTA0340 h

3.50 +0.016/+0.004 6 14 20 62 353TA0350 h 353HTA0350 h

3.60 +0.016/+0.004 6 14 20 62 353TA0360 h 353HTA0360 h

3.70 +0.016/+0.004 6 14 20 62 353TA0370 h 353HTA0370 h

3.80 +0.016/+0.004 6 17 24 66 353TA0380 h 353HTA0380 h

3.90 +0.016/+0.004 6 17 24 66 353TA0390 h 353HTA0390 h

4.00 +0.016/+0.004 6 17 24 66 353TA0400 h 353HTA0400 h

4.10 +0.016/+0.004 6 17 24 66 353TA0410 h 353HTA0410 h

4.20 +0.016/+0.004 6 17 24 66 353TA0420 h 353HTA0420 h

4.30 +0.016/+0.004 6 17 24 66 353TA0430 h 353HTA0430 h

4.40 +0.016/+0.004 6 17 24 66 353TA0440 h 353HTA0440 h

4.50 +0.016/+0.004 6 17 24 66 353TA0450 h 353HTA0450 h

4.60 +0.016/+0.004 6 17 24 66 353TA0460 h 353HTA0460 h

4.70 +0.016/+0.004 6 17 24 66 353TA0470 h 353HTA0470 h

4.80 +0.016/+0.004 6 20 28 66 353TA0480 h 353HTA0480 h

4.90 +0.016/+0.004 6 20 28 66 353TA0490 h 353HTA0490 h

5.00 +0.016/+0.004 6 20 28 66 353TA0500 h 353HTA0500 h

5.10 +0.016/+0.004 6 20 28 66 353TA0510 h 353HTA0510 h

5.20 +0.016/+0.004 6 20 28 66 353TA0520 h 353HTA0520 h

5.30 +0.016/+0.004 6 20 28 66 353TA0530 h 353HTA0530 h

5.40 +0.016/+0.004 6 20 28 66 353TA0540 h 353HTA0540 h

5.50 +0.016/+0.004 6 20 28 66 353TA0550 h 353HTA0550 h

5.60 +0.016/+0.004 6 20 28 66 353TA0560 h 353HTA0560 h

5.70 +0.016/+0.004 6 20 28 66 353TA0570 h 353HTA0570 h

5.80 +0.016/+0.004 6 20 28 66 353TA0580 h 353HTA0580 h

5.90 +0.016/+0.004 6 20 28 66 353TA0590 h 353HTA0590 h

6.00 +0.016/+0.004 6 20 28 66 353TA0600 h 353HTA0600 h

6.10 +0.021/+0.006 8 24 34 79 353TA0610 h 353HTA0610 h

6.20 +0.021/+0.006 8 24 34 79 353TA0620 h 353HTA0620 h

6.30 +0.021/+0.006 8 24 34 79 353TA0630 h 353HTA0630 h

6.40 +0.021/+0.006 8 24 34 79 353TA0640 h 353HTA0640 h

6.50 +0.021/+0.006 8 24 34 79 353TA0650 h 353HTA0650 h

6.60 +0.021/+0.006 8 24 34 79 353TA0660 h 353HTA0660 h

6.70 +0.021/+0.006 8 24 34 79 353TA0670 h 353HTA0670 h

6.80 +0.021/+0.006 8 24 34 79 353TA0680 h 353HTA0680 h

353TA 353HTA

353TA-353HTA
general purpose, TA and HTA (through coolant)

3XD DIN
6537K

353TA 353HTA

  

353TA

  

353HTA

P M K N S H

353TA

353HTA
 1st choice      suitable

353TA

353HTA
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

353TA 353HTA

353TA-353HTA
general purpose, TA and HTA (through coolant)

3XD DIN
6537K

353TA 353HTA

  

353TA

  

353HTA

P M K N S H

353TA

353HTA
 1st choice      suitable

353TA

353HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

6.90 +0.021/+0.006 8 24 34 79 353TA0690 h 353HTA0690 h

7.00 +0.021/+0.006 8 24 34 79 353TA0700 h 353HTA0700 h

7.10 +0.021/+0.006 8 29 41 79 353TA0710 h 353HTA0710 h

7.20 +0.021/+0.006 8 29 41 79 353TA0720 h 353HTA0720 h

7.30 +0.021/+0.006 8 29 41 79 353TA0730 h 353HTA0730 h

7.40 +0.021/+0.006 8 29 41 79 353TA0740 h 353HTA0740 h

7.50 +0.021/+0.006 8 29 41 79 353TA0750 h 353HTA0750 h

7.60 +0.021/+0.006 8 29 41 79 353TA0760 h 353HTA0760 h

7.70 +0.021/+0.006 8 29 41 79 353TA0770 h 353HTA0770 h

7.80 +0.021/+0.006 8 29 41 79 353TA0780 h 353HTA0780 h

7.90 +0.021/+0.006 8 29 41 79 353TA0790 h 353HTA0790 h

8.00 +0.021/+0.006 8 29 41 79 353TA0800 h 353HTA0800 h

8.10 +0.021/+0.006 10 35 47 89 353TA0810 h 353HTA0810 h

8.20 +0.021/+0.006 10 35 47 89 353TA0820 h 353HTA0820 h

8.30 +0.021/+0.006 10 35 47 89 353TA0830 h 353HTA0830 h

8.40 +0.021/+0.006 10 35 47 89 353TA0840 h 353HTA0840 h

8.50 +0.021/+0.006 10 35 47 89 353TA0850 h 353HTA0850 h

8.60 +0.021/+0.006 10 35 47 89 353TA0860 h 353HTA0860 h

8.70 +0.021/+0.006 10 35 47 89 353TA0870 h 353HTA0870 h

8.80 +0.021/+0.006 10 35 47 89 353TA0880 h 353HTA0880 h

8.90 +0.021/+0.006 10 35 47 89 353TA0890 h 353HTA0890 h

9.00 +0.021/+0.006 10 35 47 89 353TA0900 h 353HTA0900 h

9.10 +0.021/+0.006 10 35 47 89 353TA0910 h 353HTA0910 h

9.20 +0.021/+0.006 10 35 47 89 353TA0920 h 353HTA0920 h

9.30 +0.021/+0.006 10 35 47 89 353TA0930 h 353HTA0930 h

9.40 +0.021/+0.006 10 35 47 89 353TA0940 h 353HTA0940 h

9.50 +0.021/+0.006 10 35 47 89 353TA0950 h 353HTA0950 h

9.60 +0.021/+0.006 10 35 47 89 353TA0960 h 353HTA0960 h

9.70 +0.021/+0.006 10 35 47 89 353TA0970 h 353HTA0970 h

9.80 +0.021/+0.006 10 35 47 89 353TA0980 h 353HTA0980 h

9.90 +0.021/+0.006 10 35 47 89 353TA0990 h 353HTA0990 h

10.00 +0.021/+0.006 10 35 47 89 353TA1000 h 353HTA1000 h

10.10 +0.025/+0.007 12 40 55 102 353TA1010 h

10.20 +0.025/+0.007 12 40 55 102 353TA1020 h 353HTA1020 h

10.30 +0.025/+0.007 12 40 55 102 353TA1030 h

10.40 +0.025/+0.007 12 40 55 102 353TA1040 h 353HTA1040 h

10.50 +0.025/+0.007 12 40 55 102 353TA1050 h 353HTA1050 h

10.60 +0.025/+0.007 12 40 55 102 353TA1060 h 353HTA1060 h

10.70 +0.025/+0.007 12 40 55 102 353TA1070 h
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

10.80 +0.025/+0.007 12 40 55 102 353TA1080 h 353HTA1080 h

10.90 +0.025/+0.007 12 40 55 102 353TA1090 f 353HTA1090 f

11.00 +0.025/+0.007 12 40 55 102 353TA1100 h 353HTA1100 h

11.10 +0.025/+0.007 12 40 55 102 353TA1110 f

11.20 +0.025/+0.007 12 40 55 102 353TA1120 h 353HTA1120 h

11.30 +0.025/+0.007 12 40 55 102 353TA1130 h 353HTA1130 h

11.40 +0.025/+0.007 12 40 55 102 353TA1140 f

11.50 +0.025/+0.007 12 40 55 102 353TA1150 h 353HTA1150 h

11.60 +0.025/+0.007 12 40 55 102 353TA1160 f

11.70 +0.025/+0.007 12 40 55 102 353TA1170 f

11.80 +0.025/+0.007 12 40 55 102 353TA1180 h 353HTA1180 h

11.90 +0.025/+0.007 12 40 55 102 353TA1190 f

12.00 +0.025/+0.007 12 40 55 102 353TA1200 h 353HTA1200 h

12.20 +0.025/+0.007 14 43 60 107 353TA1220 h 353HTA1220 h

12.50 +0.025/+0.007 14 43 60 107 353TA1250 h 353HTA1250 h

12.80 +0.025/+0.007 14 43 60 107 353TA1280 h 353HTA1280 h

13.00 +0.025/+0.007 14 43 60 107 353TA1300 h 353HTA1300 h

13.30 +0.025/+0.007 14 43 60 107 353HTA1330 h

13.50 +0.025/+0.007 14 43 60 107 353TA1350 h 353HTA1350 h

13.80 +0.025/+0.007 14 43 60 107 353HTA1380 h

14.00 +0.025/+0.007 14 43 60 107 353TA1400 h 353HTA1400 h

14.50 +0.025/+0.007 16 45 65 115 353TA1450 h 353HTA1450 h

15.00 +0.025/+0.007 16 65 65 115 353TA1500 h 353HTA1500 h

15.30 +0.025/+0.007 16 65 65 115 353HTA1530 h

15.50 +0.025/+0.007 16 65 65 115 353TA1550 h 353HTA1550 h

15.80 +0.025/+0.007 16 65 65 115 353HTA1580 h

16.00 +0.025/+0.007 16 65 65 115 353TA1600 h 353HTA1600 h

16.50 +0.025/+0.007 18 73 73 123 353TA1650 h 353HTA1650 h

17.00 +0.025/+0.007 18 73 73 123 353TA1700 h 353HTA1700 h

17.50 +0.025/+0.007 18 73 73 123 353TA1750 h 353HTA1750 h

18.00 +0.025/+0.007 18 73 73 123 353TA1800 h 353HTA1800 h

18.50 +0.029/+0.008 20 79 79 131 353TA1850 h 353HTA1850 h

19.00 +0.029/+0.008 20 79 79 131 353TA1900 h 353HTA1900 h

19.50 +0.029/+0.008 20 79 79 131 353TA1950 h 353HTA1950 h

20.00 +0.029/+0.008 20 79 79 131 353TA2000 h 353HTA2000 h

353TA 353HTA

353TA-353HTA
general purpose, TA and HTA (through coolant)

3XD DIN
6537K

353TA 353HTA

  

353TA

  

353HTA

P M K N S H

353TA

353HTA
 1st choice      suitable

353TA

353HTA
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

353TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 90-110 80-100 50-70 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 10620 0.100 1060 9550 0.085 810 6370 0.075 480 4250 0.060 260
4 7960 0.110 880 7170 0.094 670 4780 0.083 390 3180 0.066 210
5 6370 0.120 760 5730 0.102 580 3820 0.090 340 2550 0.072 180
6 5310 0.135 720 4780 0.115 550 3180 0.101 320 2120 0.081 170
7 4550 0.150 680 4090 0.128 520 2730 0.113 310 1820 0.090 160
8 3980 0.165 660 3580 0.140 500 2390 0.124 300 1590 0.099 160
9 3540 0.180 640 3180 0.153 490 2120 0.135 290 1420 0.108 150

10 3180 0.195 620 2870 0.166 480 1910 0.146 280 1270 0.117 150
11 2900 0.210 610 2610 0.179 470 1740 0.158 270 1160 0.126 150
12 2650 0.230 610 2390 0.196 470 1590 0.173 270 1060 0.138 150
13 2450 0.250 610 2200 0.213 470 1470 0.188 280 980 0.150 150
14 2270 0.270 610 2050 0.230 470 1360 0.203 280 910 0.162 150
15 2120 0.290 610 1910 0.247 470 1270 0.218 280 850 0.174 150
16 1990 0.310 620 1790 0.264 470 1190 0.233 280 800 0.186 150
17 1870 0.330 620 1690 0.281 470 1120 0.248 280 750 0.198 150
18 1770 0.350 620 1590 0.298 470 1060 0.263 280 710 0.210 150
19 1680 0.370 620 1510 0.315 470 1010 0.278 280 670 0.222 150
20 1590 0.390 620 1430 0.332 470 960 0.293 280 640 0.234 150

353HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 100-140 80-120 70-90 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 12740 0.110 1400 10620 0.099 1050 8490 0.088 750 6370 0.077 490
4 9550 0.130 1240 7960 0.117 930 6370 0.104 660 4780 0.091 430
5 7640 0.150 1150 6370 0.135 860 5100 0.120 610 3820 0.105 400
6 6370 0.170 1080 5310 0.153 810 4250 0.136 580 3180 0.119 380
7 5460 0.190 1040 4550 0.171 780 3640 0.152 550 2730 0.133 360
8 4780 0.210 1000 3980 0.189 750 3180 0.168 530 2390 0.147 350
9 4250 0.230 980 3540 0.207 730 2830 0.184 520 2120 0.161 340

10 3820 0.250 960 3180 0.225 720 2550 0.200 510 1910 0.175 330
11 3470 0.260 900 2900 0.234 680 2320 0.208 480 1740 0.182 320
12 3180 0.280 890 2650 0.252 670 2120 0.224 470 1590 0.196 310
13 2940 0.300 880 2450 0.270 660 1960 0.240 470 1470 0.210 310
14 2730 0.320 870 2270 0.288 650 1820 0.256 470 1360 0.224 300
15 2550 0.340 870 2120 0.306 650 1700 0.272 460 1270 0.238 300
16 2390 0.360 860 1990 0.324 640 1590 0.288 460 1190 0.252 300
17 2250 0.370 830 1870 0.333 620 1500 0.296 440 1120 0.259 290
18 2120 0.380 810 1770 0.342 610 1420 0.304 430 1060 0.266 280
19 2010 0.390 780 1680 0.351 590 1340 0.312 420 1010 0.273 280
20 1910 0.400 760 1590 0.360 570 1270 0.320 410 960 0.280 270
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

 CUTTING PARAMETERS

353TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 35-55 25-45 20-30 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4780 0.070 330 3720 0.060 220 2650 0.053 140 2120 0.042 90
4 3580 0.077 280 2790 0.065 180 1990 0.058 110 1590 0.046 70
5 2870 0.084 240 2230 0.071 160 1590 0.063 100 1270 0.050 60
6 2390 0.095 230 1860 0.080 150 1330 0.071 90 1060 0.057 60
7 2050 0.105 220 1590 0.089 140 1140 0.079 90 910 0.063 60
8 1790 0.116 210 1390 0.098 140 1000 0.087 90 800 0.069 60
9 1590 0.126 200 1240 0.107 130 880 0.095 80 710 0.076 50

10 1430 0.137 200 1110 0.116 130 800 0.102 80 640 0.082 50
11 1300 0.147 190 1010 0.125 130 720 0.110 80 580 0.088 50
12 1190 0.161 190 930 0.137 130 660 0.121 80 530 0.097 50
13 1100 0.175 190 860 0.149 130 610 0.131 80 490 0.105 50
14 1020 0.189 190 800 0.161 130 570 0.142 80 450 0.113 50
15 960 0.203 190 740 0.173 130 530 0.152 80 420 0.122 50
16 900 0.217 200 700 0.184 130 500 0.163 80 400 0.130 50
17 840 0.231 190 660 0.196 130 470 0.173 80 370 0.139 50
18 800 0.245 200 620 0.208 130 440 0.184 80 350 0.147 50
19 750 0.259 190 590 0.220 130 420 0.194 80 340 0.155 50
20 720 0.273 200 560 0.232 130 400 0.205 80 320 0.164 50

353HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 40-60 30-50 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 5310 0.070 370 4250 0.056 240 3180 0.049 160 2120 0.042 90
4 3980 0.090 360 3180 0.072 230 2390 0.063 150 1590 0.054 90
5 3180 0.100 320 2550 0.080 200 1910 0.070 130 1270 0.060 80
6 2650 0.110 290 2120 0.088 190 1590 0.077 120 1060 0.066 70
7 2270 0.130 300 1820 0.104 190 1360 0.091 120 910 0.078 70
8 1990 0.150 300 1590 0.120 190 1190 0.105 120 800 0.090 70
9 1770 0.160 280 1420 0.128 180 1060 0.112 120 710 0.096 70

10 1590 0.175 280 1270 0.140 180 960 0.123 120 640 0.105 70
11 1450 0.180 260 1160 0.144 170 870 0.126 110 580 0.108 60
12 1330 0.200 270 1060 0.160 170 800 0.140 110 530 0.120 60
13 1220 0.215 260 980 0.172 170 730 0.151 110 490 0.129 60
14 1140 0.230 260 910 0.184 170 680 0.161 110 450 0.138 60
15 1060 0.245 260 850 0.196 170 640 0.172 110 420 0.147 60
16 1000 0.260 260 800 0.208 170 600 0.182 110 400 0.156 60
17 940 0.270 250 750 0.216 160 560 0.189 110 370 0.162 60
18 880 0.285 250 710 0.228 160 530 0.200 110 350 0.171 60
19 840 0.300 250 670 0.240 160 500 0.210 110 340 0.180 60
20 800 0.310 250 640 0.248 160 480 0.217 100 320 0.186 60
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

353TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 90-110 80-100 50-70 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 10620 0.100 1060 9550 0.085 810 6370 0.075 480 4250 0.060 260
4 7960 0.110 880 7170 0.094 670 4780 0.083 390 3180 0.066 210
5 6370 0.120 760 5730 0.102 580 3820 0.090 340 2550 0.072 180
6 5310 0.135 720 4780 0.115 550 3180 0.101 320 2120 0.081 170
7 4550 0.150 680 4090 0.128 520 2730 0.113 310 1820 0.090 160
8 3980 0.165 660 3580 0.140 500 2390 0.124 300 1590 0.099 160
9 3540 0.180 640 3180 0.153 490 2120 0.135 290 1420 0.108 150

10 3180 0.195 620 2870 0.166 480 1910 0.146 280 1270 0.117 150
11 2900 0.210 610 2610 0.179 470 1740 0.158 270 1160 0.126 150
12 2650 0.230 610 2390 0.196 470 1590 0.173 270 1060 0.138 150
13 2450 0.250 610 2200 0.213 470 1470 0.188 280 980 0.150 150
14 2270 0.270 610 2050 0.230 470 1360 0.203 280 910 0.162 150
15 2120 0.290 610 1910 0.247 470 1270 0.218 280 850 0.174 150
16 1990 0.310 620 1790 0.264 470 1190 0.233 280 800 0.186 150
17 1870 0.330 620 1690 0.281 470 1120 0.248 280 750 0.198 150
18 1770 0.350 620 1590 0.298 470 1060 0.263 280 710 0.210 150
19 1680 0.370 620 1510 0.315 470 1010 0.278 280 670 0.222 150
20 1590 0.390 620 1430 0.332 470 960 0.293 280 640 0.234 150

353HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 100-120 80-100 60-80 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.110 1280 9550 0.099 950 7430 0.088 650 6370 0.077 490
4 8760 0.130 1140 7170 0.117 840 5570 0.104 580 4780 0.091 430
5 7010 0.150 1050 5730 0.135 770 4460 0.120 540 3820 0.105 400
6 5840 0.170 990 4780 0.153 730 3720 0.136 510 3180 0.119 380
7 5000 0.190 950 4090 0.171 700 3180 0.152 480 2730 0.133 360
8 4380 0.210 920 3580 0.189 680 2790 0.168 470 2390 0.147 350
9 3890 0.230 890 3180 0.207 660 2480 0.184 460 2120 0.161 340

10 3500 0.250 880 2870 0.225 650 2230 0.200 450 1910 0.175 330
11 3180 0.260 830 2610 0.234 610 2030 0.208 420 1740 0.182 320
12 2920 0.280 820 2390 0.252 600 1860 0.224 420 1590 0.196 310
13 2690 0.300 810 2200 0.270 590 1710 0.240 410 1470 0.210 310
14 2500 0.320 800 2050 0.288 590 1590 0.256 410 1360 0.224 300
15 2340 0.340 800 1910 0.306 580 1490 0.272 410 1270 0.238 300
16 2190 0.360 790 1790 0.324 580 1390 0.288 400 1190 0.252 300
17 2060 0.370 760 1690 0.333 560 1310 0.296 390 1120 0.259 290
18 1950 0.380 740 1590 0.342 540 1240 0.304 380 1060 0.266 280
19 1840 0.390 720 1510 0.351 530 1170 0.312 370 1010 0.273 280
20 1750 0.400 700 1430 0.360 510 1110 0.320 360 960 0.280 270
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

 CUTTING PARAMETERS

353HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1    > 5% Si N2 N4

Hardness/Rm

Vc (m/min) 180-220 160-200 160-180

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 21230 0.132 2800 19110 0.119 2270 18050 0.119 2140
4 15920 0.156 2480 14330 0.140 2010 13540 0.140 1900
5 12740 0.180 2290 11460 0.162 1860 10830 0.162 1750
6 10620 0.204 2170 9550 0.184 1750 9020 0.184 1660
7 9100 0.228 2070 8190 0.205 1680 7730 0.205 1590
8 7960 0.252 2010 7170 0.227 1630 6770 0.227 1540
9 7080 0.276 1950 6370 0.248 1580 6020 0.248 1500

10 6370 0.300 1910 5730 0.270 1550 5410 0.270 1460
11 5790 0.312 1810 5210 0.281 1460 4920 0.281 1380
12 5310 0.336 1780 4780 0.302 1450 4510 0.302 1360
13 4900 0.360 1760 4410 0.324 1430 4160 0.324 1350
14 4550 0.384 1750 4090 0.346 1410 3870 0.346 1340
15 4250 0.408 1730 3820 0.367 1400 3610 0.367 1330
16 3980 0.432 1720 3580 0.389 1390 3380 0.389 1310
17 3750 0.444 1670 3370 0.400 1350 3180 0.400 1270
18 3540 0.456 1610 3180 0.410 1310 3010 0.410 1240
19 3350 0.468 1570 3020 0.421 1270 2850 0.421 1200
20 3180 0.480 1530 2870 0.432 1240 2710 0.432 1170
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

353TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3180 0.045 140 2120 0.032 70 3720 0.043 160 2650 0.036 100
4 2390 0.050 120 1590 0.035 60 2790 0.047 130 1990 0.040 80
5 1910 0.054 100 1270 0.038 50 2230 0.051 110 1590 0.043 70
6 1590 0.061 100 1060 0.043 50 1860 0.058 110 1330 0.049 60
7 1360 0.068 90 910 0.047 40 1590 0.064 100 1140 0.054 60
8 1190 0.074 90 800 0.052 40 1390 0.071 100 1000 0.059 60
9 1060 0.081 90 710 0.057 40 1240 0.077 100 880 0.065 60

10 960 0.088 80 640 0.061 40 1110 0.083 90 800 0.070 60
11 870 0.095 80 580 0.066 40 1010 0.090 90 720 0.076 50
12 800 0.104 80 530 0.072 40 930 0.098 90 660 0.083 50
13 730 0.113 80 490 0.079 40 860 0.107 90 610 0.090 50
14 680 0.122 80 450 0.085 40 800 0.115 90 570 0.097 60
15 640 0.131 80 420 0.091 40 740 0.124 90 530 0.104 60
16 600 0.140 80 400 0.098 40 700 0.133 90 500 0.112 60
17 560 0.149 80 370 0.104 40 660 0.141 90 470 0.119 60
18 530 0.158 80 350 0.110 40 620 0.150 90 440 0.126 60
19 500 0.167 80 340 0.117 40 590 0.158 90 420 0.133 60
20 480 0.176 80 320 0.123 40 560 0.167 90 400 0.140 60

353HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-40 20-30 40-60 30-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3720 0.046 170 2650 0.032 90 5310 0.044 230 3720 0.037 140
4 2790 0.055 150 1990 0.039 80 3980 0.052 210 2790 0.044 120
5 2230 0.063 140 1590 0.044 70 3180 0.060 190 2230 0.050 110
6 1860 0.073 140 1330 0.051 70 2650 0.069 180 1860 0.058 110
7 1590 0.080 130 1140 0.056 60 2270 0.076 170 1590 0.064 100
8 1390 0.090 130 1000 0.063 60 1990 0.086 170 1390 0.072 100
9 1240 0.100 120 880 0.070 60 1770 0.095 170 1240 0.080 100

10 1110 0.110 120 800 0.077 60 1590 0.105 170 1110 0.088 100
11 1010 0.120 120 720 0.084 60 1450 0.114 170 1010 0.096 100
12 930 0.130 120 660 0.091 60 1330 0.124 160 930 0.104 100
13 860 0.137 120 610 0.096 60 1220 0.130 160 860 0.110 90
14 800 0.145 120 570 0.102 60 1140 0.138 160 800 0.116 90
15 740 0.153 110 530 0.107 60 1060 0.145 150 740 0.122 90
16 700 0.160 110 500 0.112 60 1000 0.152 150 700 0.128 90
17 660 0.170 110 470 0.119 60 940 0.162 150 660 0.136 90
18 620 0.180 110 440 0.126 60 880 0.171 150 620 0.144 90
19 590 0.190 110 420 0.133 60 840 0.181 150 590 0.152 90
20 560 0.200 110 400 0.140 60 800 0.190 150 560 0.160 90
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

3.00 +0.012/+0.002 6 23 28 66 355TA0300 h 355HTA0300 h

3.10 +0.016/+0.004 6 23 28 66 355TA0310 h 355HTA0310 h

3.20 +0.016/+0.004 6 23 28 66 355TA0320 h 355HTA0320 h

3.30 +0.016/+0.004 6 23 28 66 355TA0330 h 355HTA0330 h

3.40 +0.016/+0.004 6 23 28 66 355TA0340 h 355HTA0340 h

3.50 +0.016/+0.004 6 23 28 66 355TA0350 h 355HTA0350 h

3.60 +0.016/+0.004 6 23 28 66 355TA0360 h 355HTA0360 h

3.70 +0.016/+0.004 6 23 28 66 355TA0370 h 355HTA0370 h

3.80 +0.016/+0.004 6 29 36 74 355TA0380 h 355HTA0380 h

3.90 +0.016/+0.004 6 29 36 74 355TA0390 h 355HTA0390 h

4.00 +0.016/+0.004 6 29 36 74 355TA0400 h 355HTA0400 h

4.10 +0.016/+0.004 6 29 36 74 355TA0410 h 355HTA0410 h

4.20 +0.016/+0.004 6 29 36 74 355TA0420 h 355HTA0420 h

4.30 +0.016/+0.004 6 29 36 74 355TA0430 h 355HTA0430 h

4.40 +0.016/+0.004 6 29 36 74 355TA0440 h 355HTA0440 h

4.50 +0.016/+0.004 6 29 36 74 355TA0450 h 355HTA0450 h

4.60 +0.016/+0.004 6 29 36 74 355TA0460 h 355HTA0460 h

4.70 +0.016/+0.004 6 29 36 74 355TA0470 h 355HTA0470 h

4.80 +0.016/+0.004 6 35 44 82 355TA0480 h 355HTA0480 h

4.90 +0.016/+0.004 6 35 44 82 355TA0490 h 355HTA0490 h

5.00 +0.016/+0.004 6 35 44 82 355TA0500 h 355HTA0500 h

5.10 +0.016/+0.004 6 35 44 82 355TA0510 h 355HTA0510 h

5.20 +0.016/+0.004 6 35 44 82 355TA0520 h 355HTA0520 h

5.30 +0.016/+0.004 6 35 44 82 355TA0530 h 355HTA0530 h

5.40 +0.016/+0.004 6 35 44 82 355TA0540 h 355HTA0540 h

5.50 +0.016/+0.004 6 35 44 82 355TA0550 h 355HTA0550 h

5.60 +0.016/+0.004 6 35 44 82 355TA0560 h 355HTA0560 h

5.70 +0.016/+0.004 6 35 44 82 355TA0570 h 355HTA0570 h

5.80 +0.016/+0.004 6 35 44 82 355TA0580 h 355HTA0580 h

5.90 +0.016/+0.004 6 35 44 82 355TA0590 h 355HTA0590 h

6.00 +0.016/+0.004 6 35 44 82 355TA0600 h 355HTA0600 h

6.10 +0.021/+0.006 8 43 53 91 355TA0610 h 355HTA0610 h

6.20 +0.021/+0.006 8 43 53 91 355TA0620 h 355HTA0620 h

6.30 +0.021/+0.006 8 43 53 91 355TA0630 h 355HTA0630 h

6.40 +0.021/+0.006 8 43 53 91 355TA0640 h 355HTA0640 h

6.50 +0.021/+0.006 8 43 53 91 355TA0650 h 355HTA0650 h

6.60 +0.021/+0.006 8 43 53 91 355TA0660 h 355HTA0660 h

6.70 +0.021/+0.006 8 43 53 91 355TA0670 h 355HTA0670 h

6.80 +0.021/+0.006 8 43 53 91 355TA0680 h 355HTA0680 h

355TA-355HTA
general purpose, TA and HTA (through coolant)

5XD DIN
6537L

355TA 355HTA

    

355TA

    

355HTA

P M K N S H

355TA

355HTA
 1st choice      suitable

355TA 355HTA

355TA

355HTA
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

355TA-355HTA
general purpose, TA and HTA (through coolant)

5XD DIN
6537L

355TA 355HTA

    

355TA

    

355HTA

P M K N S H

355TA

355HTA
 1st choice      suitable

355TA 355HTA

355TA

355HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

6.90 +0.021/+0.006 8 43 53 91 355TA0690 h 355HTA0690 h

7.00 +0.021/+0.006 8 43 53 91 355TA0700 h 355HTA0700 h

7.10 +0.021/+0.006 8 43 53 91 355TA0710 h 355HTA0710 h

7.20 +0.021/+0.006 8 43 53 91 355TA0720 h 355HTA0720 h

7.30 +0.021/+0.006 8 43 53 91 355TA0730 h 355HTA0730 h

7.40 +0.021/+0.006 8 43 53 91 355TA0740 h 355HTA0740 h

7.50 +0.021/+0.006 8 43 53 91 355TA0750 h 355HTA0750 h

7.60 +0.021/+0.006 8 43 53 91 355TA0760 h 355HTA0760 h

7.70 +0.021/+0.006 8 43 53 91 355TA0770 h 355HTA0770 h

7.80 +0.021/+0.006 8 43 53 91 355TA0780 h 355HTA0780 h

7.90 +0.021/+0.006 8 43 53 91 355TA0790 h 355HTA0790 h

8.00 +0.021/+0.006 8 43 53 91 355TA0800 h 355HTA0800 h

8.10 +0.021/+0.006 10 49 61 103 355TA0810 h 355HTA0810 h

8.20 +0.021/+0.006 10 49 61 103 355TA0820 h 355HTA0820 h

8.30 +0.021/+0.006 10 49 61 103 355TA0830 h 355HTA0830 h

8.40 +0.021/+0.006 10 49 61 103 355TA0840 h 355HTA0840 h

8.50 +0.021/+0.006 10 49 61 103 355TA0850 h 355HTA0850 h

8.60 +0.021/+0.006 10 49 61 103 355TA0860 h 355HTA0860 h

8.70 +0.021/+0.006 10 49 61 103 355TA0870 h 355HTA0870 h

8.80 +0.021/+0.006 10 49 61 103 355TA0880 h 355HTA0880 h

8.90 +0.021/+0.006 10 49 61 103 355TA0890 h 355HTA0890 h

9.00 +0.021/+0.006 10 49 61 103 355TA0900 h 355HTA0900 h

9.10 +0.021/+0.006 10 49 61 103 355TA0910 h 355HTA0910 h

9.20 +0.021/+0.006 10 49 61 103 355TA0920 h 355HTA0920 h

9.30 +0.021/+0.006 10 49 61 103 355TA0930 h 355HTA0930 h

9.40 +0.021/+0.006 10 49 61 103 355TA0940 h 355HTA0940 h

9.50 +0.021/+0.006 10 61 61 103 355TA0950 h 355HTA0950 h

9.60 +0.021/+0.006 10 61 61 103 355TA0960 h 355HTA0960 h

9.70 +0.021/+0.006 10 61 61 103 355TA0970 h 355HTA0970 h

9.80 +0.021/+0.006 10 61 61 103 355TA0980 h 355HTA0980 h

9.90 +0.021/+0.006 10 61 61 103 355TA0990 h 355HTA0990 h

10.00 +0.021/+0.006 10 61 61 103 355TA1000 h 355HTA1000 h

10.10 +0.025/+0.007 12 71 71 118 355TA1010 h

10.20 +0.025/+0.007 12 71 71 118 355TA1020 h 355HTA1020 h

10.30 +0.025/+0.007 12 71 71 118 355TA1030 h

10.40 +0.025/+0.007 12 71 71 118 355TA1040 f

10.50 +0.025/+0.007 12 71 71 118 355TA1050 h 355HTA1050 h

10.60 +0.025/+0.007 12 71 71 118 355TA1060 h

10.70 +0.025/+0.007 12 71 71 118 355TA1070 h
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

10.80 +0.025/+0.007 12 71 71 118 355TA1080 h 355HTA1080 h

10.90 +0.025/+0.007 12 71 71 118 355TA1090 f 355HTA1090 f

11.00 +0.025/+0.007 12 71 71 118 355TA1100 h 355HTA1100 h

11.10 +0.025/+0.007 12 71 71 118 355TA1110 f

11.20 +0.025/+0.007 12 71 71 118 355TA1120 h 355HTA1120 h

11.30 +0.025/+0.007 12 71 71 118 355TA1130 h 355HTA1130 h

11.40 +0.025/+0.007 12 71 71 118 355TA1140 h

11.50 +0.025/+0.007 12 71 71 118 355TA1150 h 355HTA1150 h

11.60 +0.025/+0.007 12 71 71 118 355TA1160 f

11.70 +0.025/+0.007 12 71 71 118 355TA1170 h

11.80 +0.025/+0.007 12 71 71 118 355TA1180 h 355HTA1180 h

11.90 +0.025/+0.007 12 71 71 118 355TA1190 f

12.00 +0.025/+0.007 12 71 71 118 355TA1200 h 355HTA1200 h

12.20 +0.025/+0.007 14 77 77 124 355TA1220 h 355HTA1220 h

12.50 +0.025/+0.007 14 77 77 124 355TA1250 h 355HTA1250 h

12.80 +0.025/+0.007 14 77 77 124 355HTA1280 h

13.00 +0.025/+0.007 14 77 77 124 355TA1300 h 355HTA1300 h

13.30 +0.025/+0.007 14 77 77 124 355HTA1330 h

13.50 +0.025/+0.007 14 77 77 124 355TA1350 h 355HTA1350 h

13.80 +0.025/+0.007 14 77 77 124 355HTA1380 h

14.00 +0.025/+0.007 14 77 77 124 355TA1400 h 355HTA1400 h

14.50 +0.025/+0.007 16 83 83 133 355TA1450 h 355HTA1450 h

15.00 +0.025/+0.007 16 83 83 133 355TA1500 h 355HTA1500 h

15.30 +0.025/+0.007 16 83 83 133 355HTA1530 h

15.50 +0.025/+0.007 16 83 83 133 355TA1550 h 355HTA1550 h

15.80 +0.025/+0.007 16 83 83 133 355HTA1580 h

16.00 +0.025/+0.007 16 83 83 133 355TA1600 h 355HTA1600 h

16.50 +0.025/+0.007 18 93 93 143 355TA1650 h 355HTA1650 h

17.00 +0.025/+0.007 18 93 93 143 355TA1700 h 355HTA1700 h

17.50 +0.025/+0.007 18 93 93 143 355TA1750 h 355HTA1750 h

18.00 +0.025/+0.007 18 93 93 143 355TA1800 h 355HTA1800 h

18.50 +0.029/+0.008 20 101 101 153 355TA1850 h 355HTA1850 h

19.00 +0.029/+0.008 20 101 101 153 355TA1900 h 355HTA1900 h

19.50 +0.029/+0.008 20 101 101 153 355TA1950 f 355HTA1950 h

20.00 +0.029/+0.008 20 101 101 153 355TA2000 h 355HTA2000 h

355TA-355HTA
general purpose, TA and HTA (through coolant)

5XD DIN
6537L

355TA 355HTA

    

355TA

    

355HTA

P M K N S H

355TA

355HTA
 1st choice      suitable

355TA 355HTA

355TA

355HTA
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

355TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 80-100 70-90 40-60 20-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 9550 0.085 810 8490 0.068 580 5310 0.060 320 3180 0.043 140
4 7170 0.094 670 6370 0.075 480 3980 0.065 260 2390 0.047 110
5 5730 0.102 580 5100 0.082 420 3180 0.071 230 1910 0.051 100
6 4780 0.115 550 4250 0.092 390 2650 0.080 210 1590 0.057 90
7 4090 0.128 520 3640 0.102 370 2270 0.089 200 1360 0.064 90
8 3580 0.140 500 3180 0.112 360 1990 0.098 200 1190 0.070 80
9 3180 0.153 490 2830 0.122 350 1770 0.107 190 1060 0.077 80

10 2870 0.166 480 2550 0.133 340 1590 0.116 180 960 0.083 80
11 2610 0.179 470 2320 0.143 330 1450 0.125 180 870 0.089 80
12 2390 0.196 470 2120 0.156 330 1330 0.137 180 800 0.098 80
13 2200 0.213 470 1960 0.170 330 1220 0.149 180 730 0.106 80
14 2050 0.230 470 1820 0.184 330 1140 0.161 180 680 0.115 80
15 1910 0.247 470 1700 0.197 340 1060 0.173 180 640 0.123 80
16 1790 0.264 470 1590 0.211 340 1000 0.184 180 600 0.132 80
17 1690 0.281 470 1500 0.224 340 940 0.196 180 560 0.140 80
18 1590 0.298 470 1420 0.238 340 880 0.208 180 530 0.149 80
19 1510 0.315 470 1340 0.252 340 840 0.220 180 500 0.157 80
20 1430 0.332 470 1270 0.265 340 800 0.232 190 480 0.166 80

355HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 100-120 80-100 60-80 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.094 1090 9550 0.070 670 7430 0.056 420 5310 0.047 250
4 8760 0.111 970 7170 0.083 590 5570 0.066 370 3980 0.055 220
5 7010 0.128 890 5730 0.096 550 4460 0.077 340 3180 0.064 200
6 5840 0.145 840 4780 0.108 520 3720 0.087 320 2650 0.072 190
7 5000 0.162 810 4090 0.121 500 3180 0.097 310 2270 0.081 180
8 4380 0.179 780 3580 0.134 480 2790 0.107 300 1990 0.089 180
9 3890 0.196 760 3180 0.147 470 2480 0.117 290 1770 0.098 170

10 3500 0.213 740 2870 0.159 460 2230 0.128 280 1590 0.106 170
11 3180 0.221 700 2610 0.166 430 2030 0.133 270 1450 0.111 160
12 2920 0.238 690 2390 0.179 430 1860 0.143 270 1330 0.119 160
13 2690 0.255 690 2200 0.191 420 1710 0.153 260 1220 0.128 160
14 2500 0.272 680 2050 0.204 420 1590 0.163 260 1140 0.136 160
15 2340 0.289 680 1910 0.217 410 1490 0.173 260 1060 0.145 150
16 2190 0.306 670 1790 0.230 410 1390 0.184 260 1000 0.153 150
17 2060 0.315 650 1690 0.236 400 1310 0.189 250 940 0.157 150
18 1950 0.323 630 1590 0.242 390 1240 0.194 240 880 0.162 140
19 1840 0.332 610 1510 0.249 380 1170 0.199 230 840 0.166 140
20 1750 0.340 600 1430 0.255 360 1110 0.204 230 800 0.170 140
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

 CUTTING PARAMETERS

355TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 30-50 25-35 20-30 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4250 0.060 250 3180 0.048 150 2650 0.042 110 2120 0.030 60
4 3180 0.065 210 2390 0.052 130 1990 0.046 90 1590 0.033 50
5 2550 0.071 180 1910 0.057 110 1590 0.050 80 1270 0.036 50
6 2120 0.080 170 1590 0.064 100 1330 0.056 70 1060 0.040 40
7 1820 0.089 160 1360 0.071 100 1140 0.062 70 910 0.045 40
8 1590 0.098 160 1190 0.079 90 1000 0.069 70 800 0.049 40
9 1420 0.107 150 1060 0.086 90 880 0.075 70 710 0.054 40

10 1270 0.116 150 960 0.093 90 800 0.081 60 640 0.058 40
11 1160 0.125 140 870 0.100 90 720 0.087 60 580 0.062 40
12 1060 0.137 150 800 0.109 90 660 0.096 60 530 0.068 40
13 980 0.149 150 730 0.119 90 610 0.104 60 490 0.074 40
14 910 0.161 150 680 0.129 90 570 0.112 60 450 0.080 40
15 850 0.173 150 640 0.138 90 530 0.121 60 420 0.086 40
16 800 0.184 150 600 0.148 90 500 0.129 60 400 0.092 40
17 750 0.196 150 560 0.157 90 470 0.137 60 370 0.098 40
18 710 0.208 150 530 0.167 90 440 0.146 60 350 0.104 40
19 670 0.220 150 500 0.176 90 420 0.154 60 340 0.110 40
20 640 0.232 150 480 0.186 90 400 0.162 60 320 0.116 40

355HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 30-50 25-35 20-30 10-20

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4250 0.060 250 3180 0.048 150 2650 0.042 110 1590 0.036 60
4 3180 0.077 240 2390 0.061 150 1990 0.054 110 1190 0.046 50
5 2550 0.085 220 1910 0.068 130 1590 0.060 90 960 0.051 50
6 2120 0.094 200 1590 0.075 120 1330 0.065 90 800 0.056 40
7 1820 0.111 200 1360 0.088 120 1140 0.077 90 680 0.066 50
8 1590 0.128 200 1190 0.102 120 1000 0.089 90 600 0.077 50
9 1420 0.136 190 1060 0.109 120 880 0.095 80 530 0.082 40

10 1270 0.149 190 960 0.119 110 800 0.104 80 480 0.089 40
11 1160 0.153 180 870 0.122 110 720 0.107 80 430 0.092 40
12 1060 0.170 180 800 0.136 110 660 0.119 80 400 0.102 40
13 980 0.183 180 730 0.146 110 610 0.128 80 370 0.110 40
14 910 0.196 180 680 0.156 110 570 0.137 80 340 0.117 40
15 850 0.208 180 640 0.167 110 530 0.146 80 320 0.125 40
16 800 0.221 180 600 0.177 110 500 0.155 80 300 0.133 40
17 750 0.230 170 560 0.184 100 470 0.161 80 280 0.138 40
18 710 0.242 170 530 0.194 100 440 0.170 70 270 0.145 40
19 670 0.255 170 500 0.204 100 420 0.179 70 250 0.153 40
20 640 0.264 170 480 0.211 100 400 0.184 70 240 0.158 40
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

355TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 80-100 70-90 40-60 20-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 9550 0.085 810 8490 0.068 580 5310 0.060 320 3180 0.043 140
4 7170 0.094 670 6370 0.075 480 3980 0.065 260 2390 0.047 110
5 5730 0.102 580 5100 0.082 420 3180 0.071 230 1910 0.051 100
6 4780 0.115 550 4250 0.092 390 2650 0.080 210 1590 0.057 90
7 4090 0.128 520 3640 0.102 370 2270 0.089 200 1360 0.064 90
8 3580 0.140 500 3180 0.112 360 1990 0.098 200 1190 0.070 80
9 3180 0.153 490 2830 0.122 350 1770 0.107 190 1060 0.077 80

10 2870 0.166 480 2550 0.133 340 1590 0.116 180 960 0.083 80
11 2610 0.179 470 2320 0.143 330 1450 0.125 180 870 0.089 80
12 2390 0.196 470 2120 0.156 330 1330 0.137 180 800 0.098 80
13 2200 0.213 470 1960 0.170 330 1220 0.149 180 730 0.106 80
14 2050 0.230 470 1820 0.184 330 1140 0.161 180 680 0.115 80
15 1910 0.247 470 1700 0.197 340 1060 0.173 180 640 0.123 80
16 1790 0.264 470 1590 0.211 340 1000 0.184 180 600 0.132 80
17 1690 0.281 470 1500 0.224 340 940 0.196 180 560 0.140 80
18 1590 0.298 470 1420 0.238 340 880 0.208 180 530 0.149 80
19 1510 0.315 470 1340 0.252 340 840 0.220 180 500 0.157 80
20 1430 0.332 470 1270 0.265 340 800 0.232 190 480 0.166 80

355HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 90-110 70-90 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 10620 0.094 990 8490 0.084 710 6370 0.075 480 5310 0.065 350
4 7960 0.111 880 6370 0.099 630 4780 0.088 420 3980 0.077 310
5 6370 0.128 810 5100 0.115 590 3820 0.102 390 3180 0.089 280
6 5310 0.145 770 4250 0.130 550 3180 0.116 370 2650 0.101 270
7 4550 0.162 730 3640 0.145 530 2730 0.129 350 2270 0.113 260
8 3980 0.179 710 3180 0.161 510 2390 0.143 340 1990 0.125 250
9 3540 0.196 690 2830 0.176 500 2120 0.156 330 1770 0.137 240

10 3180 0.213 680 2550 0.191 490 1910 0.170 320 1590 0.149 240
11 2900 0.221 640 2320 0.199 460 1740 0.177 310 1450 0.155 220
12 2650 0.238 630 2120 0.214 450 1590 0.190 300 1330 0.167 220
13 2450 0.255 620 1960 0.230 450 1470 0.204 300 1220 0.179 220
14 2270 0.272 620 1820 0.245 450 1360 0.218 300 1140 0.190 220
15 2120 0.289 610 1700 0.260 440 1270 0.231 290 1060 0.202 210
16 1990 0.306 610 1590 0.275 440 1190 0.245 290 1000 0.214 210
17 1870 0.315 590 1500 0.283 420 1120 0.252 280 940 0.220 210
18 1770 0.323 570 1420 0.291 410 1060 0.258 270 880 0.226 200
19 1680 0.332 560 1340 0.298 400 1010 0.265 270 840 0.232 190
20 1590 0.340 540 1270 0.306 390 960 0.272 260 800 0.238 190
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

 CUTTING PARAMETERS

355HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1    > 5% Si N2 N4

Hardness/Rm

Vc (m/min) 180-220 160-200 160-180

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 21230 0.112 2380 19110 0.101 1930 18050 0.090 1620
4 15920 0.133 2110 14330 0.119 1710 13540 0.106 1440
5 12740 0.153 1950 11460 0.138 1580 10830 0.122 1330
6 10620 0.173 1840 9550 0.156 1490 9020 0.139 1250
7 9100 0.194 1760 8190 0.174 1430 7730 0.155 1200
8 7960 0.214 1710 7170 0.193 1380 6770 0.171 1160
9 7080 0.235 1660 6370 0.211 1340 6020 0.188 1130

10 6370 0.255 1620 5730 0.230 1320 5410 0.204 1100
11 5790 0.265 1540 5210 0.239 1240 4920 0.212 1040
12 5310 0.286 1520 4780 0.257 1230 4510 0.228 1030
13 4900 0.306 1500 4410 0.275 1210 4160 0.245 1020
14 4550 0.326 1490 4090 0.294 1200 3870 0.261 1010
15 4250 0.347 1470 3820 0.312 1190 3610 0.277 1000
16 3980 0.367 1460 3580 0.330 1180 3380 0.294 990
17 3750 0.377 1420 3370 0.340 1140 3180 0.302 960
18 3540 0.388 1370 3180 0.349 1110 3010 0.310 930
19 3350 0.398 1330 3020 0.358 1080 2850 0.318 910
20 3180 0.408 1300 2870 0.367 1050 2710 0.326 880
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

355TA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 20-30 10-20 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 2650 0.038 100 1590 0.027 40 3180 0.036 120 2120 0.031 60
4 1990 0.042 80 1190 0.029 40 2390 0.040 100 1590 0.034 50
5 1590 0.046 70 960 0.032 30 1910 0.044 80 1270 0.037 50
6 1330 0.052 70 800 0.036 30 1590 0.049 80 1060 0.041 40
7 1140 0.057 70 680 0.040 30 1360 0.055 70 910 0.046 40
8 1000 0.063 60 600 0.044 30 1190 0.060 70 800 0.050 40
9 880 0.069 60 530 0.048 30 1060 0.065 70 710 0.055 40

10 800 0.075 60 480 0.052 30 960 0.071 70 640 0.060 40
11 720 0.080 60 430 0.056 20 870 0.076 70 580 0.064 40
12 660 0.088 60 400 0.062 20 800 0.084 70 530 0.070 40
13 610 0.096 60 370 0.067 20 730 0.091 70 490 0.077 40
14 570 0.103 60 340 0.072 20 680 0.098 70 450 0.083 40
15 530 0.111 60 320 0.078 20 640 0.105 70 420 0.089 40
16 500 0.119 60 300 0.083 20 600 0.113 70 400 0.095 40
17 470 0.126 60 280 0.088 20 560 0.120 70 370 0.101 40
18 440 0.134 60 270 0.094 30 530 0.127 70 350 0.107 40
19 420 0.142 60 250 0.099 20 500 0.134 70 340 0.113 40
20 400 0.149 60 240 0.104 30 480 0.142 70 320 0.119 40

355HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 40-50 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3180 0.039 120 2120 0.027 60 4780 0.037 180 3180 0.031 100
4 2390 0.047 110 1590 0.033 50 3580 0.044 160 2390 0.037 90
5 1910 0.054 100 1270 0.037 50 2870 0.051 150 1910 0.043 80
6 1590 0.062 100 1060 0.043 50 2390 0.059 140 1590 0.050 80
7 1360 0.068 90 910 0.048 40 2050 0.065 130 1360 0.054 70
8 1190 0.077 90 800 0.054 40 1790 0.073 130 1190 0.061 70
9 1060 0.085 90 710 0.060 40 1590 0.081 130 1060 0.068 70

10 960 0.094 90 640 0.065 40 1430 0.089 130 960 0.075 70
11 870 0.102 90 580 0.071 40 1300 0.097 130 870 0.082 70
12 800 0.111 90 530 0.077 40 1190 0.105 120 800 0.088 70
13 730 0.116 90 490 0.082 40 1100 0.111 120 730 0.093 70
14 680 0.123 80 450 0.086 40 1020 0.117 120 680 0.099 70
15 640 0.130 80 420 0.091 40 960 0.124 120 640 0.104 70
16 600 0.136 80 400 0.095 40 900 0.129 120 600 0.109 70
17 560 0.145 80 370 0.101 40 840 0.137 120 560 0.116 60
18 530 0.153 80 350 0.107 40 800 0.145 120 530 0.122 60
19 500 0.162 80 340 0.113 40 750 0.153 120 500 0.129 60
20 480 0.170 80 320 0.119 40 720 0.162 120 480 0.136 70
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

3.00 +0.012/+0.002 6 32 40 85 358HTA0300 h

3.10 +0.016/+0.004 6 32 40 85 358HTA0310 h

3.20 +0.016/+0.004 6 32 40 85 358HTA0320 h

3.30 +0.016/+0.004 6 32 40 85 358HTA0330 h

3.40 +0.016/+0.004 6 32 40 85 358HTA0340 h

3.50 +0.016/+0.004 6 32 40 85 358HTA0350 h

3.60 +0.016/+0.004 6 36 40 85 358HTA0360 h

3.70 +0.016/+0.004 6 36 40 85 358HTA0370 h

3.80 +0.016/+0.004 6 36 40 85 358HTA0380 h

3.90 +0.016/+0.004 6 36 40 85 358HTA0390 f

4.00 +0.016/+0.004 6 38 46 85 358HTA0400 h

4.10 +0.016/+0.004 6 38 46 85 358HTA0410 h

4.20 +0.016/+0.004 6 38 46 85 358HTA0420 h

4.30 +0.016/+0.004 6 40 46 97 358HTA0430 h

4.40 +0.016/+0.004 6 40 46 97 358HTA0440 f

4.50 +0.016/+0.004 6 44 46 97 358HTA0450 h

4.60 +0.016/+0.004 6 44 46 97 358HTA0460 h

4.70 +0.016/+0.004 6 44 46 97 358HTA0470 h

4.80 +0.016/+0.004 6 44 46 97 358HTA0480 h

4.90 +0.016/+0.004 6 44 46 97 358HTA0490 f

5.00 +0.016/+0.004 6 48 57 97 358HTA0500 h

5.10 +0.016/+0.004 6 48 57 97 358HTA0510 h

5.20 +0.016/+0.004 6 48 57 97 358HTA0520 h

5.30 +0.016/+0.004 6 48 57 97 358HTA0530 h

5.40 +0.016/+0.004 6 48 57 97 358HTA0540 f

5.50 +0.016/+0.004 6 48 57 97 358HTA0550 h

5.60 +0.016/+0.004 6 48 57 97 358HTA0560 h

5.70 +0.016/+0.004 6 48 57 97 358HTA0570 f

5.80 +0.016/+0.004 6 48 57 97 358HTA0580 h

5.90 +0.016/+0.004 6 48 57 97 358HTA0590 h

6.00 +0.016/+0.004 6 48 57 97 358HTA0600 h

6.10 +0.021/+0.006 8 64 76 116 358HTA0610 h

6.20 +0.021/+0.006 8 64 76 116 358HTA0620 h

6.30 +0.021/+0.006 8 64 76 116 358HTA0630 h

6.40 +0.021/+0.006 8 64 76 116 358HTA0640 f

6.50 +0.021/+0.006 8 64 76 116 358HTA0650 h

6.60 +0.021/+0.006 8 64 76 116 358HTA0660 f

6.70 +0.021/+0.006 8 64 76 116 358HTA0670 h

6.80 +0.021/+0.006 8 64 76 116 358HTA0680 h

3584HTA
4-margin lands, long (8xD), 4HTA (through coolant)

8XD OSAWA
NORM

P M K N S H

 1st choice      suitable
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

6.90 +0.021/+0.006 8 64 76 116 358HTA0690 h

7.00 +0.021/+0.006 8 64 76 116 358HTA0700 h

7.10 +0.021/+0.006 8 64 76 116 358HTA0710 h

7.20 +0.021/+0.006 8 64 76 116 358HTA0720 h

7.30 +0.021/+0.006 8 64 76 116 358HTA0730 h

7.40 +0.021/+0.006 8 64 76 116 358HTA0740 h

7.50 +0.021/+0.006 8 64 76 116 358HTA0750 h

7.60 +0.021/+0.006 8 64 76 116 358HTA0760 h

7.70 +0.021/+0.006 8 64 76 116 358HTA0770 f

7.80 +0.021/+0.006 8 64 76 116 358HTA0780 h

7.90 +0.021/+0.006 8 64 76 116 358HTA0790 f

8.00 +0.021/+0.006 8 64 76 116 358HTA0800 h

8.10 +0.021/+0.006 10 80 95 142 358HTA0810 h

8.20 +0.021/+0.006 10 80 95 142 358HTA0820 h

8.30 +0.021/+0.006 10 80 95 142 358HTA0830 h

8.40 +0.021/+0.006 10 80 95 142 358HTA0840 f

8.50 +0.021/+0.006 10 80 95 142 358HTA0850 h

8.60 +0.021/+0.006 10 80 95 142 358HTA0860 h

8.70 +0.021/+0.006 10 80 95 142 358HTA0870 h

8.80 +0.021/+0.006 10 80 95 142 358HTA0880 h

8.90 +0.021/+0.006 10 80 95 142 358HTA0890 f

9.00 +0.021/+0.006 10 80 95 142 358HTA0900 h

9.10 +0.021/+0.006 10 80 95 142 358HTA0910 h

9.20 +0.021/+0.006 10 80 95 142 358HTA0920 h

9.30 +0.021/+0.006 10 80 95 142 358HTA0930 h

9.40 +0.021/+0.006 10 80 95 142 358HTA0940 f

9.50 +0.021/+0.006 10 80 95 142 358HTA0950 h

9.60 +0.021/+0.006 10 80 95 142 358HTA0960 f

9.70 +0.021/+0.006 10 80 95 142 358HTA0970 f

9.80 +0.021/+0.006 10 80 95 142 358HTA0980 h

9.90 +0.021/+0.006 10 80 95 142 358HTA0990 f

10.00 +0.021/+0.006 10 80 95 142 358HTA1000 h

10.20 +0.025/+0.007 12 96 114 163 358HTA1020 h

10.50 +0.025/+0.007 12 96 114 163 358HTA1050 h

10.80 +0.025/+0.007 12 96 114 163 358HTA1080 h

11.00 +0.025/+0.007 12 96 114 163 358HTA1100 h

11.20 +0.025/+0.007 12 96 114 163 358HTA1120 h

11.30 +0.025/+0.007 12 96 114 163 358HTA1130 f

11.50 +0.025/+0.007 12 96 114 163 358HTA1150 h

3584HTA
4-margin lands, long (8xD), 4HTA (through coolant)

8XD OSAWA
NORM

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

11.80 +0.025/+0.007 12 96 114 163 358HTA1180 h

12.00 +0.025/+0.007 12 96 114 163 358HTA1200 h

12.20 +0.025/+0.007 14 112 133 182 358HTA1220 h

12.50 +0.025/+0.007 14 112 133 182 358HTA1250 h

12.80 +0.025/+0.007 14 112 133 182 358HTA1280 h

13.00 +0.025/+0.007 14 112 133 182 358HTA1300 h

13.50 +0.025/+0.007 14 112 133 182 358HTA1350 h

14.00 +0.025/+0.007 14 112 133 182 358HTA1400 h

14.50 +0.025/+0.007 16 128 152 204 358HTA1450 h

15.00 +0.025/+0.007 16 128 152 204 358HTA1500 h

15.50 +0.025/+0.007 16 128 152 204 358HTA1550 h

16.00 +0.025/+0.007 16 128 152 204 358HTA1600 h

3584HTA
4-margin lands, long (8xD), 4HTA (through coolant)

8XD OSAWA
NORM

P M K N S H

 1st choice      suitable
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

3584HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 100-120 80-100 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.072 840 9550 0.065 620 6370 0.058 370 5310 0.050 270
4 8760 0.089 780 7170 0.080 570 4780 0.071 340 3980 0.062 250
5 7010 0.106 740 5730 0.095 550 3820 0.085 320 3180 0.074 240
6 5840 0.122 710 4780 0.110 520 3180 0.098 310 2650 0.085 230
7 5000 0.139 700 4090 0.125 510 2730 0.111 300 2270 0.097 220
8 4380 0.155 680 3580 0.140 500 2390 0.124 300 1990 0.109 220
9 3890 0.172 670 3180 0.155 490 2120 0.138 290 1770 0.120 210

10 3500 0.188 660 2870 0.169 490 1910 0.150 290 1590 0.132 210
11 3180 0.205 650 2610 0.185 480 1740 0.164 290 1450 0.144 210
12 2920 0.221 650 2390 0.199 480 1590 0.177 280 1330 0.155 210
13 2690 0.238 640 2200 0.214 470 1470 0.190 280 1220 0.167 200
14 2500 0.254 640 2050 0.229 470 1360 0.203 280 1140 0.178 200
15 2340 0.270 630 1910 0.243 460 1270 0.216 270 1060 0.189 200
16 2190 0.286 630 1790 0.257 460 1190 0.229 270 1000 0.200 200

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 40-50 30-40 20-30 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4780 0.070 330 3720 0.056 210 2650 0.049 130 2120 0.042 90
4 3580 0.090 320 2790 0.072 200 1990 0.063 130 1590 0.054 90
5 2870 0.100 290 2230 0.080 180 1590 0.070 110 1270 0.060 80
6 2390 0.110 260 1860 0.088 160 1330 0.077 100 1060 0.066 70
7 2050 0.130 270 1590 0.104 170 1140 0.091 100 910 0.078 70
8 1790 0.150 270 1390 0.120 170 1000 0.105 110 800 0.090 70
9 1590 0.160 250 1240 0.128 160 880 0.112 100 710 0.096 70

10 1430 0.175 250 1110 0.140 160 800 0.123 100 640 0.105 70
11 1300 0.180 230 1010 0.144 150 720 0.126 90 580 0.108 60
12 1190 0.200 240 930 0.160 150 660 0.140 90 530 0.120 60
13 1100 0.215 240 860 0.172 150 610 0.151 90 490 0.129 60
14 1020 0.230 230 800 0.184 150 570 0.161 90 450 0.138 60
15 960 0.245 240 740 0.196 150 530 0.172 90 420 0.147 60
16 900 0.260 230 700 0.208 150 500 0.182 90 400 0.156 60
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

 CUTTING PARAMETERS

3584HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 100-120 80-100 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.072 840 9550 0.065 620 6370 0.058 370 5310 0.050 270
4 8760 0.089 780 7170 0.080 570 4780 0.071 340 3980 0.062 250
5 7010 0.106 740 5730 0.095 550 3820 0.085 320 3180 0.074 240
6 5840 0.122 710 4780 0.110 520 3180 0.098 310 2650 0.085 230
7 5000 0.139 700 4090 0.125 510 2730 0.111 300 2270 0.097 220
8 4380 0.155 680 3580 0.140 500 2390 0.124 300 1990 0.109 220
9 3890 0.172 670 3180 0.155 490 2120 0.138 290 1770 0.120 210

10 3500 0.188 660 2870 0.169 490 1910 0.150 290 1590 0.132 210
11 3180 0.205 650 2610 0.185 480 1740 0.164 290 1450 0.144 210
12 2920 0.221 650 2390 0.199 480 1590 0.177 280 1330 0.155 210
13 2690 0.238 640 2200 0.214 470 1470 0.190 280 1220 0.167 200
14 2500 0.254 640 2050 0.229 470 1360 0.203 280 1140 0.178 200
15 2340 0.270 630 1910 0.243 460 1270 0.216 270 1060 0.189 200
16 2190 0.286 630 1790 0.257 460 1190 0.229 270 1000 0.200 200

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1    > 5% Si N2 N4

Hardness/Rm

Vc (m/min) 160-200 140-180 130-170

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 19110 0.086 1650 16990 0.078 1320 15920 0.078 1240
4 14330 0.107 1530 12740 0.096 1220 11940 0.096 1150
5 11460 0.127 1460 10190 0.114 1170 9550 0.114 1090
6 9550 0.146 1400 8490 0.132 1120 7960 0.132 1050
7 8190 0.167 1370 7280 0.150 1090 6820 0.150 1020
8 7170 0.186 1330 6370 0.167 1070 5970 0.167 1000
9 6370 0.206 1310 5660 0.186 1050 5310 0.186 990

10 5730 0.226 1290 5100 0.203 1040 4780 0.203 970
11 5210 0.246 1280 4630 0.221 1030 4340 0.221 960
12 4780 0.265 1270 4250 0.239 1010 3980 0.239 950
13 4410 0.286 1260 3920 0.257 1010 3670 0.257 940
14 4090 0.305 1250 3640 0.274 1000 3410 0.274 940
15 3820 0.324 1240 3400 0.292 990 3180 0.292 930
16 3580 0.343 1230 3180 0.309 980 2990 0.309 920
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

 CUTTING PARAMETERS

3584HTA

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 35-45 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3180 0.046 150 2120 0.032 70 4250 0.044 190 3180 0.037 120
4 2390 0.055 130 1590 0.039 60 3180 0.052 170 2390 0.044 110
5 1910 0.063 120 1270 0.044 60 2550 0.060 150 1910 0.050 100
6 1590 0.073 120 1060 0.051 50 2120 0.069 150 1590 0.058 90
7 1360 0.080 110 910 0.056 50 1820 0.076 140 1360 0.064 90
8 1190 0.090 110 800 0.063 50 1590 0.086 140 1190 0.072 90
9 1060 0.100 110 710 0.070 50 1420 0.095 130 1060 0.080 80

10 960 0.110 110 640 0.077 50 1270 0.105 130 960 0.088 80
11 870 0.120 100 580 0.084 50 1160 0.114 130 870 0.096 80
12 800 0.130 100 530 0.091 50 1060 0.124 130 800 0.104 80
13 730 0.137 100 490 0.096 50 980 0.130 130 730 0.110 80
14 680 0.145 100 450 0.102 50 910 0.138 130 680 0.116 80
15 640 0.153 100 420 0.107 40 850 0.145 120 640 0.122 80
16 600 0.160 100 400 0.112 40 800 0.152 120 600 0.128 80
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

TYPHOON PU-HPU
HIGH PERFORMANCE - UNIVERSAL APPLICATION

 Universal high performance drills for ISO P, M, K, N, S.

 Punte universali ad alto rendimento per applicazione su 
materiali ISO P, M, K, N, S.

 Universelle Hochleistungsbohrer für Anwendungen auf den 
Materialien ISO P, M, K, N, S.

 Forets universels haute performance pour des applications 
sur des matériaux ISO P, M, K, N, S.

 Puntas universales de alto rendimiento para aplicación en 
materiales ISO P, M, K, N, S.

 Универсальные высокопроизводительные сверла для 
обработки материалов по ISO P, M, K, N, S.
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

82

TYPHOON PU-HPU   HIGH PERFORMANCE - UNIVERSAL APPLICATION

 
- Self-centering geometry for accurate holes
- Reinforced geometry for higher feed rate 
- Wide flute for smoother chip ejection
- Straight cutting edge: high chipping 
resistance and short chip shape
- Thicker chisel edge: enables higher feed 
rate
- 45° chamfer for wear and chipping 
protection
- Selected substrate and last generation 
coating for great wear resistance and long 
life even at high cutting speed

  
- Affûtage autocentré pour des trous précis
- Géométrie renforcée pour des vitesses 
d’avance élevées
- Géométrie des goujures large pour une 
évacuation meilleure des copeaux 
- Géométrie de l’arête rectiligne : très 
robuste, elle permet de former des copeaux 
courts 
- Géométrie de l’arête transversale : 
épaissie pour permettre des avancements 
plus élevés 
- Angles de l’arête biseautés à 45° pour les 
protéger de l’usure et des éclats 
- Substrat en carbure et revêtement 
spécifique pour garantir une longue durée 
à des vitesses de coupe élevées

  
- Affilatura autocentrante per fori precisi
- Geometria rinforzata per elevati 
avanzamenti 
- Geometria gole ampia per una migliore 
evacuazione dei trucioli
- Geometria del tagliente rettilineo: molto 
robusta che permette di formare trucioli 
corti
- Geometria del tagliente trasversale: 
inspessita per consentire avanzamenti più 
elevati
- Spigoli del tagliente smussati a 45° per 
proteggerli da usura e scheggiature 
- Substrato in metallo duro e rivestimento 
specifici per garantire lunga durata anche a 
velocità di taglio elevate

  
- Afilado autocentrante para agujeros 
precisos
- Geometría reforzada para elevados 
avances 
- Geometría de las ranuras amplia para una 
mejor evacuación de las virutas
- Geometría del filo rectilíneo: muy 
resistente, que permite formar virutas cortas
- Geometría del filo transversal: engrosada 
para permitir avances más elevados
- Ángulos del filo redondeados a 45º para 
protegerlos del desgaste y astillado 
- Sustrato en metal duro y revestimiento 
específicos para garantizar una larga 
duración incluso a velocidades de corte 
elevadas

  
- Selbstzentrierender Schliff für präzise 
Bohrungen 
- Verstärkte Geometrie für erhöhten 
Vorschub 
- Breite Geometrie der Nuten für eine 
verbesserte Späneabführung
- Gerade Geometrie der Schneidkante: 
äußerst robust, wodurch kurze Späne 
erzeugt werden
- Transversale Geometrie der Schneidkante: 
verstärkt für erhöhten Vorschub
- Im 45°-Winkel angefaste Schneidkanten 
zum Schutz gegen Verschleiß und 
Absplittern 
- Trägermaterial aus Hartmetall und 
spezielle Beschichtung zur Gewährleistung 
einer langen Lebensdauer auch bei hohen 
Schnittgeschwindigkeiten

  
- Самоцентрирующаяся заточка для 
сверления отверстий высокой точности
- Усиленная геометрия для работы с 
высокими подачами
- Широкие канавки для хорошего отвода 
стружки
- Прямые режущие кромки: 
формирование короткой стружки и 
предотвращение ее пакетирования
- Увеличенная перемычка: позволяет 
увеличить подачу
- Фаски 45° для защиты от износа и 
пакетирования стружки
- Специальное покрытие последнего 
поколения для повышения стойкости 
и надежности при работе с высокими 
скоростями резания

PU

HPU
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

3.00 +0.012/+0.002 6 14 20 62 353PU0300 h 353HPU0300 h

3.10 +0.016/+0.004 6 14 20 62 353PU0310 h 353HPU0310 h

3.20 +0.016/+0.004 6 14 20 62 353PU0320 h 353HPU0320 h

3.30 +0.016/+0.004 6 14 20 62 353PU0330 h 353HPU0330 h

3.40 +0.016/+0.004 6 14 20 62 353PU0340 h 353HPU0340 h

3.50 +0.016/+0.004 6 14 20 62 353PU0350 h 353HPU0350 h

3.60 +0.016/+0.004 6 14 20 62 353PU0360 h 353HPU0360 h

3.70 +0.016/+0.004 6 14 20 62 353PU0370 h 353HPU0370 h

3.80 +0.016/+0.004 6 17 24 66 353PU0380 h 353HPU0380 h

3.90 +0.016/+0.004 6 17 24 66 353PU0390 h 353HPU0390 h

4.00 +0.016/+0.004 6 17 24 66 353PU0400 h 353HPU0400 h

4.10 +0.016/+0.004 6 17 24 66 353PU0410 h 353HPU0410 h

4.20 +0.016/+0.004 6 17 24 66 353PU0420 h 353HPU0420 h

4.30 +0.016/+0.004 6 17 24 66 353PU0430 h 353HPU0430 h

4.40 +0.016/+0.004 6 17 24 66 353PU0440 h 353HPU0440 h

4.50 +0.016/+0.004 6 17 24 66 353PU0450 h 353HPU0450 h

4.60 +0.016/+0.004 6 17 24 66 353PU0460 h 353HPU0460 h

4.70 +0.016/+0.004 6 17 24 66 353PU0470 h 353HPU0470 h

4.80 +0.016/+0.004 6 20 28 66 353PU0480 h 353HPU0480 h

4.90 +0.016/+0.004 6 20 28 66 353PU0490 h 353HPU0490 h

5.00 +0.016/+0.004 6 20 28 66 353PU0500 h 353HPU0500 h

5.10 +0.016/+0.004 6 20 28 66 353PU0510 h 353HPU0510 h

5.20 +0.016/+0.004 6 20 28 66 353PU0520 h 353HPU0520 h

5.30 +0.016/+0.004 6 20 28 66 353PU0530 h 353HPU0530 h

5.40 +0.016/+0.004 6 20 28 66 353PU0540 h 353HPU0540 h

5.50 +0.016/+0.004 6 20 28 66 353PU0550 h 353HPU0550 h

5.60 +0.016/+0.004 6 20 28 66 353PU0560 h 353HPU0560 h

5.70 +0.016/+0.004 6 20 28 66 353PU0570 h 353HPU0570 h

5.80 +0.016/+0.004 6 20 28 66 353PU0580 h 353HPU0580 h

5.90 +0.016/+0.004 6 20 28 66 353PU0590 h 353HPU0590 h

6.00 +0.016/+0.004 6 20 28 66 353PU0600 h 353HPU0600 h

6.10 +0.021/+0.006 8 24 34 79 353PU0610 h 353HPU0610 h

6.20 +0.021/+0.006 8 24 34 79 353PU0620 h 353HPU0620 h

6.30 +0.021/+0.006 8 24 34 79 353PU0630 h 353HPU0630 h

6.40 +0.021/+0.006 8 24 34 79 353PU0640 h 353HPU0640 h

6.50 +0.021/+0.006 8 24 34 79 353PU0650 h 353HPU0650 h

6.60 +0.021/+0.006 8 24 34 79 353PU0660 h 353HPU0660 h

6.70 +0.021/+0.006 8 24 34 79 353PU0670 h 353HPU0670 h

6.80 +0.021/+0.006 8 24 34 79 353PU0680 h 353HPU0680 h

353PU-353HPU
universal application, high productivity, 
PU and HPU (through coolant)

3XD DIN
6537K

140°+C45°

353PU 353HPU

353PU

353HPU

P M K N S H

 1st choice      suitable

353PU 353HPU

353PU

353HPU

C45°

C45°
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

6.90 +0.021/+0.006 8 24 34 79 353PU0690 h 353HPU0690 h

7.00 +0.021/+0.006 8 24 34 79 353PU0700 h 353HPU0700 h

7.10 +0.021/+0.006 8 29 41 79 353PU0710 h 353HPU0710 h

7.20 +0.021/+0.006 8 29 41 79 353PU0720 h 353HPU0720 h

7.30 +0.021/+0.006 8 29 41 79 353PU0730 h 353HPU0730 h

7.40 +0.021/+0.006 8 29 41 79 353PU0740 h 353HPU0740 h

7.50 +0.021/+0.006 8 29 41 79 353PU0750 h 353HPU0750 h

7.60 +0.021/+0.006 8 29 41 79 353PU0760 h 353HPU0760 h

7.70 +0.021/+0.006 8 29 41 79 353PU0770 h 353HPU0770 h

7.80 +0.021/+0.006 8 29 41 79 353PU0780 h 353HPU0780 h

7.90 +0.021/+0.006 8 29 41 79 353PU0790 h 353HPU0790 h

8.00 +0.021/+0.006 8 29 41 79 353PU0800 h 353HPU0800 h

8.10 +0.021/+0.006 10 35 47 89 353PU0810 h 353HPU0810 h

8.20 +0.021/+0.006 10 35 47 89 353PU0820 h 353HPU0820 h

8.30 +0.021/+0.006 10 35 47 89 353PU0830 h 353HPU0830 h

8.40 +0.021/+0.006 10 35 47 89 353PU0840 h 353HPU0840 h

8.50 +0.021/+0.006 10 35 47 89 353PU0850 h 353HPU0850 h

8.60 +0.021/+0.006 10 35 47 89 353PU0860 h 353HPU0860 h

8.70 +0.021/+0.006 10 35 47 89 353PU0870 h 353HPU0870 h

8.80 +0.021/+0.006 10 35 47 89 353PU0880 h 353HPU0880 h

8.90 +0.021/+0.006 10 35 47 89 353PU0890 h 353HPU0890 h

9.00 +0.021/+0.006 10 35 47 89 353PU0900 h 353HPU0900 h

9.10 +0.021/+0.006 10 35 47 89 353PU0910 h 353HPU0910 h

9.20 +0.021/+0.006 10 35 47 89 353PU0920 h 353HPU0920 h

9.30 +0.021/+0.006 10 35 47 89 353PU0930 h 353HPU0930 h

9.40 +0.021/+0.006 10 35 47 89 353PU0940 h 353HPU0940 h

9.50 +0.021/+0.006 10 35 47 89 353PU0950 h 353HPU0950 h

9.60 +0.021/+0.006 10 35 47 89 353PU0960 h 353HPU0960 h

9.70 +0.021/+0.006 10 35 47 89 353PU0970 h 353HPU0970 h

9.80 +0.021/+0.006 10 35 47 89 353PU0980 h 353HPU0980 h

9.90 +0.021/+0.006 10 35 47 89 353PU0990 h 353HPU0990 h

10.00 +0.021/+0.006 10 35 47 89 353PU1000 h 353HPU1000 h

10.10 +0.025/+0.007 12 40 55 102 353PU1010 h 353HPU1010 h

10.20 +0.025/+0.007 12 40 55 102 353PU1020 h 353HPU1020 h

10.30 +0.025/+0.007 12 40 55 102 353PU1030 h 353HPU1030 h

10.40 +0.025/+0.007 12 40 55 102 353PU1040 h 353HPU1040 h

10.50 +0.025/+0.007 12 40 55 102 353PU1050 h 353HPU1050 h

10.60 +0.025/+0.007 12 40 55 102 353PU1060 h 353HPU1060 h

10.70 +0.025/+0.007 12 40 55 102 353PU1070 h 353HPU1070 h

h stock standard     f non-standard stock     m stock exhaustion

353PU-353HPU
universal application, high productivity, 
PU and HPU (through coolant)

3XD DIN
6537K

140°+C45°

353PU 353HPU

353PU

353HPU

P M K N S H

 1st choice      suitable

353PU 353HPU

353PU

353HPU

C45°

C45°
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

10.80 +0.025/+0.007 12 40 55 102 353PU1080 h 353HPU1080 h

10.90 +0.025/+0.007 12 40 55 102 353PU1090 h 353HPU1090 h

11.00 +0.025/+0.007 12 40 55 102 353PU1100 h 353HPU1100 h

11.10 +0.025/+0.007 12 40 55 102 353PU1110 h 353HPU1110 h

11.20 +0.025/+0.007 12 40 55 102 353PU1120 h 353HPU1120 h

11.30 +0.025/+0.007 12 40 55 102 353PU1130 h 353HPU1130 h

11.40 +0.025/+0.007 12 40 55 102 353PU1140 h 353HPU1140 h

11.50 +0.025/+0.007 12 40 55 102 353PU1150 h 353HPU1150 h

11.60 +0.025/+0.007 12 40 55 102 353PU1160 h 353HPU1160 h

11.70 +0.025/+0.007 12 40 55 102 353PU1170 h 353HPU1170 h

11.80 +0.025/+0.007 12 40 55 102 353PU1180 h 353HPU1180 h

11.90 +0.025/+0.007 12 40 55 102 353PU1190 h 353HPU1190 h

12.00 +0.025/+0.007 12 40 55 102 353PU1200 h 353HPU1200 h

12.10 +0.025/+0.007 14 43 60 107 353PU1210 h 353HPU1210 h

12.20 +0.025/+0.007 14 43 60 107 353PU1220 h 353HPU1220 h

12.30 +0.025/+0.007 14 43 60 107 353PU1230 h 353HPU1230 h

12.40 +0.025/+0.007 14 43 60 107 353PU1240 h 353HPU1240 h

12.50 +0.025/+0.007 14 43 60 107 353PU1250 h 353HPU1250 h

12.60 +0.025/+0.007 14 43 60 107 353PU1260 h 353HPU1260 h

12.70 +0.025/+0.007 14 43 60 107 353PU1270 h 353HPU1270 h

12.80 +0.025/+0.007 14 43 60 107 353PU1280 h 353HPU1280 h

12.90 +0.025/+0.007 14 43 60 107 353PU1290 h 353HPU1290 h

13.00 +0.025/+0.007 14 43 60 107 353PU1300 h 353HPU1300 h

13.10 +0.025/+0.007 14 43 60 107 353PU1310 h 353HPU1310 h

13.20 +0.025/+0.007 14 43 60 107 353PU1320 h 353HPU1320 h

13.30 +0.025/+0.007 14 43 60 107 353PU1330 h 353HPU1330 h

13.40 +0.025/+0.007 14 43 60 107 353PU1340 h 353HPU1340 h

13.50 +0.025/+0.007 14 43 60 107 353PU1350 h 353HPU1350 h

13.60 +0.025/+0.007 14 43 60 107 353PU1360 h 353HPU1360 h

13.70 +0.025/+0.007 14 43 60 107 353PU1370 h 353HPU1370 h

13.80 +0.025/+0.007 14 43 60 107 353PU1380 h 353HPU1380 h

13.90 +0.025/+0.007 14 43 60 107 353PU1390 h 353HPU1390 h

14.00 +0.025/+0.007 14 43 60 107 353PU1400 h 353HPU1400 h

14.10 +0.025/+0.007 16 45 65 115 353PU1410 h 353HPU1410 h

14.20 +0.025/+0.007 16 45 65 115 353PU1420 h 353HPU1420 h

14.30 +0.025/+0.007 16 45 65 115 353PU1430 h 353HPU1430 h

14.50 +0.025/+0.007 16 45 65 115 353PU1450 h 353HPU1450 h

14.60 +0.025/+0.007 16 45 65 115 353PU1460 h 353HPU1460 h

14.70 +0.025/+0.007 16 45 65 115 353PU1470 h

h stock standard     f non-standard stock     m stock exhaustion

353PU-353HPU
universal application, high productivity, 
PU and HPU (through coolant)

3XD DIN
6537K

140°+C45°

353PU 353HPU

353PU

353HPU

P M K N S H

 1st choice      suitable

353PU 353HPU

353PU

353HPU

C45°

C45°
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

14.80 +0.025/+0.007 16 45 65 115 353PU1480 h 353HPU1480 h

15.00 +0.025/+0.007 16 65 65 115 353PU1500 h 353HPU1500 h

15.10 +0.025/+0.007 16 65 65 115 353PU1510 h 353HPU1510 h

15.20 +0.025/+0.007 16 65 65 115 353PU1520 h 353HPU1520 h

15.30 +0.025/+0.007 16 65 65 115 353PU1530 h 353HPU1530 h

15.50 +0.025/+0.007 16 65 65 115 353PU1550 h 353HPU1550 h

15.60 +0.025/+0.007 16 65 65 115 353PU1560 h 353HPU1560 h

15.70 +0.025/+0.007 16 65 65 115 353PU1570 h 353HPU1570 h

15.80 +0.025/+0.007 16 65 65 115 353PU1580 h 353HPU1580 h

16.00 +0.025/+0.007 16 65 65 115 353PU1600 h 353HPU1600 h

16.10 +0.025/+0.007 18 73 73 123 353HPU1610 h

16.20 +0.025/+0.007 18 73 73 123 353HPU1620 h

16.30 +0.025/+0.007 18 73 73 123 353HPU1630 h

16.50 +0.025/+0.007 18 73 73 123 353PU1650 h 353HPU1650 h

16.70 +0.025/+0.007 18 73 73 123 353HPU1670 h

16.80 +0.025/+0.007 18 73 73 123 353HPU1680 h

17.00 +0.025/+0.007 18 73 73 123 353PU1700 h 353HPU1700 h

17.10 +0.025/+0.007 18 73 73 123 353HPU1710 h

17.20 +0.025/+0.007 18 73 73 123 353HPU1720 h

17.50 +0.025/+0.007 18 73 73 123 353PU1750 h 353HPU1750 h

17.60 +0.025/+0.007 18 73 73 123 353HPU1760 h

17.70 +0.025/+0.007 18 73 73 123 353HPU1770 h

17.80 +0.025/+0.007 18 73 73 123 353HPU1780 h

18.00 +0.025/+0.007 18 73 73 123 353PU1800 h 353HPU1800 h

18.10 +0.029/+0.008 20 79 79 131 353HPU1810 h

18.20 +0.029/+0.008 20 79 79 131 353HPU1820 h

18.30 +0.029/+0.008 20 79 79 131 353HPU1830 h

18.50 +0.029/+0.008 20 79 79 131 353PU1850 h 353HPU1850 h

18.60 +0.029/+0.008 20 79 79 131 353HPU1860 h

18.70 +0.029/+0.008 20 79 79 131 353HPU1870 h

18.80 +0.029/+0.008 20 79 79 131 353HPU1880 h

19.00 +0.029/+0.008 20 79 79 131 353PU1900 h 353HPU1900 h

19.20 +0.029/+0.008 20 79 79 131 353HPU1920 h

19.30 +0.029/+0.008 20 79 79 131 353HPU1930 h

19.50 +0.029/+0.008 20 79 79 131 353PU1950 h 353HPU1950 h

19.60 +0.029/+0.008 20 79 79 131 353HPU1960 h

19.80 +0.029/+0.008 20 79 79 131 353HPU1980 h

20.00 +0.029/+0.008 20 79 79 131 353PU2000 h 353HPU2000 h

h stock standard     f non-standard stock     m stock exhaustion

353PU-353HPU
universal application, high productivity, 
PU and HPU (through coolant)

3XD DIN
6537K

140°+C45°

353PU 353HPU

353PU

353HPU

P M K N S H

 1st choice      suitable

353PU 353HPU

353PU

353HPU

C45°

C45°
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

353PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 110-130 90-110 60-80 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 12740 0.110 1400 10620 0.094 990 7430 0.083 610 5310 0.066 350
4 9550 0.120 1150 7960 0.102 810 5570 0.090 500 3980 0.072 290
5 7640 0.130 990 6370 0.111 700 4460 0.098 430 3180 0.078 250
6 6370 0.145 920 5310 0.123 650 3720 0.109 400 2650 0.087 230
7 5460 0.160 870 4550 0.136 620 3180 0.120 380 2270 0.096 220
8 4780 0.175 840 3980 0.149 590 2790 0.131 370 1990 0.105 210
9 4250 0.190 810 3540 0.162 570 2480 0.143 350 1770 0.114 200

10 3820 0.205 780 3180 0.174 550 2230 0.154 340 1590 0.123 200
11 3470 0.220 760 2900 0.187 540 2030 0.165 330 1450 0.132 190
12 3180 0.240 760 2650 0.204 540 1860 0.180 330 1330 0.144 190
13 2940 0.260 760 2450 0.221 540 1710 0.195 330 1220 0.156 190
14 2730 0.285 780 2270 0.242 550 1590 0.214 340 1140 0.171 190
15 2550 0.310 790 2120 0.264 560 1490 0.233 350 1060 0.186 200
16 2390 0.335 800 1990 0.285 570 1390 0.251 350 1000 0.201 200
17 2250 0.360 810 1870 0.306 570 1310 0.270 350 940 0.216 200
18 2120 0.385 820 1770 0.327 580 1240 0.289 360 880 0.231 200
19 2010 0.410 820 1680 0.349 590 1170 0.308 360 840 0.246 210
20 1910 0.435 830 1590 0.370 590 1110 0.326 360 800 0.261 210

353HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 140-160 120-150 90-110 60-80

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 15920 0.127 2010 13800 0.114 1570 10620 0.101 1070 7430 0.089 660
4 11940 0.150 1790 10350 0.135 1390 7960 0.120 950 5570 0.105 580
5 9550 0.173 1650 8280 0.155 1290 6370 0.138 880 4460 0.121 540
6 7960 0.196 1560 6900 0.176 1210 5310 0.156 830 3720 0.137 510
7 6820 0.219 1490 5910 0.197 1160 4550 0.175 800 3180 0.153 490
8 5970 0.242 1440 5180 0.217 1130 3980 0.193 770 2790 0.169 470
9 5310 0.265 1400 4600 0.238 1100 3540 0.212 750 2480 0.185 460

10 4780 0.288 1370 4140 0.259 1070 3180 0.230 730 2230 0.201 450
11 4340 0.299 1300 3760 0.269 1010 2900 0.239 690 2030 0.209 420
12 3980 0.322 1280 3450 0.290 1000 2650 0.258 680 1860 0.225 420
13 3670 0.345 1270 3180 0.311 990 2450 0.276 680 1710 0.242 410
14 3410 0.368 1250 2960 0.331 980 2270 0.294 670 1590 0.258 410
15 3180 0.391 1240 2760 0.352 970 2120 0.313 660 1490 0.274 410
16 2990 0.414 1240 2590 0.373 970 1990 0.331 660 1390 0.290 400
17 2810 0.426 1200 2440 0.383 930 1870 0.340 640 1310 0.298 390
18 2650 0.437 1160 2300 0.393 900 1770 0.350 620 1240 0.306 380
19 2510 0.449 1130 2180 0.404 880 1680 0.359 600 1170 0.314 370
20 2390 0.460 1100 2070 0.414 860 1590 0.368 590 1110 0.322 360
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

 CUTTING PARAMETERS

353PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 45-55 35-45 25-35 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 5310 0.077 410 4250 0.065 280 3180 0.058 180 2650 0.046 120
4 3980 0.084 330 3180 0.071 230 2390 0.063 150 1990 0.050 100
5 3180 0.091 290 2550 0.077 200 1910 0.068 130 1590 0.055 90
6 2650 0.102 270 2120 0.086 180 1590 0.076 120 1330 0.061 80
7 2270 0.112 250 1820 0.095 170 1360 0.084 110 1140 0.067 80
8 1990 0.123 240 1590 0.104 170 1190 0.092 110 1000 0.074 70
9 1770 0.133 240 1420 0.113 160 1060 0.100 110 880 0.080 70

10 1590 0.144 230 1270 0.122 150 960 0.108 100 800 0.086 70
11 1450 0.154 220 1160 0.131 150 870 0.116 100 720 0.092 70
12 1330 0.168 220 1060 0.143 150 800 0.126 100 660 0.101 70
13 1220 0.182 220 980 0.155 150 730 0.137 100 610 0.109 70
14 1140 0.200 230 910 0.170 150 680 0.150 100 570 0.120 70
15 1060 0.217 230 850 0.184 160 640 0.163 100 530 0.130 70
16 1000 0.235 230 800 0.199 160 600 0.176 110 500 0.141 70
17 940 0.252 240 750 0.214 160 560 0.189 110 470 0.151 70
18 880 0.270 240 710 0.229 160 530 0.202 110 440 0.162 70
19 840 0.287 240 670 0.244 160 500 0.215 110 420 0.172 70
20 800 0.305 240 640 0.259 170 480 0.228 110 400 0.183 70

353HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 60-80 50-70 35-45 20-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 7430 0.082 610 6370 0.066 420 4250 0.058 240 3180 0.049 160
4 5570 0.097 540 4780 0.078 370 3180 0.068 220 2390 0.058 140
5 4460 0.112 500 3820 0.090 340 2550 0.078 200 1910 0.067 130
6 3720 0.127 470 3180 0.102 320 2120 0.089 190 1590 0.076 120
7 3180 0.142 450 2730 0.114 310 1820 0.099 180 1360 0.085 120
8 2790 0.157 440 2390 0.126 300 1590 0.110 170 1190 0.094 110
9 2480 0.172 430 2120 0.138 290 1420 0.120 170 1060 0.103 110

10 2230 0.187 420 1910 0.150 290 1270 0.131 170 960 0.112 110
11 2030 0.194 390 1740 0.155 270 1160 0.136 160 870 0.117 100
12 1860 0.209 390 1590 0.167 270 1060 0.147 160 800 0.126 100
13 1710 0.224 380 1470 0.179 260 980 0.157 150 730 0.135 100
14 1590 0.239 380 1360 0.191 260 910 0.167 150 680 0.144 100
15 1490 0.254 380 1270 0.203 260 850 0.178 150 640 0.152 100
16 1390 0.269 370 1190 0.215 260 800 0.188 150 600 0.161 100
17 1310 0.277 360 1120 0.221 250 750 0.194 150 560 0.166 90
18 1240 0.284 350 1060 0.227 240 710 0.199 140 530 0.170 90
19 1170 0.292 340 1010 0.233 240 670 0.204 140 500 0.175 90
20 1110 0.299 330 960 0.239 230 640 0.209 130 480 0.179 90
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

353PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 110-130 90-110 60-80 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 12740 0.110 1400 10620 0.094 990 7430 0.083 610 5310 0.066 350
4 9550 0.120 1150 7960 0.102 810 5570 0.090 500 3980 0.072 290
5 7640 0.130 990 6370 0.111 700 4460 0.098 430 3180 0.078 250
6 6370 0.145 920 5310 0.123 650 3720 0.109 400 2650 0.087 230
7 5460 0.160 870 4550 0.136 620 3180 0.120 380 2270 0.096 220
8 4780 0.175 840 3980 0.149 590 2790 0.131 370 1990 0.105 210
9 4250 0.190 810 3540 0.162 570 2480 0.143 350 1770 0.114 200

10 3820 0.205 780 3180 0.174 550 2230 0.154 340 1590 0.123 200
11 3470 0.220 760 2900 0.187 540 2030 0.165 330 1450 0.132 190
12 3180 0.240 760 2650 0.204 540 1860 0.180 330 1330 0.144 190
13 2940 0.260 760 2450 0.221 540 1710 0.195 330 1220 0.156 190
14 2730 0.285 780 2270 0.242 550 1590 0.214 340 1140 0.171 190
15 2550 0.310 790 2120 0.264 560 1490 0.233 350 1060 0.186 200
16 2390 0.335 800 1990 0.285 570 1390 0.251 350 1000 0.201 200
17 2250 0.360 810 1870 0.306 570 1310 0.270 350 940 0.216 200
18 2120 0.385 820 1770 0.327 580 1240 0.289 360 880 0.231 200
19 2010 0.410 820 1680 0.349 590 1170 0.308 360 840 0.246 210
20 1910 0.435 830 1590 0.370 590 1110 0.326 360 800 0.261 210

353HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 120-140 100-120 80-100 60-80

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 13800 0.127 1750 11680 0.114 1330 9550 0.101 970 7430 0.089 660
4 10350 0.150 1550 8760 0.135 1180 7170 0.120 860 5570 0.105 580
5 8280 0.173 1430 7010 0.155 1090 5730 0.138 790 4460 0.121 540
6 6900 0.196 1350 5840 0.176 1030 4780 0.156 750 3720 0.137 510
7 5910 0.219 1290 5000 0.197 980 4090 0.175 710 3180 0.153 490
8 5180 0.242 1250 4380 0.217 950 3580 0.193 690 2790 0.169 470
9 4600 0.265 1220 3890 0.238 930 3180 0.212 670 2480 0.185 460

10 4140 0.288 1190 3500 0.259 910 2870 0.230 660 2230 0.201 450
11 3760 0.299 1120 3180 0.269 860 2610 0.239 620 2030 0.209 420
12 3450 0.322 1110 2920 0.290 850 2390 0.258 620 1860 0.225 420
13 3180 0.345 1100 2690 0.311 840 2200 0.276 610 1710 0.242 410
14 2960 0.368 1090 2500 0.331 830 2050 0.294 600 1590 0.258 410
15 2760 0.391 1080 2340 0.352 820 1910 0.313 600 1490 0.274 410
16 2590 0.414 1070 2190 0.373 820 1790 0.331 590 1390 0.290 400
17 2440 0.426 1040 2060 0.383 790 1690 0.340 580 1310 0.298 390
18 2300 0.437 1010 1950 0.393 770 1590 0.350 560 1240 0.306 380
19 2180 0.449 980 1840 0.404 740 1510 0.359 540 1170 0.314 370
20 2070 0.460 950 1750 0.414 720 1430 0.368 530 1110 0.322 360
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

 CUTTING PARAMETERS

353PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1    > 5%Si N2 N3    N4

Hardness/Rm

Vc (m/min) 220-260 200-240 160-200

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 25480 0.132 3360 23350 0.119 2770 19110 0.106 2020
4 19110 0.144 2750 17520 0.130 2270 14330 0.115 1650
5 15290 0.156 2390 14010 0.140 1970 11460 0.125 1430
6 12740 0.174 2220 11680 0.157 1830 9550 0.139 1330
7 10920 0.192 2100 10010 0.173 1730 8190 0.154 1260
8 9550 0.210 2010 8760 0.189 1660 7170 0.168 1200
9 8490 0.228 1940 7780 0.205 1600 6370 0.182 1160

10 7640 0.246 1880 7010 0.221 1550 5730 0.197 1130
11 6950 0.264 1830 6370 0.238 1510 5210 0.211 1100
12 6370 0.288 1830 5840 0.259 1510 4780 0.230 1100
13 5880 0.312 1830 5390 0.281 1510 4410 0.250 1100
14 5460 0.342 1870 5000 0.308 1540 4090 0.274 1120
15 5100 0.372 1900 4670 0.335 1560 3820 0.298 1140
16 4780 0.402 1920 4380 0.362 1580 3580 0.322 1150
17 4500 0.432 1940 4120 0.389 1600 3370 0.346 1160
18 4250 0.462 1960 3890 0.416 1620 3180 0.370 1180
19 4020 0.492 1980 3690 0.443 1630 3020 0.394 1190
20 3820 0.522 1990 3500 0.470 1640 2870 0.418 1200

353HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1    > 5%Si N2 N3    N4

Hardness/Rm

Vc (m/min) 240-280 220-260 180-220

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 27600 0.152 4190 25480 0.139 3550 21230 0.111 2360
4 20700 0.179 3710 19110 0.164 3140 15920 0.132 2090
5 16560 0.207 3430 15290 0.190 2900 12740 0.152 1930
6 13800 0.235 3240 12740 0.215 2740 10620 0.172 1830
7 11830 0.262 3100 10920 0.240 2620 9100 0.192 1750
8 10350 0.290 3000 9550 0.266 2540 7960 0.213 1690
9 9200 0.317 2920 8490 0.291 2470 7080 0.233 1650

10 8280 0.345 2860 7640 0.316 2420 6370 0.253 1610
11 7530 0.359 2700 6950 0.329 2290 5790 0.263 1520
12 6900 0.386 2670 6370 0.354 2260 5310 0.283 1500
13 6370 0.414 2640 5880 0.380 2230 4900 0.304 1490
14 5910 0.442 2610 5460 0.405 2210 4550 0.324 1470
15 5520 0.469 2590 5100 0.430 2190 4250 0.344 1460
16 5180 0.497 2570 4780 0.455 2180 3980 0.364 1450
17 4870 0.511 2490 4500 0.468 2110 3750 0.374 1400
18 4600 0.524 2410 4250 0.481 2040 3540 0.385 1360
19 4360 0.538 2350 4020 0.493 1980 3350 0.395 1320
20 4140 0.552 2290 3820 0.506 1930 3180 0.405 1290
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

353PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-40 20-30 35-45 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3720 0.050 180 2650 0.035 90 4250 0.047 200 3180 0.040 130
4 2790 0.054 150 1990 0.038 80 3180 0.051 160 2390 0.043 100
5 2230 0.059 130 1590 0.041 70 2550 0.056 140 1910 0.047 90
6 1860 0.065 120 1330 0.046 60 2120 0.062 130 1590 0.052 80
7 1590 0.072 110 1140 0.050 60 1820 0.068 120 1360 0.058 80
8 1390 0.079 110 1000 0.055 60 1590 0.075 120 1190 0.063 70
9 1240 0.086 110 880 0.060 50 1420 0.081 120 1060 0.068 70

10 1110 0.092 100 800 0.065 50 1270 0.088 110 960 0.074 70
11 1010 0.099 100 720 0.069 50 1160 0.094 110 870 0.079 70
12 930 0.108 100 660 0.076 50 1060 0.103 110 800 0.086 70
13 860 0.117 100 610 0.082 50 980 0.111 110 730 0.094 70
14 800 0.128 100 570 0.090 50 910 0.122 110 680 0.103 70
15 740 0.140 100 530 0.098 50 850 0.133 110 640 0.112 70
16 700 0.151 110 500 0.106 50 800 0.143 110 600 0.121 70
17 660 0.162 110 470 0.113 50 750 0.154 120 560 0.130 70
18 620 0.173 110 440 0.121 50 710 0.165 120 530 0.139 70
19 590 0.185 110 420 0.129 50 670 0.175 120 500 0.148 70
20 560 0.196 110 400 0.137 50 640 0.186 120 480 0.157 80

353HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 40-60 25-45 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 5310 0.057 300 3720 0.040 150 6370 0.054 340 5310 0.046 240
4 3980 0.067 270 2790 0.047 130 4780 0.064 310 3980 0.054 210
5 3180 0.078 250 2230 0.054 120 3820 0.074 280 3180 0.062 200
6 2650 0.088 230 1860 0.062 110 3180 0.084 270 2650 0.070 190
7 2270 0.098 220 1590 0.069 110 2730 0.093 260 2270 0.079 180
8 1990 0.109 220 1390 0.076 110 2390 0.103 250 1990 0.087 170
9 1770 0.119 210 1240 0.083 100 2120 0.113 240 1770 0.095 170

10 1590 0.129 210 1110 0.091 100 1910 0.123 230 1590 0.104 160
11 1450 0.135 200 1010 0.094 100 1740 0.128 220 1450 0.108 160
12 1330 0.145 190 930 0.101 90 1590 0.138 220 1330 0.116 150
13 1220 0.155 190 860 0.109 90 1470 0.147 220 1220 0.124 150
14 1140 0.166 190 800 0.116 90 1360 0.157 210 1140 0.132 150
15 1060 0.176 190 740 0.123 90 1270 0.167 210 1060 0.141 150
16 1000 0.186 190 700 0.130 90 1190 0.177 210 1000 0.149 150
17 940 0.191 180 660 0.134 90 1120 0.182 200 940 0.153 140
18 880 0.197 170 620 0.138 90 1060 0.187 200 880 0.157 140
19 840 0.202 170 590 0.141 80 1010 0.192 190 840 0.161 140
20 800 0.207 170 560 0.145 80 960 0.197 190 800 0.166 130

5_081-126_TYPHOON_2.indd   91 22/09/17   12:24



TYPHOON - high performance solid carbide drills

92

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

3.00 +0.012/+0.002 6 23 28 66 355PU0300 h 355HPU0300 h

3.10 +0.016/+0.004 6 23 28 66 355PU0310 h 355HPU0310 h

3.20 +0.016/+0.004 6 23 28 66 355PU0320 h 355HPU0320 h

3.25 +0.016/+0.004 6 23 28 66 355HPU0325 h

3.30 +0.016/+0.004 6 23 28 66 355PU0330 h 355HPU0330 h

3.40 +0.016/+0.004 6 23 28 66 355PU0340 h 355HPU0340 h

3.50 +0.016/+0.004 6 23 28 66 355PU0350 h 355HPU0350 h

3.60 +0.016/+0.004 6 23 28 66 355PU0360 h 355HPU0360 h

3.70 +0.016/+0.004 6 23 28 66 355PU0370 h 355HPU0370 h

3.80 +0.016/+0.004 6 29 36 74 355PU0380 h 355HPU0380 h

3.90 +0.016/+0.004 6 29 36 74 355PU0390 h 355HPU0390 h

4.00 +0.016/+0.004 6 29 36 74 355PU0400 h 355HPU0400 h

4.10 +0.016/+0.004 6 29 36 74 355PU0410 h 355HPU0410 h

4.20 +0.016/+0.004 6 29 36 74 355PU0420 h 355HPU0420 h

4.30 +0.016/+0.004 6 29 36 74 355PU0430 h 355HPU0430 h

4.40 +0.016/+0.004 6 29 36 74 355PU0440 h 355HPU0440 h

4.50 +0.016/+0.004 6 29 36 74 355PU0450 h 355HPU0450 h

4.60 +0.016/+0.004 6 29 36 74 355PU0460 h 355HPU0460 h

4.65 +0.016/+0.004 6 29 36 74 355HPU0465 h

4.70 +0.016/+0.004 6 29 36 74 355PU0470 h 355HPU0470 h

4.80 +0.016/+0.004 6 35 44 82 355PU0480 h 355HPU0480 h

4.90 +0.016/+0.004 6 35 44 82 355PU0490 h 355HPU0490 h

5.00 +0.016/+0.004 6 35 44 82 355PU0500 h 355HPU0500 h

5.10 +0.016/+0.004 6 35 44 82 355PU0510 h 355HPU0510 h

5.20 +0.016/+0.004 6 35 44 82 355PU0520 h 355HPU0520 h

5.30 +0.016/+0.004 6 35 44 82 355PU0530 h 355HPU0530 h

5.40 +0.016/+0.004 6 35 44 82 355PU0540 h 355HPU0540 h

5.50 +0.016/+0.004 6 35 44 82 355PU0550 h 355HPU0550 h

5.55 +0.016/+0.004 6 35 44 82 355HPU0555 h

5.60 +0.016/+0.004 6 35 44 82 355PU0560 h 355HPU0560 h

5.70 +0.016/+0.004 6 35 44 82 355PU0570 h 355HPU0570 h

5.80 +0.016/+0.004 6 35 44 82 355PU0580 h 355HPU0580 h

5.90 +0.016/+0.004 6 35 44 82 355PU0590 h 355HPU0590 h

6.00 +0.016/+0.004 6 35 44 82 355PU0600 h 355HPU0600 h

6.10 +0.021/+0.006 8 43 53 91 355PU0610 h 355HPU0610 h

6.20 +0.021/+0.006 8 43 53 91 355PU0620 h 355HPU0620 h

6.30 +0.021/+0.006 8 43 53 91 355PU0630 h 355HPU0630 h

6.40 +0.021/+0.006 8 43 53 91 355PU0640 h 355HPU0640 h

6.50 +0.021/+0.006 8 43 53 91 355PU0650 h 355HPU0650 h

355PU-355HPU
universal application, high productivity, 
PU and HPU (through coolant)

5XD DIN
6537L

140°+C45°

355PU 355HPU

355PU

355HPU

P M K N S H

 1st choice      suitable

355PU 355HPU

C45°

C45°

355PU

355HPU
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

355PU-355HPU
universal application, high productivity, 
PU and HPU (through coolant)

5XD DIN
6537L

140°+C45°

355PU 355HPU

355PU

355HPU

P M K N S H

 1st choice      suitable

355PU 355HPU

C45°

C45°

355PU

355HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

6.60 +0.021/+0.006 8 43 53 91 355PU0660 h 355HPU0660 h

6.70 +0.021/+0.006 8 43 53 91 355PU0670 h 355HPU0670 h

6.80 +0.021/+0.006 8 43 53 91 355PU0680 h 355HPU0680 h

6.90 +0.021/+0.006 8 43 53 91 355PU0690 h 355HPU0690 h

7.00 +0.021/+0.006 8 43 53 91 355PU0700 h 355HPU0700 h

7.10 +0.021/+0.006 8 43 53 91 355PU0710 h 355HPU0710 h

7.20 +0.021/+0.006 8 43 53 91 355PU0720 h 355HPU0720 h

7.30 +0.021/+0.006 8 43 53 91 355PU0730 h 355HPU0730 h

7.40 +0.021/+0.006 8 43 53 91 355PU0740 h 355HPU0740 h

7.45 +0.021/+0.006 8 43 53 91 355HPU0745 h

7.50 +0.021/+0.006 8 43 53 91 355PU0750 h 355HPU0750 h

7.60 +0.021/+0.006 8 43 53 91 355PU0760 h 355HPU0760 h

7.70 +0.021/+0.006 8 43 53 91 355PU0770 h 355HPU0770 h

7.80 +0.021/+0.006 8 43 53 91 355PU0780 h 355HPU0780 h

7.90 +0.021/+0.006 8 43 53 91 355PU0790 h 355HPU0790 h

8.00 +0.021/+0.006 8 43 53 91 355PU0800 h 355HPU0800 h

8.10 +0.021/+0.006 10 49 61 103 355PU0810 h 355HPU0810 h

8.20 +0.021/+0.006 10 49 61 103 355PU0820 h 355HPU0820 h

8.30 +0.021/+0.006 10 49 61 103 355PU0830 h 355HPU0830 h

8.40 +0.021/+0.006 10 49 61 103 355PU0840 h 355HPU0840 h

8.50 +0.021/+0.006 10 49 61 103 355PU0850 h 355HPU0850 h

8.60 +0.021/+0.006 10 49 61 103 355PU0860 h 355HPU0860 h

8.70 +0.021/+0.006 10 49 61 103 355PU0870 h 355HPU0870 h

8.80 +0.021/+0.006 10 49 61 103 355PU0880 h 355HPU0880 h

8.90 +0.021/+0.006 10 49 61 103 355PU0890 h 355HPU0890 h

9.00 +0.021/+0.006 10 49 61 103 355PU0900 h 355HPU0900 h

9.10 +0.021/+0.006 10 49 61 103 355PU0910 h 355HPU0910 h

9.20 +0.021/+0.006 10 49 61 103 355PU0920 h 355HPU0920 h

9.25 +0.021/+0.006 10 49 61 103 355HPU0925 h

9.30 +0.021/+0.006 10 49 61 103 355PU0930 h 355HPU0930 h

9.40 +0.021/+0.006 10 49 61 103 355PU0940 h 355HPU0940 h

9.45 +0.021/+0.006 10 49 61 103 355HPU0945 h

9.50 +0.021/+0.006 10 61 61 103 355PU0950 h 355HPU0950 h

9.60 +0.021/+0.006 10 61 61 103 355PU0960 h 355HPU0960 h

9.70 +0.021/+0.006 10 61 61 103 355PU0970 h 355HPU0970 h

9.80 +0.021/+0.006 10 61 61 103 355PU0980 h 355HPU0980 h

9.90 +0.021/+0.006 10 61 61 103 355PU0990 h 355HPU0990 h

10.00 +0.021/+0.006 10 61 61 103 355PU1000 h 355HPU1000 h

10.10 +0.025/+0.007 12 71 71 118 355PU1010 h 355HPU1010 h

h stock standard     f non-standard stock     m stock exhaustion
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

10.20 +0.025/+0.007 12 71 71 118 355PU1020 h 355HPU1020 h

10.30 +0.025/+0.007 12 71 71 118 355PU1030 h 355HPU1030 h

10.40 +0.025/+0.007 12 71 71 118 355PU1040 h 355HPU1040 h

10.50 +0.025/+0.007 12 71 71 118 355PU1050 h 355HPU1050 h

10.60 +0.025/+0.007 12 71 71 118 355PU1060 h 355HPU1060 h

10.70 +0.025/+0.007 12 71 71 118 355PU1070 h 355HPU1070 h

10.80 +0.025/+0.007 12 71 71 118 355PU1080 h 355HPU1080 h

10.90 +0.025/+0.007 12 71 71 118 355PU1090 h 355HPU1090 h

11.00 +0.025/+0.007 12 71 71 118 355PU1100 h 355HPU1100 h

11.10 +0.025/+0.007 12 71 71 118 355PU1110 h 355HPU1110 h

11.20 +0.025/+0.007 12 71 71 118 355PU1120 h 355HPU1120 h

11.25 +0.025/+0.007 12 71 71 118 355HPU1125 h

11.30 +0.025/+0.007 12 71 71 118 355PU1130 h 355HPU1130 h

11.40 +0.025/+0.007 12 71 71 118 355PU1140 h 355HPU1140 h

11.50 +0.025/+0.007 12 71 71 118 355PU1150 h 355HPU1150 h

11.60 +0.025/+0.007 12 71 71 118 355PU1160 h 355HPU1160 h

11.70 +0.025/+0.007 12 71 71 118 355PU1170 h 355HPU1170 h

11.80 +0.025/+0.007 12 71 71 118 355PU1180 h 355HPU1180 h

11.90 +0.025/+0.007 12 71 71 118 355PU1190 h 355HPU1190 h

12.00 +0.025/+0.007 12 71 71 118 355PU1200 h 355HPU1200 h

12.10 +0.025/+0.007 14 77 77 124 355PU1210 h 355HPU1210 h

12.20 +0.025/+0.007 14 77 77 124 355PU1220 h 355HPU1220 h

12.30 +0.025/+0.007 14 77 77 124 355HPU1230 h

12.40 +0.025/+0.007 14 77 77 124 355HPU1240 h

12.50 +0.025/+0.007 14 77 77 124 355PU1250 h 355HPU1250 h

12.60 +0.025/+0.007 14 77 77 124 355HPU1260 h

12.70 +0.025/+0.007 14 77 77 124 355PU1270 h 355HPU1270 h

12.80 +0.025/+0.007 14 77 77 124 355PU1280 h 355HPU1280 h

12.90 +0.025/+0.007 14 77 77 124 355HPU1290 h

13.00 +0.025/+0.007 14 77 77 124 355PU1300 h 355HPU1300 h

13.10 +0.025/+0.007 14 77 77 124 355PU1310 h 355HPU1310 h

13.20 +0.025/+0.007 14 77 77 124 355PU1320 h 355HPU1320 h

13.30 +0.025/+0.007 14 77 77 124 355PU1330 h 355HPU1330 h

13.40 +0.025/+0.007 14 77 77 124 355HPU1340 h

13.50 +0.025/+0.007 14 77 77 124 355PU1350 h 355HPU1350 h

13.60 +0.025/+0.007 14 77 77 124 355HPU1360 h

13.70 +0.025/+0.007 14 77 77 124 355PU1370 h 355HPU1370 h

13.80 +0.025/+0.007 14 77 77 124 355PU1380 h 355HPU1380 h

13.90 +0.025/+0.007 14 77 77 124 355HPU1390 h

h stock standard     f non-standard stock     m stock exhaustion

355PU-355HPU
universal application, high productivity, 
PU and HPU (through coolant)

5XD DIN
6537L

140°+C45°

355PU 355HPU

355PU

355HPU

P M K N S H

 1st choice      suitable

355PU 355HPU

C45°

C45°

355PU

355HPU
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

14.00 +0.025/+0.007 14 77 77 124 355PU1400 h 355HPU1400 h

14.10 +0.025/+0.007 16 83 83 133 355HPU1410 h

14.20 +0.025/+0.007 16 83 83 133 355HPU1420 h

14.30 +0.025/+0.007 16 83 83 133 355HPU1430 h

14.40 +0.025/+0.007 16 83 83 133 355HPU1440 h

14.50 +0.025/+0.007 16 83 83 133 355PU1450 h 355HPU1450 h

14.60 +0.025/+0.007 16 83 83 133 355HPU1460 h

14.70 +0.025/+0.007 16 83 83 133 355HPU1470 h

14.80 +0.025/+0.007 16 83 83 133 355HPU1480 h

14.90 +0.025/+0.007 16 83 83 133 355HPU1490 h

15.00 +0.025/+0.007 16 83 83 133 355PU1500 h 355HPU1500 h

15.10 +0.025/+0.007 16 83 83 133 355HPU1510 h

15.20 +0.025/+0.007 16 83 83 133 355HPU1520 h

15.30 +0.025/+0.007 16 83 83 133 355PU1530 h 355HPU1530 h

15.40 +0.025/+0.007 16 83 83 133 355HPU1540 h

15.50 +0.025/+0.007 16 83 83 133 355PU1550 h 355HPU1550 h

15.60 +0.025/+0.007 16 83 83 133 355HPU1560 h

15.70 +0.025/+0.007 16 83 83 133 355HPU1570 h

15.80 +0.025/+0.007 16 83 83 133 355PU1580 h 355HPU1580 h

15.90 +0.025/+0.007 16 83 83 133 355HPU1590 h

16.00 +0.025/+0.007 16 83 83 133 355PU1600 h 355HPU1600 h

16.10 +0.025/+0.007 18 93 93 143 355HPU1610 h

16.20 +0.025/+0.007 18 93 93 143 355HPU1620 h

16.30 +0.025/+0.007 18 93 93 143 355HPU1630 h

16.40 +0.025/+0.007 18 93 93 143 355HPU1640 h

16.50 +0.025/+0.007 18 93 93 143 355PU1650 h 355HPU1650 h

16.60 +0.025/+0.007 18 93 93 143 355HPU1660 h

16.70 +0.025/+0.007 18 93 93 143 355HPU1670 h

16.80 +0.025/+0.007 18 93 93 143 355HPU1680 h

16.90 +0.025/+0.007 18 93 93 143 355HPU1690 h

17.00 +0.025/+0.007 18 93 93 143 355PU1700 h 355HPU1700 h

17.10 +0.025/+0.007 18 93 93 143 355HPU1710 h

17.20 +0.025/+0.007 18 93 93 143 355HPU1720 h

17.30 +0.025/+0.007 18 93 93 143 355HPU1730 h

17.40 +0.025/+0.007 18 93 93 143 355HPU1740 h

17.50 +0.025/+0.007 18 93 93 143 355PU1750 h 355HPU1750 h

17.60 +0.025/+0.007 18 93 93 143 355HPU1760 h

17.70 +0.025/+0.007 18 93 93 143 355HPU1770 h

17.80 +0.025/+0.007 18 93 93 143 355HPU1780 h

h stock standard     f non-standard stock     m stock exhaustion

355PU-355HPU
universal application, high productivity, 
PU and HPU (through coolant)

5XD DIN
6537L

140°+C45°

355PU 355HPU

355PU

355HPU

P M K N S H

 1st choice      suitable

355PU 355HPU

C45°

C45°

355PU

355HPU
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

D(m7) D Tol. d(h6) l l1 L EDP No. Stock EDP No. Stock

17.90 +0.025/+0.007 18 93 93 143 355HPU1790 h

18.00 +0.025/+0.007 18 93 93 143 355PU1800 h 355HPU1800 h

18.10 +0.029/+0.008 20 101 101 153 355HPU1810 h

18.20 +0.029/+0.008 20 101 101 153 355HPU1820 h

18.30 +0.029/+0.008 20 101 101 153 355HPU1830 h

18.40 +0.029/+0.008 20 101 101 153 355HPU1840 h

18.50 +0.029/+0.008 20 101 101 153 355PU1850 h 355HPU1850 h

18.60 +0.029/+0.008 20 101 101 153 355HPU1860 h

18.70 +0.029/+0.008 20 101 101 153 355HPU1870 h

18.80 +0.029/+0.008 20 101 101 153 355HPU1880 h

18.90 +0.029/+0.008 20 101 101 153 355HPU1890 h

19.00 +0.029/+0.008 20 101 101 153 355PU1900 h 355HPU1900 h

19.10 +0.029/+0.008 20 101 101 153 355HPU1910 h

19.20 +0.029/+0.008 20 101 101 153 355HPU1920 h

19.30 +0.029/+0.008 20 101 101 153 355HPU1930 h

19.40 +0.029/+0.008 20 101 101 153 355HPU1940 h

19.50 +0.029/+0.008 20 101 101 153 355PU1950 h 355HPU1950 h

19.60 +0.029/+0.008 20 101 101 153 355HPU1960 h

19.70 +0.029/+0.008 20 101 101 153 355HPU1970 h

19.80 +0.029/+0.008 20 101 101 153 355HPU1980 h

19.90 +0.029/+0.008 20 101 101 153 355HPU1990 h

20.00 +0.029/+0.008 20 101 101 153 355PU2000 h 355HPU2000 h

h stock standard     f non-standard stock     m stock exhaustion

355PU-355HPU
universal application, high productivity, 
PU and HPU (through coolant)

5XD DIN
6537L

140°+C45°

355PU 355HPU

355PU

355HPU

P M K N S H

 1st choice      suitable

355PU 355HPU

C45°

C45°

355PU

355HPU
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

355PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 100-120 80-100 50-70 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.094 1090 9550 0.075 710 6370 0.065 420 4250 0.047 200
4 8760 0.102 890 7170 0.082 590 4780 0.071 340 3180 0.051 160
5 7010 0.111 770 5730 0.088 510 3820 0.077 300 2550 0.055 140
6 5840 0.123 720 4780 0.099 470 3180 0.086 270 2120 0.062 130
7 5000 0.136 680 4090 0.109 440 2730 0.095 260 1820 0.068 120
8 4380 0.149 650 3580 0.119 430 2390 0.104 250 1590 0.074 120
9 3890 0.162 630 3180 0.129 410 2120 0.113 240 1420 0.081 110

10 3500 0.174 610 2870 0.139 400 1910 0.122 230 1270 0.087 110
11 3180 0.187 590 2610 0.150 390 1740 0.131 230 1160 0.094 110
12 2920 0.204 600 2390 0.163 390 1590 0.143 230 1060 0.102 110
13 2690 0.221 590 2200 0.177 390 1470 0.155 230 980 0.111 110
14 2500 0.242 610 2050 0.194 400 1360 0.170 230 910 0.121 110
15 2340 0.264 620 1910 0.211 400 1270 0.184 230 850 0.132 110
16 2190 0.285 620 1790 0.228 410 1190 0.199 240 800 0.142 110
17 2060 0.306 630 1690 0.245 410 1120 0.214 240 750 0.153 110
18 1950 0.327 640 1590 0.262 420 1060 0.229 240 710 0.164 120
19 1840 0.349 640 1510 0.279 420 1010 0.244 250 670 0.174 120
20 1750 0.370 650 1430 0.296 420 960 0.259 250 640 0.185 120

355HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 130-150 110-130 80-100 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 14860 0.108 1600 12740 0.081 1030 9550 0.065 620 6370 0.054 340
4 11150 0.127 1420 9550 0.095 910 7170 0.076 550 4780 0.064 300
5 8920 0.147 1310 7640 0.110 840 5730 0.088 500 3820 0.073 280
6 7430 0.166 1230 6370 0.125 790 4780 0.100 480 3180 0.083 260
7 6370 0.186 1180 5460 0.139 760 4090 0.111 460 2730 0.093 250
8 5570 0.205 1140 4780 0.154 740 3580 0.123 440 2390 0.103 250
9 4950 0.225 1110 4250 0.169 720 3180 0.135 430 2120 0.112 240

10 4460 0.244 1090 3820 0.183 700 2870 0.147 420 1910 0.122 230
11 4050 0.254 1030 3470 0.191 660 2610 0.152 400 1740 0.127 220
12 3720 0.274 1020 3180 0.205 650 2390 0.164 390 1590 0.137 220
13 3430 0.293 1010 2940 0.220 650 2200 0.176 390 1470 0.147 220
14 3180 0.313 990 2730 0.235 640 2050 0.188 380 1360 0.156 210
15 2970 0.332 990 2550 0.249 640 1910 0.199 380 1270 0.166 210
16 2790 0.352 980 2390 0.264 630 1790 0.211 380 1190 0.176 210
17 2620 0.362 950 2250 0.271 610 1690 0.217 370 1120 0.181 200
18 2480 0.371 920 2120 0.279 590 1590 0.223 350 1060 0.186 200
19 2350 0.381 900 2010 0.286 570 1510 0.229 350 1010 0.191 190
20 2230 0.391 870 1910 0.293 560 1430 0.235 340 960 0.196 190
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

 CUTTING PARAMETERS

355PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 40-50 30-40 25-35 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4780 0.065 310 3720 0.052 190 3180 0.046 150 2650 0.033 90
4 3580 0.071 260 2790 0.057 160 2390 0.050 120 1990 0.036 70
5 2870 0.077 220 2230 0.062 140 1910 0.054 100 1590 0.039 60
6 2390 0.086 210 1860 0.069 130 1590 0.060 100 1330 0.043 60
7 2050 0.095 200 1590 0.076 120 1360 0.067 90 1140 0.048 50
8 1790 0.104 190 1390 0.083 120 1190 0.073 90 1000 0.052 50
9 1590 0.113 180 1240 0.090 110 1060 0.079 80 880 0.057 50

10 1430 0.122 170 1110 0.098 110 960 0.085 80 800 0.061 50
11 1300 0.131 170 1010 0.105 110 870 0.092 80 720 0.065 50
12 1190 0.143 170 930 0.114 110 800 0.100 80 660 0.071 50
13 1100 0.155 170 860 0.124 110 730 0.108 80 610 0.077 50
14 1020 0.170 170 800 0.136 110 680 0.119 80 570 0.085 50
15 960 0.184 180 740 0.148 110 640 0.129 80 530 0.092 50
16 900 0.199 180 700 0.159 110 600 0.140 80 500 0.100 50
17 840 0.214 180 660 0.171 110 560 0.150 80 470 0.107 50
18 800 0.229 180 620 0.183 110 530 0.160 80 440 0.115 50
19 750 0.244 180 590 0.195 120 500 0.171 90 420 0.122 50
20 720 0.259 190 560 0.207 120 480 0.181 90 400 0.129 50

355HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 50-70 40-60 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 6370 0.070 450 5310 0.056 300 3720 0.049 180 2650 0.042 110
4 4780 0.083 390 3980 0.066 260 2790 0.058 160 1990 0.050 100
5 3820 0.095 360 3180 0.076 240 2230 0.067 150 1590 0.057 90
6 3180 0.108 340 2650 0.086 230 1860 0.076 140 1330 0.065 90
7 2730 0.121 330 2270 0.097 220 1590 0.085 130 1140 0.072 80
8 2390 0.133 320 1990 0.107 210 1390 0.093 130 1000 0.080 80
9 2120 0.146 310 1770 0.117 210 1240 0.102 130 880 0.088 80

10 1910 0.159 300 1590 0.127 200 1110 0.111 120 800 0.095 80
11 1740 0.165 290 1450 0.132 190 1010 0.116 120 720 0.099 70
12 1590 0.178 280 1330 0.142 190 930 0.125 120 660 0.107 70
13 1470 0.191 280 1220 0.152 190 860 0.133 110 610 0.114 70
14 1360 0.203 280 1140 0.163 190 800 0.142 110 570 0.122 70
15 1270 0.216 270 1060 0.173 180 740 0.151 110 530 0.130 70
16 1190 0.229 270 1000 0.183 180 700 0.160 110 500 0.137 70
17 1120 0.235 260 940 0.188 180 660 0.165 110 470 0.141 70
18 1060 0.241 260 880 0.193 170 620 0.169 100 440 0.145 60
19 1010 0.248 250 840 0.198 170 590 0.173 100 420 0.149 60
20 960 0.254 240 800 0.203 160 560 0.178 100 400 0.152 60
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

355PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 100-120 80-100 50-70 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.094 1090 9550 0.075 710 6370 0.065 420 4250 0.047 200
4 8760 0.102 890 7170 0.082 590 4780 0.071 340 3180 0.051 160
5 7010 0.111 770 5730 0.088 510 3820 0.077 300 2550 0.055 140
6 5840 0.123 720 4780 0.099 470 3180 0.086 270 2120 0.062 130
7 5000 0.136 680 4090 0.109 440 2730 0.095 260 1820 0.068 120
8 4380 0.149 650 3580 0.119 430 2390 0.104 250 1590 0.074 120
9 3890 0.162 630 3180 0.129 410 2120 0.113 240 1420 0.081 110

10 3500 0.174 610 2870 0.139 400 1910 0.122 230 1270 0.087 110
11 3180 0.187 590 2610 0.150 390 1740 0.131 230 1160 0.094 110
12 2920 0.204 600 2390 0.163 390 1590 0.143 230 1060 0.102 110
13 2690 0.221 590 2200 0.177 390 1470 0.155 230 980 0.111 110
14 2500 0.242 610 2050 0.194 400 1360 0.170 230 910 0.121 110
15 2340 0.264 620 1910 0.211 400 1270 0.184 230 850 0.132 110
16 2190 0.285 620 1790 0.228 410 1190 0.199 240 800 0.142 110
17 2060 0.306 630 1690 0.245 410 1120 0.214 240 750 0.153 110
18 1950 0.327 640 1590 0.262 420 1060 0.229 240 710 0.164 120
19 1840 0.349 640 1510 0.279 420 1010 0.244 250 670 0.174 120
20 1750 0.370 650 1430 0.296 420 960 0.259 250 640 0.185 120

355HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 110-130 90-110 65-85 45-65

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 12740 0.108 1370 10620 0.097 1030 7960 0.086 680 5840 0.075 440
4 9550 0.127 1210 7960 0.114 910 5970 0.102 610 4380 0.089 390
5 7640 0.147 1120 6370 0.132 840 4780 0.117 560 3500 0.103 360
6 6370 0.166 1060 5310 0.150 790 3980 0.133 530 2920 0.116 340
7 5460 0.186 1010 4550 0.167 760 3410 0.149 510 2500 0.130 330
8 4780 0.205 980 3980 0.185 740 2990 0.164 490 2190 0.144 310
9 4250 0.225 960 3540 0.202 720 2650 0.180 480 1950 0.157 310

10 3820 0.244 930 3180 0.220 700 2390 0.196 470 1750 0.171 300
11 3470 0.254 880 2900 0.229 660 2170 0.203 440 1590 0.178 280
12 3180 0.274 870 2650 0.246 650 1990 0.219 440 1460 0.192 280
13 2940 0.293 860 2450 0.264 650 1840 0.235 430 1350 0.205 280
14 2730 0.313 850 2270 0.282 640 1710 0.250 430 1250 0.219 270
15 2550 0.332 850 2120 0.299 630 1590 0.266 420 1170 0.233 270
16 2390 0.352 840 1990 0.317 630 1490 0.282 420 1090 0.246 270
17 2250 0.362 810 1870 0.326 610 1410 0.289 410 1030 0.253 260
18 2120 0.371 790 1770 0.334 590 1330 0.297 400 970 0.260 250
19 2010 0.381 770 1680 0.343 580 1260 0.305 380 920 0.267 250
20 1910 0.391 750 1590 0.352 560 1190 0.313 370 880 0.274 240
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

PU-HPU

 CUTTING PARAMETERS

355PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1   > 5%Si N2 N3    N4

Hardness/Rm

Vc (m/min) 200-240 180-220 140-180

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 23350 0.112 2620 21230 0.101 2140 16990 0.090 1530
4 17520 0.122 2140 15920 0.110 1750 12740 0.098 1250
5 14010 0.133 1860 12740 0.119 1520 10190 0.106 1080
6 11680 0.148 1730 10620 0.133 1410 8490 0.118 1000
7 10010 0.163 1630 9100 0.147 1340 7280 0.131 950
8 8760 0.179 1560 7960 0.161 1280 6370 0.143 910
9 7780 0.194 1510 7080 0.174 1230 5660 0.155 880

10 7010 0.209 1470 6370 0.188 1200 5100 0.167 850
11 6370 0.224 1430 5790 0.202 1170 4630 0.180 830
12 5840 0.245 1430 5310 0.220 1170 4250 0.196 830
13 5390 0.265 1430 4900 0.239 1170 3920 0.212 830
14 5000 0.291 1450 4550 0.262 1190 3640 0.233 850
15 4670 0.316 1480 4250 0.285 1210 3400 0.253 860
16 4380 0.342 1500 3980 0.308 1220 3180 0.273 870
17 4120 0.367 1510 3750 0.330 1240 3000 0.294 880
18 3890 0.393 1530 3540 0.353 1250 2830 0.314 890
19 3690 0.418 1540 3350 0.376 1260 2680 0.335 900
20 3500 0.444 1550 3180 0.399 1270 2550 0.355 910

355HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1   > 5%Si N2 N3    N4

Hardness/Rm

Vc (m/min) 230-270 210-250 170-210

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 26540 0.129 3420 24420 0.116 2840 20170 0.090 1820
4 19900 0.152 3030 18310 0.137 2510 15130 0.107 1620
5 15920 0.176 2800 14650 0.158 2320 12100 0.123 1490
6 13270 0.199 2650 12210 0.179 2190 10080 0.140 1410
7 11370 0.223 2530 10460 0.201 2100 8640 0.156 1350
8 9950 0.246 2450 9160 0.222 2030 7560 0.172 1300
9 8850 0.270 2390 8140 0.243 1980 6720 0.189 1270

10 7960 0.293 2330 7320 0.264 1930 6050 0.205 1240
11 7240 0.305 2210 6660 0.274 1830 5500 0.213 1170
12 6630 0.328 2180 6100 0.296 1800 5040 0.230 1160
13 6120 0.352 2150 5630 0.317 1780 4650 0.246 1150
14 5690 0.375 2140 5230 0.338 1770 4320 0.263 1140
15 5310 0.399 2120 4880 0.359 1750 4030 0.279 1130
16 4980 0.422 2100 4580 0.380 1740 3780 0.296 1120
17 4680 0.434 2030 4310 0.391 1680 3560 0.304 1080
18 4420 0.446 1970 4070 0.401 1630 3360 0.312 1050
19 4190 0.457 1920 3860 0.412 1590 3180 0.320 1020
20 3980 0.469 1870 3660 0.422 1550 3030 0.328 1000
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
PU-HPU

 CUTTING PARAMETERS

355PU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3180 0.042 130 2120 0.029 60 3720 0.040 150 2650 0.034 90
4 2390 0.046 110 1590 0.032 50 2790 0.044 120 1990 0.037 70
5 1910 0.050 90 1270 0.035 40 2230 0.047 110 1590 0.040 60
6 1590 0.055 90 1060 0.039 40 1860 0.053 100 1330 0.044 60
7 1360 0.061 80 910 0.043 40 1590 0.058 90 1140 0.049 60
8 1190 0.067 80 800 0.047 40 1390 0.064 90 1000 0.054 50
9 1060 0.073 80 710 0.051 40 1240 0.069 90 880 0.058 50

10 960 0.078 80 640 0.055 40 1110 0.074 80 800 0.063 50
11 870 0.084 70 580 0.059 30 1010 0.080 80 720 0.067 50
12 800 0.092 70 530 0.064 30 930 0.087 80 660 0.073 50
13 730 0.099 70 490 0.070 30 860 0.094 80 610 0.080 50
14 680 0.109 70 450 0.076 30 800 0.104 80 570 0.087 50
15 640 0.119 80 420 0.083 30 740 0.113 80 530 0.095 50
16 600 0.128 80 400 0.090 40 700 0.122 90 500 0.103 50
17 560 0.138 80 370 0.096 40 660 0.131 90 470 0.110 50
18 530 0.147 80 350 0.103 40 620 0.140 90 440 0.118 50
19 500 0.157 80 340 0.110 40 590 0.149 90 420 0.125 50
20 480 0.166 80 320 0.116 40 560 0.158 90 400 0.133 50

355HPU

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 35-55 20-40 45-65 35-55

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4780 0.048 230 3180 0.034 110 5840 0.046 270 4780 0.039 190
4 3580 0.057 200 2390 0.040 100 4380 0.054 240 3580 0.046 160
5 2870 0.066 190 1910 0.046 90 3500 0.063 220 2870 0.053 150
6 2390 0.075 180 1590 0.052 80 2920 0.071 210 2390 0.060 140
7 2050 0.084 170 1360 0.059 80 2500 0.079 200 2050 0.067 140
8 1790 0.092 170 1190 0.065 80 2190 0.088 190 1790 0.074 130
9 1590 0.101 160 1060 0.071 80 1950 0.096 190 1590 0.081 130

10 1430 0.110 160 960 0.077 70 1750 0.104 180 1430 0.088 130
11 1300 0.114 150 870 0.080 70 1590 0.109 170 1300 0.091 120
12 1190 0.123 150 800 0.086 70 1460 0.117 170 1190 0.099 120
13 1100 0.132 150 730 0.092 70 1350 0.125 170 1100 0.106 120
14 1020 0.141 140 680 0.099 70 1250 0.134 170 1020 0.113 110
15 960 0.150 140 640 0.105 70 1170 0.142 170 960 0.120 110
16 900 0.158 140 600 0.111 70 1090 0.150 160 900 0.127 110
17 840 0.163 140 560 0.114 60 1030 0.155 160 840 0.130 110
18 800 0.167 130 530 0.117 60 970 0.159 150 800 0.134 110
19 750 0.172 130 500 0.120 60 920 0.163 150 750 0.137 100
20 720 0.176 130 480 0.123 60 880 0.167 150 720 0.141 100
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

TYPHOON SUH
HIGH PERFORMANCE - STAINLESS STEEL

 High performance tools for stainless steel (ISO M), steel 
(ISO P), cast iron (ISO K) and HRSA super alloys (ISO S) below 
45 HRC.

 Punte ad alto rendimento per la foratura di acciaio 
inossidabile (ISO M), acciaio (ISO P), ghisa (ISO K) e super leghe 
(ISO S) sino a 45 HRC.

 Hochleistungsbohrer für das Bohren von rostfreiem Stahl 
(ISO M), Stahl (ISO P), Gusseisen (ISO K) und Superlegierungen 
(ISO S) bis 45 HRC.

 Forets haute performance pour le perçage de l’acier 
inoxydable (ISO M), de l'acier (ISO P), de la fonte (ISO K) et des 
super alliages (ISO S) jusqu’à 45 HRC.

 Puntas de alto rendimiento para el taladro de acero 
inoxidable (ISO M), acero (ISO P), hierro fundido (ISO K) e súper 
aleaciones (ISO S) hasta 45 HRC.

 Высокопроизводительный инструмент для обработки 
нержавеющей стали (ISO M), стали (ISO P), чугуна (ISO K) и 
жаропрочных сплавов (ISO S) с твёрдостью до 45 HRC.
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

104

TYPHOON SUH   HIGH PERFORMANCE - STAINLESS STEEL

 
- Self-centering geometry: highly accurate 
holes
- Straight cutting edge: short chips for easy 
evacuation and high reliability
- Special edge design: high performance 
and edge protection
- Back taper geometry: improves the cutting 
efficiency
- Chip pocket finishing: highly polished to 
reduce welding and improve chip ejection
- Large oil holes: improves coolant feed
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life

  
- Affûtage autocentré pour l’exécution de 
trous précis
- Profil de l’arête droit et renforcé : il génère 
des copeaux courts et garantit une grande 
fiabilité
- Géométrie de l’arête avec affûtage 
spécifique pour protéger l’arête et les 
angles 
- Géométrie du corps avec conicité arrière 
pour faciliter l’action de coupe 
- Finition des goujoures : polie pour 
réduire le problème du collage et facilitent 
l’évacuation des copeaux
- Trous de lubrification avec géométrie 
modifiée pour un apport de lubrifiant plus 
important 
- Substrat et revêtement spécifiques pour 
garantir durée et fiabilité

  
- Affilatura autocentrante per l’esecuzione di 
fori precisi
- Profilo del tagliente diritto e rinforzato: 
genera trucioli corti e garantisce grande 
affidabilità
- Geometria del tagliente con affilatura 
specifica a protezione del tagliente e degli 
spigoli
- Geometria del corpo con conicità 
posteriore per agevolare l’azione di taglio 
- Finitura gole: lappate per ridurre il 
problema dell’incollaggio e facilitare 
l’evacuazione dei trucioli 
- Fori di refrigerazione con geometria 
modificata per un maggior apporto di 
refrigerante
- Substrato e rivestimento specifici per 
garantire durata e affidabilità

  
- Afilado autocentrante para la ejecución de 
agujeros precisos
- Perfil del filo recto y reforzado: genera 
virutas cortas y garantiza una gran fiabilidad
- Geometría del filo con afilado específico 
para proteger el filo y los ángulos
- Geometría del cuerpo con conicidad 
posterior para facilitar la acción de corte 
- Acabado ranuras: lapeadas para reducir 
el problema del encolado y facilitar la 
evacuación de las virutas 
- Agujeros de refrigeración con geometría 
modificada para una mayor aportación de 
refrigerante
- Sustrato y revestimiento específicos para 
garantizar duración y fiabilidad

  
- Selbstzentrierender Schliff für die Herstellung 
von präzisen Bohrungen
- Gerades und verstärktes Schneidkantenprofil: 
zur Erzeugung kurzer Späne und zur 
Gewährleistung hoher Zuverlässigkeit
- Geometrie der Schneidkante mit speziellem 
Schliff zum Schutz von Schneidkante und 
Kanten
- Geometrie des Körpers mit konischem 
hinteren Bereich zur Erleichterung des 
Schnittvorgangs 
- Schlichtbearbeitung der Nuten: geläppt, um 
Probleme durch Verkleben zu reduzieren und 
um die Späneabführung zu erleichtern 
- Kühlöffnungen mit abgeänderter Geometrie 
für einen verbesserten Kühlmittelzufluss
- Spezielles Trägermaterial und spezielle 
Beschichtung zur Gewährleistung von Standzeit 
und Zuverlässigkeit

  
 - Самоцентрирующаяся геометрия: 
высокая точность отверстий
  - Прямые режущие кромки: 
формирование короткой стружки и 
высокая надежность
  - Геометрия режущей кромки со 
специальной заточкой: высокая 
производительность и защита кромок
  - Геометрия с обратным конусом: 
увеличивает эффективность обработки
  - Отполированные стружечные канавки: 
уменьшают вероятность приваривания 
стружки и облегчают ее вывод
  - Широкие каналы для СОЖ: увеличена 
эффективность подвода СОЖ
 - Специальное покрытие для повышения 
стойкости инструмента
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

3.00 +0.012/+0.002 6 14 20 62 353SUH0300 h

3.10 +0.016/+0.004 6 14 20 62 353SUH0310 h

3.20 +0.016/+0.004 6 14 20 62 353SUH0320 h

3.30 +0.016/+0.004 6 14 20 62 353SUH0330 h

3.40 +0.016/+0.004 6 14 20 62 353SUH0340 h

3.50 +0.016/+0.004 6 14 20 62 353SUH0350 h

3.60 +0.016/+0.004 6 14 20 62 353SUH0360 h

3.70 +0.016/+0.004 6 14 20 62 353SUH0370 h

3.80 +0.016/+0.004 6 17 24 66 353SUH0380 h

3.90 +0.016/+0.004 6 17 24 66 353SUH0390 h

4.00 +0.016/+0.004 6 17 24 66 353SUH0400 h

4.10 +0.016/+0.004 6 17 24 66 353SUH0410 h

4.20 +0.016/+0.004 6 17 24 66 353SUH0420 h

4.30 +0.016/+0.004 6 17 24 66 353SUH0430 h

4.40 +0.016/+0.004 6 17 24 66 353SUH0440 h

4.50 +0.016/+0.004 6 17 24 66 353SUH0450 h

4.60 +0.016/+0.004 6 17 24 66 353SUH0460 h

4.70 +0.016/+0.004 6 17 24 66 353SUH0470 h

4.80 +0.016/+0.004 6 20 28 66 353SUH0480 h

4.90 +0.016/+0.004 6 20 28 66 353SUH0490 h

5.00 +0.016/+0.004 6 20 28 66 353SUH0500 h

5.10 +0.016/+0.004 6 20 28 66 353SUH0510 h

5.20 +0.016/+0.004 6 20 28 66 353SUH0520 h

5.30 +0.016/+0.004 6 20 28 66 353SUH0530 h

5.40 +0.016/+0.004 6 20 28 66 353SUH0540 h

5.50 +0.016/+0.004 6 20 28 66 353SUH0550 h

5.60 +0.016/+0.004 6 20 28 66 353SUH0560 h

5.70 +0.016/+0.004 6 20 28 66 353SUH0570 h

5.80 +0.016/+0.004 6 20 28 66 353SUH0580 h

5.90 +0.016/+0.004 6 20 28 66 353SUH0590 h

6.00 +0.016/+0.004 6 20 28 66 353SUH0600 h

6.10 +0.021/+0.006 8 24 34 79 353SUH0610 h

6.20 +0.021/+0.006 8 24 34 79 353SUH0620 h

6.30 +0.021/+0.006 8 24 34 79 353SUH0630 h

6.40 +0.021/+0.006 8 24 34 79 353SUH0640 h

6.50 +0.021/+0.006 8 24 34 79 353SUH0650 h

6.60 +0.021/+0.006 8 24 34 79 353SUH0660 h

6.70 +0.021/+0.006 8 24 34 79 353SUH0670 h

6.80 +0.021/+0.006 8 24 34 79 353SUH0680 h

353SUH
stainless steel, polished flutes, SUH (through coolant)

3XD DIN
6537K

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

353SUH
stainless steel, polished flutes, SUH (through coolant)

3XD DIN
6537K

P M K N S H

 1st choice      suitable

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

6.90 +0.021/+0.006 8 24 34 79 353SUH0690 h

7.00 +0.021/+0.006 8 24 34 79 353SUH0700 h

7.10 +0.021/+0.006 8 29 41 79 353SUH0710 h

7.20 +0.021/+0.006 8 29 41 79 353SUH0720 h

7.30 +0.021/+0.006 8 29 41 79 353SUH0730 h

7.40 +0.021/+0.006 8 29 41 79 353SUH0740 h

7.50 +0.021/+0.006 8 29 41 79 353SUH0750 h

7.60 +0.021/+0.006 8 29 41 79 353SUH0760 h

7.70 +0.021/+0.006 8 29 41 79 353SUH0770 h

7.80 +0.021/+0.006 8 29 41 79 353SUH0780 h

7.90 +0.021/+0.006 8 29 41 79 353SUH0790 h

8.00 +0.021/+0.006 8 29 41 79 353SUH0800 h

8.10 +0.021/+0.006 10 35 47 89 353SUH0810 h

8.20 +0.021/+0.006 10 35 47 89 353SUH0820 h

8.30 +0.021/+0.006 10 35 47 89 353SUH0830 h

8.40 +0.021/+0.006 10 35 47 89 353SUH0840 h

8.50 +0.021/+0.006 10 35 47 89 353SUH0850 h

8.60 +0.021/+0.006 10 35 47 89 353SUH0860 h

8.70 +0.021/+0.006 10 35 47 89 353SUH0870 h

8.80 +0.021/+0.006 10 35 47 89 353SUH0880 h

8.90 +0.021/+0.006 10 35 47 89 353SUH0890 h

9.00 +0.021/+0.006 10 35 47 89 353SUH0900 h

9.10 +0.021/+0.006 10 35 47 89 353SUH0910 h

9.20 +0.021/+0.006 10 35 47 89 353SUH0920 h

9.30 +0.021/+0.006 10 35 47 89 353SUH0930 h

9.40 +0.021/+0.006 10 35 47 89 353SUH0940 h

9.50 +0.021/+0.006 10 35 47 89 353SUH0950 h

9.60 +0.021/+0.006 10 35 47 89 353SUH0960 h

9.70 +0.021/+0.006 10 35 47 89 353SUH0970 h

9.80 +0.021/+0.006 10 35 47 89 353SUH0980 h

9.90 +0.021/+0.006 10 35 47 89 353SUH0990 h

10.00 +0.021/+0.006 10 35 47 89 353SUH1000 h

10.20 +0.025/+0.007 12 40 55 102 353SUH1020 h

10.50 +0.025/+0.007 12 40 55 102 353SUH1050 h

10.80 +0.025/+0.007 12 40 55 102 353SUH1080 h

11.00 +0.025/+0.007 12 40 55 102 353SUH1100 h

11.20 +0.025/+0.007 12 40 55 102 353SUH1120 f

11.30 +0.025/+0.007 12 40 55 102 353SUH1130 f

11.50 +0.025/+0.007 12 40 55 102 353SUH1150 h
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

11.80 +0.025/+0.007 12 40 55 102 353SUH1180 h

12.00 +0.025/+0.007 12 40 55 102 353SUH1200 h

12.20 +0.025/+0.007 14 43 60 107 353SUH1220 h

12.50 +0.025/+0.007 14 43 60 107 353SUH1250 h

12.80 +0.025/+0.007 14 43 60 107 353SUH1280 h

13.00 +0.025/+0.007 14 43 60 107 353SUH1300 h

13.30 +0.025/+0.007 14 43 60 107 353SUH1330 h

13.50 +0.025/+0.007 14 43 60 107 353SUH1350 h

13.80 +0.025/+0.007 14 43 60 107 353SUH1380 h

14.00 +0.025/+0.007 14 43 60 107 353SUH1400 h

14.50 +0.025/+0.007 16 45 65 115 353SUH1450 h

15.00 +0.025/+0.007 16 65 65 115 353SUH1500 h

15.30 +0.025/+0.007 16 65 65 115 353SUH1530 h

15.50 +0.025/+0.007 16 65 65 115 353SUH1550 h

15.80 +0.025/+0.007 16 65 65 115 353SUH1580 h

16.00 +0.025/+0.007 16 65 65 115 353SUH1600 h

16.50 +0.025/+0.007 18 73 73 123 353SUH1650 h

17.00 +0.025/+0.007 18 73 73 123 353SUH1700 h

17.50 +0.025/+0.007 18 73 73 123 353SUH1750 h

18.00 +0.025/+0.007 18 73 73 123 353SUH1800 h

18.50 +0.029/+0.008 20 79 79 131 353SUH1850 h

19.00 +0.029/+0.008 20 79 79 131 353SUH1900 h

19.50 +0.029/+0.008 20 79 79 131 353SUH1950 h

20.00 +0.029/+0.008 20 79 79 131 353SUH2000 h

353SUH
stainless steel, polished flutes, SUH (through coolant)

3XD DIN
6537K

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

353SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 130-150 100-140 80-100 55-75

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 14860 0.118 1760 12740 0.106 1360 9550 0.095 900 6900 0.083 570
4 11150 0.140 1560 9550 0.126 1200 7170 0.112 800 5180 0.098 510
5 8920 0.161 1440 7640 0.145 1110 5730 0.129 740 4140 0.113 470
6 7430 0.183 1360 6370 0.164 1050 4780 0.146 700 3450 0.128 440
7 6370 0.204 1300 5460 0.184 1000 4090 0.163 670 2960 0.143 420
8 5570 0.226 1260 4780 0.203 970 3580 0.181 650 2590 0.158 410
9 4950 0.247 1220 4250 0.223 950 3180 0.198 630 2300 0.173 400

10 4460 0.269 1200 3820 0.242 920 2870 0.215 620 2070 0.188 390
11 4050 0.280 1130 3470 0.252 870 2610 0.224 580 1880 0.196 370
12 3720 0.301 1120 3180 0.271 860 2390 0.241 580 1730 0.211 360
13 3430 0.323 1110 2940 0.290 850 2200 0.258 570 1590 0.226 360
14 3180 0.344 1090 2730 0.310 850 2050 0.275 560 1480 0.241 360
15 2970 0.366 1090 2550 0.329 840 1910 0.292 560 1380 0.256 350
16 2790 0.387 1080 2390 0.348 830 1790 0.310 550 1290 0.271 350
17 2620 0.398 1040 2250 0.358 810 1690 0.318 540 1220 0.278 340
18 2480 0.409 1010 2120 0.368 780 1590 0.327 520 1150 0.286 330
19 2350 0.419 990 2010 0.377 760 1510 0.335 510 1090 0.293 320
20 2230 0.430 960 1910 0.387 740 1430 0.344 490 1040 0.301 310

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 50-70 40-60 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 6370 0.077 490 5310 0.061 330 3720 0.054 200 2650 0.046 120
4 4780 0.091 430 3980 0.073 290 2790 0.064 180 1990 0.055 110
5 3820 0.105 400 3180 0.084 270 2230 0.073 160 1590 0.063 100
6 3180 0.119 380 2650 0.095 250 1860 0.083 150 1330 0.071 90
7 2730 0.133 360 2270 0.106 240 1590 0.093 150 1140 0.080 90
8 2390 0.147 350 1990 0.117 230 1390 0.103 140 1000 0.088 90
9 2120 0.161 340 1770 0.129 230 1240 0.112 140 880 0.096 80

10 1910 0.175 330 1590 0.140 220 1110 0.122 140 800 0.105 80
11 1740 0.182 320 1450 0.145 210 1010 0.127 130 720 0.109 80
12 1590 0.196 310 1330 0.157 210 930 0.137 130 660 0.117 80
13 1470 0.210 310 1220 0.168 200 860 0.147 130 610 0.126 80
14 1360 0.224 300 1140 0.179 200 800 0.157 130 570 0.134 80
15 1270 0.238 300 1060 0.190 200 740 0.166 120 530 0.143 80
16 1190 0.252 300 1000 0.201 200 700 0.176 120 500 0.151 80
17 1120 0.259 290 940 0.207 190 660 0.181 120 470 0.155 70
18 1060 0.266 280 880 0.212 190 620 0.186 120 440 0.159 70
19 1010 0.273 280 840 0.218 180 590 0.191 110 420 0.164 70
20 960 0.280 270 800 0.224 180 560 0.196 110 400 0.168 70
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

353SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 110-130 90-110 70-90 55-75

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 12740 0.118 1510 10620 0.106 1130 8490 0.095 800 6900 0.083 570
4 9550 0.140 1330 7960 0.126 1000 6370 0.112 710 5180 0.098 510
5 7640 0.161 1230 6370 0.145 920 5100 0.129 660 4140 0.113 470
6 6370 0.183 1160 5310 0.164 870 4250 0.146 620 3450 0.128 440
7 5460 0.204 1120 4550 0.184 840 3640 0.163 590 2960 0.143 420
8 4780 0.226 1080 3980 0.203 810 3180 0.181 570 2590 0.158 410
9 4250 0.247 1050 3540 0.223 790 2830 0.198 560 2300 0.173 400

10 3820 0.269 1030 3180 0.242 770 2550 0.215 550 2070 0.188 390
11 3470 0.280 970 2900 0.252 730 2320 0.224 520 1880 0.196 370
12 3180 0.301 960 2650 0.271 720 2120 0.241 510 1730 0.211 360
13 2940 0.323 950 2450 0.290 710 1960 0.258 510 1590 0.226 360
14 2730 0.344 940 2270 0.310 700 1820 0.275 500 1480 0.241 360
15 2550 0.366 930 2120 0.329 700 1700 0.292 500 1380 0.256 350
16 2390 0.387 920 1990 0.348 690 1590 0.310 490 1290 0.271 350
17 2250 0.398 890 1870 0.358 670 1500 0.318 480 1220 0.278 340
18 2120 0.409 870 1770 0.368 650 1420 0.327 460 1150 0.286 330
19 2010 0.419 840 1680 0.377 630 1340 0.335 450 1090 0.293 320
20 1910 0.430 820 1590 0.387 620 1270 0.344 440 1040 0.301 310

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N2 N4

Hardness/Rm

Vc (m/min) 180-220 160-200

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 21230 0.128 2710 19110 0.128 2440
4 15920 0.151 2400 14330 0.151 2160
5 12740 0.174 2220 11460 0.174 2000
6 10620 0.197 2100 9550 0.197 1880
7 9100 0.221 2010 8190 0.221 1810
8 7960 0.244 1940 7170 0.244 1750
9 7080 0.267 1890 6370 0.267 1700

10 6370 0.290 1850 5730 0.290 1660
11 5790 0.302 1750 5210 0.302 1570
12 5310 0.325 1730 4780 0.325 1550
13 4900 0.348 1710 4410 0.348 1540
14 4550 0.372 1690 4090 0.372 1520
15 4250 0.395 1680 3820 0.395 1510
16 3980 0.418 1660 3580 0.418 1500
17 3750 0.430 1610 3370 0.430 1450
18 3540 0.441 1560 3180 0.441 1400
19 3350 0.453 1520 3020 0.453 1370
20 3180 0.464 1480 2870 0.464 1330

5_081-126_TYPHOON_2.indd   109 22/09/17   12:25



TYPHOON - high performance solid carbide drills

110

TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

353SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-50 20-40 45-65 35-55

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 4250 0.053 230 3180 0.037 120 5840 0.051 300 4780 0.043 200
4 3180 0.063 200 2390 0.044 110 4380 0.060 260 3580 0.050 180
5 2550 0.073 190 1910 0.051 100 3500 0.069 240 2870 0.058 170
6 2120 0.082 170 1590 0.058 90 2920 0.078 230 2390 0.066 160
7 1820 0.092 170 1360 0.064 90 2500 0.087 220 2050 0.074 150
8 1590 0.102 160 1190 0.071 80 2190 0.097 210 1790 0.081 150
9 1420 0.111 160 1060 0.078 80 1950 0.106 210 1590 0.089 140

10 1270 0.121 150 960 0.085 80 1750 0.115 200 1430 0.097 140
11 1160 0.126 150 870 0.088 80 1590 0.119 190 1300 0.101 130
12 1060 0.135 140 800 0.095 80 1460 0.129 190 1190 0.108 130
13 980 0.145 140 730 0.102 70 1350 0.138 190 1100 0.116 130
14 910 0.155 140 680 0.108 70 1250 0.147 180 1020 0.124 130
15 850 0.164 140 640 0.115 70 1170 0.156 180 960 0.132 130
16 800 0.174 140 600 0.122 70 1090 0.165 180 900 0.139 130
17 750 0.179 130 560 0.125 70 1030 0.170 180 840 0.143 120
18 710 0.184 130 530 0.129 70 970 0.175 170 800 0.147 120
19 670 0.189 130 500 0.132 70 920 0.179 160 750 0.151 110
20 640 0.194 120 480 0.135 70 880 0.155 140 720 0.155 110
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

3.00 +0.012/+0.002 6 23 28 66 355SUH0300 h

3.10 +0.016/+0.004 6 23 28 66 355SUH0310 h

3.20 +0.016/+0.004 6 23 28 66 355SUH0320 h

3.30 +0.016/+0.004 6 23 28 66 355SUH0330 h

3.40 +0.016/+0.004 6 23 28 66 355SUH0340 h

3.50 +0.016/+0.004 6 23 28 66 355SUH0350 h

3.60 +0.016/+0.004 6 23 28 66 355SUH0360 h

3.70 +0.016/+0.004 6 23 28 66 355SUH0370 h

3.80 +0.016/+0.004 6 29 36 74 355SUH0380 h

3.90 +0.016/+0.004 6 29 36 74 355SUH0390 h

4.00 +0.016/+0.004 6 29 36 74 355SUH0400 h

4.10 +0.016/+0.004 6 29 36 74 355SUH0410 h

4.20 +0.016/+0.004 6 29 36 74 355SUH0420 h

4.30 +0.016/+0.004 6 29 36 74 355SUH0430 h

4.40 +0.016/+0.004 6 29 36 74 355SUH0440 h

4.50 +0.016/+0.004 6 29 36 74 355SUH0450 h

4.60 +0.016/+0.004 6 29 36 74 355SUH0460 h

4.70 +0.016/+0.004 6 29 36 74 355SUH0470 h

4.80 +0.016/+0.004 6 35 44 82 355SUH0480 h

4.90 +0.016/+0.004 6 35 44 82 355SUH0490 h

5.00 +0.016/+0.004 6 35 44 82 355SUH0500 h

5.10 +0.016/+0.004 6 35 44 82 355SUH0510 h

5.20 +0.016/+0.004 6 35 44 82 355SUH0520 h

5.30 +0.016/+0.004 6 35 44 82 355SUH0530 h

5.40 +0.016/+0.004 6 35 44 82 355SUH0540 h

5.50 +0.016/+0.004 6 35 44 82 355SUH0550 h

5.60 +0.016/+0.004 6 35 44 82 355SUH0560 h

5.70 +0.016/+0.004 6 35 44 82 355SUH0570 h

5.80 +0.016/+0.004 6 35 44 82 355SUH0580 h

5.90 +0.016/+0.004 6 35 44 82 355SUH0590 h

6.00 +0.016/+0.004 6 35 44 82 355SUH0600 h

6.10 +0.021/+0.006 8 43 53 91 355SUH0610 h

6.20 +0.021/+0.006 8 43 53 91 355SUH0620 h

6.30 +0.021/+0.006 8 43 53 91 355SUH0630 h

6.40 +0.021/+0.006 8 43 53 91 355SUH0640 h

6.50 +0.021/+0.006 8 43 53 91 355SUH0650 h

6.60 +0.021/+0.006 8 43 53 91 355SUH0660 h

6.70 +0.021/+0.006 8 43 53 91 355SUH0670 h

6.80 +0.021/+0.006 8 43 53 91 355SUH0680 h

355SUH
stainless steel, polished flutes, SUH (through coolant)

5XD DIN
6537L

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

355SUH
stainless steel, polished flutes, SUH (through coolant)

5XD DIN
6537L

P M K N S H

 1st choice      suitable

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

6.90 +0.021/+0.006 8 43 53 91 355SUH0690 h

7.00 +0.021/+0.006 8 43 53 91 355SUH0700 h

7.10 +0.021/+0.006 8 43 53 91 355SUH0710 h

7.20 +0.021/+0.006 8 43 53 91 355SUH0720 h

7.30 +0.021/+0.006 8 43 53 91 355SUH0730 h

7.40 +0.021/+0.006 8 43 53 91 355SUH0740 h

7.50 +0.021/+0.006 8 43 53 91 355SUH0750 h

7.60 +0.021/+0.006 8 43 53 91 355SUH0760 h

7.70 +0.021/+0.006 8 43 53 91 355SUH0770 h

7.80 +0.021/+0.006 8 43 53 91 355SUH0780 h

7.90 +0.021/+0.006 8 43 53 91 355SUH0790 h

8.00 +0.021/+0.006 8 43 53 91 355SUH0800 h

8.10 +0.021/+0.006 10 49 61 103 355SUH0810 h

8.20 +0.021/+0.006 10 49 61 103 355SUH0820 h

8.30 +0.021/+0.006 10 49 61 103 355SUH0830 h

8.40 +0.021/+0.006 10 49 61 103 355SUH0840 h

8.50 +0.021/+0.006 10 49 61 103 355SUH0850 h

8.60 +0.021/+0.006 10 49 61 103 355SUH0860 h

8.70 +0.021/+0.006 10 49 61 103 355SUH0870 h

8.80 +0.021/+0.006 10 49 61 103 355SUH0880 h

8.90 +0.021/+0.006 10 49 61 103 355SUH0890 h

9.00 +0.021/+0.006 10 49 61 103 355SUH0900 h

9.10 +0.021/+0.006 10 49 61 103 355SUH0910 h

9.20 +0.021/+0.006 10 49 61 103 355SUH0920 h

9.30 +0.021/+0.006 10 49 61 103 355SUH0930 h

9.40 +0.021/+0.006 10 49 61 103 355SUH0940 h

9.50 +0.021/+0.006 10 61 61 103 355SUH0950 h

9.60 +0.021/+0.006 10 61 61 103 355SUH0960 h

9.70 +0.021/+0.006 10 61 61 103 355SUH0970 h

9.80 +0.021/+0.006 10 61 61 103 355SUH0980 h

9.90 +0.021/+0.006 10 61 61 103 355SUH0990 h

10.00 +0.021/+0.006 10 61 61 103 355SUH1000 h

10.20 +0.025/+0.007 12 71 71 118 355SUH1020 h

10.30 +0.025/+0.007 12 71 71 118 355SUH1030 h

10.50 +0.025/+0.007 12 71 71 118 355SUH1050 h

10.80 +0.025/+0.007 12 71 71 118 355SUH1080 h

11.00 +0.025/+0.007 12 71 71 118 355SUH1100 h

11.20 +0.025/+0.007 12 71 71 118 355SUH1120 h

11.30 +0.025/+0.007 12 71 71 118 355SUH1130 h
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

11.50 +0.025/+0.007 12 71 71 118 355SUH1150 h

11.80 +0.025/+0.007 12 71 71 118 355SUH1180 h

12.00 +0.025/+0.007 12 71 71 118 355SUH1200 h

12.20 +0.025/+0.007 14 77 77 124 355SUH1220 h

12.50 +0.025/+0.007 14 77 77 124 355SUH1250 h

12.80 +0.025/+0.007 14 77 77 124 355SUH1280 h

13.00 +0.025/+0.007 14 77 77 124 355SUH1300 h

13.30 +0.025/+0.007 14 77 77 124 355SUH1330 h

13.50 +0.025/+0.007 14 77 77 124 355SUH1350 h

13.80 +0.025/+0.007 14 77 77 124 355SUH1380 h

14.00 +0.025/+0.007 14 77 77 124 355SUH1400 h

14.50 +0.025/+0.007 16 83 83 133 355SUH1450 h

15.00 +0.025/+0.007 16 83 83 133 355SUH1500 h

15.30 +0.025/+0.007 16 83 83 133 355SUH1530 h

15.50 +0.025/+0.007 16 83 83 133 355SUH1550 h

15.80 +0.025/+0.007 16 83 83 133 355SUH1580 h

16.00 +0.025/+0.007 16 83 83 133 355SUH1600 h

16.50 +0.025/+0.007 18 93 93 143 355SUH1650 h

17.00 +0.025/+0.007 18 93 93 143 355SUH1700 h

17.50 +0.025/+0.007 18 93 93 143 355SUH1750 h

18.00 +0.025/+0.007 18 93 93 143 355SUH1800 h

18.50 +0.029/+0.008 20 101 101 153 355SUH1850 h

19.00 +0.029/+0.008 20 101 101 153 355SUH1900 h

19.50 +0.029/+0.008 20 101 101 153 355SUH1950 h

20.00 +0.029/+0.008 20 101 101 153 355SUH2000 h

355SUH
stainless steel, polished flutes, SUH (through coolant)

5XD DIN
6537L

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

355SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 120-140 100-120 70-90 45-65

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 13800 0.101 1390 11680 0.075 880 8490 0.060 510 5840 0.050 290
4 10350 0.119 1230 8760 0.089 780 6370 0.071 450 4380 0.059 260
5 8280 0.137 1130 7010 0.103 720 5100 0.082 420 3500 0.069 240
6 6900 0.155 1070 5840 0.117 680 4250 0.093 400 2920 0.078 230
7 5910 0.174 1030 5000 0.130 650 3640 0.104 380 2500 0.087 220
8 5180 0.192 990 4380 0.144 630 3180 0.115 370 2190 0.096 210
9 4600 0.210 970 3890 0.158 610 2830 0.126 360 1950 0.105 200

10 4140 0.228 950 3500 0.171 600 2550 0.137 350 1750 0.114 200
11 3760 0.238 890 3180 0.178 570 2320 0.143 330 1590 0.119 190
12 3450 0.256 880 2920 0.192 560 2120 0.154 330 1460 0.128 190
13 3180 0.274 870 2690 0.206 550 1960 0.164 320 1350 0.137 190
14 2960 0.292 870 2500 0.219 550 1820 0.175 320 1250 0.146 180
15 2760 0.311 860 2340 0.233 550 1700 0.186 320 1170 0.155 180
16 2590 0.329 850 2190 0.247 540 1590 0.197 310 1090 0.164 180
17 2440 0.338 820 2060 0.254 520 1500 0.203 300 1030 0.169 170
18 2300 0.347 800 1950 0.260 510 1420 0.208 300 970 0.174 170
19 2180 0.356 780 1840 0.267 490 1340 0.214 290 920 0.178 160
20 2070 0.366 760 1750 0.274 480 1270 0.219 280 880 0.183 160

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 40-60 30-50 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 5310 0.065 350 4250 0.052 220 3180 0.046 150 2120 0.039 80
4 3980 0.077 310 3180 0.062 200 2390 0.054 130 1590 0.046 70
5 3180 0.089 280 2550 0.071 180 1910 0.062 120 1270 0.053 70
6 2650 0.101 270 2120 0.081 170 1590 0.071 110 1060 0.061 60
7 2270 0.113 260 1820 0.090 160 1360 0.079 110 910 0.068 60
8 1990 0.125 250 1590 0.100 160 1190 0.087 100 800 0.075 60
9 1770 0.137 240 1420 0.109 160 1060 0.096 100 710 0.082 60

10 1590 0.148 240 1270 0.119 150 960 0.104 100 640 0.089 60
11 1450 0.154 220 1160 0.124 140 870 0.108 90 580 0.093 50
12 1330 0.166 220 1060 0.133 140 800 0.116 90 530 0.100 50
13 1220 0.178 220 980 0.143 140 730 0.125 90 490 0.107 50
14 1140 0.190 220 910 0.152 140 680 0.133 90 450 0.114 50
15 1060 0.202 210 850 0.162 140 640 0.141 90 420 0.121 50
16 1000 0.214 210 800 0.171 140 600 0.150 90 400 0.128 50
17 940 0.220 210 750 0.176 130 560 0.154 90 370 0.132 50
18 880 0.226 200 710 0.181 130 530 0.158 80 350 0.135 50
19 840 0.232 190 670 0.185 120 500 0.162 80 340 0.139 50
20 800 0.238 190 640 0.190 120 480 0.166 80 320 0.143 50
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TYPHOON
PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

355SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 100-120 80-100 55-75 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 11680 0.101 1170 9550 0.090 860 6900 0.080 550 5310 0.070 370
4 8760 0.119 1040 7170 0.107 770 5180 0.095 490 3980 0.083 330
5 7010 0.137 960 5730 0.123 710 4140 0.110 450 3180 0.096 310
6 5840 0.155 910 4780 0.140 670 3450 0.124 430 2650 0.109 290
7 5000 0.174 870 4090 0.156 640 2960 0.139 410 2270 0.122 280
8 4380 0.192 840 3580 0.173 620 2590 0.154 400 1990 0.134 270
9 3890 0.210 820 3180 0.189 600 2300 0.168 390 1770 0.147 260

10 3500 0.228 800 2870 0.206 590 2070 0.183 380 1590 0.160 250
11 3180 0.238 760 2610 0.214 560 1880 0.190 360 1450 0.166 240
12 2920 0.256 750 2390 0.230 550 1730 0.205 350 1330 0.179 240
13 2690 0.274 740 2200 0.247 540 1590 0.219 350 1220 0.192 230
14 2500 0.292 730 2050 0.263 540 1480 0.234 350 1140 0.205 230
15 2340 0.311 730 1910 0.280 530 1380 0.249 340 1060 0.217 230
16 2190 0.329 720 1790 0.296 530 1290 0.263 340 1000 0.230 230
17 2060 0.338 700 1690 0.304 510 1220 0.270 330 940 0.237 220
18 1950 0.347 680 1590 0.313 500 1150 0.278 320 880 0.243 210
19 1840 0.356 660 1510 0.321 480 1090 0.285 310 840 0.249 210
20 1750 0.366 640 1430 0.329 470 1040 0.292 300 800 0.256 200

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N2 N4

Hardness/Rm

Vc (m/min) 180-220 160-200

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 21230 0.109 2300 19110 0.096 1840
4 15920 0.128 2040 14330 0.114 1630
5 12740 0.148 1890 11460 0.132 1510
6 10620 0.168 1780 9550 0.149 1420
7 9100 0.188 1710 8190 0.167 1370
8 7960 0.207 1650 7170 0.184 1320
9 7080 0.227 1610 6370 0.202 1290

10 6370 0.247 1570 5730 0.219 1260
11 5790 0.257 1490 5210 0.228 1190
12 5310 0.276 1470 4780 0.246 1170
13 4900 0.296 1450 4410 0.263 1160
14 4550 0.316 1440 4090 0.281 1150
15 4250 0.336 1430 3820 0.298 1140
16 3980 0.355 1410 3580 0.316 1130
17 3750 0.365 1370 3370 0.325 1090
18 3540 0.375 1330 3180 0.333 1060
19 3350 0.385 1290 3020 0.342 1030
20 3180 0.395 1260 2870 0.351 1010
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TYPHOON

PU-HPU

INFO

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
SUH

 CUTTING PARAMETERS

355SUH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-45 15-35 40-60 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 3720 0.045 170 2650 0.032 80 5310 0.043 230 4250 0.036 150
4 2790 0.053 150 1990 0.037 70 3980 0.051 200 3180 0.043 140
5 2230 0.062 140 1590 0.043 70 3180 0.059 190 2550 0.049 130
6 1860 0.070 130 1330 0.049 70 2650 0.066 180 2120 0.056 120
7 1590 0.078 120 1140 0.055 60 2270 0.074 170 1820 0.063 110
8 1390 0.086 120 1000 0.060 60 1990 0.082 160 1590 0.069 110
9 1240 0.095 120 880 0.066 60 1770 0.090 160 1420 0.076 110

10 1110 0.103 110 800 0.072 60 1590 0.098 160 1270 0.082 100
11 1010 0.107 110 720 0.075 50 1450 0.102 150 1160 0.086 100
12 930 0.115 110 660 0.081 50 1330 0.109 150 1060 0.092 100
13 860 0.123 110 610 0.086 50 1220 0.117 140 980 0.099 100
14 800 0.132 110 570 0.092 50 1140 0.125 140 910 0.105 100
15 740 0.140 100 530 0.098 50 1060 0.133 140 850 0.112 100
16 700 0.148 100 500 0.104 50 1000 0.141 140 800 0.118 90
17 660 0.152 100 470 0.106 50 940 0.145 140 750 0.122 90
18 620 0.156 100 440 0.109 50 880 0.148 130 710 0.125 90
19 590 0.160 90 420 0.112 50 840 0.152 130 670 0.128 90
20 560 0.164 90 400 0.115 50 800 0.156 130 640 0.132 80
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
ALH

 Drills specifically designed for non-ferrous materials (ISO N).

 Punte progettate appositamente per la foratura di materiali 
non ferrosi (ISO N).

 Eigens für das Bohren von nicht eisenhaltigen Materialien 
(ISO N) entwickelte Bohrer.

 Forets conçus spécialement pour le perçage de matériaux 
non ferreux (ISO N).

 Puntas proyectadas específicamente para el taladro de 
materiales no ferrosos (ISO N).

 Свёрла, разработанные специально для сверления 
отверстий в цветных металлах (ISO N).

TYPHOON ALH
HIGH PERFORMANCE - NON-FERROUS MATERIALS
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
ALH

TYPHOON ALH  HIGH PERFORMANCE - NON-FERROUS MATERIALS

 
- Self-centering geometry: highly accurate 
holes
- Straight cutting edge and highly positive 
geometry: low cutting forces to prevent 
welding
- Chip pocket: wide and curved to improve 
the chip ejection
- Back taper geometry: improves the cutting 
efficiency
- Chip pocket finishing: highly polished to 
reduce welding and improve chip ejection
- Modified oil holes: improves coolant feed
- Substrate: specifically selected for high 
wear resistance, long and reliable life

  
- Affûtage autocentré pour l’exécution de 
trous précis  
- Profil de l’arête droit avec affûtage 
spécifique pour réduire l’effort de coupe 
- Géométrie des goujoures : arquées 
et larges pour faciliter l’évacuation des 
copeaux 
- Géométrie du corps avec conicité arrière 
pour faciliter l’action de coupe 
- Finition des goujoures : polie pour 
réduire le problème du collage et faciliter 
l’évacuation des copeaux 
- Trous de lubrification avec géométrie 
modifiée pour un apport de lubrifiant plus 
important 
- Substrat spécifique pour garantir durée et 
fiabilité 

  
- Affilatura autocentrante per l’esecuzione di 
fori precisi
- Profilo del tagliente diritto con affilatura 
specifica per ridurre lo sforzo di taglio
- Geometria delle gole: arcuate e ampie per 
agevolare l’evacuazione dei trucioli
- Geometria del corpo con conicità 
posteriore per agevolare l’azione di taglio 
- Finitura gole: lappate per ridurre il 
problema dell’incollaggio e facilitare 
l’evacuazione dei trucioli 
- Fori di refrigerazione con geometria 
modificata per un maggior apporto di 
refrigerante
- Substrato specifico per garantire durata e 
affidabilità

  
- Afilado autocentrante para la ejecución de 
agujeros precisos
- Perfil del borde recto con afilado 
específico para reducir el esfuerzo de corte
- Geometría de las ranuras: arqueadas y 
amplias para facilitar la evacuación de las 
virutas
- Geometría del cuerpo con conicidad 
posterior para facilitar la acción de corte 
- Acabado ranuras: lapeadas para reducir 
el problema del encolado y facilitar la 
evacuación de las virutas 
- Agujeros de refrigeración con geometría 
modificada para una mayor aportación de 
refrigerante
- Sustrato específico para garantizar 
duración y fiabilidad

  
- Selbstzentrierender Schliff für die 
Herstellung von präzisen Bohrungen
- Gerades Schneidkantenprofil mit 
Spezialschliff zur Reduzierung des 
Schneiddrucks
- Geometrie der Nuten: gebogen und breit 
zur Vereinfachung der Späneabführung
- Geometrie des Körpers mit konischem 
hinteren Bereich zur Erleichterung des 
Schnittvorgangs 
- Schlichtbearbeitung der Nuten: geläppt, 
um Probleme durch Verkleben zu reduzieren 
und um die Späneabführung zu erleichtern 
- Kühlöffnungen mit abgeänderter 
Geometrie für einen verbesserten 
Kühlmittelzufluss
- Spezielles Trägermaterial zur 
Gewährleistung von Lebensdauer und 
Zuverlässigkeit

  
- Самоцентрирующаяся геометрия: 
высокая точность отверстий
- Прямые режущие кромки и большой 
передний угол: низкие силы резания
- Стружечные канавки: широкие с 
большим наклоном для надежной 
эвакуации стружки
- Геометрия с обратным конусом: 
увеличивает эффективность обработки 
- Отполированные стружечные канавки: 
уменьшают вероятность приваривания 
стружки и облегчают ее вывод
- Большие отверстия: увеличена 
эффективность подвода СОЖ
- Специальное покрытие для повышения 
стойкости инструмента
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
ALH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

3.00 +0.012/+0.002 6 14 20 62 353ALH0300 h

3.10 +0.016/+0.004 6 14 20 62 353ALH0310 h

3.20 +0.016/+0.004 6 14 20 62 353ALH0320 h

3.30 +0.016/+0.004 6 14 20 62 353ALH0330 h

3.40 +0.016/+0.004 6 14 20 62 353ALH0340 h

3.50 +0.016/+0.004 6 14 20 62 353ALH0350 h

3.60 +0.016/+0.004 6 14 20 62 353ALH0360 h

3.70 +0.016/+0.004 6 14 20 62 353ALH0370 h

3.80 +0.016/+0.004 6 17 24 66 353ALH0380 h

3.90 +0.016/+0.004 6 17 24 66 353ALH0390 h

4.00 +0.016/+0.004 6 17 24 66 353ALH0400 h

4.10 +0.016/+0.004 6 17 24 66 353ALH0410 h

4.20 +0.016/+0.004 6 17 24 66 353ALH0420 h

4.30 +0.016/+0.004 6 17 24 66 353ALH0430 h

4.40 +0.016/+0.004 6 17 24 66 353ALH0440 f

4.50 +0.016/+0.004 6 17 24 66 353ALH0450 h

4.60 +0.016/+0.004 6 17 24 66 353ALH0460 h

4.70 +0.016/+0.004 6 17 24 66 353ALH0470 h

4.80 +0.016/+0.004 6 20 28 66 353ALH0480 h

4.90 +0.016/+0.004 6 20 28 66 353ALH0490 f

5.00 +0.016/+0.004 6 20 28 66 353ALH0500 h

5.10 +0.016/+0.004 6 20 28 66 353ALH0510 h

5.20 +0.016/+0.004 6 20 28 66 353ALH0520 h

5.30 +0.016/+0.004 6 20 28 66 353ALH0530 h

5.40 +0.016/+0.004 6 20 28 66 353ALH0540 f

5.50 +0.016/+0.004 6 20 28 66 353ALH0550 h

5.60 +0.016/+0.004 6 20 28 66 353ALH0560 h

5.70 +0.016/+0.004 6 20 28 66 353ALH0570 h

5.80 +0.016/+0.004 6 20 28 66 353ALH0580 h

5.90 +0.016/+0.004 6 20 28 66 353ALH0590 f

6.00 +0.016/+0.004 6 20 28 66 353ALH0600 h

6.10 +0.021/+0.006 8 24 34 79 353ALH0610 h

6.20 +0.021/+0.006 8 24 34 79 353ALH0620 h

6.30 +0.021/+0.006 8 24 34 79 353ALH0630 h

6.40 +0.021/+0.006 8 24 34 79 353ALH0640 f

6.50 +0.021/+0.006 8 24 34 79 353ALH0650 h

6.60 +0.021/+0.006 8 24 34 79 353ALH0660 f

6.70 +0.021/+0.006 8 24 34 79 353ALH0670 h

6.80 +0.021/+0.006 8 24 34 79 353ALH0680 h

353ALH
aluminium, polished flutes, ALH (through coolant)

3XD DIN
6537K POLISHED

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
ALH

353ALH
aluminium, polished flutes, ALH (through coolant)

3XD DIN
6537K POLISHED

P M K N S H

 1st choice      suitable

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

6.90 +0.021/+0.006 8 24 34 79 353ALH0690 f

7.00 +0.021/+0.006 8 24 34 79 353ALH0700 h

7.10 +0.021/+0.006 8 29 41 79 353ALH0710 f

7.20 +0.021/+0.006 8 29 41 79 353ALH0720 h

7.30 +0.021/+0.006 8 29 41 79 353ALH0730 f

7.40 +0.021/+0.006 8 29 41 79 353ALH0740 f

7.50 +0.021/+0.006 8 29 41 79 353ALH0750 h

7.60 +0.021/+0.006 8 29 41 79 353ALH0760 f

7.70 +0.021/+0.006 8 29 41 79 353ALH0770 f

7.80 +0.021/+0.006 8 29 41 79 353ALH0780 h

7.90 +0.021/+0.006 8 29 41 79 353ALH0790 f

8.00 +0.021/+0.006 8 29 41 79 353ALH0800 h

8.10 +0.021/+0.006 10 35 47 89 353ALH0810 f

8.20 +0.021/+0.006 10 35 47 89 353ALH0820 h

8.30 +0.021/+0.006 10 35 47 89 353ALH0830 h

8.40 +0.021/+0.006 10 35 47 89 353ALH0840 f

8.50 +0.021/+0.006 10 35 47 89 353ALH0850 h

8.60 +0.021/+0.006 10 35 47 89 353ALH0860 h

8.70 +0.021/+0.006 10 35 47 89 353ALH0870 f

8.80 +0.021/+0.006 10 35 47 89 353ALH0880 h

8.90 +0.021/+0.006 10 35 47 89 353ALH0890 f

9.00 +0.021/+0.006 10 35 47 89 353ALH0900 h

9.10 +0.021/+0.006 10 35 47 89 353ALH0910 f

9.20 +0.021/+0.006 10 35 47 89 353ALH0920 f

9.30 +0.021/+0.006 10 35 47 89 353ALH0930 f

9.40 +0.021/+0.006 10 35 47 89 353ALH0940 f

9.50 +0.021/+0.006 10 35 47 89 353ALH0950 h

9.60 +0.021/+0.006 10 35 47 89 353ALH0960 f

9.70 +0.021/+0.006 10 35 47 89 353ALH0970 f

9.80 +0.021/+0.006 10 35 47 89 353ALH0980 f

9.90 +0.021/+0.006 10 35 47 89 353ALH0990 f

10.00 +0.021/+0.006 10 35 47 89 353ALH1000 h

10.20 +0.025/+0.007 12 40 55 102 353ALH1020 h

10.30 +0.025/+0.007 12 40 55 102 353ALH1030 h

10.50 +0.025/+0.007 12 40 55 102 353ALH1050 h

10.80 +0.025/+0.007 12 40 55 102 353ALH1080 f

11.00 +0.025/+0.007 12 40 55 102 353ALH1100 h

11.20 +0.025/+0.007 12 40 55 102 353ALH1120 f

11.30 +0.025/+0.007 12 40 55 102 353ALH1130 f
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
ALH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

11.50 +0.025/+0.007 12 40 55 102 353ALH1150 h

11.80 +0.025/+0.007 12 40 55 102 353ALH1180 f

12.00 +0.025/+0.007 12 40 55 102 353ALH1200 h

12.20 +0.025/+0.007 14 43 60 107 353ALH1220 f

12.50 +0.025/+0.007 14 43 60 107 353ALH1250 f

12.80 +0.025/+0.007 14 43 60 107 353ALH1280 f

13.00 +0.025/+0.007 14 43 60 107 353ALH1300 f

13.50 +0.025/+0.007 14 43 60 107 353ALH1350 f

14.00 +0.025/+0.007 14 43 60 107 353ALH1400 f

14.50 +0.025/+0.007 16 45 65 115 353ALH1450 f

15.00 +0.025/+0.007 16 65 65 115 353ALH1500 f

15.50 +0.025/+0.007 16 65 65 115 353ALH1550 f

16.00 +0.025/+0.007 16 65 65 115 353ALH1600 f

16.50 +0.025/+0.007 18 73 73 123 353ALH1650 f

17.00 +0.025/+0.007 18 73 73 123 353ALH1700 f

17.50 +0.025/+0.007 18 73 73 123 353ALH1750 f

18.00 +0.025/+0.007 18 73 73 123 353ALH1800 f

18.50 +0.029/+0.008 20 79 79 131 353ALH1850 f

19.00 +0.029/+0.008 20 79 79 131 353ALH1900 f

19.50 +0.029/+0.008 20 79 79 131 353ALH1950 f

20.00 +0.029/+0.008 20 79 79 131 353ALH2000 f

353ALH
aluminium, polished flutes, ALH (through coolant)

3XD DIN
6537K POLISHED

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
ALH

 CUTTING PARAMETERS

353ALH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 260-300 230-270 200-240 280-320

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 29720 0.160 4760 26540 0.152 4030 23350 0.136 3180 31850 0.176 5610
4 22290 0.190 4240 19900 0.181 3590 17520 0.162 2830 23890 0.209 4990
5 17830 0.220 3920 15920 0.209 3330 14010 0.187 2620 19110 0.242 4620
6 14860 0.250 3720 13270 0.238 3150 11680 0.213 2480 15920 0.275 4380
7 12740 0.280 3570 11370 0.266 3020 10010 0.238 2380 13650 0.308 4200
8 11150 0.310 3460 9950 0.295 2930 8760 0.264 2310 11940 0.341 4070
9 9910 0.340 3370 8850 0.323 2860 7780 0.289 2250 10620 0.374 3970

10 8920 0.370 3300 7960 0.352 2800 7010 0.315 2200 9550 0.407 3890
11 8110 0.400 3240 7240 0.380 2750 6370 0.340 2170 8690 0.440 3820
12 7430 0.430 3190 6630 0.409 2710 5840 0.366 2130 7960 0.473 3770
13 6860 0.460 3160 6120 0.437 2670 5390 0.391 2110 7350 0.506 3720
14 6370 0.490 3120 5690 0.466 2650 5000 0.417 2080 6820 0.539 3680
15 5940 0.520 3090 5310 0.494 2620 4670 0.442 2060 6370 0.572 3640
16 5570 0.550 3060 4980 0.523 2600 4380 0.468 2050 5970 0.605 3610
17 5250 0.580 3050 4680 0.551 2580 4120 0.493 2030 5620 0.638 3590
18 4950 0.610 3020 4420 0.580 2560 3890 0.519 2020 5310 0.671 3560
19 4690 0.640 3000 4190 0.608 2550 3690 0.544 2010 5030 0.704 3540
20 4460 0.670 2990 3980 0.637 2530 3500 0.570 1990 4780 0.737 3520
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
ALH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

3.00 +0.012/+0.002 6 23 28 66 355ALH0300 h

3.10 +0.016/+0.004 6 23 28 66 355ALH0310 f

3.20 +0.016/+0.004 6 23 28 66 355ALH0320 h

3.30 +0.016/+0.004 6 23 28 66 355ALH0330 h

3.40 +0.016/+0.004 6 23 28 66 355ALH0340 h

3.50 +0.016/+0.004 6 23 28 66 355ALH0350 h

3.60 +0.016/+0.004 6 23 28 66 355ALH0360 h

3.70 +0.016/+0.004 6 23 28 66 355ALH0370 h

3.80 +0.016/+0.004 6 29 36 74 355ALH0380 h

3.90 +0.016/+0.004 6 29 36 74 355ALH0390 f

4.00 +0.016/+0.004 6 29 36 74 355ALH0400 h

4.10 +0.016/+0.004 6 29 36 74 355ALH0410 f

4.20 +0.016/+0.004 6 29 36 74 355ALH0420 h

4.30 +0.016/+0.004 6 29 36 74 355ALH0430 h

4.40 +0.016/+0.004 6 29 36 74 355ALH0440 f

4.50 +0.016/+0.004 6 29 36 74 355ALH0450 h

4.60 +0.016/+0.004 6 29 36 74 355ALH0460 f

4.70 +0.016/+0.004 6 29 36 74 355ALH0470 f

4.80 +0.016/+0.004 6 35 44 82 355ALH0480 h

4.90 +0.016/+0.004 6 35 44 82 355ALH0490 f

5.00 +0.016/+0.004 6 35 44 82 355ALH0500 h

5.10 +0.016/+0.004 6 35 44 82 355ALH0510 h

5.20 +0.016/+0.004 6 35 44 82 355ALH0520 h

5.30 +0.016/+0.004 6 35 44 82 355ALH0530 f

5.40 +0.016/+0.004 6 35 44 82 355ALH0540 f

5.50 +0.016/+0.004 6 35 44 82 355ALH0550 h

5.60 +0.016/+0.004 6 35 44 82 355ALH0560 h

5.70 +0.016/+0.004 6 35 44 82 355ALH0570 f

5.80 +0.016/+0.004 6 35 44 82 355ALH0580 h

5.90 +0.016/+0.004 6 35 44 82 355ALH0590 f

6.00 +0.016/+0.004 6 35 44 82 355ALH0600 h

6.10 +0.021/+0.006 8 43 53 91 355ALH0610 f

6.20 +0.021/+0.006 8 43 53 91 355ALH0620 h

6.30 +0.021/+0.006 8 43 53 91 355ALH0630 f

6.40 +0.021/+0.006 8 43 53 91 355ALH0640 f

6.50 +0.021/+0.006 8 43 53 91 355ALH0650 h

6.60 +0.021/+0.006 8 43 53 91 355ALH0660 f

6.70 +0.021/+0.006 8 43 53 91 355ALH0670 h

6.80 +0.021/+0.006 8 43 53 91 355ALH0680 h

355ALH
aluminium, polished flutes, ALH (through coolant)

5XD DIN
6537L POLISHED

P M K N S H

 1st choice      suitable

5_081-126_TYPHOON_2.indd   123 22/09/17   12:25



TYPHOON - high performance solid carbide drills

124

TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
ALH

355ALH
aluminium, polished flutes, ALH (through coolant)

5XD DIN
6537L POLISHED

P M K N S H

 1st choice      suitable

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

6.90 +0.021/+0.006 8 43 53 91 355ALH0690 h

7.00 +0.021/+0.006 8 43 53 91 355ALH0700 h

7.10 +0.021/+0.006 8 43 53 91 355ALH0710 f

7.20 +0.021/+0.006 8 43 53 91 355ALH0720 h

7.30 +0.021/+0.006 8 43 53 91 355ALH0730 f

7.40 +0.021/+0.006 8 43 53 91 355ALH0740 f

7.50 +0.021/+0.006 8 43 53 91 355ALH0750 h

7.60 +0.021/+0.006 8 43 53 91 355ALH0760 f

7.70 +0.021/+0.006 8 43 53 91 355ALH0770 f

7.80 +0.021/+0.006 8 43 53 91 355ALH0780 h

7.90 +0.021/+0.006 8 43 53 91 355ALH0790 f

8.00 +0.021/+0.006 8 43 53 91 355ALH0800 h

8.10 +0.021/+0.006 10 49 61 103 355ALH0810 f

8.20 +0.021/+0.006 10 49 61 103 355ALH0820 h

8.30 +0.021/+0.006 10 49 61 103 355ALH0830 f

8.40 +0.021/+0.006 10 49 61 103 355ALH0840 f

8.50 +0.021/+0.006 10 49 61 103 355ALH0850 h

8.60 +0.021/+0.006 10 49 61 103 355ALH0860 f

8.70 +0.021/+0.006 10 49 61 103 355ALH0870 f

8.80 +0.021/+0.006 10 49 61 103 355ALH0880 h

8.90 +0.021/+0.006 10 49 61 103 355ALH0890 f

9.00 +0.021/+0.006 10 49 61 103 355ALH0900 h

9.10 +0.021/+0.006 10 49 61 103 355ALH0910 f

9.20 +0.021/+0.006 10 49 61 103 355ALH0920 f

9.30 +0.021/+0.006 10 49 61 103 355ALH0930 f

9.40 +0.021/+0.006 10 49 61 103 355ALH0940 f

9.50 +0.021/+0.006 10 61 61 103 355ALH0950 h

9.60 +0.021/+0.006 10 61 61 103 355ALH0960 f

9.70 +0.021/+0.006 10 61 61 103 355ALH0970 f

9.80 +0.021/+0.006 10 61 61 103 355ALH0980 f

9.90 +0.021/+0.006 10 61 61 103 355ALH0990 f

10.00 +0.021/+0.006 10 61 61 103 355ALH1000 h

10.20 +0.025/+0.007 12 71 71 118 355ALH1020 h

10.50 +0.025/+0.007 12 71 71 118 355ALH1050 h

10.80 +0.025/+0.007 12 71 71 118 355ALH1080 f

11.00 +0.025/+0.007 12 71 71 118 355ALH1100 h

11.20 +0.025/+0.007 12 71 71 118 355ALH1120 f

11.30 +0.025/+0.007 12 71 71 118 355ALH1130 f

11.50 +0.025/+0.007 12 71 71 118 355ALH1150 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON
SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
ALH

h stock standard     f non-standard stock     m stock exhaustion

D(m7) D Tol. d(h6) l l1 L EDP No. Stock

11.80 +0.025/+0.007 12 71 71 118 355ALH1180 f

12.00 +0.025/+0.007 12 71 71 118 355ALH1200 h

12.50 +0.025/+0.007 14 77 77 124 355ALH1250 f

13.00 +0.025/+0.007 14 77 77 124 355ALH1300 f

13.50 +0.025/+0.007 14 77 77 124 355ALH1350 f

14.00 +0.025/+0.007 14 77 77 124 355ALH1400 f

14.50 +0.025/+0.007 16 83 83 133 355ALH1450 f

15.00 +0.025/+0.007 16 83 83 133 355ALH1500 f

15.50 +0.025/+0.007 16 83 83 133 355ALH1550 f

16.00 +0.025/+0.007 16 83 83 133 355ALH1600 f

16.50 +0.025/+0.007 18 93 93 143 355ALH1650 f

17.00 +0.025/+0.007 18 93 93 143 355ALH1700 f

17.50 +0.025/+0.007 18 93 93 143 355ALH1750 f

18.00 +0.025/+0.007 18 93 93 143 355ALH1800 f

18.50 +0.029/+0.008 20 101 101 153 355ALH1850 f

19.00 +0.029/+0.008 20 101 101 153 355ALH1900 f

19.50 +0.029/+0.008 20 101 101 153 355ALH1950 f

20.00 +0.029/+0.008 20 101 101 153 355ALH2000 f

355ALH
aluminium, polished flutes, ALH (through coolant)

5XD DIN
6537L POLISHED

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
HRC

TYPHOON

SUH MINI

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
ALH

 CUTTING PARAMETERS

355ALH

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 240-280 200-240 180-220 260-300

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 27600 0.136 3750 23350 0.129 3020 21230 0.116 2450 29720 0.150 4450
4 20700 0.162 3340 17520 0.153 2690 15920 0.137 2190 22290 0.178 3960
5 16560 0.187 3100 14010 0.178 2490 12740 0.159 2030 17830 0.206 3670
6 13800 0.213 2930 11680 0.202 2360 10620 0.181 1920 14860 0.234 3470
7 11830 0.238 2820 10010 0.226 2260 9100 0.202 1840 12740 0.262 3340
8 10350 0.264 2730 8760 0.250 2190 7960 0.224 1780 11150 0.290 3230
9 9200 0.289 2660 7780 0.275 2140 7080 0.246 1740 9910 0.318 3150

10 8280 0.315 2600 7010 0.299 2090 6370 0.267 1700 8920 0.346 3090
11 7530 0.340 2560 6370 0.323 2060 5790 0.289 1670 8110 0.374 3030
12 6900 0.366 2520 5840 0.347 2030 5310 0.311 1650 7430 0.402 2990
13 6370 0.391 2490 5390 0.371 2000 4900 0.332 1630 6860 0.430 2950
14 5910 0.417 2460 5000 0.396 1980 4550 0.354 1610 6370 0.458 2920
15 5520 0.442 2440 4670 0.420 1960 4250 0.376 1600 5940 0.486 2890
16 5180 0.468 2420 4380 0.444 1950 3980 0.397 1580 5570 0.514 2860
17 4870 0.493 2400 4120 0.468 1930 3750 0.419 1570 5250 0.542 2850
18 4600 0.519 2390 3890 0.493 1920 3540 0.441 1560 4950 0.570 2820
19 4360 0.544 2370 3690 0.517 1910 3350 0.462 1550 4690 0.598 2810
20 4140 0.570 2360 3500 0.541 1890 3180 0.484 1540 4460 0.626 2790
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HRC

TYPHOON HRC
HIGH PERFORMANCE - HARDENED STEEL 45÷62 HRC

 Reliable high precision drills for hardened steel 45÷62 HRC.

 Punte ad alta precisione per la foratura di acciai temprati 
45÷62 HRC.

 Hohe Präzision und zuverlässige Bohrungen für gehärteten 
Stahl 45÷62 HRC.

 Forets haute précision et fiables pour acier trempé 
45÷62 HRC.

 Brocas de alta precisión para aceros templados 45÷62 HRC.

 Высокоточные и высокопроизводительные сверла для 
обработки сталей с твердостью 45÷62 HRC.
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON

MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HRC

TYPHOON HRC HIGH PERFORMANCE - HARDENED STEEL 45÷62 HRC

 
- Drills for hardened steel 45÷62 HRC
- Self-centering geometry: high accurate 
holes
- Straight and reinforced edge: high stability 
and chipping resistance
- 45° chamfer: edge corners protection
- Thicker web: high rigidity and stability
- 15° helix angle: low helix for higher rigidity 
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life

  
- Forets pour aciers trempés 45÷62 HRC 
- Affûtage autocentré pour l’exécution de 
trous précis 
- Profil de l’arête droit et renforcé 
- Géométrie des angles : protection avec 
biseau à 45° 
- Cœur très épais pour garantir rigidité et 
stabilité 
- Angle de l’hélice à 15° : angle peu 
accentué pour une solidité maximale 
- Substrat et revêtement spécifiques pour 
garantir durée et fiabilité

  
- Punte per acciai temprati 45÷62 HRC
- Affilatura autocentrante per l’esecuzione di 
fori precisi
- Profilo del tagliente diritto e rinforzato
- Geometria degli spigoli: protezione con 
smusso a 45°
- Nocciolo molto spesso per garantire 
rigidità e stabilità
- Angolo dell’elica a 15°: angolo poco 
accentuato per massima robustezza
- Substrato e rivestimento specifici per 
garantire durata e affidabilità 

  
- Brocas para aceros templados 45÷62 HRC
 - Geometría autocentrante para la 
realización de agujeros precisos
 - Perfil del filo recto y reforzado
 - Geometría de las bordes: protección con 
redondeo a 45º
 - Núcleo muy grueso para garantizar 
rigidez y estabilidad
 - Ángulo de la hélice a 15º: ángulo poco 
acentuado para la máxima resistencia
 - Sustrato y revestimiento específicos para 
garantizar duración y fiabilidad

  
- Bohrer für gehärteten Stahl 45-62 HRC
- Selbstzentrierender Schliff für die 
Herstellung von präzisen Bohrungen
- Gerades und verstärktes 
Schneidkantenprofil
- Geometrie der Kanten: Schutzfase mit 45°
- Sehr starker Kern zur Gewährleistung von 
Steifigkeit und Stabilität
- Anstellwinkel 15°: geringer Winkel für 
maximale Robustheit
- Spezielles Trägermaterial und spezielle 
Beschichtung zur Gewährleistung von 
Standzeit und Zuverlässigkeit

  
- Свёрла для закалённой стали 45÷62 
HRC
- Самоцентрирующаяся геометрия: 
высокая точность отверстий
- Прямые усиленные кромки: высокая 
стабильность резания и предотвращение 
пакетирования
- Фаска 45°: защита кромок
- Утолщенная сердцевина: высокая 
жесткость и стабильность
- Угол наклона винтовой канавки 15°: 
маленький угол для высокой жесткости
- Специальное покрытие для повышения 
стойкости инструмента
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HRC

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock

2.60 0/-0.010 6 14 20 62 353HRC0260 h

3.00 0/-0.010 6 14 20 62 353HRC0300 h

3.30 0/-0.012 6 14 20 62 353HRC0330 h

3.40 0/-0.012 6 14 20 62 353HRC0340 h

3.50 0/-0.012 6 14 20 62 353HRC0350 h

3.70 0/-0.012 6 14 20 62 353HRC0370 h

3.80 0/-0.012 6 17 24 66 353HRC0380 h

4.00 0/-0.012 6 17 24 66 353HRC0400 h

4.10 0/-0.012 6 17 24 66 353HRC0410 h

4.20 0/-0.012 6 17 24 66 353HRC0420 h

4.30 0/-0.012 6 17 24 66 353HRC0430 h

4.50 0/-0.012 6 17 24 66 353HRC0450 h

4.60 0/-0.012 6 17 24 66 353HRC0460 h

4.80 0/-0.012 6 20 28 66 353HRC0480 h

5.00 0/-0.012 6 20 28 66 353HRC0500 h

5.10 0/-0.012 6 20 28 66 353HRC0510 h

5.20 0/-0.012 6 20 28 66 353HRC0520 h

5.30 0/-0.012 6 20 28 66 353HRC0530 h

5.50 0/-0.012 6 20 28 66 353HRC0550 h

5.60 0/-0.012 6 20 28 66 353HRC0560 h

5.80 0/-0.012 6 20 28 66 353HRC0580 h

6.00 0/-0.012 6 20 28 66 353HRC0600 h

6.10 0/-0.015 8 29 41 79 353HRC0610 h

6.20 0/-0.015 8 29 41 79 353HRC0620 h

6.50 0/-0.015 8 29 41 79 353HRC0650 h

6.80 0/-0.015 8 29 41 79 353HRC0680 h

6.90 0/-0.015 8 29 41 79 353HRC0690 h

7.00 0/-0.015 8 29 41 79 353HRC0700 h

7.40 0/-0.015 8 29 41 79 353HRC0740 h

7.50 0/-0.015 8 29 41 79 353HRC0750 h

7.80 0/-0.015 8 29 41 79 353HRC0780 h

8.00 0/-0.015 8 29 41 79 353HRC0800 h

8.10 0/-0.015 10 35 47 89 353HRC0810 h

8.20 0/-0.015 10 35 47 89 353HRC0820 h

8.50 0/-0.015 10 35 47 89 353HRC0850 h

8.60 0/-0.015 10 35 47 89 353HRC0860 h

8.70 0/-0.015 10 35 47 89 353HRC0870 h

8.80 0/-0.015 10 35 47 89 353HRC0880 h

9.00 0/-0.015 10 35 47 89 353HRC0900 h

353HRC
hardened steel 45÷62 HRC

3XD DIN
6537K

150°+C45°

P M K N S H

 1st choice      suitable

C45°
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TYPHOON
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TYPHOON
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G2

MEX

MDTA

UH
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HSS/CO-HSSP
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BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HRC

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock

9.30 0/-0.015 10 35 47 89 353HRC0930 h

9.50 0/-0.015 10 35 47 89 353HRC0950 h

9.80 0/-0.015 10 35 47 89 353HRC0980 h

10.00 0/-0.015 10 35 47 89 353HRC1000 h

10.20 0/-0.018 12 40 55 102 353HRC1020 h

10.30 0/-0.018 12 40 55 102 353HRC1030 h

10.40 0/-0.018 12 40 55 102 353HRC1040 h

10.50 0/-0.018 12 40 55 102 353HRC1050 h

10.80 0/-0.018 12 40 55 102 353HRC1080 h

11.00 0/-0.018 12 40 55 102 353HRC1100 h

11.20 0/-0.018 12 40 55 102 353HRC1120 h

11.50 0/-0.018 12 40 55 102 353HRC1150 h

11.80 0/-0.018 12 40 55 102 353HRC1180 h

12.00 0/-0.018 12 40 55 102 353HRC1200 h

12.20 0/-0.018 14 43 60 107 353HRC1220 h

12.50 0/-0.018 14 43 60 107 353HRC1250 h

12.80 0/-0.018 14 43 60 107 353HRC1280 h

13.00 0/-0.018 14 43 60 107 353HRC1300 h

14.20 0/-0.018 16 45 65 115 353HRC1420 h

353HRC
hardened steel 45÷62 HRC

3XD DIN
6537K

150°+C45°

P M K N S H

 1st choice      suitable

C45°
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 CUTTING PARAMETERS

353HRC

Ø RUN OUT
<0.02mm

Material Group
ISO 513

H1    H4 H2 H3 H5

Hardness/Rm 50-56 HRC 54-62 HRC < 62 HRC 48-55 HRC

Vc (m/min) 15-25 12-18 8-12 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 2120 0.020 40 1590 0.017 30 1060 0.013 10 2650 0.020 50
4 1590 0.030 50 1190 0.026 30 800 0.020 20 1990 0.030 60
5 1270 0.040 50 960 0.034 30 640 0.026 20 1590 0.040 60
6 1060 0.050 50 800 0.043 30 530 0.033 20 1330 0.050 70
7 910 0.060 50 680 0.051 30 450 0.039 20 1140 0.060 70
8 800 0.070 60 600 0.060 40 400 0.046 20 1000 0.070 70
9 710 0.080 60 530 0.068 40 350 0.052 20 880 0.080 70

10 640 0.090 60 480 0.077 40 320 0.059 20 800 0.090 70
11 580 0.100 60 430 0.085 40 290 0.065 20 720 0.100 70
12 530 0.110 60 400 0.094 40 270 0.072 20 660 0.110 70
13 490 0.120 60 370 0.102 40 240 0.078 20 610 0.120 70

14.2 450 0.130 60 340 0.111 40 230 0.085 20 570 0.130 70
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TYPHOON SUH MINI
HIGH PERFORMANCE - MINIATURE SHORT, LONG AND 
EXTRA LONG

 Miniature drills, from short (5xD) to extra-long (30xD) type, 
suitable for ISO P, M, K, N, S materials.

 Mini punte corte (5xD), lunghe ed extra-lunghe (30xD), 
adatte alla foratura di materiali ISO P, M, K, N, S.

 Kurze (5xD), lange und extra-lange (30xD) Kleinstbohrer für 
das Bohren der Materialien ISO P, M, K, N, S.

 Mini forets courts (5xD), longs et extra-longs (30xD), 
appropriés au perçage de matériaux ISO P, M, K, N, S.

 Mini brocas cortas (5xD), largas y extra largas (30xD), 
adecuadas para el taladro de materiales ISO P, M, K, N, S.

 Мини-свёрла от коротких (5xD) до супердлинных (30xD). 
Пригодны для обработки отверстий в материалах по 
ISO P, M, K, N, S.
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TYPHOON SUH MINI HIGH PERFORMANCE - MINIATURE SHORT AND LONG

 
- Miniature drills are manufactured with 
unified 3 mm shank
- Oil holes for internal coolant feed
- Self-centering geometry: highly accurate 
holes
- Straight and reinforced edge: high stability 
and chipping resistance
- Edge geometry: special design for edge 
and corners protection
- Chip pocket: highly polished to prevent 
welding and to improve the chip ejection
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life
- Available from Ø1 mm to Ø3 mm
- Different cutting length types from short 
(5xD) to extra-long (30xD)

  
- Mini forets fabriqués avec une tige unifiée 
ayant un diamètre de 3 mm 
- Trous de lubrification 
- Affûtage autocentré pour l’exécution de 
trous précis et peu d’efforts de coupe 
- Profil de l’arête droit et renforcé : il génère 
des copeaux courts et garantit une grande 
fiabilité 
- Géométrie de l’arête avec affûtage 
spécifique pour protéger l’arête et les 
angles 
- Finition des goujoures : polie pour 
réduire le problème du collage et faciliter 
l’évacuation des copeaux 
- Substrat et revêtement : spécifiques pour 
garantir durée et fiabilité
- Disponibles du Ø1 mm au Ø3 mm 
- Différents types de longueur, de la plus 
courte (5xD) aux extra-longues (30xD)

  
- Mini-punte costruite con gambo unificato 
Ø3 mm
- Fori di refrigerazione 
- Affilatura autocentrante per l’esecuzione di 
fori precisi e bassi sforzi di taglio
- Profilo del tagliente diritto e rinforzato: 
genera trucioli corti e garantisce grande 
affidabilità 
- Geometria del tagliente con affilatura 
specifica a protezione del tagliente e degli 
spigoli
- Finitura gole: lappate per ridurre il 
problema dell’incollaggio e facilitare 
l’evacuazione dei trucioli 
- Substrato e rivestimento: specifici per 
garantire durata e affidabilità 
- Disponibili da Ø1 mm a Ø3 mm
- Differenti tipi di lunghezza, dalle corte 
(5XD) alle extra-lunghe (30XD)

  
- Mini-brocas fabricadas con mango 
unificado con diámetro de 3 mm
 - Agujeros de refrigeración
 - Afilado autocentrante para la realización 
de agujeros precisos y bajos esfuerzos de 
corte
 - Perfil del filo recto y reforzado: genera 
virutas cortas y garantiza una gran fiabilidad 
 - Geometría del filo con afilado específico 
para proteger el filo y los ángulos
 - Acabado ranuras: lapeadas para reducir 
el problema del encolado y facilitar la 
evacuación de las virutas 
 - Sustrato y revestimiento: específicos para 
garantizar duración y fiabilidad 
 - Disponibles de Ø1 mm a Ø3mm
 - Diferentes tipos de longitud, desde las 
cortas (5XD) hasta las extra-largas (30XD)

  
- Kleinstbohrer mit genormtem Schaft und 
einem Durchmesser von 3 mm
- Kühlöffnungen
- Selbstzentrierender Schliff für präzise 
Bohrungen und geringen Schneiddruck
- Gerades und verstärktes Schneidkantenprofil: 
zur Erzeugung kurzer Späne und zur 
Gewährleistung hoher Zuverlässigkeit 
- Geometrie der Schneidkante mit speziellem 
Schliff zum Schutz von Schneidkante und 
Kanten
- Schlichtbearbeitung der Nuten: geläppt, um 
Probleme durch Verkleben zu reduzieren und 
um die Späneabführung zu erleichtern 
- Trägermaterial und Beschichtung: speziell 
zur Gewährleistung von Standzeit und 
Zuverlässigkeit 
- Erhältlich von Ø1 mm bis Ø3 mm
- Verschiedene Längen, von kurz (5XD) bis 
extra-lang (30XD)

  
 - Мини-свёрла с унифицированным 3х мм 
хвостовиком 
 - Отверстия для подвода СОЖ
 - Самоцентрирующаяся геометрия: 
высокая точность отверстий
 - Прямые усиленные кромки: высокая 
стабильность резания и предотвращение 
пакетирования
 - Геометрия режущей кромки со 
специальной заточкой для защиты лезвия 
и кромок
 - Отполированные стружечные канавки: 
уменьшают вероятность приваривания 
стружки и облегчают ее вывод
 - Специальное покрытие для повышения 
стойкости инструмента
 - Доступны диаметром от Ø1 мм до Ø3 мм
 - Различные длины: от коротких (5XD) до 
супердлинных (30XD)
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TYPHOON SUH MINI HIGH PERFORMANCE - MINIATURE SHORT AND LONG

 
MACHINING OF DEEP HOLES 
PERPENDICULAR TO THE SURFACE

  
ESECUZIONE FORI PROFONDI 
ORTOGONALI ALLA SUPERFICIE

  
HERSTELLUNG TIEFER RECHTWINKLIGER 
BOHRUNGEN

  
EXÉCUTION DE TROUS PROFONDS 
ORTHOGONAUX À LA SURFACE

  
MECANIZADO DE AGUJEROS PROFUNDOS 
PERPENDICULARES A LA SUPERFÍCIE

  
СВЕРЛЕНИЕ ГЛУБОКИХ ОТВЕРСТИЙ ПЕРПЕНДИКУЛЯРНО 
ОБРАБАТЫВАЕМОЙ ПОВЕХНОСТИ

STEP 1

 
As pilot drill (1xD,1.5xD), please use 343TA 
with head angle 140° (SUH MINI=135°) and 
m7 tolerance (SUH MINI=h7)

  
Utiliser un foret 343TA avec un angle en 
bout de 140° (SUH MINI=135°) et une 
tolérance m7 (SUH MINI=h7), pour effectuer 
un trou pilote (1xD -1.5xD) très précis.

  
Utilizzare una punta 343TA con angolo in 
testa di 140° (SUH MINI=135°) e tolleranza 
m7 (SUH MINI=h7), per eseguire un foro 
pilota (1xD -1.5xD) molto preciso

  
Utilice una broca 343TA con ángulo de 
punta de 140° (SUH MINI=135°) y tolerancia 
m7 (SUH MINI=h7), para realizar un agujero 
piloto (1xD -1,5xD) muy preciso

  
Einen Bohrer 343TA mit einem 
Spitzenwinkel von 140° (SUH MINI=135°) 
und Toleranz m7 (SUH MINI=h7) für 
die Herstellung einer äußerst präzisen 
Richtbohrung (1xD - 1.5xD) verwenden.

  
Для пилотного отверстия (1xD -1.5xD) 
используйте сверло 343TA с углом 
при вершине 140° (SUH MINI=135°) и 
допуском на диаметр m7 (SUH MINI=h7).

STEP 2

  
With coolant feed OFF, enter the pilot hole 
with SUH MINI drill at Vc=20 m/min and 
fn=0.3 mm/rev. Position the SUH MINI drill 
at 1 mm from the end of the pilot hole, then 
start supplying the coolant and start drilling.

  
Sans actionner la lubrification interne, 
entrer avec le foret long série SUH MINI 
à l’intérieur du trou. Vc=20 m/min, 
fn=0.3 mm/rév. Placer le foret SUH MINI 
jusqu’à 1 mm du fond du trou pilote. 
Actionner la lubrification interne à haute 
pression et commencer le perçage.

  
Senza azionare il refrigerante interno, 
entrare con la punta lunga serie SUH 
MINI all’interno del foro. Vc=20 m/min, 
fn=0.3 mm/rev. Posizionare la punta SUH 
MINI sino a 1 mm dal fondo del foro pilota. 
Azionare il refrigerante interno ad alta 
pressione e cominciare la foratura.

  
Sin accionar el refrigerante interno, 
entre con la broca larga de la serie SUH 
MINI dentro del agujero. Vc=20m/min, 
fn=0.3mm/rev. Posicione la broca SUH 
MINI hasta 1 mm. del fondo del agujero 
piloto. Accione el refrigerante interno a alta 
presión y comience el taladro.

  
Ohne Aktivierung der internen Kühlung, 
einen langen Bohrer der Serie SUH MINI 
in die Bohrung einführen. Vc=20 m/min, 
fn=0,3 mm/U. Den Bohrer SUH MINI bis 1 
mm vom Ende der Richtbohrung ansetzen. 
Die interne Kühlung mit Hochdruck 
aktivieren und mit der Bohrung beginnen.

  
Без подачи СОЖ, введите длинное 
сверло серии SUH MINI внутрь пилотного 
отверстия с режимами Vc=20 м/мин и 
fn=0,3 мм/об. Спозиционируйте сверло 
SUH MINI на расстоянии 1 мм от дна 
отверстия. Включите подачу СОЖ и 
начните сверление.

1D÷1.5D

1.0mm
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STEP 3

 
Make continue drilling operation without 
steps for chip ejection.
In case of through holes, reduce the feed by 
30% before the hole exit (approx. 1 mm).
Stop the coolant feed.

  
Percer sans step pour l'évacuation des 
copeaux.
En présence de trous débouchants, 1 
mm avant d’avoir terminé le trou, réduire 
l’avance de 30 %.
Arrêter la lubrification.

  
Forare senza step per scarico trucioli.
Nel caso di fori passanti, 1 mm prima di aver 
completato il foro, ridurre l’avanzamento 
del 30%.
Fermare il refrigerante.

  
Taladre sin step para la descarga de virutas.
En el caso de agujeros pasantes, 1 mm 
antes de haber completado el agujero, 
reduzca el avance un 30%.
Pare el refrigerante.

  
Für die Späneabführung Stufenlos bohren.
Bei Durchgangsbohrungen 1 mm vor 
Fertigstellung der Bohrung den Vorschub 
um 30% reduzieren.
Die Kühlung deaktivieren.

  
Сверлите без остановок и выводов 
инструмента.
В случае обработки сквозного отверстия, 
снизьте подачу на 30%, за 1 мм до 
выхода.
Отключите подачу СОЖ.

STEP 4

 
Withdraw the drill using max rpm and 
double fn, until 2xD from the hole entrance.

  
Retirer le foret en utilisant le maximum 
de tours disponibles et le double de 
l’avancement conseillé jusqu’à une 
profondeur 2xD.

  
Ritirare la punta utilizzando il massimo dei 
giri disponibili e il doppio dell’avanzamento 
consigliato sino ad una profondità 2xD.

  
Retire la broca utilizando el máximo de 
rpm disponibles y el doble del avance 
aconsejado hasta una profundidad 2xD.

  
Den Bohrer zurückziehen, dabei die 
maximal verfügbare Drehzahl und den 
doppelten Wert des empfohlenen 
Vorschubs bis zu einer Tiefe 2xD einsetzen.

  
Выньте сверло до уровня 2хD, используя 
максимальную частоту вращения и 
двойную подачу.

STEP 5

 
Completing the exit from the hole by using 
slow and constant speed.

  
Terminer la dernière partie du perçage avec 
une vitesse réduite et constante.

  
Completare l’ultimo tratto di arretramento 
con velocità ridotta e costante.

  
Complete el último tramo de retroceso con 
velocidad reducida y constante.

  
Den letzten Abschnitt beim Zurückziehen 
mit reduzierter und konstanter 
Geschwindigkeit fertigstellen.

  
Полностью выньте сверло на заниженных 
режимах.

2D÷2.5D
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MACHINING OF DEEP HOLES  ON 
SLANTED OR IRREGULAR SURFACES

  
ESECUZIONE FORI PROFONDI SU 
SUPERFICI IRREGOLARI O OBLIQUE

  
HERSTELLUNG TIEFER BOHRUNGEN AUF 
SCHRÄGEN ODER UNREGELMÄSSIGEN 
OBERFLÄCHEN

  
EXÉCUTION DE TROUS PROFONDS SUR DES 
SURFACES IRRÉGULIÈRES OU OBLIQUES

  
MECANIZADO DE AGUJEROS PROFUNDOS 
SOBRE SUPERFÍCIES IRREGULARES U 
OBLICUAS

  
ОБРАБОТКА ГЛУБОКИХ ОТВЕРСТИЙ 
НА НАКЛОННЫХ ИЛИ НЕРОВНЫХ 
ПЛОСКОСТЯХ

STEP 1

 
Prepare a flat surface of the same size as the 
drilling diameter.

  
Réaliser une surface plane en utilisant 
une fraise avec une arête frontale. Le plan 
réalisé doit avoir les mêmes dimensions que 
le diamètre de perçage profond.

  
Realizzare una superficie piana utilizzando 
una fresa con tagliente frontale. Il piano 
realizzato deve avere le stesse dimensioni 
del diametro di foratura profonda.

  
Realizar una superficie plana usando una 
fresa con filo frontal. El plano realizado tiene 
que tener las mismas dimensiones que el 
diámetro de taladro profundo.

  
Eine ebene Oberfläche, durch einen Fräser 
mit stirnseitiger Schneidkante, herstellen. 
Die hergestellte Oberfläche muss dieselben 
Abmessungen des Durchmessers der tiefen 
Bohrung aufweisen.

  
Подготовьте ровную поверхность 
с помощью концевой фрезы. Эта 
поверхность должна быть того же 
размера, что и диаметр будущего 
глубокого отверстия.

STEP 2

  
As pilot drill (1xD,1.5xD), please use 343TA 
with head angle 140° (SUH MINI=135°) and 
m7 tolerance (SUH MINI=h7).

  
Utiliser un foret 343TA avec un angle en 
bout de 140° (SUH MINI=135°) et une 
tolérance m7 (SUH MINI=h7), pour effectuer 
un trou pilote (1xD -1.5xD) très précis.

  
Utilizzare una punta 343TA con angolo in 
testa di 140° (SUH MINI=135°) e tolleranza 
m7 (SUH MINI=h7), per eseguire un foro 
pilota (1xD -1.5xD) molto preciso.

  
Utilice una broca 343TA con ángulo punta 
de 140° (SUH MINI=135°) y tolerancia m7 
(SUH MINI=h7), para realizar un agujero 
piloto (1xD -1,5xD) muy preciso.

  
Einen Bohrer 343TA mit einem 
Spitzenwinkel von 140° (SUH MINI=135°) 
und Toleranz m7 (SUH MINI=h7) für 
die Herstellung einer äußerst präzisen 
Richtbohrung (1xD - 1.5xD) verwenden.

  
Для пилотного отверстия (1xD -1.5xD) 
используйте сверло 343TA с углом 
при вершине 140° (SUH MINI=135°) и 
допуском на диаметр m7 (SUH MINI=h7).

1D÷1.5D
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TYPHOON SUH MINI HIGH PERFORMANCE - MINIATURE SHORT AND LONG

STEP 3

 
With coolant feed OFF, enter the pilot hole 
with SUH MINI drill at Vc=20 m/min and 
fn=0.3 mm/rev. Position the SUH MINI drill 
at 1 mm from the end of the pilot hole, then 
start supplying the coolant and start drilling.

  
Sans actionner la lubrification interne, 
entrer avec le foret long série SUH MINI 
à l’intérieur du trou. Vc=20 m/min, 
fn=0.3 mm/rév. Placer le foret SUH MINI 
jusqu’à 1 mm du fond du trou pilote. 
Actionner la lubrification interne à haute 
pression et commencer le perçage.

  
Senza azionare il refrigerante interno, 
entrare con la punta lunga serie SUH 
MINI all’interno del foro. Vc=20 m/min, 
fn=0.3 mm/rev. Posizionare la punta SUH 
MINI sino a 1 mm dal fondo del foro pilota. 
Azionare il refrigerante interno ad alta 
pressione e cominciare la foratura.

  
Sin accionar el refrigerante interno, 
entre con la broca larga de la serie SUH 
MINI dentro del agujero. Vc=20m/min, 
fn=0.3 mm/rev. Posicione la broca SUH 
MINI hasta 1 mm. del fondo del agujero 
piloto. Accione el refrigerante interno a alta 
presión y comience el taladro.

  
Ohne Aktivierung der internen Kühlung, 
einen langen Bohrer der Serie SUH MINI 
in die Bohrung einführen. Vc=20 m/min, 
fn=0,3 mm/U. Den Bohrer SUH MINI bis 1 
mm vom Ende der Richtbohrung ansetzen. 
Die interne Kühlung mit Hochdruck 
aktivieren und mit der Bohrung beginnen.

  
Без включения СОЖ, введите длинное 
сверло серии SUH MINI внутрь пилотного 
отверстия с режимами Vc=20 м/мин и 
fn=0.3 мм/об. Спозиционируйте сверло 
SUH MINI на расстоянии 1 мм от дна 
отверстия. Включите подачу СОЖ и 
начните сверление.

STEP 4

 
Make continue drilling operation without 
steps for chip ejection.
In case of through holes, reduce the feed by 
30% before the hole exit (approx. 1 mm).
Stop the coolant feed.

  
Percer sans step pour l'évacuation des 
copeaux.
En présence de trous débouchants, 1 
mm avant d’avoir terminé le trou, réduire 
l’avance de 30 %.
Arrêter la lubrification.

  
Forare senza step per scarico trucioli.
Nel caso di fori passanti, 1 mm prima di aver 
completato il foro, ridurre l’avanzamento 
del 30%.
Fermare il refrigerante.

  
Taladre sin step para la descarga de virutas.
En el caso de agujeros pasantes, 1 mm 
antes de haber completado el agujero, 
reduzca el avance un 30%.
Pare el refrigerante.

  
Für die Späneabführung Stufenlos bohren.
Bei Durchgangsbohrungen 1 mm vor 
Fertigstellung der Bohrung den Vorschub 
um 30% reduzieren.
Die Kühlung deaktivieren.

  
Сверлите без остановок и выводов 
инструмента.
В случае обработки сквозного отверстия, 
снизьте подачу на 30%, за 1 мм до 
выхода.
Отключите подачу СОЖ.

1.0mm

6_127-164_TYPHOON_3.indd   138 22/09/17   12:27



TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

139

TYPHOON SUH MINI HIGH PERFORMANCE - MINIATURE SHORT AND LONG

STEP 5

 
Withdraw the drill using max rpm and 
double fn, until 2xD÷2.5xD from the hole 
entrance.

  
Retirer le foret en utilisant le maximum 
de tours disponibles et le double de 
l’avancement conseillé jusqu’à une 
profondeur 2xD÷2.5xD.

  
Ritirare la punta utilizzando il massimo dei 
giri disponibili e il doppio dell’avanzamento 
consigliato sino ad una profondità 
2xD÷2.5xD.

  
Retire la broca utilizando el máximo de 
rpm disponibles y el doble del avance 
aconsejado hasta una profundidad de 
2xD÷2.5xD.

  
Den Bohrer zurückziehen, dabei die 
maximal verfügbare Drehzahl und den 
doppelten Wert des empfohlenen 
Vorschubs bis zu einer Tiefe 2xD÷2.5xD 
einsetzen.

  
Выньте сверло до уровня 2хD, используя 
максимальную частоту вращения и 
двойную подачу.

STEP 6

 
Completing the exit from the hole by using 
slow and constant speed.

  
Terminer la dernière partie du perçage avec 
une vitesse réduite et constante.

  
Completare l’ultimo tratto di arretramento 
con velocità ridotta e costante.

  
Complete el último tramo de retroceso con 
velocidad reducida y constante.

  
Den letzten Abschnitt beim Zurückziehen 
mit reduzierter und konstanter 
Geschwindigkeit fertigstellen.

  
Полностью выньте сверло на заниженных 
режимах.

2D÷2.5D
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h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 6.5 8 50 5 x D 355SUH0100 h

1.10 0/-0.010 3 7.2 8.7 50 5 x D 355SUH0110 h

1.20 0/-0.010 3 7.8 9.3 50 5 x D 355SUH0120 h

1.30 0/-0.010 3 8.5 10 50 5 x D 355SUH0130 h

1.40 0/-0.010 3 9.1 10.6 50 5 x D 355SUH0140 h

1.50 0/-0.010 3 9.8 11.3 50 5 x D 355SUH0150 h

1.60 0/-0.010 3 10.4 11.9 50 5 x D 355SUH0160 h

1.70 0/-0.010 3 11.1 12.6 55 5 x D 355SUH0170 h

1.80 0/-0.010 3 11.7 13.2 55 5 x D 355SUH0180 h

1.90 0/-0.010 3 12.4 13.9 55 5 x D 355SUH0190 h

2.00 0/-0.010 3 13 16 55 5 x D 355SUH0200 h

2.10 0/-0.010 3 13.7 16.9 55 5 x D 355SUH0210 h

2.20 0/-0.010 3 14.3 17.6 55 5 x D 355SUH0220 h

2.30 0/-0.010 3 15 18.5 55 5 x D 355SUH0230 h

2.40 0/-0.010 3 15.6 19.2 55 5 x D 355SUH0240 h

2.50 0/-0.010 3 16.3 20.1 55 5 x D 355SUH0250 h

2.60 0/-0.010 3 16.9 20.8 55 5 x D 355SUH0260 h

2.70 0/-0.010 3 17.6 21.7 55 5 x D 355SUH0270 h

2.80 0/-0.010 3 18.2 22.4 55 5 x D 355SUH0280 h

2.90 0/-0.010 3 18.9 23.3 55 5 x D 355SUH0290 h

3.00 0/-0.010 3 19.5 24 55 5 x D 355SUH030003 h

355SUH MINI
3 mm shank, short (5xD), polished flutes, SUH (through coolant)

5XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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 CUTTING PARAMETERS

355SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0108 210 15920 0.0097 150 12740 0.0086 110 9550 0.0076 72
1.1 17370 0.0120 210 14480 0.0108 160 11580 0.0096 110 8690 0.0084 73
1.2 15920 0.0132 210 13270 0.0119 160 10620 0.0106 110 7960 0.0092 74
1.3 14700 0.0144 210 12250 0.0130 160 9800 0.0115 110 7350 0.0101 74
1.4 13650 0.0156 210 11370 0.0140 160 9100 0.0125 110 6820 0.0109 74
1.5 12740 0.0180 230 10620 0.0162 170 8490 0.0144 120 6370 0.0126 80
1.6 11940 0.0204 240 9950 0.0184 180 7960 0.0163 130 5970 0.0143 85
1.7 11240 0.0228 260 9370 0.0205 190 7490 0.0182 140 5620 0.0160 90
1.8 10620 0.0252 270 8850 0.0227 200 7080 0.0202 140 5310 0.0176 94
1.9 10060 0.0276 280 8380 0.0248 210 6700 0.0221 150 5030 0.0193 97
2.0 9550 0.0300 290 7960 0.0270 210 6370 0.0240 150 4780 0.0210 100
2.1 9100 0.0324 290 7580 0.0292 220 6070 0.0259 160 4550 0.0227 103
2.2 8690 0.0348 300 7240 0.0313 230 5790 0.0278 160 4340 0.0244 106
2.3 8310 0.0372 310 6920 0.0335 230 5540 0.0298 160 4150 0.0260 108
2.4 7960 0.0396 320 6630 0.0356 240 5310 0.0317 170 3980 0.0277 110
2.5 7640 0.0420 320 6370 0.0378 240 5100 0.0336 170 3820 0.0294 112
2.6 7350 0.0444 330 6120 0.0400 240 4900 0.0355 170 3670 0.0311 114
2.7 7080 0.0468 330 5900 0.0421 250 4720 0.0374 180 3540 0.0328 116
2.8 6820 0.0492 340 5690 0.0443 250 4550 0.0394 180 3410 0.0344 117
2.9 6590 0.0516 340 5490 0.0464 250 4390 0.0413 180 3290 0.0361 119
3.0 6370 0.0540 340 5310 0.0486 260 4250 0.0432 180 3180 0.0378 120

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 20-40* 20-30* 20-30* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0081 80 7960 0.0069 55 7960 0.0057 45 6370 0.0049 31
1.1 8690 0.0090 80 7240 0.0077 55 7240 0.0063 46 5790 0.0054 31
1.2 7960 0.0099 80 6630 0.0084 56 6630 0.0069 46 5310 0.0059 32
1.3 7350 0.0108 80 6120 0.0092 56 6120 0.0076 46 4900 0.0065 32
1.4 6820 0.0117 80 5690 0.0099 57 5690 0.0082 47 4550 0.0070 32
1.5 6370 0.0135 90 5310 0.0115 60 5310 0.0095 50 4250 0.0081 34
1.6 5970 0.0153 90 4980 0.0130 60 4980 0.0107 53 3980 0.0092 37
1.7 5620 0.0171 100 4680 0.0145 70 4680 0.0120 56 3750 0.0103 38
1.8 5310 0.0189 100 4420 0.0161 70 4420 0.0132 58 3540 0.0113 40
1.9 5030 0.0207 100 4190 0.0176 70 4190 0.0145 60 3350 0.0124 42
2.0 4780 0.0225 110 3980 0.0191 80 3980 0.0158 60 3180 0.0135 43
2.1 4550 0.0243 110 3790 0.0207 80 3790 0.0170 60 3030 0.0146 44
2.2 4340 0.0261 110 3620 0.0222 80 3620 0.0183 70 2900 0.0157 45
2.3 4150 0.0279 120 3460 0.0237 80 3460 0.0195 70 2770 0.0167 46
2.4 3980 0.0297 120 3320 0.0252 80 3320 0.0208 70 2650 0.0178 47
2.5 3820 0.0315 120 3180 0.0268 90 3180 0.0221 70 2550 0.0189 48
2.6 3670 0.0333 120 3060 0.0283 90 3060 0.0233 70 2450 0.0200 49
2.7 3540 0.0351 120 2950 0.0298 90 2950 0.0246 70 2360 0.0211 50
2.8 3410 0.0369 130 2840 0.0314 90 2840 0.0258 70 2270 0.0221 50
2.9 3290 0.0387 130 2750 0.0329 90 2750 0.0271 70 2200 0.0232 51
3.0 3180 0.0405 130 2650 0.0344 90 2650 0.0284 80 2120 0.0243 52

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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 CUTTING PARAMETERS

355SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0108 210 15920 0.0097 150 12740 0.0086 110 9550 0.0076 70
1.1 17370 0.0120 210 14480 0.0108 160 11580 0.0096 110 8690 0.0084 70
1.2 15920 0.0132 210 13270 0.0119 160 10620 0.0106 110 7960 0.0092 70
1.3 14700 0.0144 210 12250 0.0130 160 9800 0.0115 110 7350 0.0101 70
1.4 13650 0.0156 210 11370 0.0140 160 9100 0.0125 110 6820 0.0109 70
1.5 12740 0.0180 230 10620 0.0162 170 8490 0.0144 120 6370 0.0126 80
1.6 11940 0.0204 240 9950 0.0184 180 7960 0.0163 130 5970 0.0143 90
1.7 11240 0.0228 260 9370 0.0205 190 7490 0.0182 140 5620 0.0160 90
1.8 10620 0.0252 270 8850 0.0227 200 7080 0.0202 140 5310 0.0176 90
1.9 10060 0.0276 280 8380 0.0248 210 6700 0.0221 150 5030 0.0193 100
2.0 9550 0.0300 290 7960 0.0270 210 6370 0.0240 150 4780 0.0210 100
2.1 9100 0.0324 290 7580 0.0292 220 6070 0.0259 160 4550 0.0227 100
2.2 8690 0.0348 300 7240 0.0313 230 5790 0.0278 160 4340 0.0244 110
2.3 8310 0.0372 310 6920 0.0335 230 5540 0.0298 160 4150 0.0260 110
2.4 7960 0.0396 320 6630 0.0356 240 5310 0.0317 170 3980 0.0277 110
2.5 7640 0.0420 320 6370 0.0378 240 5100 0.0336 170 3820 0.0294 110
2.6 7350 0.0444 330 6120 0.0400 240 4900 0.0355 170 3670 0.0311 110
2.7 7080 0.0468 330 5900 0.0421 250 4720 0.0374 180 3540 0.0328 120
2.8 6820 0.0492 340 5690 0.0443 250 4550 0.0394 180 3410 0.0344 120
2.9 6590 0.0516 340 5490 0.0464 250 4390 0.0413 180 3290 0.0361 120
3.0 6370 0.0540 340 5310 0.0486 260 4250 0.0432 180 3180 0.0378 120

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 80-120* 80-120* 80-120* 100-140*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 31850 0.0135 430 31850 0.0122 390 31850 0.0108 340 38220 0.0149 570
1.1 28950 0.0150 430 28950 0.0135 390 28950 0.0120 350 34740 0.0165 570
1.2 26540 0.0165 440 26540 0.0149 390 26540 0.0132 350 31850 0.0182 580
1.3 24500 0.0180 440 24500 0.0162 400 24500 0.0144 350 29400 0.0198 580
1.4 22750 0.0195 440 22750 0.0176 400 22750 0.0156 350 27300 0.0215 590
1.5 21230 0.0225 480 21230 0.0203 430 21230 0.0180 380 25480 0.0248 630
1.6 19900 0.0255 510 19900 0.0230 460 19900 0.0204 410 23890 0.0281 670
1.7 18730 0.0285 530 18730 0.0257 480 18730 0.0228 430 22480 0.0314 700
1.8 17690 0.0315 560 17690 0.0284 500 17690 0.0252 450 21230 0.0347 740
1.9 16760 0.0345 580 16760 0.0311 520 16760 0.0276 460 20110 0.0380 760
2.0 15920 0.0375 600 15920 0.0338 540 15920 0.0300 480 19110 0.0413 790
2.1 15170 0.0405 610 15170 0.0365 550 15170 0.0324 490 18200 0.0446 810
2.2 14480 0.0435 630 14480 0.0392 570 14480 0.0348 500 17370 0.0479 830
2.3 13850 0.0465 640 13850 0.0419 580 13850 0.0372 520 16620 0.0512 850
2.4 13270 0.0495 660 13270 0.0446 590 13270 0.0396 530 15920 0.0545 870
2.5 12740 0.0525 670 12740 0.0473 600 12740 0.0420 540 15290 0.0578 880
2.6 12250 0.0555 680 12250 0.0500 610 12250 0.0444 540 14700 0.0611 900
2.7 11800 0.0585 690 11800 0.0527 620 11800 0.0468 550 14150 0.0644 910
2.8 11370 0.0615 700 11370 0.0554 630 11370 0.0492 560 13650 0.0677 920
2.9 10980 0.0645 710 10980 0.0581 640 10980 0.0516 570 13180 0.0710 940
3.0 10620 0.0675 720 10620 0.0608 650 10620 0.0540 570 12740 0.0743 950

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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 CUTTING PARAMETERS

355SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 20-40* 10-20* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0076 70 4780 0.0053 25 12740 0.0072 90 9550 0.0060 58
1.1 8690 0.0084 70 4340 0.0059 26 11580 0.0080 90 8690 0.0067 58
1.2 7960 0.0092 70 3980 0.0065 26 10620 0.0088 90 7960 0.0074 59
1.3 7350 0.0101 70 3670 0.0071 26 9800 0.0096 90 7350 0.0081 59
1.4 6820 0.0109 70 3410 0.0076 26 9100 0.0104 90 6820 0.0087 60
1.5 6370 0.0126 80 3180 0.0088 28 8490 0.0120 100 6370 0.0101 60
1.6 5970 0.0143 90 2990 0.0100 30 7960 0.0136 110 5970 0.0114 70
1.7 5620 0.0160 90 2810 0.0112 31 7490 0.0152 110 5620 0.0128 70
1.8 5310 0.0176 90 2650 0.0123 33 7080 0.0168 120 5310 0.0141 70
1.9 5030 0.0193 100 2510 0.0135 34 6700 0.0184 120 5030 0.0155 80
2.0 4780 0.0210 100 2390 0.0147 35 6370 0.0200 130 4780 0.0168 80
2.1 4550 0.0227 100 2270 0.0159 36 6070 0.0215 130 4550 0.0181 80
2.2 4340 0.0244 110 2170 0.0171 37 5790 0.0231 130 4340 0.0195 80
2.3 4150 0.0260 110 2080 0.0182 38 5540 0.0247 140 4150 0.0208 90
2.4 3980 0.0277 110 1990 0.0194 39 5310 0.0263 140 3980 0.0222 90
2.5 3820 0.0294 110 1910 0.0206 39 5100 0.0279 140 3820 0.0235 90
2.6 3670 0.0311 110 1840 0.0218 40 4900 0.0295 140 3670 0.0249 90
2.7 3540 0.0328 120 1770 0.0229 41 4720 0.0311 150 3540 0.0262 90
2.8 3410 0.0344 120 1710 0.0241 41 4550 0.0327 150 3410 0.0276 90
2.9 3290 0.0361 120 1650 0.0253 42 4390 0.0343 150 3290 0.0289 100
3.0 3180 0.0378 120 1590 0.0265 42 4250 0.0359 150 3180 0.0302 100

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

h stock standard     f non-standard stock     m stock exhaustion

358SUH MINI
3 mm shank, short (8xD), polished flutes, SUH (through coolant)

8XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 9.5 11 50 8 x D 358SUH0100 h

1.10 0/-0.010 3 10.5 12 50 8 x D 358SUH0110 h

1.20 0/-0.010 3 11.4 12.9 50 8 x D 358SUH0120 h

1.30 0/-0.010 3 12.4 13.9 50 8 x D 358SUH0130 h

1.40 0/-0.010 3 13.3 14.8 50 8 x D 358SUH0140 h

1.50 0/-0.010 3 14.3 15.8 50 8 x D 358SUH0150 h

1.60 0/-0.010 3 15.2 16.7 50 8 x D 358SUH0160 h

1.70 0/-0.010 3 16.2 17.7 60 8 x D 358SUH0170 h

1.80 0/-0.010 3 17.1 18.6 60 8 x D 358SUH0180 h

1.90 0/-0.010 3 18.1 19.6 60 8 x D 358SUH0190 h

2.00 0/-0.010 3 19 22 60 8 x D 358SUH0200 h

2.10 0/-0.010 3 20 23.2 60 8 x D 358SUH0210 h

2.20 0/-0.010 3 20.9 24.2 60 8 x D 358SUH0220 h

2.30 0/-0.010 3 21.9 25.4 60 8 x D 358SUH0230 h

2.40 0/-0.010 3 22.8 26.4 60 8 x D 358SUH0240 h

2.50 0/-0.010 3 23.8 27.6 60 8 x D 358SUH0250 h

2.60 0/-0.010 3 24.7 28.6 60 8 x D 358SUH0260 h

2.70 0/-0.010 3 25.7 29.8 60 8 x D 358SUH0270 h

2.80 0/-0.010 3 26.6 30.8 60 8 x D 358SUH0280 h

2.90 0/-0.010 3 27.6 32 60 8 x D 358SUH0290 h

3.00 0/-0.010 3 28.5 33 60 8 x D 358SUH0300 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

358SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0090 170 15920 0.0081 130 12740 0.0072 90 9550 0.0063 60
1.1 17370 0.0100 170 14480 0.0090 130 11580 0.0080 93 8690 0.0070 61
1.2 15920 0.0110 180 13270 0.0099 131 10620 0.0088 93 7960 0.0077 61
1.3 14700 0.0120 180 12250 0.0108 132 9800 0.0096 94 7350 0.0084 62
1.4 13650 0.0130 180 11370 0.0117 133 9100 0.0104 95 6820 0.0091 62
1.5 12740 0.0150 190 10620 0.0135 143 8490 0.0120 102 6370 0.0105 67
1.6 11940 0.0170 200 9950 0.0153 152 7960 0.0136 108 5970 0.0119 71
1.7 11240 0.0190 210 9370 0.0171 160 7490 0.0152 114 5620 0.0133 75
1.8 10620 0.0210 220 8850 0.0189 167 7080 0.0168 119 5310 0.0147 78
1.9 10060 0.0230 230 8380 0.0207 173 6700 0.0184 123 5030 0.0161 81
2.0 9550 0.0250 240 7960 0.0225 179 6370 0.0200 127 4780 0.0175 84
2.1 9100 0.0270 250 7580 0.0243 184 6070 0.0216 131 4550 0.0189 86
2.2 8690 0.0290 250 7240 0.0261 189 5790 0.0232 134 4340 0.0203 88
2.3 8310 0.0310 260 6920 0.0279 193 5540 0.0248 137 4150 0.0217 90
2.4 7960 0.0330 260 6630 0.0297 197 5310 0.0264 140 3980 0.0231 92
2.5 7640 0.0350 270 6370 0.0315 201 5100 0.0280 143 3820 0.0245 94
2.6 7350 0.0370 270 6120 0.0333 204 4900 0.0296 145 3670 0.0259 95
2.7 7080 0.0390 280 5900 0.0351 207 4720 0.0312 147 3540 0.0273 97
2.8 6820 0.0410 280 5690 0.0369 210 4550 0.0328 149 3410 0.0287 98
2.9 6590 0.0430 280 5490 0.0387 212 4390 0.0344 151 3290 0.0301 99
3.0 6370 0.0450 290 5310 0.0405 215 4250 0.0360 153 3180 0.0315 100

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 20-40* 20-30* 20-30* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0068 60 7960 0.0057 46 7960 0.0047 38 6370 0.0041 26
1.1 8690 0.0075 70 7240 0.0064 46 7240 0.0053 38 5790 0.0045 26
1.2 7960 0.0083 70 6630 0.0070 46 6630 0.0058 38 5310 0.0050 26
1.3 7350 0.0090 70 6120 0.0077 47 6120 0.0063 39 4900 0.0054 26
1.4 6820 0.0098 70 5690 0.0083 47 5690 0.0068 39 4550 0.0059 27
1.5 6370 0.0113 70 5310 0.0096 51 5310 0.0079 42 4250 0.0068 29
1.6 5970 0.0128 80 4980 0.0108 54 4980 0.0089 44 3980 0.0077 30
1.7 5620 0.0143 80 4680 0.0121 57 4680 0.0100 47 3750 0.0086 32
1.8 5310 0.0158 80 4420 0.0134 59 4420 0.0110 49 3540 0.0095 33
1.9 5030 0.0173 90 4190 0.0147 60 4190 0.0121 51 3350 0.0104 35
2.0 4780 0.0188 90 3980 0.0159 60 3980 0.0131 52 3180 0.0113 36
2.1 4550 0.0203 90 3790 0.0172 70 3790 0.0142 54 3030 0.0122 37
2.2 4340 0.0218 90 3620 0.0185 70 3620 0.0152 55 2900 0.0131 38
2.3 4150 0.0233 100 3460 0.0198 70 3460 0.0163 56 2770 0.0140 39
2.4 3980 0.0248 100 3320 0.0210 70 3320 0.0173 58 2650 0.0149 39
2.5 3820 0.0263 100 3180 0.0223 70 3180 0.0184 58 2550 0.0158 40
2.6 3670 0.0278 100 3060 0.0236 70 3060 0.0194 59 2450 0.0167 41
2.7 3540 0.0293 100 2950 0.0249 70 2950 0.0205 60 2360 0.0176 41
2.8 3410 0.0308 100 2840 0.0261 70 2840 0.0215 60 2270 0.0185 42
2.9 3290 0.0323 110 2750 0.0274 80 2750 0.0226 60 2200 0.0194 43
3.0 3180 0.0338 110 2650 0.0287 80 2650 0.0236 60 2120 0.0203 43

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

 CUTTING PARAMETERS

358SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0090 170 15920 0.0081 130 12740 0.0072 90 9550 0.0063 60
1.1 17370 0.0100 170 14480 0.0090 130 11580 0.0080 90 8690 0.0070 60
1.2 15920 0.0110 180 13270 0.0099 130 10620 0.0088 90 7960 0.0077 60
1.3 14700 0.0120 180 12250 0.0108 130 9800 0.0096 90 7350 0.0084 60
1.4 13650 0.0130 180 11370 0.0117 130 9100 0.0104 90 6820 0.0091 60
1.5 12740 0.0150 190 10620 0.0135 140 8490 0.0120 100 6370 0.0105 70
1.6 11940 0.0170 200 9950 0.0153 150 7960 0.0136 110 5970 0.0119 70
1.7 11240 0.0190 210 9370 0.0171 160 7490 0.0152 110 5620 0.0133 70
1.8 10620 0.0210 220 8850 0.0189 170 7080 0.0168 120 5310 0.0147 80
1.9 10060 0.0230 230 8380 0.0207 170 6700 0.0184 120 5030 0.0161 80
2.0 9550 0.0250 240 7960 0.0225 180 6370 0.0200 130 4780 0.0175 80
2.1 9100 0.0270 250 7580 0.0243 180 6070 0.0216 130 4550 0.0189 90
2.2 8690 0.0290 250 7240 0.0261 190 5790 0.0232 130 4340 0.0203 90
2.3 8310 0.0310 260 6920 0.0279 190 5540 0.0248 140 4150 0.0217 90
2.4 7960 0.0330 260 6630 0.0297 200 5310 0.0264 140 3980 0.0231 90
2.5 7640 0.0350 270 6370 0.0315 200 5100 0.0280 140 3820 0.0245 90
2.6 7350 0.0370 270 6120 0.0333 200 4900 0.0296 150 3670 0.0259 100
2.7 7080 0.0390 280 5900 0.0351 210 4720 0.0312 150 3540 0.0273 100
2.8 6820 0.0410 280 5690 0.0369 210 4550 0.0328 150 3410 0.0287 100
2.9 6590 0.0430 280 5490 0.0387 210 4390 0.0344 150 3290 0.0301 100
3.0 6370 0.0450 290 5310 0.0405 220 4250 0.0360 150 3180 0.0315 100

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 80-120* 80-120* 80-120* 100-140*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 31850 0.0113 360 31850 0.0101 320 31850 0.0090 290 38220 0.0124 470
1.1 28950 0.0125 360 28950 0.0113 330 28950 0.0100 290 34740 0.0138 480
1.2 26540 0.0138 360 26540 0.0124 330 26540 0.0110 290 31850 0.0151 480
1.3 24500 0.0150 370 24500 0.0135 330 24500 0.0120 290 29400 0.0165 490
1.4 22750 0.0163 370 22750 0.0146 330 22750 0.0130 300 27300 0.0179 490
1.5 21230 0.0188 400 21230 0.0169 360 21230 0.0150 320 25480 0.0206 530
1.6 19900 0.0213 420 19900 0.0191 380 19900 0.0170 340 23890 0.0234 560
1.7 18730 0.0238 440 18730 0.0214 400 18730 0.0190 360 22480 0.0261 590
1.8 17690 0.0263 460 17690 0.0236 420 17690 0.0210 370 21230 0.0289 610
1.9 16760 0.0288 480 16760 0.0259 430 16760 0.0230 390 20110 0.0316 640
2.0 15920 0.0313 500 15920 0.0281 450 15920 0.0250 400 19110 0.0344 660
2.1 15170 0.0338 510 15170 0.0304 460 15170 0.0270 410 18200 0.0371 680
2.2 14480 0.0363 520 14480 0.0326 470 14480 0.0290 420 17370 0.0399 690
2.3 13850 0.0388 540 13850 0.0349 480 13850 0.0310 430 16620 0.0426 710
2.4 13270 0.0413 550 13270 0.0371 490 13270 0.0330 440 15920 0.0454 720
2.5 12740 0.0438 560 12740 0.0394 500 12740 0.0350 450 15290 0.0481 740
2.6 12250 0.0463 570 12250 0.0416 510 12250 0.0370 450 14700 0.0509 750
2.7 11800 0.0488 580 11800 0.0439 520 11800 0.0390 460 14150 0.0536 760
2.8 11370 0.0513 580 11370 0.0461 520 11370 0.0410 470 13650 0.0564 770
2.9 10980 0.0538 590 10980 0.0484 530 10980 0.0430 470 13180 0.0591 780
3.0 10620 0.0563 600 10620 0.0506 540 10620 0.0450 480 12740 0.0619 790

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

6_127-164_TYPHOON_3.indd   146 22/09/17   12:28



TYPHOON - high performance solid carbide drills

147

TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

358SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 20-40* 10-20* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0063 60 4780 0.0044 21 12740 0.0060 80 9550 0.0050 48
1.1 8690 0.0070 60 4340 0.0049 21 11580 0.0067 80 8690 0.0056 49
1.2 7960 0.0077 60 3980 0.0054 21 10620 0.0073 80 7960 0.0062 49
1.3 7350 0.0084 60 3670 0.0059 22 9800 0.0080 80 7350 0.0067 49
1.4 6820 0.0091 60 3410 0.0064 22 9100 0.0086 80 6820 0.0073 50
1.5 6370 0.0105 70 3180 0.0074 23 8490 0.0100 80 6370 0.0084 54
1.6 5970 0.0119 70 2990 0.0083 25 7960 0.0113 90 5970 0.0095 57
1.7 5620 0.0133 70 2810 0.0093 26 7490 0.0126 90 5620 0.0106 60
1.8 5310 0.0147 80 2650 0.0103 27 7080 0.0140 100 5310 0.0118 60
1.9 5030 0.0161 80 2510 0.0113 28 6700 0.0153 100 5030 0.0129 60
2.0 4780 0.0175 80 2390 0.0123 29 6370 0.0166 110 4780 0.0140 70
2.1 4550 0.0189 90 2270 0.0132 30 6070 0.0180 110 4550 0.0151 70
2.2 4340 0.0203 90 2170 0.0142 31 5790 0.0193 110 4340 0.0162 70
2.3 4150 0.0217 90 2080 0.0152 32 5540 0.0206 110 4150 0.0174 70
2.4 3980 0.0231 90 1990 0.0162 32 5310 0.0219 120 3980 0.0185 70
2.5 3820 0.0245 90 1910 0.0172 33 5100 0.0233 120 3820 0.0196 70
2.6 3670 0.0259 100 1840 0.0181 33 4900 0.0246 120 3670 0.0207 80
2.7 3540 0.0273 100 1770 0.0191 34 4720 0.0259 120 3540 0.0218 80
2.8 3410 0.0287 100 1710 0.0201 34 4550 0.0273 120 3410 0.0230 80
2.9 3290 0.0301 100 1650 0.0211 35 4390 0.0286 130 3290 0.0241 80
3.0 3180 0.0315 100 1590 0.0221 35 4250 0.0299 130 3180 0.0252 80

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

h stock standard     f non-standard stock     m stock exhaustion

3512SUH MINI
3 mm shank, short (12xD), polished flutes, SUH (through coolant)

12XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 13.5 15 55 12 x D 3512SUH0100 h

1.10 0/-0.010 3 14.9 16.4 55 12 x D 3512SUH0110 h

1.20 0/-0.010 3 16.2 17.7 55 12 x D 3512SUH0120 h

1.30 0/-0.010 3 17.6 19.1 55 12 x D 3512SUH0130 h

1.40 0/-0.010 3 18.9 20.4 55 12 x D 3512SUH0140 h

1.50 0/-0.010 3 20.3 21.8 55 12 x D 3512SUH0150 h

1.60 0/-0.010 3 21.6 23.1 65 12 x D 3512SUH0160 h

1.70 0/-0.010 3 23 24.5 65 12 x D 3512SUH0170 h

1.80 0/-0.010 3 24.3 25.8 65 12 x D 3512SUH0180 h

1.90 0/-0.010 3 25.7 27.2 65 12 x D 3512SUH0190 h

2.00 0/-0.010 3 27 30 65 12 x D 3512SUH0200 h

2.10 0/-0.010 3 28.4 31.6 65 12 x D 3512SUH0210 h

2.20 0/-0.010 3 29.7 33 65 12 x D 3512SUH0220 h

2.30 0/-0.010 3 31.1 34.6 65 12 x D 3512SUH0230 h

2.40 0/-0.010 3 32.4 36 75 12 x D 3512SUH0240 h

2.50 0/-0.010 3 33.8 37.6 75 12 x D 3512SUH0250 h

2.60 0/-0.010 3 35.1 39 75 12 x D 3512SUH0260 h

2.70 0/-0.010 3 36.5 40.6 75 12 x D 3512SUH0270 h

2.80 0/-0.010 3 37.8 42 75 12 x D 3512SUH0280 h

2.90 0/-0.010 3 39.2 43.6 75 12 x D 3512SUH0290 h

3.00 0/-0.010 3 40.5 45 75 12 x D 3512SUH0300 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3512SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0077 150 15920 0.0069 110 12740 0.0061 80 9550 0.0054 51
1.1 17370 0.0085 150 14480 0.0077 110 11580 0.0068 80 8690 0.0060 52
1.2 15920 0.0094 150 13270 0.0084 110 10620 0.0075 80 7960 0.0065 52
1.3 14700 0.0102 150 12250 0.0092 110 9800 0.0082 80 7350 0.0071 52
1.4 13650 0.0111 150 11370 0.0099 110 9100 0.0088 80 6820 0.0077 53
1.5 12740 0.0128 160 10620 0.0115 120 8490 0.0102 90 6370 0.0089 57
1.6 11940 0.0145 170 9950 0.0130 130 7960 0.0116 90 5970 0.0101 60
1.7 11240 0.0162 180 9370 0.0145 140 7490 0.0129 100 5620 0.0113 60
1.8 10620 0.0179 190 8850 0.0161 140 7080 0.0143 100 5310 0.0125 70
1.9 10060 0.0196 200 8380 0.0176 150 6700 0.0156 100 5030 0.0137 70
2.0 9550 0.0213 200 7960 0.0191 150 6370 0.0170 110 4780 0.0149 70
2.1 9100 0.0230 210 7580 0.0207 160 6070 0.0184 110 4550 0.0161 70
2.2 8690 0.0247 210 7240 0.0222 160 5790 0.0197 110 4340 0.0173 70
2.3 8310 0.0264 220 6920 0.0237 160 5540 0.0211 120 4150 0.0184 80
2.4 7960 0.0281 220 6630 0.0252 170 5310 0.0224 120 3980 0.0196 80
2.5 7640 0.0298 230 6370 0.0268 170 5100 0.0238 120 3820 0.0208 80
2.6 7350 0.0315 230 6120 0.0283 170 4900 0.0252 120 3670 0.0220 80
2.7 7080 0.0332 230 5900 0.0298 180 4720 0.0265 130 3540 0.0232 80
2.8 6820 0.0349 240 5690 0.0314 180 4550 0.0279 130 3410 0.0244 80
2.9 6590 0.0366 240 5490 0.0329 180 4390 0.0292 130 3290 0.0256 80
3.0 6370 0.0383 240 5310 0.0344 180 4250 0.0306 130 3180 0.0268 90

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 20-40* 20-30* 20-30* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0057 55 7960 0.0049 39 7960 0.0040 32 6370 0.0034 22
1.1 8690 0.0064 55 7240 0.0054 39 7240 0.0045 32 5790 0.0038 22
1.2 7960 0.0070 56 6630 0.0060 40 6630 0.0049 33 5310 0.0042 22
1.3 7350 0.0077 56 6120 0.0065 40 6120 0.0054 33 4900 0.0046 22
1.4 6820 0.0083 57 5690 0.0070 40 5690 0.0058 33 4550 0.0050 23
1.5 6370 0.0096 60 5310 0.0081 43 5310 0.0067 36 4250 0.0057 24
1.6 5970 0.0108 60 4980 0.0092 46 4980 0.0076 38 3980 0.0065 26
1.7 5620 0.0121 70 4680 0.0103 48 4680 0.0085 40 3750 0.0073 27
1.8 5310 0.0134 70 4420 0.0114 50 4420 0.0094 41 3540 0.0080 28
1.9 5030 0.0147 70 4190 0.0125 52 4190 0.0103 43 3350 0.0088 29
2.0 4780 0.0159 80 3980 0.0135 54 3980 0.0112 44 3180 0.0096 30
2.1 4550 0.0172 80 3790 0.0146 55 3790 0.0120 46 3030 0.0103 31
2.2 4340 0.0185 80 3620 0.0157 57 3620 0.0129 47 2900 0.0111 32
2.3 4150 0.0198 80 3460 0.0168 58 3460 0.0138 48 2770 0.0119 33
2.4 3980 0.0210 80 3320 0.0179 59 3320 0.0147 49 2650 0.0126 33
2.5 3820 0.0223 90 3180 0.0190 60 3180 0.0156 50 2550 0.0134 34
2.6 3670 0.0236 90 3060 0.0200 60 3060 0.0165 51 2450 0.0142 35
2.7 3540 0.0249 90 2950 0.0211 60 2950 0.0174 51 2360 0.0149 35
2.8 3410 0.0261 90 2840 0.0222 60 2840 0.0183 52 2270 0.0157 36
2.9 3290 0.0274 90 2750 0.0233 60 2750 0.0192 53 2200 0.0164 36
3.0 3180 0.0287 90 2650 0.0244 60 2650 0.0201 53 2120 0.0172 36

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

 CUTTING PARAMETERS

3512SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 50-70* 40-60* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 19110 0.0077 150 15920 0.0069 110 12740 0.0061 80 9550 0.0054 51
1.1 17370 0.0085 150 14480 0.0077 110 11580 0.0068 80 8690 0.0060 52
1.2 15920 0.0094 150 13270 0.0084 110 10620 0.0075 80 7960 0.0065 52
1.3 14700 0.0102 150 12250 0.0092 110 9800 0.0082 80 7350 0.0071 52
1.4 13650 0.0111 150 11370 0.0099 110 9100 0.0088 80 6820 0.0077 53
1.5 12740 0.0128 160 10620 0.0115 120 8490 0.0102 90 6370 0.0089 57
1.6 11940 0.0145 170 9950 0.0130 130 7960 0.0116 90 5970 0.0101 60
1.7 11240 0.0162 180 9370 0.0145 140 7490 0.0129 100 5620 0.0113 60
1.8 10620 0.0179 190 8850 0.0161 140 7080 0.0143 100 5310 0.0125 70
1.9 10060 0.0196 200 8380 0.0176 150 6700 0.0156 100 5030 0.0137 70
2.0 9550 0.0213 200 7960 0.0191 150 6370 0.0170 110 4780 0.0149 70
2.1 9100 0.0230 210 7580 0.0207 160 6070 0.0184 110 4550 0.0161 70
2.2 8690 0.0247 210 7240 0.0222 160 5790 0.0197 110 4340 0.0173 70
2.3 8310 0.0264 220 6920 0.0237 160 5540 0.0211 120 4150 0.0184 80
2.4 7960 0.0281 220 6630 0.0252 170 5310 0.0224 120 3980 0.0196 80
2.5 7640 0.0298 230 6370 0.0268 170 5100 0.0238 120 3820 0.0208 80
2.6 7350 0.0315 230 6120 0.0283 170 4900 0.0252 120 3670 0.0220 80
2.7 7080 0.0332 230 5900 0.0298 180 4720 0.0265 130 3540 0.0232 80
2.8 6820 0.0349 240 5690 0.0314 180 4550 0.0279 130 3410 0.0244 80
2.9 6590 0.0366 240 5490 0.0329 180 4390 0.0292 130 3290 0.0256 80
3.0 6370 0.0383 240 5310 0.0344 180 4250 0.0306 130 3180 0.0268 90

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 80-120* 80-120* 80-120* 100-140*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 31850 0.0096 300 31850 0.0086 270 31850 0.0077 240 38220 0.0105 400
1.1 28950 0.0106 310 28950 0.0096 280 28950 0.0085 250 34740 0.0117 410
1.2 26540 0.0117 310 26540 0.0105 280 26540 0.0094 250 31850 0.0129 410
1.3 24500 0.0128 310 24500 0.0115 280 24500 0.0102 250 29400 0.0140 410
1.4 22750 0.0138 310 22750 0.0124 280 22750 0.0111 250 27300 0.0152 410
1.5 21230 0.0159 340 21230 0.0143 300 21230 0.0128 270 25480 0.0175 450
1.6 19900 0.0181 360 19900 0.0163 320 19900 0.0145 290 23890 0.0199 470
1.7 18730 0.0202 380 18730 0.0182 340 18730 0.0162 300 22480 0.0222 500
1.8 17690 0.0223 390 17690 0.0201 360 17690 0.0179 320 21230 0.0245 520
1.9 16760 0.0244 410 16760 0.0220 370 16760 0.0196 330 20110 0.0269 540
2.0 15920 0.0266 420 15920 0.0239 380 15920 0.0213 340 19110 0.0292 560
2.1 15170 0.0287 440 15170 0.0258 390 15170 0.0230 350 18200 0.0316 570
2.2 14480 0.0308 450 14480 0.0277 400 14480 0.0247 360 17370 0.0339 590
2.3 13850 0.0329 460 13850 0.0296 410 13850 0.0264 360 16620 0.0362 600
2.4 13270 0.0351 470 13270 0.0316 420 13270 0.0281 370 15920 0.0386 610
2.5 12740 0.0372 470 12740 0.0335 430 12740 0.0298 380 15290 0.0409 630
2.6 12250 0.0393 480 12250 0.0354 430 12250 0.0315 390 14700 0.0432 640
2.7 11800 0.0414 490 11800 0.0373 440 11800 0.0332 390 14150 0.0456 640
2.8 11370 0.0436 500 11370 0.0392 450 11370 0.0349 400 13650 0.0479 650
2.9 10980 0.0457 500 10980 0.0411 450 10980 0.0366 400 13180 0.0503 660
3.0 10620 0.0478 510 10620 0.0430 460 10620 0.0383 410 12740 0.0526 670

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

6_127-164_TYPHOON_3.indd   150 22/09/17   12:28



TYPHOON - high performance solid carbide drills
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3512SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 20-40* 10-20* 30-50* 20-40*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 9550 0.0054 51 4780 0.0037 18 12740 0.0051 60 9550 0.0043 41
1.1 8690 0.0060 52 4340 0.0042 18 11580 0.0057 70 8690 0.0048 41
1.2 7960 0.0065 52 3980 0.0046 18 10620 0.0062 70 7960 0.0052 42
1.3 7350 0.0071 52 3670 0.0050 18 9800 0.0068 70 7350 0.0057 42
1.4 6820 0.0077 53 3410 0.0054 18 9100 0.0073 70 6820 0.0062 42
1.5 6370 0.0089 57 3180 0.0062 20 8490 0.0085 70 6370 0.0071 45
1.6 5970 0.0101 60 2990 0.0071 21 7960 0.0096 80 5970 0.0081 48
1.7 5620 0.0113 60 2810 0.0079 22 7490 0.0107 80 5620 0.0090 51
1.8 5310 0.0125 70 2650 0.0087 23 7080 0.0119 80 5310 0.0100 53
1.9 5030 0.0137 70 2510 0.0096 24 6700 0.0130 90 5030 0.0109 55
2.0 4780 0.0149 70 2390 0.0104 25 6370 0.0141 90 4780 0.0119 57
2.1 4550 0.0161 70 2270 0.0112 26 6070 0.0153 90 4550 0.0129 58
2.2 4340 0.0173 70 2170 0.0121 26 5790 0.0164 90 4340 0.0138 60
2.3 4150 0.0184 80 2080 0.0129 27 5540 0.0175 100 4150 0.0148 60
2.4 3980 0.0196 80 1990 0.0137 27 5310 0.0187 100 3980 0.0157 60
2.5 3820 0.0208 80 1910 0.0146 28 5100 0.0198 100 3820 0.0167 60
2.6 3670 0.0220 80 1840 0.0154 28 4900 0.0209 100 3670 0.0176 60
2.7 3540 0.0232 80 1770 0.0162 29 4720 0.0220 100 3540 0.0186 70
2.8 3410 0.0244 80 1710 0.0171 29 4550 0.0232 110 3410 0.0195 70
2.9 3290 0.0256 80 1650 0.0179 30 4390 0.0243 110 3290 0.0205 70
3.0 3180 0.0268 90 1590 0.0187 30 4250 0.0254 110 3180 0.0214 70

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

h stock standard     f non-standard stock     m stock exhaustion

3520SUH MINI
3 mm shank, short (20xD), polished flutes, SUH (through coolant)

20XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 21.5 23 65 20 x D 3520SUH0100 h

1.10 0/-0.010 3 23.7 25.2 65 20 x D 3520SUH0110 f

1.20 0/-0.010 3 25.8 27.3 65 20 x D 3520SUH0120 h

1.30 0/-0.010 3 28 29.5 65 20 x D 3520SUH0130 h

1.40 0/-0.010 3 30.1 31.6 65 20 x D 3520SUH0140 f

1.50 0/-0.010 3 32.3 33.8 75 20 x D 3520SUH0150 h

1.60 0/-0.010 3 34.4 35.9 75 20 x D 3520SUH0160 h

1.70 0/-0.010 3 36.6 38.1 75 20 x D 3520SUH0170 h

1.80 0/-0.010 3 38.7 40.2 75 20 x D 3520SUH0180 h

1.90 0/-0.010 3 40.9 42.4 75 20 x D 3520SUH0190 f

2.00 0/-0.010 3 43 46 82 20 x D 3520SUH0200 h

2.10 0/-0.010 3 45.2 48.4 82 20 x D 3520SUH0210 f

2.20 0/-0.010 3 47.3 50.6 82 20 x D 3520SUH0220 h

2.30 0/-0.010 3 49.5 53 100 20 x D 3520SUH0230 h

2.40 0/-0.010 3 51.6 55.2 100 20 x D 3520SUH0240 f

2.50 0/-0.010 3 53.8 57.6 100 20 x D 3520SUH0250 h

2.60 0/-0.010 3 55.9 59.8 100 20 x D 3520SUH0260 f

2.70 0/-0.010 3 58.1 62.2 100 20 x D 3520SUH0270 f

2.80 0/-0.010 3 60.2 64.4 100 20 x D 3520SUH0280 h

2.90 0/-0.010 3 61.4 65.8 100 20 x D 3520SUH0290 f

3.00 0/-0.010 3 64.5 69 100 20 x D 3520SUH0300 h

6_127-164_TYPHOON_3.indd   152 22/09/17   12:28



TYPHOON - high performance solid carbide drills
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3520SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 45-65* 40-50* 30-40* 20-30*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 17520 0.0063 110 14330 0.0057 80 11150 0.0050 56 7960 0.0044 35
1.1 15920 0.0070 110 13030 0.0063 80 10130 0.0056 57 7240 0.0049 35
1.2 14600 0.0077 110 11940 0.0069 80 9290 0.0062 57 6630 0.0054 36
1.3 13470 0.0084 110 11020 0.0076 80 8570 0.0067 58 6120 0.0059 36
1.4 12510 0.0091 110 10240 0.0082 80 7960 0.0073 58 5690 0.0064 36
1.5 11680 0.0105 120 9550 0.0095 90 7430 0.0084 60 5310 0.0074 39
1.6 10950 0.0119 130 8960 0.0107 100 6970 0.0095 70 4980 0.0083 41
1.7 10300 0.0133 140 8430 0.0120 100 6560 0.0106 70 4680 0.0093 44
1.8 9730 0.0147 140 7960 0.0132 110 6190 0.0118 70 4420 0.0103 45
1.9 9220 0.0161 150 7540 0.0145 110 5870 0.0129 80 4190 0.0113 47
2.0 8760 0.0175 150 7170 0.0158 110 5570 0.0140 80 3980 0.0123 49
2.1 8340 0.0189 160 6820 0.0170 120 5310 0.0151 80 3790 0.0132 50
2.2 7960 0.0203 160 6510 0.0183 120 5070 0.0162 80 3620 0.0142 51
2.3 7620 0.0217 170 6230 0.0195 120 4850 0.0174 80 3460 0.0152 53
2.4 7300 0.0231 170 5970 0.0208 120 4640 0.0185 90 3320 0.0162 54
2.5 7010 0.0245 170 5730 0.0221 130 4460 0.0196 90 3180 0.0172 55
2.6 6740 0.0259 170 5510 0.0233 130 4290 0.0207 90 3060 0.0181 55
2.7 6490 0.0273 180 5310 0.0246 130 4130 0.0218 90 2950 0.0191 56
2.8 6260 0.0287 180 5120 0.0258 130 3980 0.0230 90 2840 0.0201 57
2.9 6040 0.0301 180 4940 0.0271 130 3840 0.0241 90 2750 0.0211 58
3.0 5840 0.0315 180 4780 0.0284 140 3720 0.0252 90 2650 0.0221 58

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 20-30* 15-25* 15-25* 10-20*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 7960 0.0047 38 6370 0.0040 26 6370 0.0033 21 4780 0.0028 14
1.1 7240 0.0053 38 5790 0.0045 26 5790 0.0037 21 4340 0.0032 14
1.2 6630 0.0058 38 5310 0.0049 26 5310 0.0040 21 3980 0.0035 14
1.3 6120 0.0063 39 4900 0.0054 26 4900 0.0044 22 3670 0.0038 14
1.4 5690 0.0068 39 4550 0.0058 26 4550 0.0048 22 3410 0.0041 14
1.5 5310 0.0079 42 4250 0.0067 28 4250 0.0055 23 3180 0.0047 15
1.6 4980 0.0089 44 3980 0.0076 30 3980 0.0062 25 2990 0.0054 16
1.7 4680 0.0100 47 3750 0.0085 32 3750 0.0070 26 2810 0.0060 17
1.8 4420 0.0110 49 3540 0.0094 33 3540 0.0077 27 2650 0.0066 18
1.9 4190 0.0121 51 3350 0.0103 34 3350 0.0085 28 2510 0.0072 18
2.0 3980 0.0131 52 3180 0.0112 35 3180 0.0092 29 2390 0.0079 19
2.1 3790 0.0142 54 3030 0.0120 37 3030 0.0099 30 2270 0.0085 19
2.2 3620 0.0152 55 2900 0.0129 38 2900 0.0107 31 2170 0.0091 20
2.3 3460 0.0163 56 2770 0.0138 38 2770 0.0114 32 2080 0.0098 20
2.4 3320 0.0173 58 2650 0.0147 39 2650 0.0121 32 1990 0.0104 21
2.5 3180 0.0184 58 2550 0.0156 40 2550 0.0129 33 1910 0.0110 21
2.6 3060 0.0194 59 2450 0.0165 40 2450 0.0136 33 1840 0.0117 21
2.7 2950 0.0205 60 2360 0.0174 41 2360 0.0143 34 1770 0.0123 22
2.8 2840 0.0215 60 2270 0.0183 42 2270 0.0151 34 1710 0.0129 22
2.9 2750 0.0226 60 2200 0.0192 42 2200 0.0158 35 1650 0.0135 22
3.0 2650 0.0236 60 2120 0.0201 43 2120 0.0165 35 1590 0.0142 23

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

 CUTTING PARAMETERS

3520SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 45-65* 40-50* 30-40* 20-30*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 17520 0.0063 110 14330 0.0057 80 11150 0.0050 56 7960 0.0044 35
1.1 15920 0.0070 110 13030 0.0063 80 10130 0.0056 57 7240 0.0049 35
1.2 14600 0.0077 110 11940 0.0069 80 9290 0.0062 57 6630 0.0054 36
1.3 13470 0.0084 110 11020 0.0076 80 8570 0.0067 58 6120 0.0059 36
1.4 12510 0.0091 110 10240 0.0082 80 7960 0.0073 58 5690 0.0064 36
1.5 11680 0.0105 120 9550 0.0095 90 7430 0.0084 62 5310 0.0074 39
1.6 10950 0.0119 130 8960 0.0107 100 6970 0.0095 66 4980 0.0083 41
1.7 10300 0.0133 140 8430 0.0120 100 6560 0.0106 70 4680 0.0093 44
1.8 9730 0.0147 140 7960 0.0132 110 6190 0.0118 70 4420 0.0103 45
1.9 9220 0.0161 150 7540 0.0145 110 5870 0.0129 80 4190 0.0113 47
2.0 8760 0.0175 150 7170 0.0158 110 5570 0.0140 80 3980 0.0123 49
2.1 8340 0.0189 160 6820 0.0170 120 5310 0.0151 80 3790 0.0132 50
2.2 7960 0.0203 160 6510 0.0183 120 5070 0.0162 80 3620 0.0142 51
2.3 7620 0.0217 170 6230 0.0195 120 4850 0.0174 80 3460 0.0152 53
2.4 7300 0.0231 170 5970 0.0208 120 4640 0.0185 90 3320 0.0162 54
2.5 7010 0.0245 170 5730 0.0221 130 4460 0.0196 90 3180 0.0172 55
2.6 6740 0.0259 170 5510 0.0233 130 4290 0.0207 90 3060 0.0181 55
2.7 6490 0.0273 180 5310 0.0246 130 4130 0.0218 90 2950 0.0191 56
2.8 6260 0.0287 180 5120 0.0258 130 3980 0.0230 90 2840 0.0201 57
2.9 6040 0.0301 180 4940 0.0271 130 3840 0.0241 90 2750 0.0211 58
3.0 5840 0.0315 180 4780 0.0284 140 3720 0.0252 90 2650 0.0221 58

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 80-100* 80-120* 80-120* 80-120*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 28660 0.0079 230 28660 0.0071 200 28660 0.0063 180 38220 0.0087 330
1.1 26060 0.0088 230 26060 0.0079 210 26060 0.0070 180 34740 0.0096 330
1.2 23890 0.0096 230 23890 0.0087 210 23890 0.0077 180 31850 0.0106 340
1.3 22050 0.0105 230 22050 0.0095 210 22050 0.0084 190 29400 0.0116 340
1.4 20470 0.0114 230 20470 0.0102 210 20470 0.0091 190 27300 0.0125 340
1.5 19110 0.0131 250 19110 0.0118 230 19110 0.0105 200 25480 0.0144 370
1.6 17910 0.0149 270 17910 0.0134 240 17910 0.0119 210 23890 0.0164 390
1.7 16860 0.0166 280 16860 0.0150 250 16860 0.0133 220 22480 0.0183 410
1.8 15920 0.0184 290 15920 0.0165 260 15920 0.0147 230 21230 0.0202 430
1.9 15090 0.0201 300 15090 0.0181 270 15090 0.0161 240 20110 0.0221 450
2.0 14330 0.0219 310 14330 0.0197 280 14330 0.0175 250 19110 0.0241 460
2.1 13650 0.0236 320 13650 0.0213 290 13650 0.0189 260 18200 0.0260 470
2.2 13030 0.0254 330 13030 0.0228 300 13030 0.0203 260 17370 0.0279 480
2.3 12460 0.0271 340 12460 0.0244 300 12460 0.0217 270 16620 0.0298 500
2.4 11940 0.0289 340 11940 0.0260 310 11940 0.0231 280 15920 0.0318 510
2.5 11460 0.0306 350 11460 0.0276 320 11460 0.0245 280 15290 0.0337 520
2.6 11020 0.0324 360 11020 0.0291 320 11020 0.0259 290 14700 0.0356 520
2.7 10620 0.0341 360 10620 0.0307 330 10620 0.0273 290 14150 0.0375 530
2.8 10240 0.0359 370 10240 0.0323 330 10240 0.0287 290 13650 0.0395 540
2.9 9880 0.0376 370 9880 0.0339 330 9880 0.0301 300 13180 0.0414 550
3.0 9550 0.0394 380 9550 0.0354 340 9550 0.0315 300 12740 0.0433 550

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3520SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 20-30* 10-20* 30-40* 20-30*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 7960 0.0044 35 6370 0.0031 20 11150 0.0042 47 7960 0.0035 28
1.1 7240 0.0049 35 5790 0.0034 20 10130 0.0047 47 7240 0.0039 28
1.2 6630 0.0054 36 5310 0.0038 20 9290 0.0051 48 6630 0.0043 29
1.3 6120 0.0059 36 4900 0.0041 20 8570 0.0056 48 6120 0.0047 29
1.4 5690 0.0064 36 4550 0.0045 20 7960 0.0061 48 5690 0.0051 29
1.5 5310 0.0074 39 4250 0.0051 22 7430 0.0070 52 5310 0.0059 31
1.6 4980 0.0083 41 3980 0.0058 23 6970 0.0079 55 4980 0.0067 33
1.7 4680 0.0093 44 3750 0.0065 24 6560 0.0088 58 4680 0.0074 35
1.8 4420 0.0103 45 3540 0.0072 25 6190 0.0098 60 4420 0.0082 36
1.9 4190 0.0113 47 3350 0.0079 26 5870 0.0107 60 4190 0.0090 38
2.0 3980 0.0123 49 3180 0.0086 27 5570 0.0116 60 3980 0.0098 39
2.1 3790 0.0132 50 3030 0.0093 28 5310 0.0126 70 3790 0.0106 40
2.2 3620 0.0142 51 2900 0.0099 29 5070 0.0135 70 3620 0.0114 41
2.3 3460 0.0152 53 2770 0.0106 29 4850 0.0144 70 3460 0.0122 42
2.4 3320 0.0162 54 2650 0.0113 30 4640 0.0154 70 3320 0.0129 43
2.5 3180 0.0172 55 2550 0.0120 31 4460 0.0163 70 3180 0.0137 44
2.6 3060 0.0181 55 2450 0.0127 31 4290 0.0172 70 3060 0.0145 44
2.7 2950 0.0191 56 2360 0.0134 32 4130 0.0182 70 2950 0.0153 45
2.8 2840 0.0201 57 2270 0.0141 32 3980 0.0191 80 2840 0.0161 46
2.9 2750 0.0211 58 2200 0.0147 32 3840 0.0200 80 2750 0.0169 46
3.0 2650 0.0221 58 2120 0.0154 33 3720 0.0209 80 2650 0.0176 47

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

h stock standard     f non-standard stock     m stock exhaustion

3525SUH MINI
3 mm shank, short (25xD), polished flutes, SUH (through coolant)

25XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 26.5 28 70 25 x D 3525SUH0100 h

1.10 0/-0.010 3 29.2 30.7 70 25 x D 3525SUH0110 f

1.20 0/-0.010 3 31.8 33.3 75 25 x D 3525SUH0120 f

1.30 0/-0.010 3 34.5 36 75 25 x D 3525SUH0130 f

1.40 0/-0.010 3 37.1 38.6 75 25 x D 3525SUH0140 f

1.50 0/-0.010 3 39.8 41.3 80 25 x D 3525SUH0150 h

1.60 0/-0.010 3 42.4 43.9 80 25 x D 3525SUH0160 f

1.70 0/-0.010 3 45.1 46.6 80 25 x D 3525SUH0170 f

1.80 0/-0.010 3 47.7 49.2 90 25 x D 3525SUH0180 f

1.90 0/-0.010 3 50.4 51.9 90 25 x D 3525SUH0190 f

2.00 0/-0.010 3 53 56 90 25 x D 3525SUH0200 h

2.10 0/-0.010 3 55.7 58.8 100 25 x D 3525SUH0210 f

2.20 0/-0.010 3 58.3 61.6 100 25 x D 3525SUH0220 f

2.30 0/-0.010 3 61 64.4 100 25 x D 3525SUH0230 f

2.40 0/-0.010 3 63.6 67.2 100 25 x D 3525SUH0240 f

2.50 0/-0.010 3 66.3 70 110 25 x D 3525SUH0250 h

2.60 0/-0.010 3 68.9 72.8 110 25 x D 3525SUH0260 f

2.70 0/-0.010 3 71.6 75.6 110 25 x D 3525SUH0270 f

2.80 0/-0.010 3 74.2 78.4 110 25 x D 3525SUH0280 f

2.90 0/-0.010 3 76.9 81.2 120 25 x D 3525SUH0290 f

3.00 0/-0.010 3 79.5 84 120 25 x D 3525SUH0300 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3525SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 45-55* 35-45* 25-35* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 15920 0.0054 90 12740 0.0049 60 9550 0.0043 41 6370 0.0038 24
1.1 14480 0.0060 90 11580 0.0054 60 8690 0.0048 42 5790 0.0042 24
1.2 13270 0.0066 90 10620 0.0059 60 7960 0.0053 42 5310 0.0046 25
1.3 12250 0.0072 90 9800 0.0065 60 7350 0.0058 42 4900 0.0050 25
1.4 11370 0.0078 90 9100 0.0070 60 6820 0.0062 43 4550 0.0055 25
1.5 10620 0.0090 100 8490 0.0081 70 6370 0.0072 46 4250 0.0063 27
1.6 9950 0.0102 100 7960 0.0092 70 5970 0.0082 49 3980 0.0071 28
1.7 9370 0.0114 110 7490 0.0103 80 5620 0.0091 51 3750 0.0080 30
1.8 8850 0.0126 110 7080 0.0113 80 5310 0.0101 54 3540 0.0088 31
1.9 8380 0.0138 120 6700 0.0124 80 5030 0.0110 56 3350 0.0097 32
2.0 7960 0.0150 120 6370 0.0135 90 4780 0.0120 57 3180 0.0105 33
2.1 7580 0.0162 120 6070 0.0146 90 4550 0.0130 59 3030 0.0113 34
2.2 7240 0.0174 130 5790 0.0157 90 4340 0.0139 60 2900 0.0122 35
2.3 6920 0.0186 130 5540 0.0167 90 4150 0.0149 60 2770 0.0130 36
2.4 6630 0.0198 130 5310 0.0178 90 3980 0.0158 60 2650 0.0139 37
2.5 6370 0.0210 130 5100 0.0189 100 3820 0.0168 60 2550 0.0147 37
2.6 6120 0.0222 140 4900 0.0200 100 3670 0.0178 70 2450 0.0155 38
2.7 5900 0.0234 140 4720 0.0211 100 3540 0.0187 70 2360 0.0164 39
2.8 5690 0.0246 140 4550 0.0221 100 3410 0.0197 70 2270 0.0172 39
2.9 5490 0.0258 140 4390 0.0232 100 3290 0.0206 70 2200 0.0181 40
3.0 5310 0.0270 140 4250 0.0243 100 3180 0.0216 70 2120 0.0189 40

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 15-25* 10-20* 10-20* 8-12*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 6370 0.0041 26 4780 0.0034 16 4780 0.0028 14 3180 0.0024 8
1.1 5790 0.0045 26 4343 0.0038 17 4343 0.0032 14 2895 0.0027 8
1.2 5308 0.0050 26 3981 0.0042 17 3981 0.0035 14 2654 0.0030 8
1.3 4900 0.0054 26 3675 0.0046 17 3675 0.0038 14 2450 0.0032 8
1.4 4550 0.0059 27 3412 0.0050 17 3412 0.0041 14 2275 0.0035 8
1.5 4246 0.0068 29 3185 0.0057 18 3185 0.0047 15 2123 0.0041 9
1.6 3981 0.0077 30 2986 0.0065 19 2986 0.0054 16 1990 0.0046 9
1.7 3747 0.0086 32 2810 0.0073 20 2810 0.0060 17 1873 0.0051 10
1.8 3539 0.0095 33 2654 0.0080 21 2654 0.0066 18 1769 0.0057 10
1.9 3352 0.0104 35 2514 0.0088 22 2514 0.0072 18 1676 0.0062 10
2.0 3185 0.0113 36 2389 0.0096 23 2389 0.0079 19 1592 0.0068 11
2.1 3033 0.0122 37 2275 0.0103 23 2275 0.0085 19 1517 0.0073 11
2.2 2895 0.0131 38 2171 0.0111 24 2171 0.0091 20 1448 0.0078 11
2.3 2769 0.0140 39 2077 0.0119 25 2077 0.0098 20 1385 0.0084 12
2.4 2654 0.0149 39 1990 0.0126 25 1990 0.0104 21 1327 0.0089 12
2.5 2548 0.0158 40 1911 0.0134 26 1911 0.0110 21 1274 0.0095 12
2.6 2450 0.0167 41 1837 0.0142 26 1837 0.0117 21 1225 0.0100 12
2.7 2359 0.0176 41 1769 0.0149 26 1769 0.0123 22 1180 0.0105 12
2.8 2275 0.0185 42 1706 0.0157 27 1706 0.0129 22 1137 0.0111 13
2.9 2196 0.0194 42 1647 0.0164 27 1647 0.0135 22 1098 0.0116 13
3.0 2123 0.0203 43 1592 0.0172 27 1592 0.0142 23 1062 0.0122 13

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

 CUTTING PARAMETERS

3525SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 45-55* 35-45* 25-35* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 15920 0.0054 90 12740 0.0049 60 9550 0.0043 41 6370 0.0038 24
1.1 14480 0.0060 90 11580 0.0054 60 8690 0.0048 42 5790 0.0042 24
1.2 13270 0.0066 90 10620 0.0059 60 7960 0.0053 42 5310 0.0046 25
1.3 12250 0.0072 90 9800 0.0065 60 7350 0.0058 42 4900 0.0050 25
1.4 11370 0.0078 90 9100 0.0070 60 6820 0.0062 43 4550 0.0055 25
1.5 10620 0.0090 100 8490 0.0081 70 6370 0.0072 46 4250 0.0063 27
1.6 9950 0.0102 100 7960 0.0092 70 5970 0.0082 49 3980 0.0071 28
1.7 9370 0.0114 110 7490 0.0103 80 5620 0.0091 51 3750 0.0080 30
1.8 8850 0.0126 110 7080 0.0113 80 5310 0.0101 54 3540 0.0088 31
1.9 8380 0.0138 120 6700 0.0124 80 5030 0.0110 56 3350 0.0097 32
2.0 7960 0.0150 120 6370 0.0135 90 4780 0.0120 57 3180 0.0105 33
2.1 7580 0.0162 120 6070 0.0146 90 4550 0.0130 59 3030 0.0113 34
2.2 7240 0.0174 130 5790 0.0157 90 4340 0.0139 60 2900 0.0122 35
2.3 6920 0.0186 130 5540 0.0167 90 4150 0.0149 60 2770 0.0130 36
2.4 6630 0.0198 130 5310 0.0178 90 3980 0.0158 60 2650 0.0139 37
2.5 6370 0.0210 130 5100 0.0189 100 3820 0.0168 60 2550 0.0147 37
2.6 6120 0.0222 140 4900 0.0200 100 3670 0.0178 70 2450 0.0155 38
2.7 5900 0.0234 140 4720 0.0211 100 3540 0.0187 70 2360 0.0164 39
2.8 5690 0.0246 140 4550 0.0221 100 3410 0.0197 70 2270 0.0172 39
2.9 5490 0.0258 140 4390 0.0232 100 3290 0.0206 70 2200 0.0181 40
3.0 5310 0.0270 140 4250 0.0243 100 3180 0.0216 70 2120 0.0189 40

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 60-80* 60-80* 60-80* 90-110*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 22290 0.0068 150 22290 0.0061 140 22290 0.0054 120 31850 0.0074 240
1.1 20270 0.0075 150 20270 0.0068 140 20270 0.0060 120 28950 0.0083 240
1.2 18580 0.0083 150 18580 0.0074 140 18580 0.0066 120 26540 0.0091 240
1.3 17150 0.0090 150 17150 0.0081 140 17150 0.0072 120 24500 0.0099 240
1.4 15920 0.0098 160 15920 0.0088 140 15920 0.0078 120 22750 0.0107 240
1.5 14860 0.0113 170 14860 0.0101 150 14860 0.0090 130 21230 0.0124 260
1.6 13930 0.0128 180 13930 0.0115 160 13930 0.0102 140 19900 0.0140 280
1.7 13110 0.0143 190 13110 0.0128 170 13110 0.0114 150 18730 0.0157 290
1.8 12380 0.0158 190 12380 0.0142 180 12380 0.0126 160 17690 0.0173 310
1.9 11730 0.0173 200 11730 0.0155 180 11730 0.0138 160 16760 0.0190 320
2.0 11150 0.0188 210 11150 0.0169 190 11150 0.0150 170 15920 0.0206 330
2.1 10620 0.0203 220 10620 0.0182 190 10620 0.0162 170 15170 0.0223 340
2.2 10130 0.0218 220 10130 0.0196 200 10130 0.0174 180 14480 0.0239 350
2.3 9690 0.0233 230 9690 0.0209 200 9690 0.0186 180 13850 0.0256 350
2.4 9290 0.0248 230 9290 0.0223 210 9290 0.0198 180 13270 0.0272 360
2.5 8920 0.0263 230 8920 0.0236 210 8920 0.0210 190 12740 0.0289 370
2.6 8570 0.0278 240 8570 0.0250 210 8570 0.0222 190 12250 0.0305 370
2.7 8260 0.0293 240 8260 0.0263 220 8260 0.0234 190 11800 0.0322 380
2.8 7960 0.0308 240 7960 0.0277 220 7960 0.0246 200 11370 0.0338 380
2.9 7690 0.0323 250 7690 0.0290 220 7690 0.0258 200 10980 0.0355 390
3.0 7430 0.0338 250 7430 0.0304 230 7430 0.0270 200 10620 0.0371 390

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON - high performance solid carbide drills

159

TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3525SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 10-20* 10-20* 25-35* 10-20*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 6370 0.0038 24 4780 0.0026 13 9550 0.0036 34 6370 0.0030 19
1.1 5790 0.0042 24 4340 0.0029 13 8690 0.0040 35 5790 0.0034 19
1.2 5310 0.0046 25 3980 0.0032 13 7960 0.0044 35 5310 0.0037 20
1.3 4900 0.0050 25 3670 0.0035 13 7350 0.0048 35 4900 0.0040 20
1.4 4550 0.0055 25 3410 0.0038 13 6820 0.0052 35 4550 0.0044 20
1.5 4250 0.0063 27 3180 0.0044 14 6370 0.0060 38 4250 0.0050 21
1.6 3980 0.0071 28 2990 0.0050 15 5970 0.0068 40 3980 0.0057 23
1.7 3750 0.0080 30 2810 0.0056 16 5620 0.0076 43 3750 0.0064 24
1.8 3540 0.0088 31 2650 0.0062 16 5310 0.0084 44 3540 0.0071 25
1.9 3350 0.0097 32 2510 0.0068 17 5030 0.0092 46 3350 0.0077 26
2.0 3180 0.0105 33 2390 0.0074 18 4780 0.0100 48 3180 0.0084 27
2.1 3030 0.0113 34 2270 0.0079 18 4550 0.0108 49 3030 0.0091 27
2.2 2900 0.0122 35 2170 0.0085 19 4340 0.0116 50 2900 0.0097 28
2.3 2770 0.0130 36 2080 0.0091 19 4150 0.0124 51 2770 0.0104 29
2.4 2650 0.0139 37 1990 0.0097 19 3980 0.0132 52 2650 0.0111 29
2.5 2550 0.0147 37 1910 0.0103 20 3820 0.0140 53 2550 0.0118 30
2.6 2450 0.0155 38 1840 0.0109 20 3670 0.0148 54 2450 0.0124 30
2.7 2360 0.0164 39 1770 0.0115 20 3540 0.0156 55 2360 0.0131 31
2.8 2270 0.0172 39 1710 0.0121 21 3410 0.0164 56 2270 0.0138 31
2.9 2200 0.0181 40 1650 0.0126 21 3290 0.0172 56 2200 0.0144 32
3.0 2120 0.0189 40 1590 0.0132 21 3180 0.0180 57 2120 0.0151 32

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

h stock standard     f non-standard stock     m stock exhaustion

3530SUH MINI
3 mm shank, short (30xD), polished flutes, SUH (through coolant)

30XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

D(h7) D Tol. d(h6) l l1 L drilling length EDP No. Stock

1.00 0/-0.010 3 31.5 33 75 30 x D 3530SUH0100 h

1.10 0/-0.010 3 34.7 36.2 75 30 x D 3530SUH0110 f

1.20 0/-0.010 3 37.8 39.3 75 30 x D 3530SUH0120 f

1.30 0/-0.010 3 41 42.5 85 30 x D 3530SUH0130 f

1.40 0/-0.010 3 44.1 45.6 85 30 x D 3530SUH0140 f

1.50 0/-0.010 3 47.3 48.8 85 30 x D 3530SUH0150 h

1.60 0/-0.010 3 50.4 51.9 90 30 x D 3530SUH0160 f

1.70 0/-0.010 3 53.6 55.1 90 30 x D 3530SUH0170 f

1.80 0/-0.010 3 56.7 58.2 100 30 x D 3530SUH0180 f

1.90 0/-0.010 3 59.9 61.4 100 30 x D 3530SUH0190 f

2.00 0/-0.010 3 63 66 100 30 x D 3530SUH0200 h

2.10 0/-0.010 3 66.2 69.3 110 30 x D 3530SUH0210 f

2.20 0/-0.010 3 69.3 72.6 110 30 x D 3530SUH0220 f

2.30 0/-0.010 3 72.5 75.9 110 30 x D 3530SUH0230 f

2.40 0/-0.010 3 75.6 79.2 120 30 x D 3530SUH0240 f

2.50 0/-0.010 3 78.8 82.5 120 30 x D 3530SUH0250 h

2.60 0/-0.010 3 81.9 85.8 120 30 x D 3530SUH0260 f

2.70 0/-0.010 3 85.1 89.1 130 30 x D 3530SUH0270 f

2.80 0/-0.010 3 88.2 92.4 130 30 x D 3530SUH0280 f

2.90 0/-0.010 3 91.4 95.7 130 30 x D 3530SUH0290 f

3.00 0/-0.010 3 94.5 99 130 30 x D 3530SUH0300 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3530SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 45-55* 35-45* 25-35* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 15920 0.0050 80 12740 0.0045 57 9550 0.0040 38 6370 0.0035 22
1.1 14480 0.0055 80 11580 0.0050 57 8690 0.0044 38 5790 0.0039 22
1.2 13270 0.0061 80 10620 0.0054 58 7960 0.0048 39 5310 0.0042 22
1.3 12250 0.0066 80 9800 0.0059 58 7350 0.0053 39 4900 0.0046 23
1.4 11370 0.0072 80 9100 0.0064 59 6820 0.0057 39 4550 0.0050 23
1.5 10620 0.0083 90 8490 0.0074 60 6370 0.0066 42 4250 0.0058 25
1.6 9950 0.0094 90 7960 0.0084 70 5970 0.0075 45 3980 0.0065 26
1.7 9370 0.0105 100 7490 0.0094 70 5620 0.0084 47 3750 0.0073 27
1.8 8850 0.0116 100 7080 0.0104 70 5310 0.0092 49 3540 0.0081 29
1.9 8380 0.0127 110 6700 0.0114 80 5030 0.0101 51 3350 0.0089 30
2.0 7960 0.0138 110 6370 0.0124 80 4780 0.0110 53 3180 0.0096 31
2.1 7580 0.0149 110 6070 0.0134 80 4550 0.0119 54 3030 0.0104 31
2.2 7240 0.0160 120 5790 0.0144 80 4340 0.0128 55 2900 0.0112 32
2.3 6920 0.0171 120 5540 0.0153 90 4150 0.0136 57 2770 0.0119 33
2.4 6630 0.0182 120 5310 0.0163 90 3980 0.0145 58 2650 0.0127 34
2.5 6370 0.0193 120 5100 0.0173 90 3820 0.0154 59 2550 0.0135 34
2.6 6120 0.0204 120 4900 0.0183 90 3670 0.0163 60 2450 0.0142 35
2.7 5900 0.0215 130 4720 0.0193 90 3540 0.0172 60 2360 0.0150 35
2.8 5690 0.0226 130 4550 0.0203 90 3410 0.0180 60 2270 0.0158 36
2.9 5490 0.0237 130 4390 0.0213 90 3290 0.0189 60 2200 0.0166 36
3.0 5310 0.0248 130 4250 0.0223 90 3180 0.0198 60 2120 0.0173 37

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 15-25* 10-20* 10-20* 8-12*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 6370 0.0037 24 4780 0.0032 15 4780 0.0026 12 3180 0.0022 7
1.1 5790 0.0041 24 4343 0.0035 15 4343 0.0029 13 2895 0.0025 7
1.2 5308 0.0045 24 3981 0.0039 15 3981 0.0032 13 2654 0.0027 7
1.3 4900 0.0050 24 3675 0.0042 15 3675 0.0035 13 2450 0.0030 7
1.4 4550 0.0054 24 3412 0.0046 16 3412 0.0038 13 2275 0.0032 7
1.5 4246 0.0062 26 3185 0.0053 17 3185 0.0043 14 2123 0.0037 8
1.6 3981 0.0070 28 2986 0.0060 18 2986 0.0049 15 1990 0.0042 8
1.7 3747 0.0078 29 2810 0.0067 19 2810 0.0055 15 1873 0.0047 9
1.8 3539 0.0087 31 2654 0.0074 20 2654 0.0061 16 1769 0.0052 9
1.9 3352 0.0095 32 2514 0.0081 20 2514 0.0066 17 1676 0.0057 10
2.0 3185 0.0103 33 2389 0.0088 21 2389 0.0072 17 1592 0.0062 10
2.1 3033 0.0111 34 2275 0.0095 22 2275 0.0078 18 1517 0.0067 10
2.2 2895 0.0120 35 2171 0.0102 22 2171 0.0084 18 1448 0.0072 10
2.3 2769 0.0128 35 2077 0.0109 23 2077 0.0090 19 1385 0.0077 11
2.4 2654 0.0136 36 1990 0.0116 23 1990 0.0095 19 1327 0.0082 11
2.5 2548 0.0144 37 1911 0.0123 23 1911 0.0101 19 1274 0.0087 11
2.6 2450 0.0153 37 1837 0.0130 24 1837 0.0107 20 1225 0.0092 11
2.7 2359 0.0161 38 1769 0.0137 24 1769 0.0113 20 1180 0.0097 11
2.8 2275 0.0169 38 1706 0.0144 25 1706 0.0118 20 1137 0.0101 12
2.9 2196 0.0177 39 1647 0.0151 25 1647 0.0124 20 1098 0.0106 12
3.0 2123 0.0186 39 1592 0.0158 25 1592 0.0130 21 1062 0.0111 12

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON

SUH MINI

 CUTTING PARAMETERS

3530SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 45-55* 35-45* 25-35* 15-25*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 15920 0.0050 80 12740 0.0045 57 9550 0.0040 38 6370 0.0035 22
1.1 14480 0.0055 80 11580 0.0050 57 8690 0.0044 38 5790 0.0039 22
1.2 13270 0.0061 80 10620 0.0054 58 7960 0.0048 39 5310 0.0042 22
1.3 12250 0.0066 80 9800 0.0059 58 7350 0.0053 39 4900 0.0046 23
1.4 11370 0.0072 80 9100 0.0064 59 6820 0.0057 39 4550 0.0050 23
1.5 10620 0.0083 90 8490 0.0074 60 6370 0.0066 42 4250 0.0058 25
1.6 9950 0.0094 90 7960 0.0084 70 5970 0.0075 45 3980 0.0065 26
1.7 9370 0.0105 100 7490 0.0094 70 5620 0.0084 47 3750 0.0073 27
1.8 8850 0.0116 100 7080 0.0104 70 5310 0.0092 49 3540 0.0081 29
1.9 8380 0.0127 110 6700 0.0114 80 5030 0.0101 51 3350 0.0089 30
2.0 7960 0.0138 110 6370 0.0124 80 4780 0.0110 53 3180 0.0096 31
2.1 7580 0.0149 110 6070 0.0134 80 4550 0.0119 54 3030 0.0104 31
2.2 7240 0.0160 120 5790 0.0144 80 4340 0.0128 55 2900 0.0112 32
2.3 6920 0.0171 120 5540 0.0153 90 4150 0.0136 57 2770 0.0119 33
2.4 6630 0.0182 120 5310 0.0163 90 3980 0.0145 58 2650 0.0127 34
2.5 6370 0.0193 120 5100 0.0173 90 3820 0.0154 59 2550 0.0135 34
2.6 6120 0.0204 120 4900 0.0183 90 3670 0.0163 60 2450 0.0142 35
2.7 5900 0.0215 130 4720 0.0193 90 3540 0.0172 61 2360 0.0150 35
2.8 5690 0.0226 130 4550 0.0203 90 3410 0.0180 62 2270 0.0158 36
2.9 5490 0.0237 130 4390 0.0213 90 3290 0.0189 62 2200 0.0166 36
3.0 5310 0.0248 130 4250 0.0223 90 3180 0.0198 63 2120 0.0173 37

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 60-80* 60-80* 60-80* 90-110*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 22290 0.0062 140 22290 0.0056 120 22290 0.0050 110 31850 0.0068 220
1.1 20270 0.0069 140 20270 0.0062 130 20270 0.0055 110 28950 0.0076 220
1.2 18580 0.0076 140 18580 0.0068 130 18580 0.0061 110 26540 0.0083 220
1.3 17150 0.0083 140 17150 0.0074 130 17150 0.0066 110 24500 0.0091 220
1.4 15920 0.0089 140 15920 0.0080 130 15920 0.0072 110 22750 0.0098 220
1.5 14860 0.0103 150 14860 0.0093 140 14860 0.0083 120 21230 0.0113 240
1.6 13930 0.0117 160 13930 0.0105 150 13930 0.0094 130 19900 0.0129 260
1.7 13110 0.0131 170 13110 0.0118 150 13110 0.0105 140 18730 0.0144 270
1.8 12380 0.0144 180 12380 0.0130 160 12380 0.0116 140 17690 0.0159 280
1.9 11730 0.0158 190 11730 0.0142 170 11730 0.0127 150 16760 0.0174 290
2.0 11150 0.0172 190 11150 0.0155 170 11150 0.0138 150 15920 0.0189 300
2.1 10620 0.0186 200 10620 0.0167 180 10620 0.0149 160 15170 0.0204 310
2.2 10130 0.0199 200 10130 0.0179 180 10130 0.0160 160 14480 0.0219 320
2.3 9690 0.0213 210 9690 0.0192 190 9690 0.0171 170 13850 0.0234 320
2.4 9290 0.0227 210 9290 0.0204 190 9290 0.0182 170 13270 0.0250 330
2.5 8920 0.0241 210 8920 0.0217 190 8920 0.0193 170 12740 0.0265 340
2.6 8570 0.0254 220 8570 0.0229 200 8570 0.0204 170 12250 0.0280 340
2.7 8260 0.0268 220 8260 0.0241 200 8260 0.0215 180 11800 0.0295 350
2.8 7960 0.0282 220 7960 0.0254 200 7960 0.0226 180 11370 0.0310 350
2.9 7690 0.0296 230 7690 0.0266 200 7690 0.0237 180 10980 0.0325 360
3.0 7430 0.0309 230 7430 0.0278 210 7430 0.0248 180 10620 0.0340 360

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
SUH MINI

 CUTTING PARAMETERS

3530SUH MINI

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 10-20* 10-20* 25-35* 10-20*

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

1.0 6370 0.0035 22 4780 0.0024 12 9550 0.0033 31 6370 0.0028 18
1.1 5790 0.0039 22 4340 0.0027 12 8690 0.0037 32 5790 0.0031 18
1.2 5310 0.0042 22 3980 0.0030 12 7960 0.0040 32 5310 0.0034 18
1.3 4900 0.0046 23 3670 0.0032 12 7350 0.0044 32 4900 0.0037 18
1.4 4550 0.0050 23 3410 0.0035 12 6820 0.0048 32 4550 0.0040 18
1.5 4250 0.0058 25 3180 0.0040 13 6370 0.0055 35 4250 0.0046 20
1.6 3980 0.0065 26 2990 0.0046 14 5970 0.0062 37 3980 0.0052 21
1.7 3750 0.0073 27 2810 0.0051 14 5620 0.0069 39 3750 0.0059 22
1.8 3540 0.0081 29 2650 0.0057 15 5310 0.0077 41 3540 0.0065 23
1.9 3350 0.0089 30 2510 0.0062 16 5030 0.0084 42 3350 0.0071 24
2.0 3180 0.0096 31 2390 0.0067 16 4780 0.0091 44 3180 0.0077 24
2.1 3030 0.0104 31 2270 0.0073 17 4550 0.0099 45 3030 0.0083 25
2.2 2900 0.0112 32 2170 0.0078 17 4340 0.0106 46 2900 0.0089 26
2.3 2770 0.0119 33 2080 0.0084 17 4150 0.0113 47 2770 0.0095 26
2.4 2650 0.0127 34 1990 0.0089 18 3980 0.0121 48 2650 0.0102 27
2.5 2550 0.0135 34 1910 0.0094 18 3820 0.0128 49 2550 0.0108 27
2.6 2450 0.0142 35 1840 0.0100 18 3670 0.0135 50 2450 0.0114 28
2.7 2360 0.0150 35 1770 0.0105 19 3540 0.0143 50 2360 0.0120 28
2.8 2270 0.0158 36 1710 0.0110 19 3410 0.0150 51 2270 0.0126 29
2.9 2200 0.0166 36 1650 0.0116 19 3290 0.0157 52 2200 0.0132 29
3.0 2120 0.0173 37 1590 0.0121 19 3180 0.0165 52 2120 0.0139 29

*if the machine tool or the equipment wouldn’t allow to reach the requested rpm, please use the max. available rpm recalculating the Vf value 
(Vf=n available x fn)
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

TYPHOON HL
HIGH PERFORMANCE - LONG AND EXTRA-LONG

 The Typhoon HL long and extra-long drills are the tool of 
choice for deep holes on ISO P, M, K, N, S.

 La gamma Typhoon HL di punte lunghe ed extra-lunghe è 
progettata per la foratura di materiali ISO P, M, K, N, S.

 Die Produktlinie Typhoon HL mit langen und extra-langen 
Bohrern wurde für das Bohren der Materialien ISO P, M, K, N, 
S entwickelt.

 La gamme Typhoon HL de forets longs et extra longs est 
conçue pour le perçage de matériaux ISO P, M, K, N, S.

 La gama Typhoon HL de brocas largas y extra-largas está 
diseñada para el taladro de materiales ISO P, M, K, N, S.

 Серия Typhoon HL длинных и супердлинных свёрл 
предназначена для сверления отверстий в материалах по 
ISO P, M, K, N, S.
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INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

TYPHOON HL  HIGH PERFORMANCE - LONG AND EXTRA-LONG

 
- Suitable for deep and extra-deep drilling 
on ISO P, M, K, N, S materials
- Drill geometry: 4 margin lands for accurate 
and straight deep holes. Very stable and 
reliable even in case of work-pieces with 
slant exit holes and cross holes
- Chip pocket: highly polished to prevent 
welding and to improve the chip ejection
- Substrate and coating: specifically selected 
for high wear resistance, long and reliable 
life
- Drilling process: no steps for reliable and 
faster process
- Addressable industries: automotive, 
hydraulic component, mould and die, 
energy, general engineering
- Available from Ø3.1*mm to Ø10 mm
- Different cutting length types, from long 
(12xD) to extra-long (30xD).

  
- Forets conçus pour le perçage profond de 
matériaux ISO P, M, K, N, S 
- Géométrie de l’arête : « 4 listels » pour 
l’exécution de trous profonds précis 
et droits
- Elle garantit stabilité et fiabilité même en 
présence de trous avec sortie inclinée ou de 
trous croisés
- Finition des goujoures : polie pour 
réduire le problème du collage et faciliter 
l’évacuation des copeaux 
- Substrat et revêtement : spécifiques pour 
garantir durée et fiabilité 
- Processus de perçage : le perçage sans 
step garantit un processus fiable et rapide 
- Secteurs industriels : automotive, 
oléohydraulique, moules, énergie, 
mécanique générale 
- Disponibles du Ø3.1*mm au Ø10 mm 
- Différents types de longueur, de la 
longueur 12xD aux extra-longues 30xD

  
- Punte progettate per la foratura profonda 
di materiali ISO P, M, K, N, S
- Geometria del tagliente: 4 Margini per 
esecuzione di fori profondi precisi e 
rettilinei. Garantisce stabilità e affidabilità 
anche nel caso di fori con uscita inclinata o 
fori intersecanti
- Finitura gole: lappate per ridurre il 
problema dell’incollaggio e facilitare 
l’evacuazione dei trucioli  
- Substrato e rivestimento: specifici per 
garantire durata e affidabilità 
- Processo di foratura: la foratura senza step 
garantisce un processo affidabile e veloce
- Settori industriali: automotive, 
oleodinamica, stampi, energia, meccanica 
generale
- Disponibili dal Ø3.1*mm fino a Ø10 mm
- Differenti tipi di lunghezza, dalle lunghe 
(12xD) alle extra-lunghe (30xD)

  
- Brocas proyectadas para el taladro 
profundo de materiales ISO P, M, K, N, S
 - Geometría del filo: 4 Márgenes para 
el mecanizado  de agujeros profundos, 
precisos y rectilíneos. Garantiza estabilidad 
y fiabilidad incluso en caso de agujeros con 
salida inclinada o agujeros que se cruzan
 - Acabado ranuras: lapeadas para reducir 
el problema del encolado y facilitar la 
evacuación de las virutas 
 - Sustrato y revestimiento: específicos para 
garantizar duración y fiabilidad 
 - Proceso de taladro: el taladro sin step 
garantiza un proceso fiable y rápido
 - Sectores industriales: automoción, 
oleodinámico, moldes, energía, mecánica 
general
 - Disponibles de Ø3.1*mm hasta Ø10 mm
 - Diferentes tipos de longitud, desde las 
largas (12XD) hasta las extra-largas (30XD)

1

2

3
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- Für das tiefe Bohren der Materialien ISO P, 
M, K, N, S entwickelte Bohrer
- Schneidkantengeometrie: 4 Fasen für 
die Herstellung von präzisen und geraden 
Tiefbohrungen. Zur Gewährleistung von 
Stabilität und Zuverlässigkeit, auch bei 
Bohrungen mit geneigtem Ausgang oder 
sich kreuzenden Bohrungen
- Schlichtbearbeitung der Nuten: geläppt, 
um Probleme durch Verkleben zu 
reduzieren und um die Späneabführung zu 
erleichtern 
- Trägermaterial und Beschichtung: speziell 
zur Gewährleistung von Standzeit und 
Zuverlässigkeit 
- Bohrverfahren: das stufenlose Bohren 
gewährleistet ein zuverlässiges und rasches 
Verfahren
- Industriesektoren: Automobilindustrie, 
Ölhydraulik, Formpressen, Energie, 
allgemeine Mechanik
- Erhältlich von Ø3.1*mm bis Ø10 mm
- Verschiedene Längen, von lang (12XD) bis 
extra-lang (30XD)

  
- Свёрла предназначены для сверления 
глубоких отверстий в материалах по 
ISO P, M, K, N, S
- Геометрия с 4 режущими кромками для 
выполнения точных и прямолинейных 
отверстий. Гарантирует стабильность и 
надёжность, даже, в случае обработки 
отверстий с выходом в наклонную 
плоскость или взаимопересекающихся 
отверстий
- Отполированные стружечные канавки: 
уменьшают вероятность приваривания 
стружки и облегчают ее вывод
- Специальное покрытие для повышения 
стойкости инструмента
- Процесс сверления отверстий: 
сверление без ступенчатых отходов, 
гарантирующее производительность
- Промышленные отрасли: 
автомобилестроение, детали 
гидравлики, пресс-формы, энергетика, 
общее машиностроение
- Доступны диаметром от Ø3.1*мм до 
Ø10 мм
- Различные длины: от длинных (12XD) до 
супердлинных (30XD)

1

2

3
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* < Ø3.1 = SUH MINI
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TYPHOON HL  HIGH PERFORMANCE - LONG AND EXTRA-LONG

 
MACHINING OF DEEP HOLES 
PERPENDICULAR TO THE SURFACE

  
ESECUZIONE FORI PROFONDI 
ORTOGONALI ALLA SUPERFICIE

  
HERSTELLUNG TIEFER RECHTWINKLIGER 
BOHRUNGEN

  
EXÉCUTION DE TROUS PROFONDS 
ORTHOGONAUX À LA SURFACE

  
MECANIZADO DE AGUJEROS PROFUNDOS 
PERPENDICULARES A LA SUPERFÍCIE

  
СВЕРЛЕНИЕ ГЛУБОКИХ ОТВЕРСТИЙ ПЕРПЕНДИКУЛЯРНО 
ОБРАБАТЫВАЕМОЙ ПОВЕХНОСТИ

STEP 1

 
As pilot drill (1xD,1.5xD), please use 
353HTA or 353HPU with head angle 140° 
(HL=135°) and m7 tolerance (HL=h7).

  
Utiliser un foret 353HTA ou 353HPU avec 
un angle en bout de 140° (HL=135°) et une 
tolérance m7 (HL=h7), pour effectuer un 
trou pilote (1xD÷1.5xD) très précis.

  
Utilizzare una punta 353HTA o 353HPU 
con angolo in testa di 140° (HL=135°) e 
tolleranza m7 (HL=h7), per eseguire un foro 
pilota (1xD÷1.5xD) molto preciso.

  
Utilice una broca 353HTA o 353HPU 
con ángulo punta de 140° (HL=135°) y 
tolerancia m7 (HL=h7), para realizar un 
agujero piloto (1xD÷1,5xD) muy preciso.

  
Einen Bohrer 353HTA oder 353HPU 
mit einem Spitzenwinkel von 140° 
(HL=135°) und Toleranz m7 (HL=h7) für 
die Herstellung einer äußerst präzisen 
Richtbohrung (1xD÷1.5xD) verwenden.

  
Для пилотного отверстия (1xD÷1.5xD) 
используйте сверло 353HTA или 353HPU 
с углом при вершине 140° (HL=135°) и 
допуском на диаметр m7 (HL=h7).

STEP 2

  
With coolant feed OFF, enter the pilot 
hole with HL drill at Vc=20 m/min and 
fn=0.3 mm/rev. Position the HL drill at 1 mm 
from the end of the pilot hole, then start 
supplying the coolant and start drilling.

  
Sans actionner la lubrification interne, entrer 
avec le foret long série HL à l’intérieur du 
trou. Vc=20 m/min, fn=0.3 mm/rév. Placer 
le foret HL jusqu’à 1 mm du fond du trou 
pilote. Actionner la lubrification interne à 
haute pression et commencer le perçage.

  
Senza azionare il refrigerante interno, 
entrare con la punta lunga serie HL 
all’interno del foro. Vc=20 m/min, 
fn=0.3 mm/rev. Posizionare la punta HL sino 
a 1 mm dal fondo del foro pilota. Azionare 
il refrigerante interno ad alta pressione e 
cominciare la foratura.

  
Sin accionar el refrigerante interno, entre 
con la broca larga de la serie HL dentro del 
agujero. Vc=20 m/min, fn=0.3 mm/rev.
Posicione la punta HL hasta 1 mm del fondo 
del agujero piloto. Accione el refrigerante 
interno a alta presión y comience el taladro.

  
Ohne Aktivierung der internen Kühlung, 
einen langen Bohrer der Serie HL in 
die Bohrung einführen. Vc=20 m/min, 
fn=0.3 mm/U den Bohrer HL bis 1 mm 
vom Ende der Richtbohrung ansetzen. Die 
interne Kühlung mit Hochdruck aktivieren 
und mit der Bohrung beginnen.

  
Без включения СОЖ, введите длинное 
сверло серии HL внутрь пилотного 
отверстия с режимами Vc=20 м/мин и 
fn=0.3 мм/об. Спозиционируйте сверло 
HL на расстоянии 1 мм от дна отверстия. 
Включите подачу СОЖ и начните 
сверление.

1D÷1.5D

1.0mm
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STEP 3

 
Make continue drilling operation without 
steps for chip ejection.
In case of through holes, reduce the feed by 
30% before the hole exit (approx. 1 mm).
Stop the coolant feed.

  
Percer sans step pour l'évacuation des 
copeaux.
En présence de trous débouchants, 
1 mm avant d’avoir terminé le trou, 
réduire l’avancement du 30 %. Arrêter la 
lubrification.

  
Forare senza step per scarico trucioli.
Nel caso di fori passanti, 1 mm prima di aver 
completato il foro, ridurre l’avanzamento 
del 30%.
Fermare il refrigerante.

  
Taladre sin step para la descarga de virutas.
En el caso de agujeros pasantes, 1 mm 
antes de haber completado el agujero, 
reduzca el avance un 30%. Pare el 
refrigerante.

  
Für die Späneabführung Stufenlos bohren.
Bei Durchgangsbohrungen 1 mm vor 
Fertigstellung der Bohrung den Vorschub 
um 30% reduzieren. Die Kühlung 
deaktivieren.

  
Сверлите без остановок и выводов 
инструмента.
В случае обработки сквозного отверстия, 
снизьте подачу на 30%, за 1 мм до 
выхода. Отключите подачу СОЖ.

STEP 4

 
Withdraw the drill using max rpm and 
double fn, until 2xD from the hole entrance.

  
Retirer le foret en utilisant le maximum 
de tours disponibles et le double de 
l’avancement conseillé jusqu’à une 
profondeur 2xD.

  
Ritirare la punta utilizzando il massimo dei 
giri disponibili e il doppio dell’avanzamento 
consigliato sino ad una profondità 2xD.

  
Retire la broca utilizando el máximo de 
rpm disponibles y el doble del avance 
aconsejado hasta una profundidad 2xD.

  
Den Bohrer zurückziehen, dabei die 
maximal verfügbare Drehzahl und den 
doppelten Wert des empfohlenen 
Vorschubs bis zu einer Tiefe 2xD einsetzen.

  
Выньте сверло до уровня 2хD, используя 
максимальную частоту вращения и 
двойную подачу.

STEP 5

 
Completing the exit from the hole by using 
slow and constant speed.

  
Terminer la dernière partie du perçage avec 
une vitesse réduite et constante.

  
Completare l’ultimo tratto di arretramento 
con velocità ridotta e costante.

  
Complete el último tramo de retroceso con 
velocidad reducida y constante.

  
Den letzten Abschnitt beim Zurückziehen 
mit reduzierter und konstanter 
Geschwindigkeit fertigstellen.

  
Полностью выньте сверло на заниженных 
режимах.

2D÷2.5D
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MACHINING OF DEEP HOLES  ON 
SLANTED OR IRREGULAR SURFACES

  
ESECUZIONE FORI PROFONDI SU 
SUPERFICI IRREGOLARI O OBLIQUE

  
HERSTELLUNG TIEFER BOHRUNGEN AUF 
SCHRÄGEN ODER UNREGELMÄSSIGEN 
OBERFLÄCHEN

  
EXÉCUTION DE TROUS PROFONDS SUR DES 
SURFACES IRRÉGULIÈRES OU OBLIQUES

  
MECANIZADO DE AGUJEROS 
PROFUNDOS SOBRE SUPERFÍCIES 
IRREGULARES U OBLICUAS

  
ОБРАБОТКА ГЛУБОКИХ ОТВЕРСТИЙ 
НА НАКЛОННЫХ ИЛИ НЕРОВНЫХ 
ПЛОСКОСТЯХ

STEP 1

 
Prepare a flat surface of the same size as the 
drilling diameter.

  
Réaliser une surface plane en utilisant 
une fraise avec une arête frontale. Le plan 
réalisé doit avoir les mêmes dimensions que 
le diamètre de perçage profond.

  
Realizzare una superficie piana utilizzando 
una fresa con tagliente frontale. Il piano 
realizzato deve avere le stesse dimensioni 
del diametro di foratura profonda.

  
Realizar una superficie plana usando una 
fresa con filo frontal. El plano realizado tiene 
que tener las mismas dimensiones que el 
diámetro de taladro profundo.

  
Eine ebene Oberfläche, durch einen Fräser 
mit stirnseitiger Schneidkante, herstellen. 
Die hergestellte Oberfläche muss dieselben 
Abmessungen des Durchmessers der tiefen 
Bohrung aufweisen.

  
Подготовьте ровную поверхность 
с помощью концевой фрезы. Эта 
поверхность должна быть того же 
размера, что и диаметр будущего 
глубокого отверстия.

STEP 2

  
As pilot drill (1xD,1.5xD), please use 
353HTA or 353HPU with head angle 140° 
(HL=135°) and m7 tolerance (HL=h7).

  
Utiliser un foret 353HTA ou 353HPU avec 
un angle en bout de 140° (HL=135°) et une 
tolérance m7 (HL=h7), pour effectuer un 
trou pilote (1xD÷1.5xD) très précis.

  
Utilizzare una punta 353HTA o 353HPU 
con angolo in testa di 140° (HL=135°) e 
tolleranza m7 (HL=h7), per eseguire un foro 
pilota (1xD÷1.5xD) molto preciso.

  
Utilice una broca 353HTA o 353HPU 
con ángulo punta de 140° (HL=135°) y 
tolerancia m7 (HL=h7), para realizar un 
agujero piloto (1xD÷1,5xD) muy preciso.

  
Einen Bohrer 353HTA oder 353HPU 
mit einem Spitzenwinkel von 140° 
(HL=135°) und Toleranz m7 (HL=h7) für 
die Herstellung einer äußerst präzisen 
Richtbohrung (1xD÷1.5xD) verwenden.

  
Для пилотного отверстия (1xD÷1.5xD) 
используйте сверло 353HTA или 353HPU 
с углом при вершине 140° (HL=135°) и 
допуском на диаметр m7 (HL=h7).

1D÷1.5D
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STEP 3

 
With coolant feed OFF, enter the pilot 
hole with HL drill at Vc=20 m/min and 
fn=0.3 mm/rev. Position the HL drill at 1 mm 
from the end of the pilot hole, then start 
supplying the coolant and start drilling.

  
Sans actionner la lubrification interne, entrer 
avec le foret long série HL à l’intérieur du 
trou. Vc=20 m/min, fn=0.3 mm/rév. Placer 
le foret HL jusqu’à 1 mm du fond du trou 
pilote. Actionner la lubrification interne à 
haute pression et commencer le perçage.

  
Senza azionare il refrigerante interno, 
entrare con la punta lunga serie HL 
all’interno del foro. Vc=20 m/min, 
fn=0.3 mm/rev. Posizionare la punta HL sino 
a 1 mm dal fondo del foro pilota. Azionare 
il refrigerante interno ad alta pressione e 
cominciare la foratura.

  
Sin accionar el refrigerante interno, entre 
con la broca larga de la serie HL dentro del 
agujero. Vc=20 m/min, fn=0.3 mm/rev.
Posicione la broca HL hasta 1 mm del fondo 
del agujero piloto. Accione el refrigerante 
interno a alta presión y comience el taladro.

  
Ohne Aktivierung der internen Kühlung, 
einen langen Bohrer der Serie HL in 
die Bohrung einführen. Vc=20 m/min, 
fn=0.3 mm/Umdr. Den Bohrer HL bis 1 mm 
vom Ende der Richtbohrung ansetzen. 
Die interne Kühlung mit Hochdruck 
aktivieren und mit der Bohrung beginnen.

  
Без включения СОЖ, введите длинное 
сверло серии HL внутрь пилотного 
отверстия с режимами Vc=20 м/мин и 
fn=0.3 мм/об. Спозиционируйте сверло 
HL на расстоянии 1 мм от дна отверстия. 
Включите подачу СОЖ и начните 
сверление.

STEP 4

 
Make continue drilling operation without 
steps for chip ejection.
In case of through holes, reduce the feed by 
30% before the hole exit (approx 1 mm).
Stop the coolant feed.

  
Percer sans step pour l'évacuation des 
copeaux.
En présence de trous débouchants, 
1 mm avant d’avoir terminé le trou, 
réduire l’avancement du 30 %. Arrêter la 
lubrification.

  
Forare senza step per scarico trucioli.
Nel caso di fori passanti, 1 mm prima di aver 
completato il foro, ridurre l’avanzamento 
del 30%
Fermare il refrigerante.

  
Taladre sin step para la descarga de virutas.
En el caso de agujeros pasantes, 1 mm 
antes de haber completado el agujero, 
reduzca el avance un 30%.
Pare el refrigerante.

  
Für die Späneabführung Stufenlos bohren.
Bei Durchgangsbohrungen 1 mm vor 
Fertigstellung der Bohrung den Vorschub 
um 30% reduzieren.
Die Kühlung deaktivieren.

  
Сверлите без остановок и выводов 
инструмента.
В случае обработки сквозного отверстия, 
снизьте подачу на 30%, за 1 мм до 
выхода.
Отключите подачу СОЖ.

1.0mm
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STEP 5

 
Withdraw the drill using max rpm and 
double fn, until 2xD÷2.5xD from the hole 
entrance.

  
Retirer le foret en utilisant le maximum 
de tours disponibles et le double de 
l’avancement conseillé jusqu’à une 
profondeur 2xD÷2.5xD.

  
Ritirare la punta utilizzando il massimo dei 
giri disponibili e il doppio dell’avanzamento 
consigliato sino ad una profondità 
2xD÷2.5xD.

  
Retire la broca utilizando el máximo de 
rpm disponibles y el doble del avance 
aconsejado hasta una profundidad de 
2xD÷2.5xD.

  
Den Bohrer zurückziehen, dabei die maximal 
verfügbare Drehzahl und den doppelten 
Wert des empfohlenen Vorschubs bis zu 
einer Tiefe 2xD÷2.5xD einsetzen.

  
Выньте сверло до уровня 2xD÷2.5xD, 
используя максимальную частоту 
вращения и двойную подачу.

STEP 6

 
Completing the exit from the hole by using 
slow and constant speed.

  
Terminer la dernière partie du perçage avec 
une vitesse réduite et constante.

  
Completare l’ultimo tratto di arretramento 
con velocità ridotta e costante.

  
Complete el último tramo de retroceso con 
velocidad reducida y constante.

  
Den letzten Abschnitt beim Zurückziehen 
mit reduzierter und konstanter 
Geschwindigkeit fertigstellen.

  
Полностью выньте сверло на заниженных 
режимах.

2D÷2.5D
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h stock standard     f non-standard stock     m stock exhaustion

* Ø1÷Ø3 = 3512 SUH MINI page 148

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

3.10* 0/-0.012 4 45 50 85 15.5 12 x D 3512HL0310 h

3.20 0/-0.012 4 45 50 85 16 12 x D 3512HL0320 h

3.30 0/-0.012 4 45 50 85 16.5 12 x D 3512HL0330 h

3.40 0/-0.012 4 48 54 90 17 12 x D 3512HL0340 f

3.50 0/-0.012 4 48 54 90 17.5 12 x D 3512HL0350 h

3.60 0/-0.012 4 48 54 90 18 12 x D 3512HL0360 f

3.70 0/-0.012 4 48 54 90 18.5 12 x D 3512HL0370 h

3.80 0/-0.012 4 57 64 100 19 12 x D 3512HL0380 h

3.90 0/-0.012 4 57 64 100 19.5 12 x D 3512HL0390 f

4.00 0/-0.012 4 57 64 100 20 12 x D 3512HL0400 h

4.10 0/-0.012 5 57 64 100 20.5 12 x D 3512HL0410 h

4.20 0/-0.012 5 57 64 100 21 12 x D 3512HL0420 h

4.30 0/-0.012 5 57 64 100 21.5 12 x D 3512HL0430 h

4.40 0/-0.012 5 57 64 100 22 12 x D 3512HL0440 f

4.50 0/-0.012 5 57 64 100 22.5 12 x D 3512HL0450 h

4.60 0/-0.012 5 57 64 100 23 12 x D 3512HL0460 f

4.70 0/-0.012 5 57 64 100 23.5 12 x D 3512HL0470 f

4.80 0/-0.012 5 67 74 110 24 12 x D 3512HL0480 h

4.90 0/-0.012 5 72 81 120 24.5 12 x D 3512HL0490 f

5.00 0/-0.012 5 72 81 120 25 12 x D 3512HL0500 h

5.10 0/-0.012 6 72 81 120 25.5 12 x D 3512HL0510 h

5.20 0/-0.012 6 72 81 120 26 12 x D 3512HL0520 h

5.30 0/-0.012 6 72 81 120 26.5 12 x D 3512HL0530 h

5.40 0/-0.012 6 72 81 120 27 12 x D 3512HL0540 f

5.50 0/-0.012 6 72 81 120 27.5 12 x D 3512HL0550 h

5.60 0/-0.012 6 72 81 120 28 12 x D 3512HL0560 h

5.70 0/-0.012 6 72 81 120 28.5 12 x D 3512HL0570 f

5.80 0/-0.012 6 72 81 120 29 12 x D 3512HL0580 h

5.90 0/-0.012 6 72 81 120 29.5 12 x D 3512HL0590 f

6.00 0/-0.012 6 72 81 120 30 12 x D 3512HL0600 h

6.10 0/-0.015 8 88 97 135 30.5 12 x D 3512HL0610 h

6.20 0/-0.015 8 88 97 135 31 12 x D 3512HL0620 h

6.30 0/-0.015 8 88 97 135 31.5 12 x D 3512HL0630 h

6.40 0/-0.015 8 96 108 145 32 12 x D 3512HL0640 f

6.50 0/-0.015 8 96 108 145 32.5 12 x D 3512HL0650 h

6.60 0/-0.015 8 96 108 145 33 12 x D 3512HL0660 f

6.70 0/-0.015 8 96 108 145 33.5 12 x D 3512HL0670 h

6.80 0/-0.015 8 96 108 145 34 12 x D 3512HL0680 h

6.90 0/-0.015 8 96 108 145 34.5 12 x D 3512HL0690 h

3512HL
4-margin lands, long (12xD), polished flutes, 
HL (through coolant)

12XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

3512HL
4-margin lands, long (12xD), polished flutes, 
HL (through coolant)

12XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

7.00 0/-0.015 8 96 108 145 35 12 x D 3512HL0700 h

7.10 0/-0.015 8 96 108 145 35.5 12 x D 3512HL0710 h

7.20 0/-0.015 8 96 108 145 36 12 x D 3512HL0720 h

7.30 0/-0.015 8 96 108 145 36.5 12 x D 3512HL0730 f

7.40 0/-0.015 8 96 108 145 37 12 x D 3512HL0740 f

7.50 0/-0.015 8 96 108 145 37.5 12 x D 3512HL0750 h

7.60 0/-0.015 8 96 108 145 38 12 x D 3512HL0760 f

7.70 0/-0.015 8 96 108 145 38.5 12 x D 3512HL0770 f

7.80 0/-0.015 8 96 108 145 39 12 x D 3512HL0780 h

7.90 0/-0.015 8 96 108 145 39.5 12 x D 3512HL0790 f

8.00 0/-0.015 8 96 108 145 40 12 x D 3512HL0800 h

8.10 0/-0.015 10 115 127 170 40.5 12 x D 3512HL0810 h

8.20 0/-0.015 10 120 135 180 41 12 x D 3512HL0820 h

8.30 0/-0.015 10 120 135 180 41.5 12 x D 3512HL0830 h

8.40 0/-0.015 10 120 135 180 42 12 x D 3512HL0840 f

8.50 0/-0.015 10 120 135 180 42.5 12 x D 3512HL0850 h

8.60 0/-0.015 10 120 135 180 43 12 x D 3512HL0860 h

8.70 0/-0.015 10 120 135 180 43.5 12 x D 3512HL0870 h

8.80 0/-0.015 10 120 135 180 44 12 x D 3512HL0880 h

8.90 0/-0.015 10 120 135 180 44.5 12 x D 3512HL0890 f

9.00 0/-0.015 10 120 135 180 45 12 x D 3512HL0900 h

9.10 0/-0.015 10 120 135 180 45.5 12 x D 3512HL0910 h

9.20 0/-0.015 10 120 135 180 46 12 x D 3512HL0920 h

9.30 0/-0.015 10 120 135 180 46.5 12 x D 3512HL0930 h

9.40 0/-0.015 10 120 135 180 47 12 x D 3512HL0940 f

9.50 0/-0.015 10 120 135 180 47.5 12 x D 3512HL0950 h

9.60 0/-0.015 10 120 135 180 48 12 x D 3512HL0960 f

9.70 0/-0.015 10 120 135 180 48.5 12 x D 3512HL0970 f

9.80 0/-0.015 10 120 135 180 49 12 x D 3512HL0980 h

9.90 0/-0.015 10 120 135 180 49.5 12 x D 3512HL0990 f

10.00 0/-0.015 10 120 135 180 50 12 x D 3512HL1000 h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3512HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 70-90 60-80 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.065 550 7430 0.059 430 6370 0.052 330 5310 0.046 240
3.5 7280 0.075 550 6369 0.068 430 5460 0.060 330 4550 0.053 240
4.0 6370 0.090 570 5573 0.081 450 4780 0.072 340 3980 0.063 250
4.5 5660 0.105 590 4954 0.095 470 4250 0.084 360 3540 0.074 260
5.0 5100 0.120 610 4459 0.108 480 3820 0.096 370 3180 0.084 270
5.5 4630 0.135 630 4053 0.122 490 3470 0.108 370 2900 0.095 270
6.0 4250 0.150 640 3715 0.135 500 3180 0.120 380 2650 0.105 280
6.5 3920 0.165 650 3430 0.149 510 2940 0.132 390 2450 0.116 280
7.0 3640 0.180 660 3185 0.162 520 2730 0.144 390 2270 0.126 290
7.5 3400 0.195 660 2972 0.176 520 2550 0.156 400 2120 0.137 290
8.0 3180 0.210 670 2787 0.189 530 2390 0.168 400 1990 0.147 290
8.5 3000 0.225 680 2623 0.203 530 2250 0.180 410 1870 0.158 290
9.0 2830 0.240 680 2477 0.216 540 2120 0.192 410 1770 0.168 300
9.5 2680 0.255 680 2347 0.230 540 2010 0.204 410 1680 0.179 300

10.0 2550 0.270 690 2229 0.243 540 1910 0.216 410 1590 0.189 300

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 45-55 30-50 30-40 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 5310 0.049 260 4250 0.041 180 3720 0.034 130 3180 0.029 90
3.5 4550 0.056 260 3640 0.048 170 3180 0.039 130 2730 0.034 90
4.0 3980 0.068 270 3180 0.057 180 2790 0.047 130 2390 0.041 100
4.5 3540 0.079 280 2830 0.067 190 2480 0.055 140 2120 0.047 100
5.0 3180 0.090 290 2550 0.077 200 2230 0.063 140 1910 0.054 100
5.5 2900 0.101 290 2320 0.086 200 2030 0.071 140 1740 0.061 110
6.0 2650 0.113 300 2120 0.096 200 1860 0.079 150 1590 0.068 110
6.5 2450 0.124 300 1960 0.105 210 1710 0.087 150 1470 0.074 110
7.0 2270 0.135 310 1820 0.115 210 1590 0.095 150 1360 0.081 110
7.5 2120 0.146 310 1700 0.124 210 1490 0.102 150 1270 0.088 110
8.0 1990 0.158 310 1590 0.134 210 1390 0.110 150 1190 0.095 110
8.5 1870 0.169 320 1500 0.143 220 1310 0.118 150 1120 0.101 110
9.0 1770 0.180 320 1420 0.153 220 1240 0.126 160 1060 0.108 110
9.5 1680 0.191 320 1340 0.163 220 1170 0.134 160 1010 0.115 120

10.0 1590 0.203 320 1270 0.172 220 1110 0.142 160 960 0.122 120
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3512HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 70-90 60-80 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.065 550 7430 0.059 430 6370 0.052 330 5310 0.046 240
3.5 7280 0.075 550 6370 0.068 430 5460 0.060 330 4550 0.053 240
4.0 6370 0.090 570 5570 0.081 450 4780 0.072 340 3980 0.063 250
4.5 5660 0.105 590 4950 0.095 470 4250 0.084 360 3540 0.074 260
5.0 5100 0.120 610 4460 0.108 480 3820 0.096 370 3180 0.084 270
5.5 4630 0.135 630 4050 0.122 490 3470 0.108 370 2900 0.095 270
6.0 4250 0.150 640 3720 0.135 500 3180 0.120 380 2650 0.105 280
6.5 3920 0.165 650 3430 0.149 510 2940 0.132 390 2450 0.116 280
7.0 3640 0.180 660 3180 0.162 520 2730 0.144 390 2270 0.126 290
7.5 3400 0.195 660 2970 0.176 520 2550 0.156 400 2120 0.137 290
8.0 3180 0.210 670 2790 0.189 530 2390 0.168 400 1990 0.147 290
8.5 3000 0.225 680 2620 0.203 530 2250 0.180 410 1870 0.158 290
9.0 2830 0.240 680 2480 0.216 540 2120 0.192 410 1770 0.168 300
9.5 2680 0.255 680 2350 0.230 540 2010 0.204 410 1680 0.179 300

10.0 2550 0.270 690 2230 0.243 540 1910 0.216 410 1590 0.189 300

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4

Hardness/Rm

Vc (m/min) 70-90 60-80 60-80

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.081 690 7430 0.073 540 7430 0.065 480
3.5 7280 0.094 680 6370 0.084 540 6370 0.075 480
4.0 6370 0.113 720 5570 0.101 560 5570 0.090 500
4.5 5660 0.131 740 4950 0.118 580 4950 0.105 520
5.0 5100 0.150 770 4460 0.135 600 4460 0.120 540
5.5 4630 0.169 780 4050 0.152 620 4050 0.135 550
6.0 4250 0.188 800 3720 0.169 630 3720 0.150 560
6.5 3920 0.206 810 3430 0.186 640 3430 0.165 570
7.0 3640 0.225 820 3180 0.203 640 3180 0.180 570
7.5 3400 0.244 830 2970 0.219 650 2970 0.195 580
8.0 3180 0.263 830 2790 0.236 660 2790 0.210 590
8.5 3000 0.281 840 2620 0.253 660 2620 0.225 590
9.0 2830 0.300 850 2480 0.270 670 2480 0.240 600
9.5 2680 0.319 850 2350 0.287 670 2350 0.255 600

10.0 2550 0.338 860 2230 0.304 680 2230 0.270 600
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3512HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-40 20-30 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 3720 0.046 170 2650 0.032 80 3720 0.043 160 2650 0.036 100
3.5 3180 0.053 170 2270 0.037 80 3180 0.050 160 2270 0.042 100
4.0 2790 0.063 180 1990 0.044 90 2790 0.060 170 1990 0.050 100
4.5 2480 0.074 180 1770 0.051 90 2480 0.070 170 1770 0.059 100
5.0 2230 0.084 190 1590 0.059 90 2230 0.080 180 1590 0.067 110
5.5 2030 0.095 190 1450 0.066 100 2030 0.090 180 1450 0.076 110
6.0 1860 0.105 200 1330 0.074 100 1860 0.100 190 1330 0.084 110
6.5 1710 0.116 200 1220 0.081 100 1710 0.110 190 1220 0.092 110
7.0 1590 0.126 200 1140 0.088 100 1590 0.120 190 1140 0.101 110
7.5 1490 0.137 200 1060 0.096 100 1490 0.130 190 1060 0.109 120
8.0 1390 0.147 200 1000 0.103 100 1390 0.140 190 1000 0.118 120
8.5 1310 0.158 210 940 0.110 100 1310 0.150 200 940 0.126 120
9.0 1240 0.168 210 880 0.118 100 1240 0.160 200 880 0.134 120
9.5 1170 0.179 210 840 0.125 100 1170 0.170 200 840 0.143 120

10.0 1110 0.189 210 800 0.132 110 1110 0.180 200 800 0.151 120
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

3.10 0/-0.012 4 50 55 90 15.5 15 x D 3515HL0310 f

3.20 0/-0.012 4 50 55 90 16 15 x D 3515HL0320 f

3.30 0/-0.012 4 52 56 90 16.5 15 x D 3515HL0330 f

3.40 0/-0.012 4 53 58 95 17 15 x D 3515HL0340 f

3.50 0/-0.012 4 55 60 95 17.5 15 x D 3515HL0350 h

3.60 0/-0.012 4 56 61 95 18 15 x D 3515HL0360 f

3.70 0/-0.012 4 58 63 100 18.5 15 x D 3515HL0370 f

3.80 0/-0.012 4 60 65 100 19 15 x D 3515HL0380 f

3.90 0/-0.012 4 60 66 100 19.5 15 x D 3515HL0390 f

4.00 0/-0.012 4 62 68 105 20 15 x D 3515HL0400 h

4.10 0/-0.012 5 64 70 105 20.5 15 x D 3515HL0410 f

4.20 0/-0.012 5 65 71 110 21 15 x D 3515HL0420 f

4.30 0/-0.012 5 67 73 110 21.5 15 x D 3515HL0430 f

4.40 0/-0.012 5 68 75 110 22 15 x D 3515HL0440 f

4.50 0/-0.012 5 70 76 115 22.5 15 x D 3515HL0450 h

4.60 0/-0.012 5 71 78 115 23 15 x D 3515HL0460 f

4.70 0/-0.012 5 73 80 115 23.5 15 x D 3515HL0470 f

4.80 0/-0.012 5 75 82 115 24 15 x D 3515HL0480 f

4.90 0/-0.012 5 76 83 120 24.5 15 x D 3515HL0490 f

5.00 0/-0.012 5 77 85 120 25 15 x D 3515HL0500 h

5.10 0/-0.012 6 79 86 125 25.5 15 x D 3515HL0510 f

5.20 0/-0.012 6 80 88 125 26 15 x D 3515HL0520 f

5.30 0/-0.012 6 82 89 130 26.5 15 x D 3515HL0530 f

5.40 0/-0.012 6 83 91 130 27 15 x D 3515HL0540 f

5.50 0/-0.012 6 85 93 130 27.5 15 x D 3515HL0550 h

5.60 0/-0.012 6 86 94 135 28 15 x D 3515HL0560 f

5.70 0/-0.012 6 88 96 135 28.5 15 x D 3515HL0570 f

5.80 0/-0.012 6 89 98 135 29 15 x D 3515HL0580 f

5.90 0/-0.012 6 91 99 140 29.5 15 x D 3515HL0590 f

6.00 0/-0.012 6 92 101 140 30 15 x D 3515HL0600 h

6.10 0/-0.015 8 94 103 140 30.5 15 x D 3515HL0610 f

6.20 0/-0.015 8 95 104 140 31 15 x D 3515HL0620 f

6.30 0/-0.015 8 98 108 145 31.5 15 x D 3515HL0630 f

6.40 0/-0.015 8 100 110 145 32 15 x D 3515HL0640 f

6.50 0/-0.015 8 100 110 150 32.5 15 x D 3515HL0650 h

6.60 0/-0.015 8 101 111 150 33 15 x D 3515HL0660 f

6.70 0/-0.015 8 103 113 150 33.5 15 x D 3515HL0670 f

6.80 0/-0.015 8 104 114 155 34 15 x D 3515HL0680 f

6.90 0/-0.015 8 106 116 155 34.5 15 x D 3515HL0690 f

3515HL
4-margin lands, long (15xD), polished flutes, 
HL (through coolant)

15XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

7.00 0/-0.015 8 107 118 160 35 15 x D 3515HL0700 h

7.10 0/-0.015 8 109 119 160 35.5 15 x D 3515HL0710 f

7.20 0/-0.015 8 110 121 160 36 15 x D 3515HL0720 f

7.30 0/-0.015 8 112 122 165 36.5 15 x D 3515HL0730 f

7.40 0/-0.015 8 113 124 165 37 15 x D 3515HL0740 f

7.50 0/-0.015 8 115 126 165 37.5 15 x D 3515HL0750 h

7.60 0/-0.015 8 116 127 170 38 15 x D 3515HL0760 f

7.70 0/-0.015 8 118 129 170 38.5 15 x D 3515HL0770 f

7.80 0/-0.015 8 119 131 170 39 15 x D 3515HL0780 f

7.90 0/-0.015 8 121 132 175 39.5 15 x D 3515HL0790 f

8.00 0/-0.015 8 122 134 175 40 15 x D 3515HL0800 h

8.10 0/-0.015 10 125 137 180 40.5 15 x D 3515HL0810 f

8.20 0/-0.015 10 125 137 180 41 15 x D 3515HL0820 f

8.30 0/-0.015 10 127 139 180 41.5 15 x D 3515HL0830 f

8.40 0/-0.015 10 128 141 185 42 15 x D 3515HL0840 f

8.50 0/-0.015 10 130 142 185 42.5 15 x D 3515HL0850 h

8.60 0/-0.015 10 131 144 185 43 15 x D 3515HL0860 f

8.70 0/-0.015 10 133 146 190 43.5 15 x D 3515HL0870 f

8.80 0/-0.015 10 134 147 190 44 15 x D 3515HL0880 f

8.90 0/-0.015 10 136 149 190 44.5 15 x D 3515HL0890 f

9.00 0/-0.015 10 137 151 195 45 15 x D 3515HL0900 h

9.10 0/-0.015 10 139 152 195 45.5 15 x D 3515HL0910 f

9.20 0/-0.015 10 140 154 195 46 15 x D 3515HL0920 f

9.30 0/-0.015 10 142 155 200 46.5 15 x D 3515HL0930 f

9.40 0/-0.015 10 143 157 200 47 15 x D 3515HL0940 f

9.50 0/-0.015 10 145 159 200 47.5 15 x D 3515HL0950 h

9.60 0/-0.015 10 146 160 205 48 15 x D 3515HL0960 f

9.70 0/-0.015 10 148 162 205 48.5 15 x D 3515HL0970 f

9.80 0/-0.015 10 149 164 205 49 15 x D 3515HL0980 f

9.90 0/-0.015 10 151 165 210 49.5 15 x D 3515HL0990 f

10.00 0/-0.015 10 152 167 210 50 15 x D 3515HL1000 h

3515HL
4-margin lands, long (15xD), polished flutes, 
HL (through coolant)

15XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

7_165-198_TYPHOON_4.indd   179 22/09/17   12:31



TYPHOON - high performance solid carbide drills
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3515HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 70-90 60-80 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.062 520 7430 0.056 410 6370 0.049 310 5310 0.043 230
3.5 7280 0.071 520 6370 0.064 410 5460 0.057 310 4550 0.050 230
4.0 6370 0.086 540 5570 0.077 430 4780 0.068 330 3980 0.060 240
4.5 5660 0.100 560 4950 0.090 440 4250 0.080 340 3540 0.070 250
5.0 5100 0.114 580 4460 0.103 460 3820 0.091 350 3180 0.080 250
5.5 4630 0.128 590 4050 0.115 470 3470 0.103 360 2900 0.090 260
6.0 4250 0.143 610 3720 0.128 480 3180 0.114 360 2650 0.100 260
6.5 3920 0.157 610 3430 0.141 480 2940 0.125 370 2450 0.110 270
7.0 3640 0.171 620 3180 0.154 490 2730 0.137 370 2270 0.120 270
7.5 3400 0.185 630 2970 0.167 500 2550 0.148 380 2120 0.130 270
8.0 3180 0.200 630 2790 0.180 500 2390 0.160 380 1990 0.140 280
8.5 3000 0.214 640 2620 0.192 500 2250 0.171 380 1870 0.150 280
9.0 2830 0.228 650 2480 0.205 510 2120 0.182 390 1770 0.160 280
9.5 2680 0.242 650 2350 0.218 510 2010 0.194 390 1680 0.170 280

10.0 2550 0.257 650 2230 0.231 510 1910 0.205 390 1590 0.180 290

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 45-55 30-50 30-40 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 5310 0.046 250 4250 0.039 170 3720 0.032 120 3180 0.028 90
3.5 4550 0.053 240 3640 0.045 170 3180 0.037 120 2730 0.032 90
4.0 3980 0.064 260 3180 0.055 170 2790 0.045 130 2390 0.038 90
4.5 3540 0.075 260 2830 0.064 180 2480 0.052 130 2120 0.045 100
5.0 3180 0.086 270 2550 0.073 190 2230 0.060 130 1910 0.051 100
5.5 2900 0.096 280 2320 0.082 190 2030 0.067 140 1740 0.058 100
6.0 2650 0.107 280 2120 0.091 190 1860 0.075 140 1590 0.064 100
6.5 2450 0.118 290 1960 0.100 200 1710 0.082 140 1470 0.071 100
7.0 2270 0.128 290 1820 0.109 200 1590 0.090 140 1360 0.077 100
7.5 2120 0.139 290 1700 0.118 200 1490 0.097 140 1270 0.083 110
8.0 1990 0.150 300 1590 0.127 200 1390 0.105 150 1190 0.090 110
8.5 1870 0.160 300 1500 0.136 200 1310 0.112 150 1120 0.096 110
9.0 1770 0.171 300 1420 0.145 210 1240 0.120 150 1060 0.103 110
9.5 1680 0.182 310 1340 0.154 210 1170 0.127 150 1010 0.109 110

10.0 1590 0.192 310 1270 0.164 210 1110 0.135 150 960 0.115 110
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3515HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 70-90 60-80 50-70 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.062 520 7430 0.056 410 6370 0.049 310 5310 0.043 230
3.5 7280 0.071 520 6370 0.064 410 5460 0.057 310 4550 0.050 230
4.0 6370 0.086 540 5570 0.077 430 4780 0.068 330 3980 0.060 240
4.5 5660 0.100 560 4950 0.090 440 4250 0.080 340 3540 0.070 250
5.0 5100 0.114 580 4460 0.103 460 3820 0.091 350 3180 0.080 250
5.5 4630 0.128 590 4050 0.115 470 3470 0.103 360 2900 0.090 260
6.0 4250 0.143 610 3720 0.128 480 3180 0.114 360 2650 0.100 260
6.5 3920 0.157 610 3430 0.141 480 2940 0.125 370 2450 0.110 270
7.0 3640 0.171 620 3180 0.154 490 2730 0.137 370 2270 0.120 270
7.5 3400 0.185 630 2970 0.167 500 2550 0.148 380 2120 0.130 270
8.0 3180 0.200 630 2790 0.180 500 2390 0.160 380 1990 0.140 280
8.5 3000 0.214 640 2620 0.192 500 2250 0.171 380 1870 0.150 280
9.0 2830 0.228 650 2480 0.205 510 2120 0.182 390 1770 0.160 280
9.5 2680 0.242 650 2350 0.218 510 2010 0.194 390 1680 0.170 280

10.0 2550 0.257 650 2230 0.231 510 1910 0.205 390 1590 0.180 290

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4

Hardness/Rm

Vc (m/min) 70-90 60-80 60-80

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 8490 0.077 660 7430 0.069 520 7430 0.062 460
3.5 7280 0.089 650 6370 0.080 510 6370 0.071 450
4.0 6370 0.107 680 5570 0.096 540 5570 0.086 480
4.5 5660 0.125 710 4950 0.112 560 4950 0.100 490
5.0 5100 0.143 730 4460 0.128 570 4460 0.114 510
5.5 4630 0.160 740 4050 0.144 580 4050 0.128 520
6.0 4250 0.178 760 3720 0.160 600 3720 0.143 530
6.5 3920 0.196 770 3430 0.176 600 3430 0.157 540
7.0 3640 0.214 780 3180 0.192 610 3180 0.171 540
7.5 3400 0.232 790 2970 0.208 620 2970 0.185 550
8.0 3180 0.249 790 2790 0.224 630 2790 0.200 560
8.5 3000 0.267 800 2620 0.240 630 2620 0.214 560
9.0 2830 0.285 810 2480 0.257 640 2480 0.228 570
9.5 2680 0.303 810 2350 0.273 640 2350 0.242 570

10.0 2550 0.321 820 2230 0.289 640 2230 0.257 570
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3515HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-40 20-30 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 3720 0.043 160 2650 0.030 80 3720 0.041 150 2650 0.035 90
3.5 3180 0.050 160 2270 0.035 80 3180 0.047 150 2270 0.040 90
4.0 2790 0.060 170 1990 0.042 80 2790 0.057 160 1990 0.048 100
4.5 2480 0.070 170 1770 0.049 90 2480 0.066 160 1770 0.056 100
5.0 2230 0.080 180 1590 0.056 90 2230 0.076 170 1590 0.064 100
5.5 2030 0.090 180 1450 0.063 90 2030 0.085 170 1450 0.072 100
6.0 1860 0.100 190 1330 0.070 90 1860 0.095 180 1330 0.080 110
6.5 1710 0.110 190 1220 0.077 90 1710 0.104 180 1220 0.088 110
7.0 1590 0.120 190 1140 0.084 100 1590 0.114 180 1140 0.096 110
7.5 1490 0.130 190 1060 0.091 100 1490 0.123 180 1060 0.104 110
8.0 1390 0.140 190 1000 0.098 100 1390 0.133 180 1000 0.112 110
8.5 1310 0.150 200 940 0.105 100 1310 0.142 190 940 0.120 110
9.0 1240 0.160 200 880 0.112 100 1240 0.152 190 880 0.128 110
9.5 1170 0.170 200 840 0.119 100 1170 0.161 190 840 0.136 110

10.0 1110 0.180 200 800 0.126 100 1110 0.171 190 800 0.144 110
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

3.10* 0/-0.012 4 64 69 105 15.5 20 x D 3520HL0310 f

3.20 0/-0.012 4 66 71 105 16 20 x D 3520HL0320 h

3.30 0/-0.012 4 68 73 110 16.5 20 x D 3520HL0330 h

3.40 0/-0.012 4 70 75 110 17 20 x D 3520HL0340 f

3.50 0/-0.012 4 72 77 110 17.5 20 x D 3520HL0350 h

3.60 0/-0.012 4 74 79 115 18 20 x D 3520HL0360 f

3.70 0/-0.012 4 76 82 115 18.5 20 x D 3520HL0370 f

3.80 0/-0.012 4 78 84 120 19 20 x D 3520HL0380 h

3.90 0/-0.012 4 80 86 120 19.5 20 x D 3520HL0390 f

4.00 0/-0.012 4 82 88 125 20 20 x D 3520HL0400 h

4.10 0/-0.012 5 84 90 125 20.5 20 x D 3520HL0410 f

4.20 0/-0.012 5 86 92 130 21 20 x D 3520HL0420 h

4.30 0/-0.012 5 88 94 130 21.5 20 x D 3520HL0430 f

4.40 0/-0.012 5 90 97 135 22 20 x D 3520HL0440 f

4.50 0/-0.012 5 92 99 135 22.5 20 x D 3520HL0450 h

4.60 0/-0.012 5 94 101 140 23 20 x D 3520HL0460 f

4.70 0/-0.012 5 96 103 140 23.5 20 x D 3520HL0470 f

4.80 0/-0.012 5 98 105 140 24 20 x D 3520HL0480 h

4.90 0/-0.012 5 100 107 145 24.5 20 x D 3520HL0490 f

5.00 0/-0.012 5 102 110 145 25 20 x D 3520HL0500 h

5.10 0/-0.012 6 104 112 150 25.5 20 x D 3520HL0510 f

5.20 0/-0.012 6 106 114 155 26 20 x D 3520HL0520 f

5.30 0/-0.012 6 108 116 155 26.5 20 x D 3520HL0530 f

5.40 0/-0.012 6 110 118 155 27 20 x D 3520HL0540 f

5.50 0/-0.012 6 112 120 160 27.5 20 x D 3520HL0550 h

5.60 0/-0.012 6 114 122 160 28 20 x D 3520HL0560 f

5.70 0/-0.012 6 116 125 165 28.5 20 x D 3520HL0570 f

5.80 0/-0.012 6 118 127 165 29 20 x D 3520HL0580 h

5.90 0/-0.012 6 120 129 170 29.5 20 x D 3520HL0590 f

6.00 0/-0.012 6 122 131 170 30 20 x D 3520HL0600 h

6.10 0/-0.015 8 124 133 170 30.5 20 x D 3520HL0610 f

6.20 0/-0.015 8 126 135 175 31 20 x D 3520HL0620 f

6.30 0/-0.015 8 128 137 175 31.5 20 x D 3520HL0630 f

6.40 0/-0.015 8 130 140 180 32 20 x D 3520HL0640 f

6.50 0/-0.015 8 132 142 180 32.5 20 x D 3520HL0650 h

6.60 0/-0.015 8 134 144 185 33 20 x D 3520HL0660 f

6.70 0/-0.015 8 136 146 185 33.5 20 x D 3520HL0670 f

6.80 0/-0.015 8 138 148 185 34 20 x D 3520HL0680 h

6.90 0/-0.015 8 140 150 190 34.5 20 x D 3520HL0690 f

3520HL
4-margin lands, long (20xD), polished flutes, 
HL (through coolant)

20XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

* Ø1÷Ø3 = 3520 SUH MINI page 152
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

7.00 0/-0.015 8 142 153 195 35 20 x D 3520HL0700 h

7.10 0/-0.015 8 144 155 195 35.5 20 x D 3520HL0710 f

7.20 0/-0.015 8 146 157 200 36 20 x D 3520HL0720 f

7.30 0/-0.015 8 148 159 200 36.5 20 x D 3520HL0730 f

7.40 0/-0.015 8 150 161 200 37 20 x D 3520HL0740 f

7.50 0/-0.015 8 152 163 205 37.5 20 x D 3520HL0750 h

7.60 0/-0.015 8 154 165 205 38 20 x D 3520HL0760 f

7.70 0/-0.015 8 156 168 210 38.5 20 x D 3520HL0770 f

7.80 0/-0.015 8 158 170 210 39 20 x D 3520HL0780 f

7.90 0/-0.015 8 160 172 215 39.5 20 x D 3520HL0790 f

8.00 0/-0.015 8 162 174 215 40 20 x D 3520HL0800 h

8.10 0/-0.015 10 164 176 220 40.5 20 x D 3520HL0810 f

8.20 0/-0.015 10 166 178 220 41 20 x D 3520HL0820 f

8.30 0/-0.015 10 168 180 225 41.5 20 x D 3520HL0830 f

8.40 0/-0.015 10 170 183 225 42 20 x D 3520HL0840 f

8.50 0/-0.015 10 172 185 230 42.5 20 x D 3520HL0850 h

8.60 0/-0.015 10 174 187 230 43 20 x D 3520HL0860 f

8.70 0/-0.015 10 176 189 230 43.5 20 x D 3520HL0870 f

8.80 0/-0.015 10 178 191 235 44 20 x D 3520HL0880 h

8.90 0/-0.015 10 180 193 235 44.5 20 x D 3520HL0890 f

9.00 0/-0.015 10 182 196 240 45 20 x D 3520HL0900 h

9.10 0/-0.015 10 184 198 240 45.5 20 x D 3520HL0910 f

9.20 0/-0.015 10 186 200 245 46 20 x D 3520HL0920 f

9.30 0/-0.015 10 188 202 245 46.5 20 x D 3520HL0930 f

9.40 0/-0.015 10 190 204 245 47 20 x D 3520HL0940 f

9.50 0/-0.015 10 192 206 250 47.5 20 x D 3520HL0950 h

9.60 0/-0.015 10 194 208 250 48 20 x D 3520HL0960 f

9.70 0/-0.015 10 196 211 255 48.5 20 x D 3520HL0970 f

9.80 0/-0.015 10 198 213 255 49 20 x D 3520HL0980 f

9.90 0/-0.015 10 200 215 260 49.5 20 x D 3520HL0990 f

10.00 0/-0.015 10 202 217 260 50 20 x D 3520HL1000 h

3520HL
4-margin lands, long (20xD), polished flutes, 
HL (through coolant)

20XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3520HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 60-80 50-70 40-60 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 7430 0.055 410 6369 0.050 320 5308 0.044 230 4246 0.039 160
3.5 6370 0.064 410 5460 0.057 310 4550 0.051 230 3640 0.045 160
4.0 5570 0.077 430 4777 0.069 330 3981 0.061 240 3185 0.054 170
4.5 4950 0.089 440 4246 0.080 340 3539 0.071 250 2831 0.062 180
5.0 4460 0.102 450 3822 0.092 350 3185 0.082 260 2548 0.071 180
5.5 4050 0.115 460 3474 0.103 360 2895 0.092 270 2316 0.080 190
6.0 3720 0.128 470 3185 0.115 370 2654 0.102 270 2123 0.089 190
6.5 3430 0.140 480 2940 0.126 370 2450 0.112 270 1960 0.098 190
7.0 3180 0.153 490 2730 0.138 380 2275 0.122 280 1820 0.107 190
7.5 2970 0.166 490 2548 0.149 380 2123 0.133 280 1699 0.116 200
8.0 2790 0.179 500 2389 0.161 380 1990 0.143 280 1592 0.125 200
8.5 2620 0.191 500 2248 0.172 390 1873 0.153 290 1499 0.134 200
9.0 2480 0.204 510 2123 0.184 390 1769 0.163 290 1415 0.143 200
9.5 2350 0.217 510 2011 0.195 390 1676 0.173 290 1341 0.152 200

10.0 2230 0.230 510 1911 0.207 390 1592 0.184 290 1274 0.161 200

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 30-50 30-40 25-35 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 4780 0.041 200 3720 0.035 130 3180 0.029 90 2650 0.025 70
3.5 4090 0.048 200 3180 0.041 130 2730 0.033 90 2275 0.029 70
4.0 3580 0.057 210 2790 0.049 140 2390 0.040 100 1990 0.034 70
4.5 3180 0.067 210 2480 0.057 140 2120 0.047 100 1769 0.040 70
5.0 2870 0.077 220 2230 0.065 150 1910 0.054 100 1592 0.046 70
5.5 2610 0.086 220 2030 0.073 150 1740 0.060 100 1448 0.052 70
6.0 2390 0.096 230 1860 0.081 150 1590 0.067 110 1327 0.057 80
6.5 2200 0.105 230 1710 0.089 150 1470 0.074 110 1225 0.063 80
7.0 2050 0.115 240 1590 0.098 160 1360 0.080 110 1137 0.069 80
7.5 1910 0.124 240 1490 0.106 160 1270 0.087 110 1062 0.075 80
8.0 1790 0.134 240 1390 0.114 160 1190 0.094 110 995 0.080 80
8.5 1690 0.143 240 1310 0.122 160 1120 0.100 110 937 0.086 80
9.0 1590 0.153 240 1240 0.130 160 1060 0.107 110 885 0.092 80
9.5 1510 0.163 250 1170 0.138 160 1010 0.114 110 838 0.098 80

10.0 1430 0.172 250 1110 0.146 160 960 0.120 120 796 0.103 80
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3520HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 60-80 50-70 40-60 30-50

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 7430 0.055 410 6370 0.050 320 5310 0.044 230 4250 0.039 160
3.5 6370 0.064 410 5460 0.057 310 4550 0.051 230 3640 0.045 160
4.0 5570 0.077 430 4780 0.069 330 3980 0.061 240 3180 0.054 170
4.5 4950 0.089 440 4250 0.080 340 3540 0.071 250 2830 0.062 180
5.0 4460 0.102 450 3820 0.092 350 3180 0.082 260 2550 0.071 180
5.5 4050 0.115 460 3470 0.103 360 2900 0.092 270 2320 0.080 190
6.0 3720 0.128 470 3180 0.115 360 2650 0.102 270 2120 0.089 190
6.5 3430 0.140 480 2940 0.126 370 2450 0.112 270 1960 0.098 190
7.0 3180 0.153 490 2730 0.138 380 2270 0.122 280 1820 0.107 190
7.5 2970 0.166 490 2550 0.149 380 2120 0.133 280 1700 0.116 200
8.0 2790 0.179 500 2390 0.161 380 1990 0.143 280 1590 0.125 200
8.5 2620 0.191 500 2250 0.172 390 1870 0.153 290 1500 0.134 200
9.0 2480 0.204 510 2120 0.184 390 1770 0.163 290 1420 0.143 200
9.5 2350 0.217 510 2010 0.195 390 1680 0.173 290 1340 0.152 200

10.0 2230 0.230 510 1910 0.207 390 1590 0.184 290 1270 0.161 200

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4

Hardness/Rm

Vc (m/min) 60-80 50-70 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 7430 0.069 510 6370 0.062 400 6370 0.055 350
3.5 6370 0.080 510 5460 0.072 390 5460 0.064 350
4.0 5570 0.096 530 4780 0.086 410 4780 0.077 370
4.5 4950 0.112 550 4250 0.100 430 4250 0.089 380
5.0 4460 0.128 570 3820 0.115 440 3820 0.102 390
5.5 4050 0.143 580 3470 0.129 450 3470 0.115 400
6.0 3720 0.159 590 3180 0.143 460 3180 0.128 410
6.5 3430 0.175 600 2940 0.158 460 2940 0.140 410
7.0 3180 0.191 610 2730 0.172 470 2730 0.153 420
7.5 2970 0.207 620 2550 0.186 480 2550 0.166 420
8.0 2790 0.223 620 2390 0.201 480 2390 0.179 430
8.5 2620 0.239 630 2250 0.215 480 2250 0.191 430
9.0 2480 0.255 630 2120 0.230 490 2120 0.204 430
9.5 2350 0.271 640 2010 0.244 490 2010 0.217 440

10.0 2230 0.287 640 1910 0.258 490 1910 0.230 440
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3520HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 3180 0.039 120 2120 0.027 57 3180 0.037 120 2120 0.031 66
3.5 2730 0.045 120 1820 0.031 57 2730 0.042 120 1820 0.036 65
4.0 2390 0.054 130 1590 0.037 60 2390 0.051 120 1590 0.043 68
4.5 2120 0.062 130 1420 0.044 62 2120 0.059 130 1420 0.050 70
5.0 1910 0.071 140 1270 0.050 63 1910 0.068 130 1270 0.057 70
5.5 1740 0.080 140 1160 0.056 65 1740 0.076 130 1160 0.064 70
6.0 1590 0.089 140 1060 0.062 66 1590 0.085 130 1060 0.071 80
6.5 1470 0.098 140 980 0.069 67 1470 0.093 140 980 0.079 80
7.0 1360 0.107 150 910 0.075 68 1360 0.102 140 910 0.086 80
7.5 1270 0.116 150 850 0.081 69 1270 0.110 140 850 0.093 80
8.0 1190 0.125 150 800 0.087 70 1190 0.119 140 800 0.100 80
8.5 1120 0.134 150 750 0.094 70 1120 0.127 140 750 0.107 80
9.0 1060 0.143 150 710 0.100 70 1060 0.136 140 710 0.114 80
9.5 1010 0.152 150 670 0.106 70 1010 0.144 150 670 0.121 80

10.0 960 0.161 150 640 0.112 70 960 0.153 150 640 0.129 80
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

3.10* 0/-0.012 4 79 83 120 15.5 25 x D 3525HL0310 f

3.20 0/-0.012 4 81 86 120 16 25 x D 3525HL0320 f

3.30 0/-0.012 4 84 88 125 16.5 25 x D 3525HL0330 f

3.40 0/-0.012 4 86 91 125 17 25 x D 3525HL0340 f

3.50 0/-0.012 4 89 94 130 17.5 25 x D 3525HL0350 h

3.60 0/-0.012 4 91 96 130 18 25 x D 3525HL0360 f

3.70 0/-0.012 4 94 99 135 18.5 25 x D 3525HL0370 f

3.80 0/-0.012 4 96 102 135 19 25 x D 3525HL0380 f

3.90 0/-0.012 4 99 104 140 19.5 25 x D 3525HL0390 f

4.00 0/-0.012 4 101 107 140 20 25 x D 3525HL0400 h

4.10 0/-0.012 5 104 110 145 20.5 25 x D 3525HL0410 f

4.20 0/-0.012 5 106 112 150 21 25 x D 3525HL0420 f

4.30 0/-0.012 5 109 115 150 21.5 25 x D 3525HL0430 f

4.40 0/-0.012 5 111 118 155 22 25 x D 3525HL0440 f

4.50 0/-0.012 5 114 120 155 22.5 25 x D 3525HL0450 h

4.60 0/-0.012 5 116 123 160 23 25 x D 3525HL0460 f

4.70 0/-0.012 5 119 126 165 23.5 25 x D 3525HL0470 f

4.80 0/-0.012 5 121 128 165 24 25 x D 3525HL0480 f

4.90 0/-0.012 5 124 131 170 24.5 25 x D 3525HL0490 f

5.00 0/-0.012 5 126 134 170 25 25 x D 3525HL0500 h

5.10 0/-0.012 6 129 136 175 25.5 25 x D 3525HL0510 f

5.20 0/-0.012 6 131 139 180 26 25 x D 3525HL0520 f

5.30 0/-0.012 6 134 141 180 26.5 25 x D 3525HL0530 f

5.40 0/-0.012 6 136 144 185 27 25 x D 3525HL0540 f

5.50 0/-0.012 6 139 147 185 27.5 25 x D 3525HL0550 h

5.60 0/-0.012 6 141 149 190 28 25 x D 3525HL0560 f

5.70 0/-0.012 6 144 152 190 28.5 25 x D 3525HL0570 f

5.80 0/-0.012 6 146 155 195 29 25 x D 3525HL0580 f

5.90 0/-0.012 6 149 157 195 29.5 25 x D 3525HL0590 f

6.00 0/-0.012 6 151 160 200 30 25 x D 3525HL0600 h

6.10 0/-0.015 8 154 163 200 30.5 25 x D 3525HL0610 f

6.20 0/-0.015 8 156 165 205 31 25 x D 3525HL0620 f

6.30 0/-0.015 8 159 168 205 31.5 25 x D 3525HL0630 f

6.40 0/-0.015 8 161 171 210 32 25 x D 3525HL0640 f

6.50 0/-0.015 8 164 173 210 32.5 25 x D 3525HL0650 h

6.60 0/-0.015 8 166 176 215 33 25 x D 3525HL0660 f

6.70 0/-0.015 8 169 179 220 33.5 25 x D 3525HL0670 f

6.80 0/-0.015 8 171 181 220 34 25 x D 3525HL0680 f

6.90 0/-0.015 8 174 184 225 34.5 25 x D 3525HL0690 f

3525HL
4-margin lands, long (25xD), polished flutes, 
HL (through coolant)

25XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

* Ø1÷Ø3 = 3525 SUH MINI page 156
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

7.00 0/-0.015 8 176 187 230 35 25 x D 3525HL0700 h

7.10 0/-0.015 8 179 189 230 35.5 25 x D 3525HL0710 f

7.20 0/-0.015 8 181 192 235 36 25 x D 3525HL0720 f

7.30 0/-0.015 8 184 194 235 36.5 25 x D 3525HL0730 f

7.40 0/-0.015 8 186 197 240 37 25 x D 3525HL0740 f

7.50 0/-0.015 8 189 200 240 37.5 25 x D 3525HL0750 f

7.60 0/-0.015 8 191 202 245 38 25 x D 3525HL0760 f

7.70 0/-0.015 8 194 205 245 38.5 25 x D 3525HL0770 f

7.80 0/-0.015 8 196 208 250 39 25 x D 3525HL0780 f

7.90 0/-0.015 8 199 210 250 39.5 25 x D 3525HL0790 f

8.00 0/-0.015 8 201 213 255 40 25 x D 3525HL0800 h

8.10 0/-0.015 10 204 216 260 40.5 25 x D 3525HL0810 f

8.20 0/-0.015 10 206 218 260 41 25 x D 3525HL0820 f

8.30 0/-0.015 10 209 221 265 41.5 25 x D 3525HL0830 f

8.40 0/-0.015 10 211 224 265 42 25 x D 3525HL0840 f

8.50 0/-0.015 10 214 226 270 42.5 25 x D 3525HL0850 f

8.60 0/-0.015 10 216 229 270 43 25 x D 3525HL0860 f

8.70 0/-0.015 10 219 232 275 43.5 25 x D 3525HL0870 f

8.80 0/-0.015 10 221 234 275 44 25 x D 3525HL0880 f

8.90 0/-0.015 10 224 237 280 44.5 25 x D 3525HL0890 f

9.00 0/-0.015 10 226 240 285 45 25 x D 3525HL0900 f

9.10 0/-0.015 10 229 242 285 45.5 25 x D 3525HL0910 f

9.20 0/-0.015 10 231 245 290 46 25 x D 3525HL0920 f

9.30 0/-0.015 10 234 247 290 46.5 25 x D 3525HL0930 f

9.40 0/-0.015 10 236 250 295 47 25 x D 3525HL0940 f

9.50 0/-0.015 10 239 253 295 47.5 25 x D 3525HL0950 f

3525HL
4-margin lands, long (25xD), polished flutes, 
HL (through coolant)

25XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3525HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 55-75 45-65 35-55 30-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 6900 0.052 360 5840 0.047 270 4780 0.042 200 3720 0.036 140
3.5 5910 0.060 350 5000 0.054 270 4090 0.048 200 3180 0.042 130
4.0 5180 0.072 370 4380 0.065 280 3580 0.058 210 2790 0.050 140
4.5 4600 0.084 390 3890 0.076 290 3180 0.067 210 2480 0.059 150
5.0 4140 0.096 400 3500 0.086 300 2870 0.077 220 2230 0.067 150
5.5 3760 0.108 410 3180 0.097 310 2610 0.086 230 2030 0.076 150
6.0 3450 0.120 410 2920 0.108 320 2390 0.096 230 1860 0.084 160
6.5 3180 0.132 420 2690 0.119 320 2200 0.106 230 1710 0.092 160
7.0 2960 0.144 430 2500 0.130 320 2050 0.115 240 1590 0.101 160
7.5 2760 0.156 430 2340 0.140 330 1910 0.125 240 1490 0.109 160
8.0 2590 0.168 440 2190 0.151 330 1790 0.134 240 1390 0.118 160
8.5 2440 0.180 440 2060 0.162 330 1690 0.144 240 1310 0.126 170
9.0 2300 0.192 440 1950 0.173 340 1590 0.154 240 1240 0.134 170
9.5 2180 0.204 440 1840 0.184 340 1510 0.163 250 1170 0.143 170

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 30-50 30-40 25-35 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 4780 0.039 190 3720 0.033 120 3180 0.027 90 2650 0.023 62
3.5 4090 0.045 180 3180 0.038 120 2730 0.032 90 2270 0.027 61
4.0 3580 0.054 190 2790 0.046 130 2390 0.038 90 1990 0.032 64
4.5 3180 0.063 200 2480 0.054 130 2120 0.044 90 1770 0.038 67
5.0 2870 0.072 210 2230 0.061 140 1910 0.050 100 1590 0.043 69
5.5 2610 0.081 210 2030 0.069 140 1740 0.057 100 1450 0.049 70
6.0 2390 0.090 220 1860 0.077 140 1590 0.063 100 1330 0.054 70
6.5 2200 0.099 220 1710 0.084 140 1470 0.069 100 1220 0.059 70
7.0 2050 0.108 220 1590 0.092 150 1360 0.076 100 1140 0.065 70
7.5 1910 0.117 220 1490 0.099 150 1270 0.082 100 1060 0.070 70
8.0 1790 0.126 230 1390 0.107 150 1190 0.088 100 1000 0.076 80
8.5 1690 0.135 230 1310 0.115 150 1120 0.095 110 940 0.081 80
9.0 1590 0.144 230 1240 0.122 150 1060 0.101 110 880 0.086 80
9.5 1510 0.153 230 1170 0.130 150 1010 0.107 110 840 0.092 80
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3525HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 55-75 45-65 35-55 30-40

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 6900 0.052 360 5840 0.047 270 4780 0.042 200 3720 0.036 140
3.5 5910 0.060 350 5000 0.054 270 4090 0.048 200 3180 0.042 130
4.0 5180 0.072 370 4380 0.065 280 3580 0.058 210 2790 0.050 140
4.5 4600 0.084 390 3890 0.076 290 3180 0.067 210 2480 0.059 150
5.0 4140 0.096 400 3500 0.086 300 2870 0.077 220 2230 0.067 150
5.5 3760 0.108 410 3180 0.097 310 2610 0.086 230 2030 0.076 150
6.0 3450 0.120 410 2920 0.108 320 2390 0.096 230 1860 0.084 160
6.5 3180 0.132 420 2690 0.119 320 2200 0.106 230 1710 0.092 160
7.0 2960 0.144 430 2500 0.130 320 2050 0.115 240 1590 0.101 160
7.5 2760 0.156 430 2340 0.140 330 1910 0.125 240 1490 0.109 160
8.0 2590 0.168 440 2190 0.151 330 1790 0.134 240 1390 0.118 160
8.5 2440 0.180 440 2060 0.162 330 1690 0.144 240 1310 0.126 170
9.0 2300 0.192 440 1950 0.173 340 1590 0.154 240 1240 0.134 170
9.5 2180 0.204 440 1840 0.184 340 1510 0.163 250 1170 0.143 170

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4

Hardness/Rm

Vc (m/min) 60-80 50-70 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 7430 0.065 480 6370 0.059 370 6370 0.052 330
3.5 6370 0.075 480 5460 0.068 370 5460 0.060 330
4.0 5570 0.090 500 4780 0.081 390 4780 0.072 340
4.5 4950 0.105 520 4250 0.095 400 4250 0.084 360
5.0 4460 0.120 540 3820 0.108 410 3820 0.096 370
5.5 4050 0.135 550 3470 0.122 420 3470 0.108 370
6.0 3720 0.150 560 3180 0.135 430 3180 0.120 380
6.5 3430 0.165 570 2940 0.149 440 2940 0.132 390
7.0 3180 0.180 570 2730 0.162 440 2730 0.144 390
7.5 2970 0.195 580 2550 0.176 450 2550 0.156 400
8.0 2790 0.210 590 2390 0.189 450 2390 0.168 400
8.5 2620 0.225 590 2250 0.203 460 2250 0.180 410
9.0 2480 0.240 600 2120 0.216 460 2120 0.192 410
9.5 2350 0.255 600 2010 0.230 460 2010 0.204 410
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3525HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 3180 0.036 120 2120 0.025 54 3180 0.035 110 2120 0.029 60
3.5 2730 0.042 110 1820 0.029 54 2730 0.040 110 1820 0.034 60
4.0 2390 0.050 120 1590 0.035 56 2390 0.048 110 1590 0.040 60
4.5 2120 0.059 120 1420 0.041 58 2120 0.056 120 1420 0.047 70
5.0 1910 0.067 130 1270 0.047 60 1910 0.064 120 1270 0.054 70
5.5 1740 0.076 130 1160 0.053 61 1740 0.072 120 1160 0.060 70
6.0 1590 0.084 130 1060 0.059 62 1590 0.080 130 1060 0.067 70
6.5 1470 0.092 140 980 0.065 63 1470 0.088 130 980 0.074 70
7.0 1360 0.101 140 910 0.071 64 1360 0.096 130 910 0.081 70
7.5 1270 0.109 140 850 0.076 65 1270 0.104 130 850 0.087 70
8.0 1190 0.118 140 800 0.082 66 1190 0.112 130 800 0.094 80
8.5 1120 0.126 140 750 0.088 66 1120 0.120 130 750 0.101 80
9.0 1060 0.134 140 710 0.094 67 1060 0.128 140 710 0.108 80
9.5 1010 0.143 140 670 0.100 67 1010 0.136 140 670 0.114 80
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

3.10* 0/-0.012 4 94 99 135 15.5 30 x D 3530HL0310 f

3.20 0/-0.012 4 97 102 135 16 30 x D 3530HL0320 f

3.30 0/-0.012 4 100 105 140 16.5 30 x D 3530HL0330 f

3.40 0/-0.012 4 103 108 145 17 30 x D 3530HL0340 f

3.50 0/-0.012 4 106 111 145 17.5 30 x D 3530HL0350 h

3.60 0/-0.012 4 109 114 150 18 30 x D 3530HL0360 f

3.70 0/-0.012 4 112 118 155 18.5 30 x D 3530HL0370 f

3.80 0/-0.012 4 115 121 155 19 30 x D 3530HL0380 f

3.90 0/-0.012 4 118 124 160 19.5 30 x D 3530HL0390 f

4.00 0/-0.012 4 121 127 160 20 30 x D 3530HL0400 h

4.10 0/-0.012 5 124 130 165 20.5 30 x D 3530HL0410 f

4.20 0/-0.012 5 127 133 170 21 30 x D 3530HL0420 f

4.30 0/-0.012 5 130 136 175 21.5 30 x D 3530HL0430 f

4.40 0/-0.012 5 133 140 175 22 30 x D 3530HL0440 f

4.50 0/-0.012 5 136 143 180 22.5 30 x D 3530HL0450 h

4.60 0/-0.012 5 139 146 185 23 30 x D 3530HL0460 f

4.70 0/-0.012 5 142 149 185 23.5 30 x D 3530HL0470 f

4.80 0/-0.012 5 145 152 190 24 30 x D 3530HL0480 f

4.90 0/-0.012 5 148 155 190 24.5 30 x D 3530HL0490 f

5.00 0/-0.012 5 151 159 195 25 30 x D 3530HL0500 h

5.10 0/-0.012 6 154 162 200 25.5 30 x D 3530HL0510 f

5.20 0/-0.012 6 157 165 205 26 30 x D 3530HL0520 f

5.30 0/-0.012 6 160 168 205 26.5 30 x D 3530HL0530 f

5.40 0/-0.012 6 163 171 210 27 30 x D 3530HL0540 f

5.50 0/-0.012 6 166 174 215 27.5 30 x D 3530HL0550 h

5.60 0/-0.012 6 169 177 215 28 30 x D 3530HL0560 f

5.70 0/-0.012 6 172 181 220 28.5 30 x D 3530HL0570 f

5.80 0/-0.012 6 175 184 225 29 30 x D 3530HL0580 f

5.90 0/-0.012 6 178 187 225 29.5 30 x D 3530HL0590 f

6.00 0/-0.012 6 181 190 230 30 30 x D 3530HL0600 h

6.10 0/-0.015 8 184 193 230 30.5 30 x D 3530HL0610 f

6.20 0/-0.015 8 187 196 135 31 30 x D 3530HL0620 f

6.30 0/-0.015 8 190 199 240 31.5 30 x D 3530HL0630 f

6.40 0/-0.015 8 193 203 240 32 30 x D 3530HL0640 f

6.50 0/-0.015 8 196 206 245 32.5 30 x D 3530HL0650 h

6.60 0/-0.015 8 199 209 250 33 30 x D 3530HL0660 f

6.70 0/-0.015 8 202 212 250 33.5 30 x D 3530HL0670 f

6.80 0/-0.015 8 205 215 255 34 30 x D 3530HL0680 f

6.90 0/-0.015 8 208 218 255 34.5 30 x D 3530HL0690 f

3530HL
4-margin lands, long (30xD), polished flutes, 
HL (through coolant)

30XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable

* Ø1÷Ø3 = 3530 SUH MINI page 160
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L l-4M drilling length EDP No. Stock

7.00 0/-0.015 8 211 222 265 35 30 x D 3530HL0700 f

7.10 0/-0.015 8 214 225 265 35.5 30 x D 3530HL0710 f

7.20 0/-0.015 8 217 228 270 36 30 x D 3530HL0720 f

7.30 0/-0.015 8 220 231 270 36.5 30 x D 3530HL0730 f

7.40 0/-0.015 8 223 234 275 37 30 x D 3530HL0740 f

7.50 0/-0.015 8 226 237 280 37.5 30 x D 3530HL0750 f

7.60 0/-0.015 8 229 240 280 38 30 x D 3530HL0760 f

7.70 0/-0.015 8 232 244 285 38.5 30 x D 3530HL0770 f

7.80 0/-0.015 8 235 247 290 39 30 x D 3530HL0780 f

7.90 0/-0.015 8 238 250 290 39.5 30 x D 3530HL0790 f

8.00 0/-0.015 8 241 253 295 40 30 x D 3530HL0800 h

3530HL
4-margin lands, long (30xD), polished flutes, 
HL (through coolant)

30XD OSAWA
NORM

135°

P M K N S H

 1st choice      suitable
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195

TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3530HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 50-70 40-60 30-50 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 6370 0.046 290 5310 0.041 220 4250 0.036 150 3180 0.032 100
3.5 5460 0.053 287 4550 0.047 210 3640 0.042 150 2730 0.037 100
4.0 4780 0.063 301 3980 0.057 230 3180 0.050 160 2390 0.044 110
4.5 4250 0.074 312 3540 0.066 230 2830 0.059 170 2120 0.051 110
5.0 3820 0.084 321 3180 0.076 240 2550 0.067 170 1910 0.059 110
5.5 3470 0.095 328 2900 0.085 250 2320 0.076 180 1740 0.066 120
6.0 3180 0.105 334 2650 0.095 250 2120 0.084 180 1590 0.074 120
6.5 2940 0.116 340 2450 0.104 250 1960 0.092 180 1470 0.081 120
7.0 2730 0.126 344 2270 0.113 260 1820 0.101 180 1360 0.088 120
7.5 2550 0.137 348 2120 0.123 260 1700 0.109 190 1270 0.096 120
8.0 2390 0.147 351 1990 0.132 260 1590 0.118 190 1190 0.103 120

Ø RUN OUT
<0.02mm

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 35-45 25-35 20-30 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 4250 0.034 150 3180 0.029 90 2650 0.024 63 2120 0.020 43
3.5 3640 0.039 140 2730 0.033 90 2270 0.028 63 1820 0.024 43
4.0 3180 0.047 150 2390 0.040 100 1990 0.033 66 1590 0.028 45
4.5 2830 0.055 160 2120 0.047 100 1770 0.039 68 1420 0.033 47
5.0 2550 0.063 160 1910 0.054 100 1590 0.044 70 1270 0.038 48
5.5 2320 0.071 160 1740 0.060 100 1450 0.050 70 1160 0.043 49
6.0 2120 0.079 170 1590 0.067 110 1330 0.055 70 1060 0.047 50
6.5 1960 0.087 170 1470 0.074 110 1220 0.061 70 980 0.052 51
7.0 1820 0.095 170 1360 0.080 110 1140 0.066 80 910 0.057 52
7.5 1700 0.102 170 1270 0.087 110 1060 0.072 80 850 0.061 52
8.0 1590 0.110 180 1190 0.094 110 1000 0.077 80 800 0.066 53
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3530HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 50-70 40-60 30-50 25-35

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 6370 0.046 290 5310 0.041 220 4250 0.036 150 3180 0.032 100
3.5 5460 0.053 290 4550 0.047 210 3640 0.042 150 2730 0.037 100
4.0 4780 0.063 300 3980 0.057 230 3180 0.050 160 2390 0.044 110
4.5 4250 0.074 310 3540 0.066 230 2830 0.059 170 2120 0.051 110
5.0 3820 0.084 320 3180 0.076 240 2550 0.067 170 1910 0.059 110
5.5 3470 0.095 330 2900 0.085 250 2320 0.076 180 1740 0.066 120
6.0 3180 0.105 330 2650 0.095 250 2120 0.084 180 1590 0.074 120
6.5 2940 0.116 340 2450 0.104 250 1960 0.092 180 1470 0.081 120
7.0 2730 0.126 340 2270 0.113 260 1820 0.101 180 1360 0.088 120
7.5 2550 0.137 350 2120 0.123 260 1700 0.109 190 1270 0.096 120
8.0 2390 0.147 350 1990 0.132 260 1590 0.118 190 1190 0.103 120

Ø RUN OUT
<0.02mm

Material Group
ISO 513

N1 N2 N3    N4

Hardness/Rm

Vc (m/min) 50-70 40-60 40-60

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 6370 0.057 360 5310 0.051 270 5310 0.046 240
3.5 5460 0.066 360 4550 0.059 270 4550 0.053 240
4.0 4780 0.079 380 3980 0.071 280 3980 0.063 250
4.5 4250 0.092 390 3540 0.083 290 3540 0.074 260
5.0 3820 0.105 400 3180 0.095 300 3180 0.084 270
5.5 3470 0.118 410 2900 0.106 310 2900 0.095 270
6.0 3180 0.131 420 2650 0.118 310 2650 0.105 280
6.5 2940 0.144 420 2450 0.130 320 2450 0.116 280
7.0 2730 0.158 430 2270 0.142 320 2270 0.126 290
7.5 2550 0.171 440 2120 0.154 330 2120 0.137 290
8.0 2390 0.184 440 1990 0.165 330 1990 0.147 290
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

 CUTTING PARAMETERS

3530HL

Ø RUN OUT
<0.02mm

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 25-35 15-25 25-35 15-25

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3.0 3180 0.032 100 2120 0.022 47 3180 0.030 100 2120 0.025 54
3.5 2730 0.037 100 1820 0.026 47 2730 0.035 100 1820 0.029 54
4.0 2390 0.044 110 1590 0.031 49 2390 0.042 100 1590 0.035 56
4.5 2120 0.051 110 1420 0.036 51 2120 0.049 100 1420 0.041 58
5.0 1910 0.059 110 1270 0.041 52 1910 0.056 110 1270 0.047 60
5.5 1740 0.066 120 1160 0.046 54 1740 0.063 110 1160 0.053 61
6.0 1590 0.074 120 1060 0.051 55 1590 0.070 110 1060 0.059 62
6.5 1470 0.081 120 980 0.057 55 1470 0.077 110 980 0.065 63
7.0 1360 0.088 120 910 0.062 56 1360 0.084 110 910 0.071 64
7.5 1270 0.096 120 850 0.067 57 1270 0.091 120 850 0.076 65
8.0 1190 0.103 120 800 0.072 58 1190 0.098 120 800 0.082 66
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

C-SD-TA

C-SD-TA
NC SPOTTING

 90° - 120° starting drills for NC centering and chamfering on 
a wide range of materials.

 Punte da centri a 90° e 120° per NC. Centratura e svasatura 
su una vasta gamma di materiali.

 Anbohrer mit Spitzenwinkel 90° und 120° für NC Maschinen. 
Zentrierung und Ansenkung auf einem sehr breiten Spektrum 
von Materialien. 

 Forets à centrer et chanfreiner 90°-120°, pour une grande 
variété de matériaux.

 Brocas para puntear y escariar 90°-120° sobre una gran 
variedad de materiales. 

 Центровочные свёрла с углами при вершине 90°-120° 
для сверления центровых отверстий и зенкования в 
широкой гамме материалов на станках с ЧПУ.
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

C-SD-TA

h stock standard     f non-standard stock     m stock exhaustion

C-SD-TA
solid carbide NC starting drills, 90°-120°

OSAWA
NORM

90-120°

90°

120°

P M K N S H

 1st choice      suitable

C-SD-TA 90° C-SD-TA 120°

D(h6) D Tol. D(h6) l l1 L EDP No. Stock EDP No. Stock

6.00 0/-0.008 6 16 50 CSDTA060A h CSDTA060B h

8.00 0/-0.009 8 20 64 CSDTA080A h CSDTA080B h

10.00 0/-0.009 10 25 70 CSDTA100A h CSDTA100B h

12.00 0/-0.011 12 25 75 CSDTA120A h CSDTA120B h

16.00 0/-0.011 16 26 90 CSDTA160A h CSDTA160B h
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON
SUH MINI

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HL

C-SD-TA

 CUTTING PARAMETERS

C-SD-TA

Material Group
ISO 513

P1    P2 P3    P4 P5 P6

Hardness/Rm 500-700 N/mm² 600-1000 N/mm² 900-1200 N/mm² 1200-1400 N/mm²

Vc (m/min) 90-110 70-90 60-80 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

6 5310 0.140 740 4250 0.126 540 3720 0.112 420 3180 0.098 310
7 4550 0.160 730 3640 0.144 520 3180 0.128 410 2730 0.112 310
8 3980 0.180 720 3180 0.162 520 2790 0.144 400 2390 0.126 300
9 3540 0.200 710 2830 0.180 510 2480 0.160 400 2120 0.140 300

10 3180 0.220 700 2550 0.198 500 2230 0.176 390 1910 0.154 290
11 2900 0.240 700 2320 0.216 500 2030 0.192 390 1740 0.168 290
12 2650 0.260 690 2120 0.234 500 1860 0.208 390 1590 0.182 290
13 2450 0.280 690 1960 0.252 490 1710 0.224 380 1470 0.196 290
14 2270 0.300 680 1820 0.270 490 1590 0.240 380 1360 0.210 290
15 2120 0.320 680 1700 0.288 490 1490 0.256 380 1270 0.224 280
16 1990 0.340 680 1590 0.306 490 1390 0.272 380 1190 0.238 280

Material Group
ISO 513

M1   M2 M3 M4 M5

Hardness/Rm < 750 N/mm² 550-850 N/mm² 650-950 N/mm² 850-1200 N/mm²

Vc (m/min) 50-70 40-60 30-40 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

6 3180 0.091 290 2650 0.073 190 1860 0.064 120 1330 0.055 70
7 2730 0.104 280 2270 0.083 190 1590 0.073 120 1140 0.062 70
8 2390 0.117 280 1990 0.094 190 1390 0.082 110 1000 0.070 70
9 2120 0.130 280 1770 0.104 180 1240 0.091 110 880 0.078 70

10 1910 0.143 270 1590 0.114 180 1110 0.100 110 800 0.086 70
11 1740 0.156 270 1450 0.125 180 1010 0.109 110 720 0.094 70
12 1590 0.169 270 1330 0.135 180 930 0.118 110 660 0.101 70
13 1470 0.182 270 1220 0.146 180 860 0.127 110 610 0.109 70
14 1360 0.195 270 1140 0.156 180 800 0.137 110 570 0.117 70
15 1270 0.208 260 1060 0.166 180 740 0.146 110 530 0.125 70
16 1190 0.221 260 1000 0.177 180 700 0.155 110 500 0.133 70

Material Group
ISO 513

K1 K2 K3 K4

Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB

Vc (m/min) 90-110 70-90 60-80 50-70

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

6 5310 0.140 740 4250 0.126 540 3720 0.112 420 3180 0.098 310
7 4550 0.160 730 3640 0.144 520 3180 0.128 410 2730 0.112 310
8 3980 0.180 720 3180 0.162 520 2790 0.144 400 2390 0.126 300
9 3540 0.200 710 2830 0.180 510 2480 0.160 400 2120 0.140 300

10 3180 0.220 700 2550 0.198 500 2230 0.176 390 1910 0.154 290
11 2900 0.240 700 2320 0.216 500 2030 0.192 390 1740 0.168 290
12 2650 0.260 690 2120 0.234 500 1860 0.208 390 1590 0.182 290
13 2450 0.280 690 1960 0.252 490 1710 0.224 380 1470 0.196 290
14 2270 0.300 680 1820 0.270 490 1590 0.240 380 1360 0.210 290
15 2120 0.320 680 1700 0.288 490 1490 0.256 380 1270 0.224 280
16 1990 0.340 680 1590 0.306 490 1390 0.272 380 1190 0.238 280
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
HRC

TYPHOON

SUH MINI

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HL

C-SD-TA

 CUTTING PARAMETERS

C-SD-TA

Material Group
ISO 513

N1 N2 N3    N4 N5

Hardness/Rm

Vc (m/min) 160-200 140-180 130-170 160-200

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

6 9550 0.175 1670 8490 0.158 1340 7960 0.140 1110 9550 0.158 1500
7 8190 0.200 1640 7280 0.180 1310 6820 0.160 1090 8190 0.180 1470
8 7170 0.225 1610 6370 0.203 1290 5970 0.180 1070 7170 0.203 1450
9 6370 0.250 1590 5660 0.225 1270 5310 0.200 1060 6370 0.225 1430

10 5730 0.275 1580 5100 0.248 1260 4780 0.220 1050 5730 0.248 1420
11 5210 0.300 1560 4630 0.270 1250 4340 0.240 1040 5210 0.270 1410
12 4780 0.325 1550 4250 0.293 1240 3980 0.260 1030 4780 0.293 1400
13 4410 0.350 1540 3920 0.315 1230 3670 0.280 1030 4410 0.315 1390
14 4090 0.375 1530 3640 0.338 1230 3410 0.300 1020 4090 0.338 1380
15 3820 0.400 1530 3400 0.360 1220 3180 0.320 1020 3820 0.360 1380
16 3580 0.425 1520 3180 0.383 1220 2990 0.340 1020 3580 0.383 1370

Material Group
ISO 513

S1    S2 S3 S4 S5

Hardness/Rm < 35 HRC 35-45 HRC

Vc (m/min) 30-50 20-40 45-65 35-55

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

6 2120 0.063 130 1590 0.044 70 2920 0.060 170 2390 0.050 120
7 1820 0.072 130 1360 0.050 70 2500 0.068 170 2050 0.058 120
8 1590 0.081 130 1190 0.057 70 2190 0.077 170 1790 0.065 120
9 1420 0.090 130 1060 0.063 70 1950 0.086 170 1590 0.072 110

10 1270 0.099 130 960 0.069 70 1750 0.094 160 1430 0.079 110
11 1160 0.108 130 870 0.076 70 1590 0.103 160 1300 0.086 110
12 1060 0.117 120 800 0.082 70 1460 0.111 160 1190 0.094 110
13 980 0.126 120 730 0.088 60 1350 0.120 160 1100 0.101 110
14 910 0.135 120 680 0.095 60 1250 0.128 160 1020 0.108 110
15 850 0.144 120 640 0.101 60 1170 0.137 160 960 0.115 110
16 800 0.153 120 600 0.107 60 1090 0.145 160 900 0.122 110

8_199-202_C-SD-TA.indd   202 22/09/17   12:33




